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PREFACE. 



Although France and other nations have taken active steps 
to give official sanction to the best known means of protection 
from the ill effects of atmospheric electricity, nothing in this 
way has ever been done in England for the public generally. 

The enquiries by householders and public bodies for advice 
and instruction were so numerous, the absence of authorized 
or well-matured directions was so marked, the practice in vogue 
so varied and anomalous, that it occurred to the Meteorological 
Society to take some action in the matter. 

Accordingly, at a Meeting of the Council of the Meteoro- 
logical Society, held on 15th of May, 1878, it was resolved — 

^That the House Committee be instructed to address the 
following Societies : — 

The Royal Institute of British Abohiteots, 

The Physical Society, 

The Society op Telegraph Engineers, 

asking them to name delegates to co-operate in con- 
sidering the desirability or otherwise of issuing a code 
of rules for the erection of lightning conductors, and 
to proceed in preparing a code if it is thought desirable.' 

In accordance with this resolution the following letter was 
addressed to the Secretaries of the above Societies: — 

The Mbtbobologioal Sooibte, 

30, Gebat Gboege Stubet, Westminster, 

June 14, 1878. • 
Sib, 

The Council of the Meteorological Society have had under 
their consideration for some time the possibility of formulating the 
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VI PREFACE, 

existing knowledge on the subject of the protection of property from 
damage by electricity, and the advisabiKty of preparing and issuing a 
general code of rules for the erection of lightning conductors. 

They are of opinion that this would best be done by a joint com- 
mittee of representative members of those Societies before which such 
subjects most naturally come ; and they have, therefore, decided upon 
inviting the co-operation of your Society by the nomination of one or 
more delegates to join a Committee by whom the whole question 
should be considered, and to whom also any written communications 
would be submitted. 

The Council trust that your Society may be represented by delegates ; 
but if that course be impossible, they invite any written suggestions 
which you may have to offer. 

A meeting of the delegates will be called for an early date after 
the receipt from the Societies consulted, of the names of the gentle- 
men nominated by each. 

We are, Sir, 

Your obedient servants, 

G, J. StMONS, ) r,^ e ^ • 

Jomr W. Teipb,; ^^- ^^'^^^^ 

In reply to this circular all the societies invited nominated 
delegates, and the Conference was constituted as follows : — 

C. Brooke, F.B.S., Past Fresident. 

E. E. Dtmond, F.M.S. 

G. J. Stmons, F.E.S., Secretary/. 

Prof. Lewis, F.S.A. 
J. Whichcord, F.S.A., Vice Fre- 
sident, 

''Latimer Clark, M. Inst. C.E., 
Fast Fresident. 
W. H. Preece, F.R.S., M. Inst. 
C.E., Vice Fresident. 

( Prof. W. G. Adams. F.E.S., 
Fresident. 
Prof. G. Carey Foster, F.R.S., 
Fast Fresident. 



Meteorological Society. 



Royallnstituteof British 
Architects. 



Society of Telegraph 
Engineers and of 
Electricians. 



Physical Society. 



The steps taken by the delegates will be best explained by a 
short narrative chiefly formed of extracts from the minute book 
of the Conference. 
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PREFACE. Vli 

The first meeting was held at the rooms of the Meteorological 
Society, on November 14th, 1878, when all the delegates were 
present. Mr. 0. Brooke, F.R.S., was appointed President of 
the Conference, and Mr. G. J. Symons, F.R.S., Secretary. 

Professor W. E. Ayrton was elected a member. 

A circular, which will be found in Appendix A, was drafted for 
issue to manufacturers of lightning conductors. This was sent 
to sixty-five firms, but only eight replied, and their answers are 
printed verbatim in the same Appendix. An analysis of the 
replies forms Appendix B. Appendix is a reply received 
too late for insertion in Appendix A, and after Mr. Preece had 
compiled Appendix B. Another reply from an American firm 
will be found in Appendix I, p. (192), making ten in all. 

At a subsequent meeting, the delegates from the Boyal In- 
stitute of British Architects were requested to ask the Council 
of that body to issue a circular to their members inviting 
them to furnish information respecting buildings injured by 
lightning. This circular, together with abstracts of the replies, 
and a brief Introductory Summary, by Messrs. Lewis and 
Whichcord, will be found in Appendix D. 

Mr. Symons submitted to the meeting a mass of statistics 
respecting accidents by lightning which he had collected in the 
years 1857-59 ; they were referred to Professor Ayrton, and his 
note upon them constitutes Appendix E. 

At the meeting on August 5th, 1879, the Secretary an- 
nounced the death of the President of the Conference, Mr. C. 
Brooke, F.R.S., a vote of condolence was passed unanimously, 
and ordered to be forwarded to Mrs. Brooke. The Conference 
then proceeded to elect a new Chairman, and it was unanimously 
resolved that Professor W. G. Adams, F.K.S., be requested to 
accept the office. 

The following circular was approved and ordered to be for- 
warded to a large number of the most important newspapers 
and periodicals throughout the United Eangdom. 
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viii PREFAOE. 

LIGHTNINQ CONDUCTOES. 

To ihe Editor of 

Sib,— 

In the summer of 1878 delegates were nominated by the fol- 
lowing Societies, viz., the Bojal Institute of British Architects, the 
Society of Telegraph Engineers, the Physical Society, and the 
Meteorological Society, for the following purpose : — 

•*To consider the possibility of formulating the existing knowledge on 
the subject of the protection of property from damage by electricity, 
and the advisability of preparing and issuing a general code of rules 
for the erection of Lightning Conductors," 

The delegates have held several meetings, and have already collected, 
firstly, from the manufacturers of Lightning Conductors, and secondly, 
from the Members of the Boyal Institute of British Architects, a large 
amount of thoroughly practical information. Several of their number 
are also engaged in forming abstracts of the salient features of the 
literature of the subject. 

The Members of the Conference are, however, most anxious that 
their Eeport should be as trustworthy and as exhaustive as possible, 
and they have, therefore, instructed me to ask you to assist them by 
publishing this epitome of their proceedings, and allowing them to in- 
vite correspondence upon the points mentioned below. 

I am. Sir, 

Tour obedient servant, 

G. J. SYMONS, r.E.S., 

Secretary to tJie Conference. 

lil&RTKTNQ EOD CoNrBEEUCB, 

30, Geeat Geobgb Stbbbt, S.W. 



Class of Facts most Exquibed. 

Full details of accidents by lightning, stating especially whether the 
building struck had a conductor or not. If there was a conductor, state 
its dimensions — construction — mode of attachment to building — 
whether its top was pointed — distance of its upper terminal from the 
place struck — nature and extent of the connection between the con- 
ductor and the earth, and whether the earth was dry or moist — 
whether the conductor was itself injured — and whether the conductor 
or the point struck was the most salient object in the vicinity. In- 
formation is also desired, either verbally or by sketches, as to the 
position of metal spouting and lead roofing relatively to the point 
struck, and to the conductor. 

Details of the thickest piece of metal melted by a fiash of lightning 
are much needed. 

Unimpeachable evidence of the failure of conductors is much 
desired, as such failures would be extremely instructive. 
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PREFAOE. IX 

The replies were by no means as numerous as was expected : 
the most important will be found in Appendix I. 

At the meeting, October 27th, 1879, it was resolved ^*That 
the members of the Conference will undertake to prepare ab- 
stracts of the principal English and Foreign books upon Light- 
ning Conductors/' This work became extremely heavy, and 
occupied much time, as will be seen from Appendix F, which 
contains abstracts of sixty separate treatises, of which 26 are 
from English, 17 from French, 6 from Belgian, 5 from American, 
and 5 from German authors, and one is from the Norwegian. 

In order to guard against omitting important works, it was 
resolved "That application be made to the Society of Tele- 
graph Engineers for advance sheets of the Ronalds Catalogue." 
From it, supplemented by Mr. Latimer Clark's and other 
lists, the Secretary compiled Appendix G., which contains the 
full titles of no fewer than 704 separate works upon lightning 
conductors, or on subjects intimately connected therewith. 

At the same meeting it was resolved that efforts be made to 
obtain a set of the official instructions issued in all foreign 
countries. The circular issued, and an abstract of the infor- 
mation collected, including replies from America, Belgium, 
Denmark, Germany, Holland, India, Italy, and Norway, will 
be found in Appendix H. Full details respecting the practice 
in France will be found in Appendices F, K, and L, and a notice 
of Zenger's Austrian system, on p. (104). 

At the meeting, Nov. 20th, 1879, the Secretary was unani- 
mously requested to act as Editor of the Report.. 

At the meeting, Jan. 22nd, 1880, a letter was received from 
Mr. R. H. Scott, F.R.S., Secretary to the Meteorological Council^ 
enclosing a report respecting the injury to the " Southern 
Queen," it was resolved, *^That some of the delegates visit the 
ship." The report and a note of the results of the visit will be 
found in Appendix I page (205). 

At the meeting, April 15th, 1880, Prof. D. E. Hughes was 
unanimously elected member of the Conference. 
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X PBEFAGE. 

At the meeting, July 6th, 1880, the Secretary handed in a sketch 
of a house with various parts of the lightning conductor marked 
upon it, and obtained from the delegates definite names for each 
portion, in order that in framing the report there might be no 
uncertainty as to what was meant by any special term, great con- 
fusion in this respect having previously existed. 

The terms adopted have been: Conductor. — ^The whole ar- 
rangement for the protection of a building. Point. — The upper 
termination of the conductor, whether blunt or sharp, single or 
bifurcated. Upper terminal. — ^That portion of the conductor 
which is between the top of the edifice and the point. Joint. — 
Any connection between any two parts of the conductor. Bod. — 
'The main portion of the conductor, whether it consist of rope, 
tape, tube or solid rod. Circuit dee Faites. — ^A rod running 
round the eaves of a house, the battlements of a tower, &c. 
Earth plate. — ^The termination of the conductor in the ground, 
the pattern being indicated by special terms. 

The accompanying lithograph will, it is hoped, supply all 
additional necessary particulars. 

It is desirable to state that the illustrations in this Eeport have 
been prepared by Mr. E. White Wallis, F.M.S., so as to bring 
out the various features distinctly, and as nearly as possible in 
true proportion, but without any attempt at artistic finish. 

The meetings during the latter part of 1880, and the early 
part of 1881, were devoted chiefly to the discussion of various 
questions as bases for the report. Much time was also occupied 
in perfecting the various appendices, and in compiling an 
exhaustive index to them. 

In May, 1881, Messrs. Preece and Symons, being in Paris, 
made careful enquiries as to the existing practice in France 
respecting lightning conductors. Their notes form Appendix K. 

At the meeting held on May 27th, 1881, the Secretary was 
instructed to draw up a draft report, and this having been put 
in type was sent to all the delegates; carefully considered, 
revised, and amended at various subsequent meetings, and finally 
adopted. 
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The Delegates are of opinion that it will conduc'e to clear- 
ness of statement if their Report be divided into three sections — 

(1) The purpose which a lightning conductor is intended to 

serve. 

(2) A statement of those features in the construction and 

erection of lightning conductors respecting which 
there has been, or is, a difference of opinion, and the 
final decision of the Conference thereupon. 

(3) Code of rules for the erection of lightning conductors. 



Section I. — The purpose which a LiglUning Conductor ie in- 
tended to serve. 

A flash of lightning is the passage of an electric spark be- 
tween two bodies oppositely or unequally electrified, and be- 
tween which the difference of electric pressure or potential is 
sufficiently strong to break across the air space which separates 
them, and to produce what is known as a disruptive dis- 
charge. A flash may pass either between one cloud and an- 
other, or between a cloud and the earth. In the former case 
damage is not likely to be done, in the latter damage is or is 
not done, according to the point at or from which the lightning 
strikes. The more any object projects above the general level, 
the less is the distance between it and the cloud, and as the 
less the distance the less the resistance offered to the discharge. 
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2 REPORT. 

high objects are, cceteria paribus^ most frequently struck. Some 
substances^ such as copper or u^on, can conduct a large quantity 
of electricity with facility, and are called good conductors. 
Other substances, such as living vegetable or animal matter, 
offer much obstruction, and form only partial conductors ; while 
dry earth, stone, and wood almost entirely prevent the passage 
of electricity, and are very bad conductors — in fact, insulators. 

For instance, a man may with perfect impunity clasp a copper 
rod an inch in diameter, the bottom of which is well connected 
with moist earth, while the top of it receives a violent flash of 
lightning. But if the electricity does not find a path prepared 
for it, it will utilise such partial conductors as may be reason- 
ably near, for example — ^the heated air from a kitchen chimney, 
the soot inside, and then the metal range at the bottom ; here, 
however, stone or dry material is generally found, which will 
not conduct it, and then it dashes across the kitchen at some 
gas or water pipe, or some pump or drain leading to damp earth, 
doing serious damage on the way : or it may meet some tree 
in its course and rend it from top to bottom, and if the human 
body intervene life may be destroyed. Mechanical injury is in- 
flicted only where the conduction for the discharge is imperfect. 

A lightning conductor fulfils two functions : it facilitates the 
discharge of the electricity to the earth, so as to carry it off 
harmlessly, and it tends to prevent disruptive discharge by 
silently neutralising the conditions which determine such dis- 
charge in the neighbourhood of the conductor. 

To effect the first object a lightning conductor should offer 
a Une of discharge more nearly perfect, and more accessible, 
than any other offered by the materials or contents of the 
edifice we wish to protect. To effect the second object the con- 
ductor should be surmounted by a point or points. Fine points 
and flames have the property of slowly and silently dissipating 
the electrical charges ; they, in fact, act as safety valves. 

If all these conditions be fulfilled; if the points be high 
enough to be the most saUent features of the building no matter 
from what direction the storm cloud may come, be of ample 
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REPORT. 3 

dimensions and in thorougMy perfect electrical connection with 
the earth, the edifice with all that it contains will be safe, and 
the conductor might even be surrounded by gunpowder in the 
heaviest storm without ridk or danger. 

All accidents may be said to be due to a neglect of these 
simple elementary principles. The most frequent sources of 
failure are conductors deficient either in number, height, or 
conductivity, bad joints, or bad earth connections. There is no 
authentic case on record where a properly-constructed conductor 
failed to do its duty* 



Section II. — A Statement of those features in the construc- 
tion and erection of lAghtning Conductors^ respecting which 
there has been^ or is^ a difference of opinion, and the final 
decision of the Conference thereupon. 



Points. 

Material for Conductor. 
Size of Rod. 
Shape of Rod. 
(Rods, Tubes, Tape,Rope, 
Plait.) 



Joints. 

Protection of Rod. 
Attachment to Building. 
Earth Plates. 
Space Protected. 



Height of Upper Ter- 
minal. 
Testing Conductors. 
Internal Masses of Metal. 
External Masses of Metal. 



POINTS. — Starting with the extreme top, we have first to 
deal with the question of points. The utiUty of points was hotly 
contested rather more than a century since, and an abstract of 
the discussion will be found in Appendix F, page (79), and 
difference of opinion still exists as to their precise functions 
and value. The decision as to the best form of points is compli- 
cated by two opposing requirements (1), the sharper the point 
the more rapid the silent discharge of electricity, and, therefore, 
the more effective the conductor; but (2) the sharper the point 
the more easily is it destroyed by oxidation, or fused, should 
a heavy disruptive discharge fall upon it. 

Attempts have been made by the use of gold, silver, and 
platinum, to obtain a sharp point which should not only be 
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4 REPOBT. 

durable, but, owing to its high melting point, resist fusion by a 
disruptive discharge. But such metals are very expensive, and 
the statements in Appendix F, pages (67, 69, 73, 103, 123, 
128, and 139) prove that even platinum points are often damaged. 
Copper points whose sectional area is less than '05 of a square 
inch are very liable to be melted. Lightning has even fused 
a copper rod '10 sq. in. in sectional area, t.«., 0*35 in. in diameter, 
and there are many rods still standing of which the extremity 
has been melted into a button or knob. 

For these reasons it seems best to separate the double 
functions of the point, prolonging the upper terminal to the 
very summit, and merely bevelling it off, so that, if a disruptive 
discharge does take place, the full conducting power of the 
rod may be ready to receive it, and, therefore, that there may 
be no risk of melted particles of metal setting fire to the build- 
ing, as has occurred. [Appendix F, p. (93).] 

At the same time, having regard to the importance of silent 
discharge from sharp points, we suggest that at one foot below 
the extreme top of the upper terminal there be firmly attached, 
by screws and solder, a copper ring, bearing three or four copper 
needles, each 6 inches long and tapering from J inch diameter 
to as fine a point as can be made; and with the object of 
rendering the sharpness as permanent as possible, we advise 
that they be platinized, gilded, or nickel plated. 

Vanes, finials, and ornamental ironwork so frequently form 
the upper portion of edifices, that it is essential to consider their 
relation to the conductor. They should always be in perfect 
metallic connection with the conductor. The possibility of 
such metal work inducing the charge to desert the conductor 
for some other path is sometimes suggested, but it could not 
happen unless the conductor were out of order, e.g.y of inadequate 
conducting power, or had an imperfect earth-contact. 

With respect to factory chimneys, a different practice pre- 
vails in England from that which is nearly universal on the 
Continent. In this country one straight rod is usually carried 
up on one side of the chimney to a height above the top about 
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RBPOBT. 5 

eqaal to the diameter of the chimney. On the Continent two 
arches of iron are put crosswise over the aperture of the 
chimney, and a vertical rod is carried up from the intersection. 
In both systems the upper terminal suffers from the corroding 
effect of the fumes from the chimney. Dr. Mann thought, 
Appendix F, p. (132), that considering the ready path for light- 
ning afforded by the heated smoke discharged from chimneys, 
a coronal conductor should be placed upon them, as well as a 
multiple point. Messrs. Gray say, p. (9) : **For high chimney 
shafts we fit a copper band round the top, and four points 
thereon connected to main down rod.*' Tlie Edinburgh Gas 
Works chimney, 341 feet high and 14 feet across at the top, 
was fitted with a conductor under the advice of Faraday, 
Appendix F, p. (89). It had an iron plate on the top ; Faraday 
directed that the rod should be connected with this plate, and 
the upper terminal should rise vertically 6 feet above it. 

We are of opinion that a coronal or copper band, with stout 
copper points, each about 1 ft. long, at intervals of 2 or 3 ft. 
throughout the circumference, will make the most durable 
and generally useful protector for a factory chinmey, but 
these points should be gilded or otherwise protected against 
corrosion. 

MATERIAL FOR CONDUCTOR.— Iron and copper are 
practically the only two metals which need consideration ; brass, 
which has sometimes been used is so perishable that its employ- 
ment is a self-evident error. We will assume the conductivity 
of equal lengths and weights of iron to be, in the case of steady 
currents of electricity, ^th that of copper, and the cost of iron 
to be 4 th that of copper, this would make the cost of copper 
for equal conducting power l^ths, or 50 per cent, dearer than 
iron. But there are other matters to be considered : (1) the great 
weight and bulk of iron rods ; (2) their deterioration by rust; 
(S) the serious obstruction offered by a rusty joint; (4) the sud- 
denness of lightning discharge which modifies the conductivity ; 
and lastly, that iron is so much more rigid than copper that 
(except in the form of iron wire rope, of which we shall speak 
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hereafter) it can rarely be used in greater lengths than 20 feet, 
and thus numerous joints become necessary, whereas every 
needless joint should be avoided. 

As regards galvanizing, we think it scarcely judicious to trust 
entirely to it for protection against oxidation, for many instances 
of imperfect galvanizing have come to our knowledge. 

On the other hand copper becomes brittle, not only when 
exposed to the air, but also by the passage through it of power- 
ful charges of atmospheric electricity. Franklin used iron, and 
it is employed in America and on the Continent much more 
generally than copper, and it is less tempting to the thief. 

Nevertheless, as the cost of erection bears a considerable ratio 
to the cost of the rod itself, and as iron possesses the disad- 
vantages above stated, we think that in all ordinary cases a 
copper rod will in the end prove the cheapest, as it will cer- 
tainly be the most durable. 

SIZE OP BOD. — This is perhaps the most difficult subject 
which has to be determined. We greatly regret the shortness of 
Table I. in Appendix K ; but we think that it must be assumed 
from it that lightning has fused a copp^ rod '10 in. (in,th) in 
area, i.e., weighing 6 ounces to the foot. We have also the 
Caterham case, Appendix I, p. (214), where a copper tube 
weighing 5| ounces per foot was heated to redness. 

The saving of cost which might be effected by using, for 
very low buildings, rather slighter rods than for ordinary edifices 
is not worth considering. In a 30 feet rod it could hardly 
amount to 10s. We therefore recommend as the minimum to 
be used : — 



Material. 
Copper 

55 

Iron 





Sectional Area Weight 


Pattern. 


Diameter. of Metal. 
In. sq. in. 


per foot. 


Eope 


... i ... -10 


... 6 oz 


Round Rod 


... 1 ... -11 


7 „ 


JL ape. a . ••• 


... fx^ ... -09 


... 6 „ 


Round Rod 


T75 ... *64 


... ^d „ 
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SHAPE OP ROD.— This depends upon a subject which 
until lately was warmly discussed, viz., upon the relative impor- 
tance of the sectional area, and of the superficial area of a 
conductor ; a matter which has been the subject of active dis- 
cussion among electrical authorities. Faraday and Sir W. Snow 
Harris, for example, held diametrically opposite views respecting 
it. [Appendix F, p. (89), and I, p. (195).] 

There is abundant and conclusive evidence that in the case of 
steady electric currents, conductivity depends upon sectional area 
alone, and not at all upon extent of surface, and experiments by 
Mr. Preece and Dr. Warren De la Rue tend to show that, in 
the case of sudden discharges from condensers, to which light- 
ning discharges are probably analogous, the influence of form 
is not considerable. On the other hand, there is equally con- 
clusive evidence that the facility with which currents of short 
duration pass through conductors is affected by the form and 
arrangement, as well as by the sectional area of the conductors. 
Upon the whole we agree with the opinion quoted below, from 
a writer recognized in the United States as a high authority 
on lightning conductors, who, after describing and engraving 
more than fifty patterns of rods, says*; — 

" The alleged improvements in the said conductors are, in nearly 
all cases, worthless, or of a trifling and unimportant character. The 
fjwjt is, the said conductors are quite inferior, and contain no essential 
improvement upon the ordinary round iron rod used during the days 
oftranklin." 

In Europe the only forms at all generally employed are : — 
Rods (round or square) ; Tubes ; Tape ; Ropes (wire, or 
wire with hemp centres) ; Plait. 

Rods (round or square). — The advantages and disadvant- 
ages of rods are easily stated. The advantages are their dura- 
\)ility and their rigidity, the latter being of importance for long 
upper terminals. The disadvantages are the necessity for 
numerous joints, and the difficulty of avoiding serious disfigure- 
ment to the building to which they are attached. 

* Spang, "A Practical Treatise on Ldghtnincr Protection," p. 121. 
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Tubes have much the same merits and demerits, with the 
additional objection that they are necessarily of larger diameter 
than solid rods, and therefore more conspicuous. They have also 
an additional disadvantage in that they are generally joined to- 
gether by screw collars. The cutting of the thread in the tube 
seriously diminishes the sectional area, and the joint so made is 
electrically defective. If tubes are used, the joints should be 
made as directed in the code of rules under the head of joints. 

Tape is a form of rod which is of comparatively recent intro- 
duction, and possesses many advantages. Foremost among 
these is the length whicli can be supplied in a single piece. 
Where, as at the junction with an upper terminal, a joint is 
needed, it is easily made by clamping or rivetting the two sur- 
faces together and then imbedding the whole in a mass of solder. 
No kind of coupling known to us is, in our opinion, equal to this 
very simple one. Owing to the flexibihty of the tape it can be 
made to follow closely the outlines of a building, or may be counter- 
sunk in it, and painted over, but, as stated further on, abrupt 
i>ends should be avoided, and the precautions and instruction 
set forth on page 18 should be followed. The objections to 
tape. Appendix A, pages (5) and (16) will be found to be objec- 
tions, not to tape per se^ but to bad practice on the part of some 
persons who have fitted it up and availed themselves unduly of 
its flexibility. 

Bopes. — For many years past rope constructed of twisted 
strands of copper or of iron wires has been largely employed for 
lightning rods. There is on record a very remarkable case of 
the complete destruction of a brass wire rope, an event which, 
if it had been repeated, might justly have been regarded as 
a serious objection to the use of ropes. This case is fully 
reported in Appendix F, pages (62-63); and from it some 
French electricians have concluded that lightning may single 
out some wires from a rope and travel along them in preference 
to the rest, even when the whole of them are hardly sufficient 
to give it a free passage. Whatever may have been the expla- 
nation, this accident seems to be unique, and even if we 
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accept the explanation given, the only extra precaution which it 
calls for, is the soldering of each extremity of the several wires 
forming the rod, and at every joint, into a single mass. 

We agree with M. Borrel in thinking that serious evil arises 
from using wire of too small diameter, which involves an 
additional number of interstices for the lodgement of dirt, smoke, 
and water, and at the same time renders the wires too thin 
effectually to resist oxidation. We have had before us rope | in. 
in diameter, composed of 49 strands of a copper wire about 
No. 19 B. W.G., say 0*04 in. in diameter. On the contrary, one 
firm speaks of employing No. 10 B.W.G., i.e. 0*14 in. diameter, 
and in special cases Nos. 8 and even 7, which would be about 
0*17 in. and 0*19 in. diameter respectively: these would not be 
open to the objection we have raised. 

The objection to thin wires is necessarily greater with iron 
ropes, even if galvanized, than with copper, for irrespective of 
the doubt as to the perfect galvanizing of every part, there is 
the greater brittleness, and consequent risk of damage from 
defective continuity. 

Bopes with Hemp Centres* — One English firm sent us a 
specimen of 6-strand copper rope with a hemp core, and we 
understand that the same pattern is occasionally used both in 
iron and copper in France. We do not know the precise object 
aimed at — probably flexibility — but coni^idering the perishable- 
ness of such a core, its variation in length with the hygrometric 
state of the air, and its invariability when the copper is varying 
with temperature, we cannot regard it as a vrise construction. 

Plait. — This form of rod was probably designed in the 
belief that the essential element in a lightning rod was 
plenty of surface. It is made in two sizes, with copper 
wire, about No. 16 B.W.G., plaited into a sort of ribbon. It 
invites oxidation as much as is possible, and is in our opinion 
neither durable nor trustworthy. The original form of this 
rod was ridiculously bad; for it consisted of 13 copper wires 
and 1 zinc one. Everv time that it became wet, feeble electric 

b2 
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action was set up, and the zinc wire was gradually destroyed, 
without the slightest benefit to anybody. 

JOINTS. — The most fruitful sources of danger in rods 
are bad joints^ not necessarily those that are mechanically 
bad, but those that are so electrically. A joint is said to be 
electrically bad when it offers resistance to the passage of electri- 
city through it. There should be no resistance whatever. A 
careful inspection by Capt. Bucknill, R.E. (Appendix M, p. 243), 
has proved that bad joints in lightning rods are very abundant, 
though they appear perfectly sound; and everyone who has 
measured the electrical condition of conductors confirms this 
fact. Bad joints have the same effect as lengthening the con- 
ductor; and, in one case, one bad joint was found to have the 
same effect on a discharge of electricity as a conductor 1,900 
miles long. It is evident that such rods may be worse than 
useless, for other parts of the building may offer easier paths for 
the discharge to the earth. If the joint be imperfect, and the 
rod convey a charge to earth, heat will be generated at the 
joint, the rod may be fused, and the discharge be diverted 
to the building. 

Screwed, scarfed, and rivetted joints, however weli they 
may be made mechanically, are certain to rust and corrode in 
time, owing to the expansions and contractions due to changes 
of temperature admitting moisture, and thus causing corrosion 
and resistance. No joint can possibly be electrically perfect that is 
not metallically continuous^ and careful soldering, in addition to 
screwing, scarfing, or rivetting, is the only certain mode of 
securing this. Soldering is a method that has borne the test of 
experience, and its success as a means of securing perfect joints 
leaves no excuse for its omission. The fewer joints the better, 
but where there are joints they can only be made electrically 
secure by careful soldering. 

PROTECTION OP ROD.— The lower part of copper rods 
is sometimes stolen for the sake of the metal. This can be 
guarded against by putting it inside a length of iron gas-barrel, 
extending from some distance below ground to 10 ft. above it. 
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INDEX SKETCH OF LIGHTNING CONDUCTOR, ILLUSTRATING THE TERMS 
EMPLOYED IN THE REPORT. 
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PAINTING. — Iron conductors, even if they are galvanized, 
should be painted throughout, except at the points, which should 
be gilded or nickel-plated. 

In France and Belgium painting is resorted to to a con- 
siderable extent, and the practice was recommended by the late 
Professor Joseph Henry, and followed very largely in America. 
[Appendix F, pages (99) and (113).] 

ATTACHMENT TO BUILDINGS —The evidence against 
the use of glass or other material in order to insulate the con- 
ductor, is overwhelming, and insulation may be regarded as un- 
necessary and mischievous. The essentials are (1) that the rod 
be attached to the building by fastenings of the same metal as 
itself, (2) that the fastenings be of adequate strength, (3) that 
they be of such form as not to compress or distort the rod, 
(4) that they allow play for its expansion and contraction, (5) 
that they hold it firmly enough to prevent all the weight falling 
on any one bearing. 

Where practicable it is well to take the rod down that face 
of the house which is most exposed to rain. 

EAJBTH PLATES.— This portion of the lightning conduc- 
tor is of the utmost importance, but has hitherto been the 
most neglected. The majority of cases in which lightning has 
caused injury very near to or upon conductors are traceable to 
those conductors having imperfect earth terminals. We know 
of many cases in which the earth terminals have been miserably 
imperfect, or entirely neglected, when the above-ground portion 
has been perfectly satisfactory. In fact, though it may be 
admitted that the case found by Dr. Mann,* of the lightning 
rod of a church tower, the lower end of which was thrust into 
an empty glass bottle, is an exceptionally bad one ; yet there 
are sadly too many, of which the Middlesboro' case. Appendix I, 
page (217) is a perfectly fair type. 

A convenient earth connection is often afforded in towns by the 
iron mains for gas and water — arguments both for and against 

* Quarterly Joum. Met. Soc, Vol. II., p. 420. 
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the utilisation of both water and gas mains will be found in the 
Appendix — ^we, therefore, need only state our opinion in favour 
of connection with both. But no connection should ever be 
made with soft metal pipes, because of the risk of their fusion ; 
and the conductor should be kept as far as possible from internal 
gas pipes on account of the risk of lighting the gas at an imper- 
fect joint. 

As a general rule we advise the soldering of a plate of metal, 
copper to copper, iron to iron, to the lower end of the conductor. 
The earth plate should always be of the same metal as the rod, 
otherwise destructive galvanic action sets in. This plate, which 
may be flat or cylindrical, must not have less surface than 18 
square feet, ue.y 9 square feet on each face ; there is no advan- 
tage in notching or pointing it. A hole must be dug, or well 
sunk, to receive this plate, and the hole must be so deep that 
the earth surrounding the plate shall never be dry. Any avail- 
able drain or other water should be allowed to soak into the 
earth, over the site of the plate. After the hole has been dug, 
and the plate lowered into position, it should be filled with 
cinders, or coke. In extremely dry rocky localities, it is some- 
times impossible to fulfil these conditions : then the best thing 
to do is to bury three or four hundredweight of iron at the 
foot of the conductor, still using the earth plate and the coke, 
and taking especial care that the rain-water and sink pipes dis- 
charge over it. 

AJl drains, water-courses, in fact, everything which will assist 
in distributing the charge over a large extent of moist earth 
should be utilized by leading branches from the earth plate to 
them, or a long length of the rod may be laid in a drain if it 
be one which will be constantly wet. 

SPACE PROTECTED.— The question as to the extent of 
the space which will probably be protected by a lightning rod 
is one which is of very great practical importance, because it 
governs the number and height of the upper terminals which 
are required for the protection of any given building. The index - 
to the Appendix shows that " Protection, Area of,-^ is discussed 
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upon twenty-nine pages in different parts of the Appendix. 
It has been laid down that the space protected was a cone, 
haying the point for its apex, and a base whose radius was 
equal to twice the height of the point, while the latest French 
official instructions, Appendix F, p. (67), state that a point will 
" effectively protect a cone having the point for its apex, and a 
base whose radius is 1'75 of its height." The English War 
Department instructions considerably reduce this space by as- 
serting, Appendix F, p. (71), that " no precise limit can be fixed 
to the protecting power of conductors. In England the base of 
the protected cone is usually assumed to have a radius equal 
to the height from the ground ; but though this may be suffi- 
ciently correct for practical purposes, it cannot always be relied 
upon."* 




3^1 




According to this rule, the church of Ste. Croix (see Appendix 
F, p. (141)), would require four upper terminals, one on steeple, 
one on chancel, and one in the middle of each half of the transept. 

From theoretical considerations stated by Mr. Preece, Appen- 
dix F, p. (137), he arrives at the conclusion that ^* A lightning 
rod protects a conic space whose height is the length of the rod, 
whose base is a circle having its radius equal to the height of the 

* On page (96) two instances are recorded in which, if the evidence can be 
trusted, the stroke fell within a radius equal to the height, but it is only right 
to say that the facts are not very clearly recorded. 
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rod, and whose side is the quadrant of a circle, whose radius is 
equal to the height of the rod." 

At present we have not sufficient data to enable us theo- 
retically to calculate the space protected by a lightning rod, 
and therefore we are compelled to draw up our rules upon the 
question entirely from experience, and here we find, that with 
the doubtful exceptions already mentioned, there is no recorded 
instance of a building being struck by lightning within a conical 
space, the radius of whose base was equal to its height, and we 
think that the adoption of this rule may reasonably be expected 
to yield that security in the future, which as far as we know, it 
has done in the past. 

HEIGHT OP XJPPEE TEEMUf AL.— This matter is one 
which may be left entirely to the option of individual architects 
and engineers, subject, of course, to the opinions expressed 
under the heading *^ Space Protected." In France extremely long 
tigesy or upper terminals, generally 33 feet long, are used ; but it 
is obvious that they are necessarily very strong and heavy, and 
both by their weight and by the great leverage which they exert 
when there is any wind, they must produce serious vibrations in 
the roof. In England hitherto the opposite error is almost 
universal, and we seldom see a conductor carried high enough 
to protect all the building to which it is attached. The question 
of appearance comes in here, but concerning it we need only 
remark that while in England care seems generally taken to 
conceal the conductors, in France they are, to a certain extent, 
made features of the edifice. With a proper exercise of taste, 
the terminals of the lightning conductors can be made to assist 
the ornamentation of the building, as has been done in many 
cases. 

TESTING CONDUCTORS.— Periodical examination and 
careful testing of the lightning conductor are requisite to main- 
tain the system in efficient order. Points will corrode from oxi- 
dation and fusion ; joints will get loose and bad through the action 
of weather and workmen ; connections will decay both above and 
below ground ; imperfections will develope themselves ; altera- 
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tions will be made by landlords and tenants ; and, in spite of 
every precaution during erection, the conductor will thus lose its 
efficiency if it be not maintained in thorough order. For this 
purpose inspection should be both visual and electrical. In order 
to facilitate the electrical examination of the conductor, some 
firms have erected a double rod, connected with one upper ter- 
minal, one on each side of a chimney or shaft ; this is a very 
efficient arrangement, for it provides a means for testing from 
the ground. It has also been proposed to carry an insulated 
wire alongside or even within the rod, connected to the terminal 
at the top, and to the testing apparatus at the bottom. 

A testing apparatus has been devised by Mr. Anderson (Light- 
ning Conductorsy p. 60). M. Borrell, Appendix K, p. (226), 
Captain Bucknill, R.E., Appendix M, p. (244), and Mr. Vyle, 
Appendix M, p. (244), have also introduced apparatus for the 
purpose. The system in use in Paris, Appendix K, p. (225), 
and M, p. (245), is perhaps the simplest and cheapest, and 
is effective as regards testing the efficiency of the conductor, 
but not that of the earth connection. 

The efficiency both of the conductor and of its earth ter- 
minal should be annually tested. As this testing involves 
some skill and familiarity with electrical apparatus it would 
be advantageous if some competent person were officially ap- 
pointed, either by the government or by some recognised 
authority, to perform this duty. 

INTEENAL MASSES OP METAL— All large and long 
masses of metal, such as beams, girders, pipes, hot water systems, 
and large ventilators fixed in the interior of buildings, should 
be electrically connected with the earth, or with the con- 
ductor ; but the soft metal gas pipes should never be used as 
conductors. The inlet and outlet pipes of large meters should 
always be, independently of the meter, electrically connected 
with each other, for two remarkable cases of the explosion of a 
meter have occurred through the presence of a joint in the pipe 
electrically bad owing to the use of India-rubber packing. Ap- 
pendix M, p. (239). 
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EXTERNAL MASSES OP METAL.— Large constructive 
and decorative ironwork, such as guttering, flashings, railings, 
finials, vanes, &c., and all masses of metals used in building, 
should be connect/cd to each other, and to the earth direct, or to 
the conductor. Li fact, the gutters and water pipes are already 
frequently utilized as a partially protective system. The venti- 
lators of soil pipes may also be employed in this way, and even 
made sightly by the addition of an ornamental finial fitted with 
points, but care must be taken that the joints are metallic and 
not made with red lead or putty ; and it must not be forgotten 
that the conductivity of lead is very small, so that undue re- 
liance must not be placed upon pipes made of that metal. 



Section III. — Code of Bules for the Erection of Lightning 
Conductors. 

The following Code of Rules should be carefully attended to 
in drawing out a specification for a Lightning Conductor, the 
reasons for each being given in the previous Sections and in the 
Appendix : — 

Points. — The point of the upper terminal should not be sharp, 
not sharper than a cone of which the height is equal to 
the radius of its base. But a foot lower down a copper 
ring should be screwed and soldered on to the upper ter- 
minal, in which ring should be fixed three or four sharp 
copper points, each about 6 in. long. It is desirable that 
these points be so platinized, gilded, or nickel plated as to 
resist oxidation. 

Upper Terminals. — The number of conductors or points to be 
specified will depend upon the size of the building, the. 
material of which it is constructed, and the comparative 
height of the several parts. No general rule can be given 
for this ; but the architect must be guided by the direc- 
tions given at pp. 12 to 14. He must, however, bear iu 
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mind that even ordinary chimney stacks, when exposed, 
should be protected by short terminals connected to the 
nearest rod, inasmuch as accidents often occur owing to the 
good conducting power of the heated air and soot in a 
chimney (p. 2). 

Insulators. — ^The rod is not to be kept from the building by 
glass or other insulators, but attached to it by metal fast- 
enings. (See p. 11.) 

Fixing. — Eods should preferentially be taken down the side of 
the building which is most exposed to rain. They should 
be held firmly, but the holdfasts should not be driven in so 
tightly as to pinch the rod, or prevent the contraction and 
expansion produced by changes of temperature. 

Factory Chimneys. — These should have a copper band round 
the top, and stout, sharp, copper points, each about 1 ft. long, 
at intervals of two or three feet throughout the circum- 
ference, and the rod should be connected with all bands 
and metaUic masses in or near the chimney. (See p. 5.) 
Oxidation of the points must be carefully guarded against. 

Ornamental Ironwork. — ^All vanes, finials, ridge ironwork, 
&c., should be connected with the conductor, and it is 
not absolutely necessary to use any other point than that 
afforded by such ornamental ironwork, provided the con- 
nection be perfect and the mass of ironwork considerable. 
As, however, there is risk of derangement through repairs, 
it is safer to have an independent upper terminal. (See 
p. 4.) 

Material for Rod. — Copper, weighing not less than 6 oz. per 
foot run, and the conductivity of which is not less than 90 
per cent, of that of pure copper, either in the form of tape 
or rope of stout wires — no individual wire being less than 
No. 12 B. W. G. Iron may be used, but should not weigh 
less than 2^ lbs. per foot run. (See pp. 5 to 10.) 
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Joints. — Although electricity of high tension will jump across 
bad joints, they diminish the efficacy of the conductor; 
therefore every joint, besides being well cleaned, screwed, 
scarfed, or rivetted, should be thoroughly soldered. (See 
p. 10.) 

Protection. — Copper rods to the height of 10 feet above the 
ground should be protected from injury and theft, by 
being enclosed in an iron pipe reaching some distance into 
the ground. 

Painting. — ^Iron rods, whether galvanized or not, should be 
painted ; copper ones may be painted or not according to 
architectural requirements. 

Cnrvature. — The rod should not be bent abruptly round sharp 
comers. In no case should the length of the rod between 
two points be more than half as long again as the straight 
line joining them. Where a string course or other pro- 
jecting stone work will admit of it, the rod may be carried 
straight through, instead of round the projection. In such 
a case the hole should be large enough to allow the con- 
ductor to pass freely, and allow for expansion, &c. 

Extensive Masses of MetaL — As far as practicable it is desirable 
that the conductor be connected to extensive masses of 
metal, such as hot-water pipes, &c., both internal and 
external ; but it should be kept away from all soft metal 
pipes, and from internal gas-pipes of every kind, respecting 
which see page 15. Church Bells inside well protected 
spires need not be connected. 

Earth Connection. — ^It is essential that the lower extremity of 
the conductor be buried in permanently damp soil ; hence 
proximity to rain-water pipes, and to drains, is desirable. 
It is a very good plan to make the conductor bifurcate 
close below the surface of the ground, and adopt two of 
the following methods for securing the escape of the light- 
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ning into the earth. A strip of copper tape may be led 
from the bottom of the rod to the nearest gas or water 
main — ^not merely to a lead pipe — and be soldered to it ; or 
a tape may be soldered to a sheet of copper 3 f t. x 3 ft. 
and T[V ill* thick, buried in permanently wet earth, and sur- 
rounded by cinders or coke ; or many yards of the tape may 
be laid in a trench filled with coke, taking care that the 
surfaces of copper are, as in the previous cases, not less 
than 18 square feet. Where iron is used for the rod, a 
galvanized iron plate of similar dimensions should be em- 
ployed. 

Inspection. — Before giving his final certificate, the architect 
should have the conductor satisfactorily examined and 
tested by a qualified person, as injury to it often occurs 
up to the latest period of the works from accidental causes, 
and often from the carelessness of workmen. (See p. 14.) 

Collieries. — Undoubted evidence exists of the explosion of fire- 
damp in collieries through sparks from atmospheric elec- 
tricity being led into the mine by the wire ropes of the 
shaft and the iron rails of the galleries. Hence the head- 
gear of all shafts should be protected by proper lightning 
conductors, 

(Signed) 

W. GRYLLS ADAMS. 
W. E. AYRTON. 
LATIMER CLARK. 
E. E. DYMOND. 
G. CAREY FOSTER. 
D. E. HUGHES. 
T. HAYTER LEWIS. 
W. H. PREECE. 
G. J. SYMONS. 
JOHN WHICHCORD. 

December Uth, 1881. 
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Note. — There are only two points requiring mention respecting^ 
the following replies. First, that in order to avoid useless 
repetition of the questions, the answers are numbered, and 
the corresponding question will be found in the following 
circular. Secondly, that the replies are verbatim, as received 
from the manufacturers, except that frequent entries will be 
found in square brackets, e,g, [A 0*11 in.] These represent 
approximately the sectional area of the conductors, and are 
given to facilitate the comparison of the conducting capaci- 
ties of the very various patterns submitted to the Conference 
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CIRCTJLAE. 



LIGHTNIl^rG EOD COl!rFERES"CE. 



30, Great Geohoe Street, Westminster, S.W. 

At the ioTitation of the Meteorological Society delegates have been nomi- 
nated by the following Societies : 

Boyal Institute of British Architects, 

Society of Telegraph Engineers, 

Physical Society, 

Meteorological Society, 
to consider the present modes of erecting Lightning conductors, and improve- 
ments therein. 

At a largely attended meeting held this day I was instructed to forward to 
you the questions stated below, and to request you to forward with your 
replies any remarks which you may wish to lay before the Conference. 

If you desire any specimens to accompany your remarks, I shall be glad if, 
whenever ix)8sible, they do not exceed five inches in' length. 

I am, 

Your obedient Servant, 

G. J. SYMONS, 
Secretari/ to the Conference. 



QUESTIOlsrS. 

fit 18 requested that the replies he written on foolscap paper, on one side only, 
and that they he numbered in accordance toith the questions,) 

1. Form, dimensions, and material usually adopted by you for upper ter- 

minals. 

2. Material and dimensions of conductor. 

o. Is any definite proportion between the length and sectional area of the 

conductor observed, and if any, what ? 

4. Joints, how made. 

r>. Attachment to building, how made. 

it. Ground connection, how formed, and of what extent. 

7. Extent of area supjwsed to be protected. 

8. If there is more than one terminal, is the size of the conductor increased? 



Digitized by VjOOQIC 



EEPLIES. 

39, Wapping, London, E. 

1. The upper terminals are made of a copper tube § inches in 
diameter and tV inches thick [A. 0-11 in.] In the upper end of the 
tube is fitted 15 inches of copper rod tapered to a point at tiie top, 
into which is fixed 3 or more smaller rods about | inch in diameter 
[A. 0*05 in.] each tapered to a point, and brought into the parent rod 
in a curve (not at an angle). The next part of the tube, down to 
about 9 inches from the bottom, is filled with a stiff iron rod to 
strengthen it, the lower end of the tube being left open to receive the 
rope. This constitutes what is called "the point." These points 
vary in length from 2 or 3 to 8 or 10 feet when used for buildings. 
A square-topped tower would require a much higher point than would 
be necessary for the top of a spire. 

Sometimes the points are tipped with platinum, which we consider 
to be altogether superfluous. 

2. The conductor is simply a wire rope, varying in size, and 
mostly either |, J, or ^ inches in diameter [A. 0-11, 0*20, or 0*31 in.] 
These ropes are made in two different forms : the one | inch diameter 
[A. 0*11 in.], most suitable for ships' use, is composed of 49 No. 18 
guage copper wires, each wire having a circumferencial measurement 
of '157 inches [A. 0*002 in.] ; the circumferencial or surface measure- 
ment of the whole of the 49 wires is equal to 5*693 inches [A. 0*11 in.], 
or say, equal to the surface of a copper band 2*846 inches wide — 1.«., 
measuring both sides of the band. 

The other make, say ^ inch diameter [A. 0*20 in.], much used for 
lofty buildings, is composed of 7 No. 7 guage copper wires, each wire 
having a circumferencial measurement of '581 inches [A. 0*027 in.] ; 
the circumferencial or sur&ce measurement of the 7 wires is equal to 
4*067 inches [A. 0*19 in.], or say equal to the surface of a copper 
band 2*033 inches wide. 

3. There is no definite proportion observed between the length and 
sectional area of the conductor. We take it that the sectional area 
should be the same, irrespective of length, as we do not trace that 
lightning varies in intensity while passing through a conductor of 
greater or less length. The rather prevalent idea that a smaller con- 
ductor is sufficient for a low building is, we think, erroneous, as we 
do not find any data to show that lightning in its descent loses any 
portion of its force until it actually enters the earth. 

4. The copper rope is joined to the upper terminal by passing the 
end of the rope into the tube at the lower end of the terminal for the 
space of about 9 inches, and fixing it with 3 copper rivets. There is 
no other join in the conductor whatever — a feature of much greater 
importance than is sometimes admitted. 

6. The upper terminal is passed through two strong earthenware 
insulators which are usually fixed to the building by two strong 
galvanized iron staples. Other modes of fixing the terminal must 
sometimes be resorted to, as some factory chimneys are capped with 
iron, and buildings of varied forms must be treated with according to 
circumstances. Having fixed the terminal, the rope may then be led 
down the building on the most convenient side for the purpose, and 
fixed at intervahs of 6 or 8 ft., according to circumstances, with glass 
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insulators supported by copper brackets. The rope should be given 
the straightest course practicable from the upper point down to the 
earth, carefully avoiding all angles, specially an acute angle, as much 
as possible, and in its passage it should be kept clear from any other 
metal in the building. 

There are three matters to which we would call special attention, 
viz.: 

Insulators^ Angles and Joints, Metal in Building. 

Insulators, — ^When copper rope lightning conductors were first in- 
troduced, about the year 1837, a circumstance occurred which at once 
proved the efficiency of the conductor, and suggested the use of insula- 
tors. The late Mr. Andrew Smith, C.E., had fitted a factory chimney 
in the East of London with a rope conductor, which was fixed to the 
chimney by iron staples. In a violent storm which occurred soon 
afterwards, the lightning was seen to pass down the conductor, which 
remained unaltered in any way ; but on examining the chimney it 
was found that the brickwork had received a concussion at most, if 
not all, of the staples, showing that the lightning in passing had 
expended part of its force on the iron staples. It is probable that, if 
the staples had been made of thicker iron, and had been so placed as 
to lead off from the conductor with easy curves inwards, instead of 
being driven into the wall at right angles with the conductor, the 
concussions would have been much more violent than was the case. 

Angles and Joints, — It must be obvious to any one that Mghtning, 
as well as any other matter or thing which travels at high speed, 
would be greatly obstructed in having to turn comers. It must also 
be borne in mind that lightning is of intense heat, and while passing 
in a straight line the effect of its heat is lost in the velocity of its 
motion ; Jbut in passing an angle its momentary pause (much too brief 
to be calculated) is sometimes enough to create sufficient heat to fuse 
the conductor at the angle. For this reason all angles must be 
avoided, and easy curves having a downward tendency substituted. 

The angles in copper tube conductors are doubly objectionable, for, 
having joins as well as angles, they are liable, by the effect of heat, 
to become disjointed. It would be difficult, if not impossible, to fit a 
tubular conductor, except in a straight liae from end to end, without 
this double objection. Similar objections apply also, in a greater or 
less extent, to the copper band conductors, as they are made with 
joins, and, when fixed up, are usually carried into and over as many 
angles as come in their way. They do not so readily follow all the 
sinuosities of a building as a rope does on the curve principle. 

The flat band conductors, which are composed of a number of 
galvanized iron and copper wires combined, are simply a frivolity. 

Metal in Buildings, — Taking the conductivity of copper as from 7 
to 10 times greater than that of iron, it would probably follow, that 
if two rods, the one of copper the other of iron, in these proportionate 
sizes, were brought together in one common terminal or point, and 
led by the same course to the earth, as much of the fluid would possibly 
pass down the one as the other. On this pi;inciple, we avoid contiguity 
with any metal in a building, especially if in large masses, such as 
machinery, &c. 
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Shijp^ Conductors, — In fitting the rope conductor to a ship's rigging 
it is only necessary to pass it through a hole in the truck, so that the 
end may stand about 6 inches above the truck. It may be held up 
by a pin or key passed through the rope close over the truck, and 
then carried down the topgallant backstay (to which it should be tied 
at intervals with yam) to the gunwale, where a sufficient length of 
the conductor should be kept in a coil to reach well down into the sea 
in any position of the ship. In stormy weather the coil may be 
untied, and by its own weight the end will drop down into the sea as 
reqidred. Sometimes the rope is shackled at the gunwale to a strip 
of sheet copper about 3 inches wide, which is nailed down the ship's 
side till it meets the sheathing at the bottom. The strip of copper 
should overlay the sheathing for a few inches. It may be noticed 
that this kind of conductor, fitted with a coil at the gunwale, is with- 
out any join whatever, and that it takes almost a straight course 
direct from the truck into the water. 

The copper band conductors let into the mast and carried through 
the hull of the ship are objectionable and unsafe, as, in passing from 
each portion of the mast, they require moveable joints, so as to admit 
the several parts of the mast being run up or down as required. 
These joints present angular interruptions which may become out of 
order, and, in passing through the hull, any rupture of the band in 
that pai;{;, or the contiguity of other metals, may cause serious conse- 
quences. Certainly, there can be no necessity for carrying the 
lightning through the ship when, by a safer and much more simple 
method, it may be kept altogether outside. 

In the smaller vessels, where the mainmast is well above the other 
masts, it may be sufficient for that mast only to be fitted with a conduc- 
tor, but in larger ships, particularly long steam-ships, where the masts 
are a considerable distance apart, each mast should have a conductor. 

"We do not, either in theory or in practice, know any necessity for 
protecting the yards with conductors, though it is not altogether 
improbable that, in the absence of conductors on the masts, the yards 
might get damaged while the masts remain uninjured. 

6. The end of the rope should be buried in moist earth, and carried 
in a curve to 5 or 6 feet from the foimdation. In clay ground and 
on the shady side of a building about 3 feet below the surface would 
be deep enough ; but in lighter ground, and particularly on the sunny 
side, it should be buried 6 or 7 feet deep, to ensure sufficient moisture 
at all times of the year. 

7. As the course by which lightning approaches the earth is very 
devious, it would be difficult to determine with certainty the extent 
of area protected ; but, viewing the absence of damage to the most 
remote parts of the roofs of buildings which have been properly fitted 
with conductors within the last 40 years, we should think the area 
protected may be taken as equal to from 3 to 5 or 6 times the height 
of the conductor. 

8. When two or more terminals are used, the main rope should be 
somewhat enlarged ; otherwise, the collective quantity of fluid received 
on the several points may be too great for the common channel. 

WILKINS & WEATHEEBT. 
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DoBA Stbeet, Limbhoube, E. 

We have to own receipt of your valued communication of the 14th 
ult., and with great pleasure to submit for the consideration of the 
Conference the following replies to their questions. We have 
endeavoured to make them as explicit as possible, but it is difficult 
adequately to describe our system on paper, and we suggest for the 
consideration of the Conference the advisability of showing any 
Committee they may appoint one or two of the numerous public 
buildings fitted by us. 

Any further particulars or drawings you may require we shall be 
glad to send you ; and it is with great pleasiure that we add that any 
services we can render you in your valuable investigations are at 
your disposal. 

1. A five-pointed copper spindle, the sharp points of which are 
silvered, and single points on high chimney shafts to the number of 
four or five. 

2. Copper solid bands, or tubes, " as samples sent," being simple, 
durable, cheap, and the most capacious form for the safe conducnon 
of a heavy stroke of lightning, the bands being from 1 inch to 3 
inches in width and J inch thick [A. 0*12 to 0*37 in.], and the tubes 
from I to IJ inches in diameter and J inch thick [A. 0*24 to 0*54 in.]. 

3. Yes; experience has proved that nothing less than IJ inch 
bands [A. 0*18 in.] should be used for the main conductor to ordinary 
houses, with | [A. 0*09 in.] to 1 inch [A. 0*12 in.] bands for branches, 
and from 2 to 3 inchs [A. 0*24 to 0*37 in.] bands as main conductor to 
buildings of large area, with 1 to 1| inch [A. 0*12 to 0*18 in.] for 
branches ; or, in the case of chimney shafts, | inch to 1;| inch tube 
[A. 0*24 to 0*54 in.] for main conductor, and 2 to 3 inches flat band 
[A. 0-24 to 0'37 in.] for tops of same. 

4. The bands are in long lengths, are lapped, closely rivetted and 
soldered, to form a continuous band ; while the tubes have patent 
insertion joints, the upper end being turned and fitted into the lower 
end, which is bored, and the tube then forms a continuous line 
externally and internally. 

5. Copper holdfasts to suit shape and size of conductor. 

6. Not less than 30 feet of l| inch to 2 inch copper bands [A. 
0*18 to 0*24 in.] in two or three branches, with forks at end of each 
band, and, if water is not near, the trenches half filled with carbon- 
aceous materials and well watered, as this material will readily absorb 
the least moisture and retain it, while being in itself the best con- 
ductor. But much will depend upon the nature of the ground ; for 
if chalk or rock foundation and water cannot be got at, the ground 
branches must be at least doubled, and the trenches deeper and made 
up of carbonaceous materials and earth. 

7. Our experience is that no appreciable extent is protected by a 
single rod conductor in the presence of other influences. The 
chimney-stacks, lined with carbon in the shape of soot, with the heated 
gases, cause a rare&ction in the atmosphere, and form an easier 
passage for the electric fluid. Eoo& and buildings havmg large 
masses of metals will be more likely to influence lightning than the 
single line of copper rod generally fitted. Many cases have occurred 



Digitized by VjOOQIC 



( 8 ) 

of chimney-stacks 4 feet to 9 feet across being struck opposite the^ 
conductor, and lead roofs, gutters, lead ridges, &c., from 10 feet to 20 
feet from the rod conductor. 

8. "No ; the system of conduction used by us does away with this,, 
the lines of conduction being ample. 

Eemabes. 

From our close connection with the late Sir William Snow Hiirris,. 
adviser to the Crown for upwards of twenty-five years in regard to 
lightning conductors for the navy, and having made lightning con- 
ductors our especial practical study for thirty-five years, we may be 
pardoned for making a few remarks on the protection of buildings 
from lightning. 

"We would, firstly, say that the system of conductors now fitted by 
us is based upon these past years of experience, and upon &cts 
collected during this period, of accidents to buildings having the 
ordinary single line of conduction, as also from the practical success 
of the conductors in the navy. 

The form of conductors used by us has been adopted after con- 
siderable experience, as being the most simple, solid, durable, and 
capacious form of conductor for the safe conduction of heavy strokes 
of lightning. 

In place of insulators as &stenings, we use copper holdfasts, as we 
found the former dangerous and useless, as the glass, being non-con- 
ductive, the expansion and heat of the electric fluid, being confined, 
broke them, and caused an unsafe concussion ; and it is also a disad- 
vantage for a conductor to be away from the building, as nearly 
every material in nature assists, without detracting from, the safe- 
discharge of the electric fluid through a good copper conductor. We- 
find that the copper wire rope conductor, ususJly applied, is seldom 
more than |ths of an inch in diameter ; but we did once remove,. 
from the tower of St. Mary's Church, Taunton, a copper wire rope 
conductor of gths of an inch in diameter [A. 0*60 in.], said to ba 
especially made to order — certainly the largest we ever came across ; 
but it failed to give the necessary protection in a lightmng storm, 
which did much damage to the tower and roof of the church. As 
capacity or weight of copper is the most important for safe conduc- 
tion, copper wire rope is very deceptive in this resl)ect, as will be 
seen by the following comparisons, viz. ; — A copper wire rope con- 
ductor off inch diameter [A. 0*11 in.] weighs 2^ ounces per foot, not 
equal to a plain solid band | inch wide and ^ inch thick [A. 0*046 in.],^. 
which weighs 2*907 ounces per foot. A copper wire rope conductor of 
I inch diameter [A. 0*20 in.] weighs 5 ounces per foot, not equal 
to a solid band of | inch wide and ^ inch thick [A. 0*092 in.], which 
weighs 5*814 ounces per foot. A copper wire rope conductor of 
f inch [A. 0*31 in.] weighs 9^ ounces per foot, not equal to a solid 
band of 1| inch and | inch thick [A. 0*163 in.], which weighs 9*690 
ounces per foot. This is the largest size of wire rope conductor made 
or used. 

From the above will be seen what protection can be given by con- 
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ductors of such small capacities; and we may add that solid band 
conductors of the same weight, and superior in every way, can be 
fixed at less than half the cost of the wire rope, foot for foot. 

Copper chains and copper wire bands, as conductors, answer in so 
uncertain a manner with the galvanometer, that they should never be 



Iron in any form should be avoided, from its lower conducting 
power, and its utter uselessness when in a rusty and decayed state. . 

"With regard to testing with the galvanometer, the mere testing of 
the conductors is no proof of the security of the building itself. We 
not only test the conductors, but also the building, to prove that it is 
under safe conduction in lightning storms. 

In conclusion, we beg to state that our patent system of protection 
is the application of one or more main down and ground copper con- 
ductors and sizes, according to the height and area of the building, 
the fitting of the copper bands to each chimney-stack, and connecting 
the same, and the connecting of all the metals on the roofs thereto 
and to the main conductor, so that there shall be no circuit by which 
the lightning fluid would be likely to attack without having its exit 
to the main conductor. 

For high working chimney-shafl:s we fit a copper band round the 
top, and four points thereon connected to main down conductor. 

For further information, we earnestly solicit the carefiil perusal of 
our pamphlet and papers herewith. 

J. W. GEAT & SON. 



Chippendale Mews, Haeeow Eoad. 

1. Upper terminals pointed with one or more points, according to 
the nature of the building to be protected. Dimensions vary in like 
manner. Material — copper or brass, with electro-gilded points. 

2. Conductor composed of copper or galvanized rope, according to 
height, &c., of building, &c., dimensions varying with resistance of 
the circuit. 

3. The sectional area varies with the length. 

4. Joints made, as far as possible metallically ; where solder cannot 
be used, screw joints are made usq of. 

5. Attachment to building direct by metallic ties of requisite form. 

6. Ground connection — When practicable, the end of conductor is 
metallically connected with gas or water main, otherwise a hole is 
dug deep enough to meet always moist earth. The end of conductor 
is either attached to an earth plate, or coiled up in a bundle and sur- 
rounded by coke. 

7. The area protected is supposed to be a radius equal to the height 
of conductor. 

8. If more than one terminal is attached to one conductor, the size 
of the latter is increased, except under certain conditions. 

F. EUSSELL & CO. 
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137, Fbikoesb Stbbbt, Makohesteb. 

1. A copper tube 1| inch diameter or 1 inch diameter, finished at the 
upper end, with a forged copper point or cone, connected with the tube 
by a cast copper (or gun-metal) coupling, into which coupling are also 
screwed three or more smaller points round the larger central, one. 
At the lower end the tube is screwed into a somewhat similar coupling, 
to receive also the brazed and screwed end of the conductor. Or 
a solid copper rod J inch diameter [A. 0*20 in.], or wrought iron rod 1 
inch diameter [A. 0*79 in.] (where iron conductors are used) the rod 
in either case forged to a blunt point, and screwed at the lower end, 
like the tube first described, to fit the coupling. 

2. (a). Copper wire rope of 7 strands each, No. 10 Birmingham 
wire gauge, or in specified cases of No. 8 or 7 wire gauge, making, when 
spun, a rope with a sectional area varying from xV to ii. 

(h). Solid copper rods | inch diameter [A. 0-20 in.]. 

Solid iron rods 1 inch diameter [A. 0*79 in.], 
(c). Copper band or " tape " of sizes from |x^ to 2 or SXi'l 

inches [A. 0-09 to 0*38 or 0-56 in.]. 
(d). Copper tube § inch diameter outside, and ^ inch thick 
[A. 0.20 in.] 

3. Although no definite rule exists for the proportional sizes of the 
conductor, it is usual and prudent in a large biulding to employ for 
the main conductors, which should come from the highest and most 
exposed points to the earth in the most direct way, a larger con- 
ductor than would be required for a small building, and the branches 
or connections to this main conductor may be smaller in sectional area 
than the principal one. Thus, a church tower with four angle 
pinnacles may be protected by four finials or points, one to each 
pinnacle, and these four parts fitted to rope of 7 wires No. 10 gauge 
[A. 0-10 in.], to be united to a continuous band round the parapet, 
from whence a rope of 7 wires No. 8 gauge [A. 0-15 in.] should 
descend into the earth ; or an infirmary or workhouse built with wings 
would have, perhaps, three direct rod conductors, one to each chimney 
stack, and connections with the water spouts, or lead flashing made of 
small copper tape | X ^ [A. 0*09 in.] soldered to the lead and worked 
round the rods. 

4. The fewer joints the safer, and for this reason — the copper rope 
or Uipe is better than the rod or tube, as the former is made con- 
veniently any required length, and the danger of a fitult or break in 
the continuity is avoided. Of the necessary joints the rope requires 
one at its junction with the top rod or tube ; this is made by brazing a 
small ring of brass (or copper) round the rope ; the solid end thus 
formed being chased with a deep male thread, which fits the prepared 
base of the rod. The branch conductors or connections, with adjacent 
constructive or decorative iron work — as beams, girders ; cresting, 
vanes, &c., are made by threading a bead with a similar ring to receive 
the branch, as that already described. Where the branch reaches its 
object a ring or solid coupling should be " tapped " into the girder or 
cresting, to ensure thorough metallic connection, if the destination of 
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the branch be the lead flashing, the seven wires must be opened like 
a &n, and each wire strongly soldered with common plumbers' solder 
to the lead — 

(6). Copper or iron rods are made continuous by couplings of 

either metal, as the case may be, which should exceed 

the diameter of the rods by enough metal to allow of a 

good thread. These couplings should be hexagonal or 

octagonal in plan, to allow the workman a certain grip ; 

and the thread should be of the kind called right and left, 

so that while screwing one length he may not unscrew 

the other. These conductors require very careM, steady 

workmen, as a great element of danger exists in these 

numerous joints. 

6. The various natures of the buildings provided with conductors 

require separate, and often different treatment : but the principle in 

all cases is the same, viz., to attach the conductor closely to the mbric, 

and the more the conductor is made an integral part, as it were, the 

more efficacious it will be. Any attempts at so called isolation are 

opposed to the theory of protection by conductors. The mechanical 

means of fixing are best illustrated by diagrams, the chief objects to 

be considered are — 

(e). Permanence or strength and durability. 
(/). Eoom for expansion of the conductor. 
{g). Facility in fixing without cutting or breaking the conductor. 
Qi), Neatness in appearance. 
These objects are gained by a careful consideration of the materials to 
which the conductors are fixed by " holdfasts,'' for stone, slate or tiles, 
wood, and iron. It is important thp,t iharp bends be avoided. A 
string course, for instance, should be drilled, and the rod or rope 
passed straight through. Also, that any metal bodies in the line of 
the conductor should be connected with it by staples screwed into 
such bodies. It is most necessary that the ends of vane bolts or rods 
should be joined to the conductor, or, where this is impossible, should 
be fitted with an independent wire or rod to the earth. 

6. The connection with the ground is of special importance, as the 
object of the conductor is to provide a free passage between the two 
currents, and if this be not done, a lateral discharge is pretty sure to 
result. A building provided with suitable conductors, properly fixed, 
should at all conditions of the atmosphere, allow a free course to the 
electricity, and be in all its parts electrically equivalent, and with this 
intention the several parts (as mentioned in answer to question 3) 
are brought into connection with each other or with the ground. 
The actual length of the ground conductor is fixed by the nature of the 
subsoil, as it is obvious that dry sandy soil is unsuitable for a ter- 
mination. We therefore continue the rope or tape until a good damp 
earth is reached, if possible, a spring or open water — generally speak- 
ing, about 5 to 10 yards will be sufficient in most localities. The 
conductor is then buried 5 to 10 feet, or upwards, in the damp earth 
or water. If a rope, the several strands are unravelled and opened 
out : if a rod or tape, a discharging fork is usually attached to the 
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end to promote the easy discharge, for ^hich purpose it is also usual 
to fill the trench with charcoal. The trench must be dug with a slight 
fall fiom the building downward. 

7. The extent of area supposed to be protected by the conductor is 
estimated by many as included in a radius of double the height of the 
conductor from the base line; but the immunity from accident 
enjoyed by many buildings situated at a greater distance from a 
niunber of tall factory chimneys ; or to take an opposite example, in a 
city where there are many lofty spires or towers, would go to show 
that a number of conductors attached to tall objects, serve to obviate 
the dangers arising from lightning by providing, at many different 
points, a direct communication between the positive and negative 
currents which exist in the clouds and earth We have never known 
a church spire, when the conductor was fixed in accordance with 
ordinary skill, injured by lightning ; and the tall factory chimneys of 
our manu&cturing towns afford strong corroborative evidence of the 
value of conductors, and this in two ways — first, because those to 
which conductors are fixed, do not get struck ; and, second, because 
those unprovided with conductors, do get destroyed from time to time. 

8. A reference to the answer to No. 3 question, will show that we 
consider that when several terminals are used, an increased diameter 
is advisable in the main or principal conductor ; but it must be re- 
membered that either of the conductors referred to in the answer to 
question 2, is greatly in excess of what many eminent electricians 
consider necessary. A single wire being thought sufficient of A 
inch diameter (A. 0*06 in.) for any ordmary current of electricity. 
But both the English and French Governments have thought it 
prudent to specify a copper body, with a sectional area of ^ inch in 
English, or 1 centimetre in French (0*40 in.) — pai*tly to provide 
against corrosion, which would rapidly deteriorate a thin wire, and 
partly to obviate the danger of the melting of the smaller conductor 
under the continued force of an unusually strong shock of lightning. 
We, therefore, respectfiiUy follow the decision of such experts as have, 
by careful experiment and considerable diligence, acquired the know- 
ledge they possess — both as to the substance, the form, and the 
treatment of this subject ; and have only to add the fact, that any 
small experience we have practically had, goes to support the con- 
clusions already arrived at by these authorities. 

FREEMAN & COLLIEE. 
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24 & 2^^ Leyeb Stbeet, Makchesteb. 

1. Our upper terminals are made of copper or brass, plain spike 
•or ball with spike at top, and three radiating from it, or four or five 
spikes radiating from the ball. Attachied to the ball (screwed into it) 
is a solid rod of copper, to which the conductor is festened, as 
explained below. 

2. Conductor is made of good quality copper wire strand 7 ply : 
% inch [A. O'll in.] to A inch [A. 0*15 in.] diameter. 

4. Joints of the strand not usually permitted, as we spin it any 
reasonable length. 

The end of the. conductor is knotted and drawn through a cup- 
shaped ring of metid one end, the top of which is screwed into the 
lx)ttom of the solid rod of the terminal. This makes a good connection. 

5. Copper holdfasts fasten the rod to the building. 

6. Gbound end is coiled loosely in damp earth or a well. 

EICHAED JOHNSON, CLAPHAM, & MOEEIS. 



180, EOTTEMOEB, GLASGOW. 

"We beg to reply to your queries on the material, system, and 
fitting of lightning conductors, as practiced by us for over 25 years, 
during which time we have never had a building injured in which 
we have been engaged, and have fitted from 15,000 to 20,000 feet 
-a year, without advertisement. 

1. Uniformly solid copper, consisting of 1 centre concave point, 
about 14 inches long, presenting 8 sharp angles=3| inch surface : 
this is surrounded by 4 smaller points of same construction. These 
all terminate or sprint out of a hollow copper ball, which is screwed 
on a copper tube | inch diameter inside, and from 4 inches to 5 
inches long, accordmg to requirement. The copper cable is passed 
through this tube, is Plotted inside of the ball, and the points are all 
screwed against it, which forms the point of contact, and thoroughly 
fixes the cable at the top ; but the fixing of the top or terminal rod 
is fitshioned in accordance with the requirements of the building or 
material to be fixed to. 

2. Uniformly copper cable constructed of 49 strands, hard drawn 
square copper wire Nos. 17, 18, or 19 w.o. 

3. We never use less than 6-inch surfece, t.e., measuring the 
circumference of each wire, we contending that surfece is the only 
power of the conductor. Up to 150 ft. we use No. 19 (=i inch 
diam.) [A. 0*20 in.], | inch for a longer length of *cable (t,e., 17 or 
18) [A. 0-44 in.]. 

4. Usually with a gun-metal screwed coupler. 

5. With brass holdfasts, lined with porcelain, glass, or gutta- 
percha. 

6. Spread out end of strands of cable like a fan, and bury it in the 
moist earth a few feet deep, in an oblique way tending from bmlding. 

7. 30 to 40 yards. 
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8. We invariably run one cable from each terminal or top rod: 
but in spires we commonly take a connection from the bottom of the 
vane rod, and connect it to the main conductor, which goes to the 
highest point of vane or final : if the former, we fix a copper bush or 
disie to the vane rod at foot of vane, which is fast to cable, and a 
corresponding one on vane, with cable at highest point, when the 
cable is fringed out, presenting its 49 points, and by these discs the 
vane revolves with that portion of the conductor attached, and 
the point of contact is given by the discs. 

C. H. PENNTCOOK & CO 



All Saints' Woeks, Debbt. 

1. Form for upper terminals: — A straight copper tube, f inch 
diameter ; thickness of metal, 15 B.W.G. [A. 0*15 in.], with solid 
copper point (no branches) ; the point is soldered and rivetted into 
the tube ; or a solid copper rod, ^ inch diameter [A. 0*20 in.], tapering 
towards the top. 

2. Material and dimensions of conductor : — Either a copper band 
of 2|J inches wide and No. 16 B.W.G. thickness [A. 0*16 in.]; or a 
copper wire rope, J inch diameter, of 6 strands, each strand containing 
6 wires [A. 0-20 in.]. 

3. Proportion between length and sectional area of conductor : — 
The J inch copper rope [A. 0-20 in.], or 2^x16 B.W.G-. band [A. 
0*16 in.], is used for heights not over 120 feet ; for higher buildings, 
a I inch rope [A. 0*44 in.] or band, 2^x12 B.W.G. [A. 0-27 in.] 
should be used. 

4. Joint, how made : — Joint is made between band and copper rod 
with a brass screwed socket, the rod is soldered and rivetied into 
socket, and the band is soldered round socket, then soldered and 
rivetted. When the copper rope is used, a hole is drilled into socket, 
same diameter as rope, at the lower end, and turned out conical 
shape ; the rope is then passed through the socket, the ends spread 
out, and the spaces filled up with solder. 

5. Attachment to building : — The conductor is fixed dose to build- 
ing without insulators, and is brought into close contact with the 
spouting; is closely attached to chimney and walls by means of 
copper straps and copper nails driven into the masonry. 

6. Ground connection : — Should a good, permanent drain be near, 
the conductor is brought to it and bound round and firmly fixed. 

If there should be an open drain or brook, the conductor is brought 
under it at sufficient depth that if the stream be dry at any time there 
will be sufficient moisture to carry away the charge without disrup- 
tion. Should there be neither drain pipes nor brook sufficiently near, 
the conductor is taken from 12 to 20 feet below the surface to the 
clay, where it is certain to be always damp, even in seasons of the 
greatest drought ever known. 
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In no case should the earth connection be taken into a closed tank 
or well. 

If a band be used, it should be cut into strips about 18 inches long 
and laid in different directions ; rope should be unwrapped and spread 
in a similar manner. 

7. Supposed area protected : — It is impossible to determine exactly 
the area the conductor protects. It is erroneously supposed that the 
rod will protect buildings within its radius, but experience will not 
bear out this axiom. Many instances may be related of bmldings 
being struck much within the radius of well-protected churches or 
chimneys. 

The protection a conductor affords depends to a great extent on 
the relative positions of the electric discharge and the objects that it 
may meet in its course. As a general rule, a church with a high 
spire with a proper conductor may be considered to protect the 
remainder of the edifice ; but a low, straggling building should hare 
several conductors at the outside highest points. 

8. If there is more than one terminal is the size of conductor 
increased? — No; as sufficient material should always be used to 
carry off without disruption the heaviest known charge, it is un- 
necessary to increase the size of conductor. Should two or more 
upper terminals be connected with the main conductor, the size of 
material need not be increased ; for if two or more terminals receive 
the charge simultaneously it necessarily follows that it is sub-divided ; 
therefore the conductor will have no more work than if one point only 
had been struck. 

Note. — We quite agree with Snow Harris regarding insulators, 
that if there be anjrthing in insulators they are a disadvantage, for if 
the building be struck in any other part than the conductor, the 
current cannot easily find its way to the conductor. The current 
will take the line ot* least resistance; therefore it is reasonable to 
assume that the building is more certain to escape the disruptive 
force of lighting when the conductor is in close proximity with the 
building. 

JOHN DAYIS & SON. 



BioG Maeket, Newcastle-on-Tyne. 

1. For upper terminals I generally use | inch diameter solid copper 
rod [A. 0*20 in.], or | inch diameter tube [A. 0*24] with four 
points, and I fix them 4 or 6 feet above the building they are intended 
to protect. I always endeavour to get the upper terminal as near 
the size of the conductor as is consistent with strength. I make my 
points of the best copper tipped with platinum. 

2. For the conductor I use ^ inch diameter copper wire rope 
[A. 0*20 in.], which is (in my opinion) the best and most applicable 
conductor used, as it appears to be an open question, at present, 
whether it is surface or mass which conducts. If it is mass, then a 
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tube conductor is insufficient. K it is surface, then a solid rod is 
superfluous. The copper tape conductor I consider the worst form 
of any, as it bends too easily round sharp comers, projections, &c., of 
buildings, which is a thing to be ayoided as much as possible. A 
conductor should be brought to earth as direct as possible, and with 
no bends if they can be avoided. The copper wire rope conductor 
has both surface and mass conduction, and can be led about roofs 
and other difficult places better than any other form of conductor 
that I know of. 

3. None ; I imagine it is not necessary. 

4. I avoid joints as much as possible; but, when they must be 
made, I scrape the ends of my wne bright, and then splice or inter- 
lace them together, covering the whole with thin sheet lead — ^I object 
to solder, as I think it must interfere with surface conduction ; the 
wire is &stened to the upper terminal, with a Matthew Walker knot 
let into a hollow cup, and the terminal screwed down on it. 

5. I attach my wire to the building with a brass or gun-metal hold- 
fast 4 inches long, having a ^ hole, the inner edge being flush with 
the wall of the building, so as to allow the conductor to touch the 
wall of the building all the way up, and still allow plenty of room 
for the free passage of the electric fluid. I do not approve of insula- 
tors, nor yet of that kind of holdfast that is driven in tight on to the 
wire, for I think that must interfere with the dear passage of the 
electric fluid. 

6. I cut a trench some 15 or 20 feet l6ng, gradually deepening 
from 1 foot at the commencement to 4 fl;. at the termination, which I 
fill with pounded charcoal and bury the wire in it. Earth-plates are 
not necessary when this is done. 

7. It is calculated that a conductor will protect a sur&ce in the 
shape of a cone, the diameter of the base of which is equal to the 
height of the conductor. Thus, if a conductor were 100 feet high, 
the space protected would be represented by a straight line drawn 
from a radius of 50 feet from the base of conductor, to a radius of 8 
or 10 feet from ite highest point. 

8. I consider, if there are two terminals, there should also be two 
wires, or the wire should be of sufficient capacity to carry off a double 
charge, in case both terminals should be struck at one tune. I think 
the conductors should certainly be of sufficient capacity to carry off 
any charge that might be received by the terminals, be they few or 
many. 

T. MASSINGHAM. 
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APPENDIX B. 



ANALYSIS OF, AND REMARKS UPON, 

THE VIEWS OF MANUFACTURERS. 



On Nov. 14th, 1878, a circular was issued to the principal 
lightning-rod manufacturers in this country, inviting then: replies 
to various questions that were submitted to them, and also anj 
remarks that they might wish to lay before the Conference. 
Beplies have been received from — 
Messrs. Wilkins & Weatherby, of London. 

,, Gray & Son, of London. 

„ F. Russell & Co., of London. 

„ Johnson, Clapham, & Morris, of Manchester. 

„ Freeman & Collier, of Manchester. 

„ Pennycook & Co., of Glasgow. 

„ Davis & Son, of Derby. 

„ Massingham, of Newcastle-on-Tyne.. 
All well-known firms, who have written fully and freely, and 
whose experience is very extensive. 

It is impossible to read these replies without feeling the abso- 
lute need of such a Conference as that which has been formed, 
to collect facts, to digest opinions, and to endeavour to formulate 
some ffuiding principles for uniformity in practice — ^for here we 
have the most diverse modes of execution detailed, the most oppo- 
site views expressed, and the most varied experience narrated. 
Li fact, some ideas enunciated are quite opposed to the teachings 
of science. Where practice is so opposite, error must abound: and, 
therefore, there must be great need for an effort to reduce the 
system of constructing Ughtning conductors in this country to 
some uniform basis. Oil no one single point, except in the use 
of copper and the necessity for reaching damp earth, do any 
two manufacturers agree in adopting similar measures. 

I will take each question submitted seriatim. 

1. Formy dimensions^ and m^aterial usually adopted for upper 
terminals. 

There are single points and branching points, fine points and 
blunt points, cones, spikes, balls with spikes on top, ana balls with 
radiatmg spikes. 

B 
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The dimensions vary with each form, and they are made of 
soKd copper and copper tube, of brass, of iron, and of gon-metaL 
The ends are sometimes silvered, sometimes gilt, and sometimes 
tipped with platinum. But there is no rule or uniformity ; and 
one manufacturer acknowledges that, while he sometimes tips 
the points with platinum, he considers the practice to be alto- 
gether superfluous. 

Now it is clear that if there be any electrical efficacv in points 
as jxnntSy they should be made in such a form, and of such a 
material, as to maintain their efficiency permanently. The writer 
is very strongly of opinion that the efficiency of lightning con- 
ductors is due principally to the peculiar electrical action of their 
points. He sees no advantage whatever in multiplying these 
points. In his opinion each conductor should end in one fine 
platinum point. It would thus act as a dissipator of the electric 
charge in its immediate neighbourhood, and would then preventy 
and not favour discharge. Moreover, pointy demand frequent 
inspection, attention, ana renewal. He thinks that one function 
of the Conference should be to examine some of these points in 
sitUj if possible. At present they are erected and left to their 
fate. 

2. The Material and Dimensions of the Conductor. 

The use of copper is almost universal, but two manufacturers 
occasionally use iron. The form varies. The majority use wire 
rope, but some use rods, others bands or tapes, others tubes. One 
firm uses a cable ''constructed of 49 strands of hard-drawn square 
copper wire.*' Another firm uses a. wire rope, simply because 
** it appears to be an open question, at present, wnether it is 
surface or mass which conducts." The dimensions are as varied 
as the form, from a wire rope fths of an inch in diameter to 
a copper band 3 inches wide and ^th thick. 

The only point worthy of note is, that no one uses a smaller 
conductor than a copper rope fths in diameter {i.e. 4oz. of 
copper per foot run). 

Leaving the dimensions as a question for future investigation, 
the points submitted for the consideration of the Conference 
under this head are — 

1. Is conduction a question of surface or of mass ? 

2. Is copper alone 1x) be used! 

3. Is the conductor to be in the form of a rope, a rod, a 

tube, or a band? 
Now, on the first point the wiiter entertains no doubt what- 
ever that the conduction of atmospheric electricity is simply a 
question of mass, and thai, the lightning protector acts simply 
as a conductor obeying the laws of Ohm. 



Digitized by VjOOQIC 



( 19 ) 

On the second point he sees no objection whatever to the use 
of iron, when properly galvanized, in situations free from chemical 
impurities. The reasons urged against its adoption are extremely 
weak. First, it is said to decay rapidly ; and, secondly,, it is said 
to be a very much worse conductor than copper. 

The rusting of iron is almost entirely checlced, in pure air, by 
galvanising or coating with zinc. It is used for nearly evenr 
other purpose in connection with building, and it is difBcult 
to understand why it should be discarded on account of its 
Uability to decay for this particular purpose, where it is always 
under supervision. 

Again, pure copper conducts about six times better than pure 
iron: but we never get pure copper in lightning conductors. 
Moreover, the manufacture of iron wire for telegraphic purposes 
has increased so enormously during the last two or three years, 
that the wire now supplied conducts 50 per cent, better than it 
used to. Hence the oifference between the two in this respect 
is not so great as theory indicates ; and it would be well for the 
Conference to satisfy itself on this point by having similar sized 
wires made of the two materials, and having them measured 
electrically for their resistance. 

But it has been pointed out by the late Mr. Brough {PhiL 
Mag., May, 1879), that by regarding (1) the influence of the 
rise of temperature, (2) the difference oetween the specific heats, 
aud (3) the relative dimensions, iron conductors can be made 
much smaller than was formerly supposed : and, that as iron is 
so much cheaper, iron rods can be made equally efficient for a 
much less sum than copper. Moreover, the use of iron enables 
the architect to use one Kind of metal throughout his structure, 
and thus avoid anywhere the contact of dissimilar metals, which 
always results in decay. 

On the third point, the writer is clearly of opinion that u 
galvanized iron rope is amply sufficient for country residences and 
buildings free from chemical actions. In such places, and in 
towns, copper should be used. A rope, whether of iron or copper, 
is easily handled, it can be made of any size, it can be led in 
any direction without bends or angles, it is neat and easily 
jointed, diverted, or lengthened. 

The writer refrains from expressing any opinion on its dimen- 
sions here, for this is a point that will require most careful 
examination by the Conference. 



3. Is there any definite proportion between the length and sectional 
area of the conductor ? 

The majority of the manufacturers increase the size of the 
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conductors for high buildincs — one making the limit 120 feet, 
another 160 feet, while a third ** varies the sectional area with 
the length." One firm does not consider any difference necessary, 
while another takes it that the sectional area should be the same 
irrespective of length, for ** lightniuj^ does not vary in intensity 
while passing through a conductor of greater or less length/' 

Now, the laws ot electricity clearfy show that to maintain 
equal efficiency we must vary the sectional area as we increase 
the length of the conductor ; but it is a question for the Con- 
ference to decide whether we should not recommend a rope of 
uniform dimensions that would be equally applicable for high 
and low buildings. Within ordinary mnits the necessity for in- 
creased thickness for increased height is scarcely evident, but the 
remedy of an increased sectional area, with the number of separate 
points erected, is very clear. Indeed, each point should be the 
terminal of a conductor, whose sectional area should be uniform 
to the earth. For if it be not so, and each conductor be fully 
charged with electricity, then when the sectional area diminishes 
there will be congestion, resulting in heat and discharge to the 
building. Hence the thickness of the main conductor must 
increase with the number of separate points erected. 

4. JoinUy how made. 

Some are rivetted, others are screwed, others are coupled by 
right and left-handed screws. Tubes are socketed into each 
other. In one case *^ the end of the conductor is knotted and 
drawn through a cup-shaped ring of metal." 

There can be no doubt that joints are the greatest source of 
danger in lightning conductors. If a joint be imperfect, and the 
conductor be conveying a charge to earth, heat will be generated 
there, the conductor may be fused and rendered useless, and 
the (uscharge will be diverted to the building. Or the joint 
may be so bad — ^that is, its resistance may be so great — that it 
renders the conductor practically useless, for other parts of the 
building will offer easier paths to the earth. Though the use of 
solder is pretty general, it is not imiversal. Indeed, one manu- 
facturer objects to it because " it must interfere with surface 
conduction!" It certainly should be imperatively used. No 
joint can possibly be perfect that is not metallically continuous. 
Careful soldering is the only certain mode of securing this, and 
that this is practicable is evident from the millions of perfect 
joints in telegraph wires. To scrape the ends of wire brignt, and 
cover the whole with thin sheet lead, as is done by one firm, is 
simply to court danger. The absence of joints in wire rope is 
one great element in its favour. 
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5. Attachment to buildingy how made. 

Some attach the conductor to the building by copper straps 
and nails; some use holdfasts, either of copper wire or gun 
metal ; others use staples ; one uses metallic ties. Several pass 
the conductor through insulator^ of glass, porcelain, or earthen- 
ware. But the majority discard insulators as useless. 

In the opinion of the writer they are quite right, for it is 
difficult to understand what useful function the msulator per- 
forms. One fact that occurred in 1837 is given as a reason 
for their use, but the fact militates against the efficiency of 
the conductor rather than the absence of insulators. If the 
conductor were perfect there could have been no concussion at 
the point of attachment. If it were imperfect there may have 
been, for the discharge would seek other paths to earth. Some 
manufacturers use holdfasts of a different metal to that of the 
conductor. This is wrong, for where different metals are used 
galvanic action sets in, tending to decay and rupture. The 
attachments for this reason should always be of the same metal 
as the conductor. 

6. Ground connection^ how formed^ and of what extent. 

The necessity for reaching moist ground is generally recog- 
nised, but various curious ways for making earth connection 
are suggested. One firm considers that a band cut into strips 
18 inches long would suffice, while another says that not less 
than 30 feet, m two or three branches, with fork at the end of 
each band, should be used. One firm is very brief : " Ground 
end is coiled loosely in damp earth or a well." The use of coke, 
powdered charcoal, or carbonaceous materials, is insisted upon 
by others. 

It is questionable whether the difficulty of fitting a good 
connection with the earth is fully realized. None but tele- 
graphists know the great difficulty there is in doing this. The 
first object to be secured is a good damp soil, and the next as 
large a conducting surface as possible. Metal pumps, iron, gas, 
or water pipes, wdls in which plates of metal 2 or 3 feet square 
are placed, or smilar plates may be buried in perpetually aamp 
ground, or in holes well filled with powdered coke. Moisture 
in some form is essential, and without it a lightning protector is 
of small service. 

7. Extent of area supposed to be protected. 

The majority of the firms consider that the area protected 
has a radius equal to the height of the conductor; but bne 
firm considers that this should be multiplied by five or six times ; 
while another asserts, ^^ that no appreciable extent is protected 
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by a single rod conductor ;'' and another, that ^* many instances 
may be related of buildings bein^ struck much within the radius 
of well protected churches or chimneys." 

We nave no experience at present to enable us to form a 
definite opinion on this point. The Committee of the French 
Academy, gave the radius as equal to twice the height of the 
conductor trom the ground, but buildings have undoubtedly 
been injured within this limit. The writer does not think that 
a greater radius than the height should be taken : but thinks 
that this is one of the most important questions that the Con- 
ference could determine. Calculation might, to a certain extent, 
settle the point : but it is more a case for experience. 

8. If there is more than one terminal^ is the size of the conductor 
increased ? 

This question has been partially considered. (See No. 3.) 

Some firms do not consider any increase necessary : others 
think that when two or more terminals are used, the main rope 
should be somewhat enlarged ; while others run one cable from 
each terminal, or make the conductor of sufficient capacity to 
carry off the aouble charge. 

The writer considers that every conductor should be complete 
in itself : or, if this is inconvenient, then the size of the main 
conductor should be enlarged in proportion. It does not at all 
follow, as one firm implies, that if two or more terminals receive 
the charge simultaneously, it is necessarily subdivided. Each 
charge may be full and complete in itself, and be sufficient to fill 
the wire ; and, therefore, if the main conductor be not increased, 
accident may result. 

There is no doubt whatever that great consideration should 
always be given to the lessons of experience, and the opinions 
of those who have made the erection of lightning conductors for 
35 years their especial practical study, are much entitled to 
weight ; but such practice may have originally been based on 
error, and the teachings may not have been guided by science. 
Where such variety of practice abounds, there must be fallacy 
somewhere, and, therefore, danger ; and not the least of the 
beneficial labours of the Conference will be to point out to these 
different practical men, where their faults and their departures 
from truth exist. 

W. li* PREECE. 

August Sthf 1879. 
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APPENDIX O- 



EBPLY FROM MANUFACTURERS, RECEIVED AFTER 
THE COMPLETION OF THE ANALYSIS WHICH FORMS 
APPENDIX B. 



Sm, 



Faraday Steam Wobks, 

St. John's Road, Huddebsfield. 
llth November, 1879. 



Enclosed we have pleasure in handing you our replies to 
the eight questions which you ask lightning rod manufacturers and 
erectors, together with three tracings, showing our system of protec- 
tion under different conditions. In the case of Nottingham Castle 
we considered it necessary, on account of the rock on which the 
castle was built, to adopt an extensive system of lateral points in earth 
termination, by running ail the main conductors from the building 
down the shrubbery into the moat, where we formed the flat copper 
band into the form of gridirons, in which several hundred feet of the 
copper band has been used, and the termini of the ribs pointed, and 
the whole being sunk eight feet, and two cart-loads of gas carbon 
laid over each grid. 

Tours obediently, 

SANDERSON & CO. 



REPLIES TO THE QUESTIONS OF THE LIGHTNING-ROD 
CONFERENCE. 

I. — Usually a length of copper tube 5 feet long 1 inch diameter x 
No. 8 B.W.G., which is termed the elevation rod, surmounted by a solid 
copper point, forged from ^ths of an inch round bar, wrought three 
parts of its length to a square tapering point, the said elevation 
rod and point are screwed together by a copper ball-shaped union, 
into which are screwed four smaller points at an angle of 45 degrees. 
When fixing lightning conductors on church spires and turrets we 
usually run the copper tape a few inches above the vane or finial, 
having previously prepared and pointed the tape ; by this system all 
joints are avoided. 

IL — We, the sole inventors, manufacture the solid copper tape 
lightning conductors of the following sizes : — 



N08. 
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21 


22 
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IXtV 


ixi 


ixi 


Hxi 


2Xi 


IXtV 


UXtV 


•05 


•09 


•13 


•19 


•26 


•06 


•09 



23 

in. 
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and in continuous lengths up to 500 and 600 feat. 
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HL — ^Tes. For heights of say 60 feet we reoonunend our No. 2 
(I in. X ^ in.) size ; for 100 feet our No. 3 (1 in. X ^ in.) size; and for 
200 feet or over, our No, 4 (1^ in. x i "!•) size; or our Nos. 21 
(1 in. X tV in.), 22 (IJ in.x A ia-X or ^ (2 in. X tV in.) according to 
position and circumstances. 

IV. — In the case of church spire or turret conductors we have no 
joints whatever, as described in Answer I., but where elevation rods 
and points are used we make a copper coupling, screwed at one end 
to receive the elevation rod, and at the other end to receive the copper 
tape, which is firmly rivetted into the coupling, and thence soldered 
or brazed. But when a complete system is employed with branches 
or tributaries, runniug from several points on to the main conductors, 
we make the joint by means of copper rivets, and then solder. 

V. — By means of gun metal clips, or holdfasts, let into the building, 
which secures the copper tape in close contact with the face of the 
building. Under no circumstances do we use glass, ebonite, or other 
insulators. 

VI. — In good moist earth 5 feet or 6 feet deep we simply run the 
copper tape out from the building some 20 feet, and then rivet a copper 
earUi plate on to same, or sometimes employ a large gridiron made of 
cop per tape, using as much as 200 lineal feet in its construction. 
"Wnerever we make earth terminations in rocky, dry, or gravelly soil, we 
always fill in with a load of small coke, charcoal, or other carbonaceous 
matter, and also divert the rain fall-pipe system over the termination 
so formed ; also, wherever possible, we connect the conductor with the 
gas and water systems outside the building. In all eases of earth 
terminations, the size of earth-plate is in proportion to the size of 
co nduc tor employed, and other circumstances. 

Vn. — We are unable to come to any conclusion as to any definite 
area which one lightning conductor will effectively protect, and no 
two writers appear to agree on the subject ; but from actual practical 
«q>erience of 30 years, combined with the closest observance and 
research, we are in the position to say, emphatically, that a conductor 
on one prominent elevation — for example, a turret will not protect a 
similar elevation, be it only 1 yard, or 50 yards distant ; but that 
providing that two prominent features be provided with a conductor 
point on each, then on the same foundation, we say that both of them 
would be effectively protected. But for the purpose of simplifying 
and practically illustrating our views on this subject, we enclose you 
tracings and particulars of several buildings for which we have 
designed the system of lightning conductors, and which we believe to 
be perfect. 

VTTT. — ^Tes, — always, and in proportion to the number of extra 
terminals adopted. 

SANDERSON & CO. 
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DETAILS OF LIGHTNING CONDUCTOES APPLIED TO 
NOTTINGHAM CASTLE. 

The following three engravings render very few verbal details 
necessary. Fig. 1 gives the east elevation of the castle, it shows part 
of a flagstaff 115 feet high, which has a conductor, also three of the 
principal terminals, and twenty-six minor points upon the building, 
and by two dotted lines the position of two of the main conductors to 
earth. The principal terminals are tapered iron tubes, 13 feet long, 
carrying copper tapes 1 inch X ^th and terminating with copper 
points tipped with platinum ; the minor points are of solid copper 
9 inches long. The main conductors to earth are copper tapes 2| in. 
X ^th. 

Fig. 1. 



^g* ^ give A pl^ui of the roof, much of which is of glass with 
wooden rafters. The twelve principal terminals are shown by small 
rings, the ninety-four minor points by round dots, the horizontal 
copper tape (2 inches X i^th), imiting all the upper terminals, by a 
p^ed line, and the position of the main conductors to earth by 
dotted crosses. All the gutters are metallically connected with the 
conductors. 

Fw. 2. 
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Fig, 3 gives a general plan (for which we are indebted to the 
architects, Messrs. T. C. Hine &, Sons) of the castle and grounds, and 
abo a little section indicative of the precipitous eminence on which the 
castle stands. From these it will be seen that two of the main con- 
ductors to earth are carried underground at a depth of about 4 
feet, under the terrace and down the slope and terminate in trellis- 
work, about 14 feet square, of 2^ inches X ^V*^ copper tape rivetted 
at every intersection. The other earth contact is obtained by bolting 
the terminal on to the town water-main. The total length of tape 
used in the earth connections was about 500 feet. 

SANDEESON & CO. 

Fig. 3. 
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APPENDIX D. 



EEPOET OF THE EBPEESENTATIVES 

OF THE 

ROYAL INSTITUTE OF BRITISH ARCHITECTS 

TO THE 

LIGHTNING ROD CONFERENCE. 



The Council of the Royal Institute of British Architects sent 
out upwards of 600 circulars (a copy of which follows this 
Report) to their Architectural Members requesting information 
as to injury by lightning to any buildings known to them. 

The Uouncil also requested the same information from their 
Honorary Associates (upwards of 100 in number), who are 
chiefly men eminent in the Scientific, Literary, and Artistic 
world. 

The Council have received up to this date only 35 answers 
from Architects, and 1 from the Honorary Associates. 

Of these answers many are to the effect that no case of injury 
has arisen to works under their direction. The remainder give 
33 instances of damage, and enter, in many cases, very fully mto 
the details of them. 

The instances given may be roughly classified thus : — 

There are 26 of buildings injured where there were no con- 
ductors. 

In 9 of these the lightning did some injury to the chimneys 
and other exposed parts, and was then conducted safely to the 
ground through the metal gutters and rain water pipes. 

In three other instances the lightning appears, from the 
statement of persons in the building struck, to have dispersed 
and passed out by open doors, &c. 

We give no opinion as to this, but the facts are distinctly 
stated. In sevend other cases the lightning passed off in several 
distinct directions and currents. 

There are 6 cases of buildings being injured although pro- 
tected by lightning conductors. In one of them (No. 14) the 
failure is clearly explained by the fact that the lower part of 
the conductor had been stolen, leaving only two or three feet of 
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it in the ground. The lightning in this case broke through a 
wall 4 feet 6 inches thick, at a height of 6 feet from the floor 
to a gas pipe. 

In another case (NTo. 3) a gable was struck, although close to 
a q>ire and turret which had a lightning conductor. 

In another (No. 7) the part struck (a chimney) was 64 feet 
away from a tower, in the same building having a lightmng 
conductor. 

In No. 24 the conductor was sufficient protection until it 
assed at a sharp bend round some mouldings ; these it injured, 
»ut did no further damage. 

In two cases (Nos. 21 and 23) the dischar^ injured some gas 
tubing near it, and set fire to the gas, and oj its means to the 
building. 

We beg finally to call attention to the drawings attached to 
No. 7 (Mr. Oolson, of Winchester), showing the mjury to trees 
130 feet away in a direct line from a spire which was aestroyed, 
it having no conductor. 

T. HAYTER LEWIS, V.P. 
JOHN WHICHOORD, V.P. 



I 



OmOULAR. 

Lightning Eod Conference. 
Sir, 

I beg leave to inform you that the Council have 
appointed two of their members to meet delegates from several 
scientific societies in order to confer as to the best methods of 
protecting buildings from lightning ; and in accordance with a 
resolution of that conference I have the honour to forward to 
you, by the desire of the Council, the questions appended 
below. 

I bhall be much obliged if you will return me this paper, with 
any answer you may be in a position to make to the questions, 
on or before Monday the 20th of January, 1879 ; and 
I remain. Sir, 

Your faithful servant, 

WILLIAM H. WHITE, 
Secretary, 

9, Conduit Street, Hanover Street, W. 
19/A December, 1878. 

Questions. 
1. Have any buildings, in the construction of which you have 
been professionally engaged, or which are otherwise well known 
to you, been struck by lightning ? 
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2. If so, state briefly the damage done to them, describing 
iheir general plan and construction by sketches or otherwise, 
particularly noting the position of any metal work to roofs, 
pipes, &c. 

3. Were the buildings furnished with lightning conductors t 
K so, describe them in relation to the following heads : — 

(a). Their materials and dimensions. 

(b). Their attachment to building. 

(c). Their connection with the ground. 

(d). Their upper terminals. 

(«). The height of conductor above chimney or other adjacent 
part of the building. 

(/). If there existed more than one conductor state the 
distance from one another. 

4. What was the distance of the point struck, horizontally 
and vertically from the conductor? 

5. Was any damage done, and if so how much, to the con- 
ductor, and in what manner ? 

6. Give particulars as to any trees within a short distance of 
the building struck. 



The replies received to this Circular are too long to 
be printed in full, they have therefore had to be 
epitomised in the following list, and consequently 
cannot be given as separate answers to each ques- 
tion. 

The replies were all numbered consecutively, so 
that the numbers omitted in the list refer to circulars 
returned by members who had no information to give 
on the subject. 



REPLIES TO CIROULAR. 



2. St. Avhyn, J. P. Week St. Mary, North Oomwall— The tower 
of this church stands on very elevated ground, and has lofly pinnacles, 
three of which have been struck at dil^erent times, on each occasion 
one of these pinnacles was shattered, and had to be taken down and 
rebuilt. Some of the stones are held by iron cramps, but no iron 
or other metal spindles. The roof of the tower, as well as that of 
the church, is slate, without spouts, and there are no lightning con- 
ductors to the building. There is open country all round the 
church, and no tree of any size within a mile of the tower 
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The following detailed report was received direct from the 
Eev. G. H. Hopkins, the rector of the parish : — 

AnAccotmt of the position of the Church of Week St. Mary^ in the County 
of Cornwall^ and the effect of Lightning wpon the Pinnacle and Tower 
when struck for the fourth time this century on November 8<A, 1878. 

Situation of the building, — ^The situation of the church is at the 
northern angle of an extensive triangular plateau, which towards the 
south is much hroken by small valleys and low hills, while the high 
land is for the most part moor, broken in places by cultivated ground 
and small plantations. Within a quarter of a mile from the church, 
on three sides, the ground commences to fall very rapidly to a depth 
of 200 or 250 feet ; it is three miles from, and nearly 600 feet above, 
the sea; to the N."W. lies "Widemouth Bay, one of the very few 
breaks in the clilP along the coast of North Cornwall; the entire 
extent of this break is quite a mile-and-a-half ; between the Bay and 
the extremity of the plateau, at which the church is built, the sur&ce 
is broken by low hills, only one of which exceeds 260 feet above the 
sea level, and this exception is separated by one valley from the 
church lull ; half a mile south of the church is the highest ground in 
the parish, but neither this nor any hill for several miles exceeds 
in height the pinnacles of the tower. The elevation of the building 
above the surrounding country can be better understood from a local 
rumour that 28 churches are visible from the battlements of the 
tower, and the average size of a parish attached to each church is 
6000 acres. The highest point of the pinnacle is 90 feet above the 
ground. 

No mines or spring of water beneath it. — There is no evidence of 
the existence of any metalliferous lode in the parish, and certainly no 
such attractor of electricity lies beneath the church, nor is there any 
spring of water near the foundations ; but as the surface soil is clay, 
the rain water has no means of flowing away, except over the surface, 
and a few hours of moist weather make the soil like a wet sponge. 

Circumstances. — The tower was struck at 6.45 a.m. on November 
8th, 1878, the weather having previously been gusty, with sudden 
storms of hail and rain as each heavy cloud came up from the sea : 
many times during the night the downfall of haQ was very violent, 
and it was during one of these storms that the single electrical 
discharge took place; the hailstones were considerable, both in 
number and size, when the flash occurred, and they certainly com- 
menced falling before the shock took place. 

Brightness of the flash. — ^The brightness of the lightning was intense, 
and I have been at some trouble to inquire into the effect which 
it had upon those who saw it. I was awake, and the lightning illu- 
minated the room through double chintz curtains and dark-green 
blinds, the windows lookmg away from the church, and being more 
than a quarter of a mile &om it ; during the storm a farmer took 
refuge in a closed cattle shed, 200 yards from the church, and he 
spoke afterwards of his impression that he was surrounded by fire ; 
two farmers going to Gamelford fair, were at the time waiting on the 
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road, a mile-and-a-half from the church, and ttieip impression was 
that they were enveloped in flame, and the flame came between them; 
these experiences we^e given to me at different times, and were inde- 
pendent evidences of individual opinion. At Holsworthy, eight miles 
away, in a direct line, two ladies were attending their sick mother, 
and the vividness of the lighfaiing obscured the brightness of the light 
of two candles and a paraffin lamp. 

The loudness of the thunder. — The loudness of the clap of thunder 
was very great ; of course it shook my house ; and a neighbouring 
rector, who lives three miles away, in an adjoining parish, felt the 
effect of the clap to an extent which was very unusual ; at Camelford, 
lying W.S.W., and distant about twelve roiles, with a considerable 
range of hills between, the thunder was not heard ; but two miles 
nearer, and in the same line, it was just heard : this latter station 
being on the summit of the range ; at Holsworthy, lying E.N.E., it 
was heard as an awful peal ; at Kilkhampton, which lies directly N., 
and separated by a broaii broken valley, the thimder was blamed with 
causing colts to break through a fence from terror, and the distance is 
ten miles. I am unable to give any further account either of the 
distance the thunder was heard, or of the intensity of the light of the 
flash. As the wind was blowing from the west, with a slight bearing 
towards north, the effect of the wind upon the sound is evident. 

Effect upon the pinnacle, — ^The S.W. pinnacle (A) was struck, and 
apparently the effect of the lightning was not felt upon the two 
uppermost stones, namely a small cross and a truncated cone, which 
supports it at the summit, both of granite. It may be remarked that 
the entire facing of the tower is granite, the interior masonry being 
made up of small stones of different kinds, which exceeds 3 feet in 
thickness, while the blocks of granite which face the tower vary from 
10 to 12 inches in thickness, and in some cases are of immense size 
and weight. As soon as the current could reach that part of the 
pinnacle which is made up of courses of separate stones, the mischief 
commenced, and the effect was to force the stones out all round the 
axis of the pinnacle, so that in the same course many of the stones 
were separated by intervals of from 1 to 5 inches ; one great block, 
measuring 2 feet in length, was thrown right out, but fortunately feU 
outside the tower walls, and left a gap in the pinnacle opening to- 
wards that quarter from which the storm came. The entire pinnacle 
was shattered, and all the courses of stones which make it up dis- 
located, as weU as the two courses of stones which lie beneath it. 
The fierce rain storms had long ago washed away all the mortar from 
between the stones which compose the outside of the tower, and 
probably every shower wets the interior of the masonry ; and this 
was especially the case at one part where there is a considerable leak 
of drainage from the roof of the tower. 

Effect upon the tower — ^The course of action of the current was from 
the pinnacle to this leakage, where a stream of water was running 
down the wall and between the granite facing and interior masonry ; 
the downward course of the water was arrested by the belfry light, 
and then has to j&ll to the masonry below the window ; just above 
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the window a large block of granite C (outside measurement 2 feet by 
14 inchesX was thrown out in such a way that it hangs like a half- 
open door, the projecting edge being that which lies just below the 
leakage, and standing out about 10 inches from the wall ; across the 
belfry window runs an horizonal iron bar, and at the bottom of the 



window lies an old iron bar ; the stone-work beneath this bar was 
much knocked about. From that spot the effect of the lightning dis- 
appears, until it reached an immense carved granite block D, which 
lies on the south side of the tower, and very near its south-east 
comer; and a few feet below this the leaden gutter E (through 
which part of the roof drainage is poured to the ground), runs some 
feet down the wall towards the earth, but does not reach the earth by 
12 feeti The immense carved granite block is broken into two almost 
equal parts by a line parallel to its vertical edges, and the two parts are 
separated by quite half an inch ; the fracture of the stone is not quite 
straight nor clean, and the parts of the stone do not project beyond 
the surface of the tower. I have been unable to trace the course 
&rther ; it may have passed along 70 feet of leaden gutter, between 
the nave and south aisle (F) to the east end of the church, or gone to 
ground at the base of the tower. Three or four days later, during a 
very high wind, a second stone fell from the pinnacle ; this same stone 
had been. partially thrust out on a previous occasion in 1865. Upon 
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tBiamination the pinnacle was found to be in such a precarious con- 
dition that a single blow with a hammer on one sn^ul stone woulcL 
have endangered the whole. 

Previous injuries. — On October 19th, 1843, at 10 p.m., the S Jl. 
pinnacle (B) was completely torn down, and two courses of stones just 
beneath it were greatly dwnaged. The line of action of the current 
was to the north-east edge of the tower, towards the leaden gutter^ 
between the nave and north aisle, oyer this it threw out a great block 
of granite ; from that point it passed along the leaden gutter and 
across the roof at the north aisle, to a strong iron bar running vertically 
down the third out of the four north windows ; this window was 
considerably damaged, and still bears marks of rough usage ; how it 
happened that two other windows near the tower, and simUarly fitted 
up with iron bars, were passed untouched is a mystery ; to some extent 
aU the windows in the church were somewhat damaged, the frame- 
work being of wood they were much shaken, and partially separated 
fix»m the masonry. This was probably caused by the efEect of the cur- 
rent upon the air in the building : the direction of the damage being 
due to the outward pressure. 

In 1812 the north-east pinnacle was struck, and also some little 
time before 1638, as there is a stone engraved with that date upon it, 
and the date of the tower is the close of the fifteenth century. 

The dates of these misfortunes have been as follows : — 

About 1688 KE. pinnacle. 

1812 N.E. pinnacle. 

' . 1^43 8.R pinnacle. 

1865 S.W. pinnacle. 

1878 S.W. pinnacle. 

The iiorth*west pinnacle appears to have escaped, and it stands 
just over the tower stairs. The south-east pinnacle, which was 
struck in 1843, was at that time surmounted by a weathercock. 

There never Tkzs hem a lightning conductor to any 'part of the chur<^. 

One word further. I have been the holder of the benefice since ifce 
autumn of 1876 ; last summer the specifications for the complete 
restoration of the church, at a cost of £2000, were sent to me by tfie 
itrchitect ; before forwarding the same to the Bishop of the Diocese 
I supplied the omission of a lightning rod in the specification. 

Meteorological Notes. — It is a noteworthy &ct that on each occasion 
during this century when a pinnacle has been struck, the season 
has been between November and March, with one electrical discharge 
during the storm. It is also remarkable (an experience founded 
certainly on only two summers, but during that time the rule has 
been invariable) that all round the neighbourhood summer thunder- 
storms may be passing in their usual fitful manner of storm and sun-^ 
«hine, but immediately a summer thunder-storm passes over this 
village there is a complete break in the weather for eight or ten 
•davs 

Bainf<ai.—lS77 \ 49-11 in., 213 wet days; 1878: 48-03 in., 218 
wet days. 
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3. Bak0r^ A. «/. EothervxHU Chwreh, near Oraivesend^^The west 
gaU» of die flKwth aisle was struck by lightning, althoagh close to 
the tower and spire which were provided with a lightning eonduetor, 
and received bo injury. 

5. D, Brandon. St. AnWs Hotel, Buxton. — ^In 1875 a chimney* 
stack was shattered by lightning, the concussion in the flue drove 
fire and smoke into the drawing-room, displaced tiie mantle-piece, 
and broke many panes of glass. The hotel occupies half a crescent, 
the stack being in the middle of the crescent. The building bad no 
Ug^tning conductor, and these were no trees nearer than five or six 
hundred feet. 

7. J. Oolson. Twyford Moors, near Winchater. — Struck by 
Ughfr^iTig in June, 1878. This building (of which a plan is given) 
was provided with one lightning conductor fixed to the tower. The 
upper terminal branched into five points, about four feet above tower 
roof; the conductor, which was |-mch copper wire-rope, was attached 
to the upper part of the tower, with glass insulators, and in the middle 
nailed to the wall through lead flashing, then carried down rain-water 
pipe into cesspit. The point of the building struck by the light- 
ning was distant about sixty-four feet horizontally and sixteen feet 
vertically from the upper terminal of the conductor. Damage done 
was very slight, tiles and laths being knocked off, but no sign of 
scorching. The conductor was not injured ; there are no trees near 
the building. 



C Conductor. * Point struck. 

F Kedn-water pipes attached to iron gutters, 

7a. Bt. Jamei Chwrch, West End, Hawts. — Struck by lightning at 
5 p.m., on June 12th, 1875. The church stands on the top of a hill 
with many trees near, it is built of brick with a lead ridge to roof, 
iron and lead gutters, iron rain-water pipes P, and two iron 
chimneys. The spire is of brick, with stone angles fixed by iron 
cramps ; the spire was finished by an iron bar at the top, but was not 
provided with a lightning conductor. The damage done to tiie spire 
was considerable, as shewn in the engraving, making it necessary 
to pull it down, but the tower was not injured^ Stones from the 
spire were thrown through the trees at B, which are 126 feet distant 
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firom the church, cutting o£E some of the boughs* The tree at A was 
untouched. 

12. T, Hawhsley* Several Steam Chimneys not provided with 
Hghtning conductors ; upper portions knocked down, chimney split 
or often skinned by the lighlmng, %,e,^ the four and a half inches ol 
brickwork taken off; details not given. Now uses Gray's system of 
lightning conductors for such buildings, which is found successful. 

13. A. nUh In South Africa houses are generally roofed with 
corrugated iron, and protected from lightning l^ plaiiting a circle 
of high trees round them. 

14. G, Ji Hine. All Saint/ ChvTch, NottingTiam. — Struck about 
twelve years! iago ; tower and spire 160 feet high, with one conductor 
of half-inch copper wire-rope, with platinum terminal, and secured 
by insulated brackets, but ewrth contact only two feet long at time of 
accident the rest having been stolen. The lightning passed down the 
conductor till within six feet from the ground, where it passed through 
a wall of solid masonry four feet six inches thick, displacing some of 
the stones, to an inch-iron gas pipe inside the church. In passing off 
along the gas pipes under the floor, it so far disarranged uiem as to 
cause a considerable leakage of gas, which was set fire to by a candle 
some hours after the accident ^od exploded. There were no trees, 
only a few shrubs near. 

16. J. Jerman, Alphington Churchy near Exeter. — Tower struck 
about March, 1828 ; the church had no lightning conductor. The 
tower was rent through the masonry vertically, damaging parapet and 
ungearing ai>d ijijuri];ig bells, which were being rung at the time ; one 
ringer was killed, and some of the others had the heel-plates melted 
off their boots. There are few trees of any size near the tower, which 
surmounts all adjacent buildings ; it had pinnacles and a weather- 
cock on the top, and a lead roof with spouts, no down pipe. Very 
few casualties from lightning occur in Devonshire. 

18. E, J, Law, — The tower, surmounted by a cast iron vane, of a 
house built under my superintendence, was struck ; the slates stripped 
from the roof, and the charge apparently escaped down the rain- 
water pipe ; it divided, however, and passed to an adjoining ridge, 
chipped a piece off the iron cresting and hurled it some twenty yards 
from the building. Lightning conductor ordered, but not erected ; 
cast iron ridges to all the roofs. Large infirmary within two hundred 
yards and h^h church tower within three himcfred yards, and houses 
nearer, of eqi^al height to the one struck, and with cast iron crestings, 
none of these were injured. 

18a. 8t, Sepulchrtfs Chwrch^ Northampton, — ^Vane on top of spire 
struck by lightning, passed down the rod, then to frame of one of the 
epire windows, and thence to clock fiice, from clock &ce it passed down 
the gas pipe, leaving no further trace* 

19. T, Hayter Lewis. Lewisham^ 1872. — ^Zinc chimney of house 
struck; lightning went down flue A, thence to a gasidier (glass) B, 
broke it to pieces and passed harmlessly to the other end of the house 
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wh«ie the pipe ended at 0, broke through a partiiion there and tiie 
window J), and passed down the rain-water pipe E to ^e earth. 



fiBOTION. 



19 ff. Wandswon^, 1875. — Chimney of house stmck and damaged 
as sh own in sketch, lightning then passed along eaves gutter F, and 
down the iron water-pipe G, doing no further injury. 



PLAN AMD ELEVATION. PLAN. 

19&. Addi$eomh€y 1878. — Chimney struck above H, the li^btoing 
passed down flue, slightly injured the chimney-pieces, and apparently 
passed through the two open doors to the road, as the tenant stand- 
ing at J distinctly felt a shock. 

19c. Forest Hill. — Chimney (K) struck, Hghtning followed gutters 
shown by dotted line in sketch, part no doubt escaped by pipe L, but 
some passed along gutter to M doing slight injury to brickwork there, 
the window N was broken, and the gilt bead under cornice in rooms 
K and O was blackened. 



PLAN AND BLUVATION. 

IM. Unw&riUy College^ Londdn.^K chimney has be^ stmek on two 
oecasioiiB, bat little damage done; the lightning passed oS by gotten 
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and nan pipes which enter the dnuns ; the top of tiie doiae^ whUh w 
of stone, has escaped* « 

21. J. Mu/t^oOro^ 8t. Mary^s, Onmp$aU^ mar MawkeO^f^ — A 
b^itniiig conduotonr from spire touched the eaves gutter, and! a gas 
pipe touched the end of this gatt^. The lightning passed firom Hie 
conductor along the gutter to the gas pipe, melted it, and set Hhe 
churdi on fire by igniting the gas. 

22. T. (Hiver, — ^Never had a building damaged during tiiirty years 
practice ; uses | inch copper rope for l^htning conductors, in contact 
with any iron work near, and buried 8 roet in ground in ashes. 

23. Wyatt Papworth.^TaXL spire struck. The church stands in 
an open position with no large trees near. It was provided wifii 
an iron lightning conductor | in. diam., fixed with iron holdfasts, and 
carried down inside the sjore MD^i tower mtc ground; the top of it 
was said to be attached to a bold copper fihial on the spire about 150 
feet from theground^ and 50 feet above ridge of roof ; the lightning is 
supposed to have first struck the finial, it slightly deranged some beds 
of masonry in upper part of spire, then descended by iron rod to belfry, 
melted a gas tube in the floor, and set fire to the belfry by igniting 
the gas. 

23a. House in coantry road. The fightni]]^ struck chimney-pot, 
descended fine to ^re-gjnde and there divided^ one part passed to 
fire-grate below and damaged the gasalier, anol^er part destroyed a 
box of clothes near grate, then passed out of door into another room, 
struck the grate and passed into rocm below doing no further damage. 

236. Another house situated at the comer of country road with high 
trees near, lightning followed bell wires, stripping paper, Ac. 

23c. At a third house, chimney pot struck, shaft and eaves gutters 
damaged. 

24. J. L. Pearson. — ^Wea(liereoek>(rf a tall spire in an exposed 
situation struck. — ^There was a wire rope conductor attached to the 
bar carrying the vane and passing down inside the spire and out at 
the belfry window, the bells being eonneeted with it ; it was attached 
to the tower by ordinary metal hooks, and was carried 6 or 8 feet into 
the ground, and about 10 feet from the base of the tower, the strands 
being spread out. The conductor was bent i^ut very awkwardly 
under copings, and in some places, at right angles, the damage was 
very slight, and was Hmited to projections of mouldings close to a 
bend in the conductor about 20 tdet above ground. The conductor 
itself was uninjured. Some insignificant trees 100 yards distant. 

26. R 0. Bohi/M. Su Matthias's Church, Brwton.—li(o oondnetor, 
although the church had previously been struck. I havo now put 
one up, leading its lower end into a cistern of water. The porthmd 
stone terminal cross was shattered, and the stones of tiie eomiee 
of the two topmost stages were displaced. 

28 J7. 8. 8ndl. The Holhom Union Infirmary, Upper BoUmay^ 
in eaune of ^eetton.— Conductor not fixed. Apex of tower roof^ IM 
feet from ground, having only roof timbers, some lead-work Aaiapes, 
and vaae ^ded iron) fixed. The damage commenoedjnsfr below lead^ 
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work on apex, and three out of four hips were much torn and shattered^ 
necessitatmg taking down and rebuilding ; the hips were each firamed 
in three sections, bolted together with iron bolts« and in nearly every 
case the holts seem to have specially attracted the fluid causing slight 
charring. One of the dormer windows B was also separated from the 
spire. The fluid appeared eventually to have been attracted by the 
water-pipes, which rise to top story of building, and so passed away. 
It will be noted as peculiar that the iron vane was not touched, and 
that the damage commenced immediately below it. [The damage 
evidently occurred only where the conducting materials were absent, 
the iron vane and the lead would naturally bear no trace of injury. — 
Ed.] No trees nearer than 150 feet, and these much below the top 
of tower. 



32. J. B, M, Withers, Detached house, near Sheffield, in course of 
construction. — No conductor ; the top of a chimney fiffcy-two feet six 
inches above the ground was struck and deranged but not thrown 
down. The nearest ironwork was an ordinary cast gutter, twenty 
feet from the top of the chimney. No trees within sixty yards of 
the building. 

34. (?. Wroitesley {Col. B,E,). Chimney shaft of a laundry at the 
Barracks at Gravesend. — No conductor. The chimney shaft, forty 
feet high, was entirely destroyed by a heavy charge of electriciiy as 
low down as the eaves of the building — ^at this point iron gnttera 
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went round the building and outside the chimney shaft, aud the 
charge passed harmlessly away to the earth by the rain water pipes P. 
Not a brick was left in place above and not one disturbed below the 
gutter ; the shaft appeared as if cut off by a knife at this point. No 
trees within 100 or 150 yards. The disruptive force was so great 
that the bricks were scattered over a radius of 200 feet, and the skte 
roof was riddled like a colander by the brickbats. 



SLBVATION AND PLAN. 

36. E. N. Clifton. Beihnal Oreen — A four-roomed house, one ot 
a row, with a Y shaped roof, was cut in two by lightning ; a fissure 
was made in the front and back walls, and also in the middle plaster 
partition. The fluid entered the house between the front windows 
and passed through the partition and back wall, rather to the side 
of an iron pipe at the back which was the only metal near. No trees 
in the neighbourhood. 
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APPENDIX E. 



PABTICUIiAES OF ACCIDBNTS BT H&HTNING COL- 
LECTED IN THE TEAES 1857, 1858 AND 1869 BT MB. 
8TM0NS, AND BEPOBT UPON THE SAME BT PBOF. 
W. a ATETON. 

Selected wddenU. 



About a quarter past ten p.m. on Aug. 14, 1857, an ooeurrence took 
l^ace at the Brick-lane station of the Oiartored Gtw Company, St. 
JLuke's, which caused some alarm. It appears that the lightnmg st^ck 
<me of the iron columns which supported one side of a gasometer, or 
gas liolder, situate on the right himd side of the yard. Owing to the 
column having been t^us struck by lightning, the fi;a8, comprising 
man^ hundred thousand feet, became ignited, l^rtunatelyy the 
services of the firemen were not required, for, owing to the admkable 
directions given by Mr. Upward, the superintendent of the works, and 
the exertions of the men under him, the flames were subdued in a 
comparatively short period. Fortunately no person was injured, and 
no cbmage was done to any of the surroundii^; property. 

n. 

At half-past eleven on Aug. 14, 1857, there was a terrife dStt^iarge 
of lightning, by whidi the south-east pinnacle of St. Michael's Chnroh, 
Stamford, was instantaneously struck down. The Church of St. 
Michael is a modem structure, erected in 1832. It is situate in the 
centre of the town. The south-east pinnade, which received l&e 
electric fluid, was composed of a mass of masonry, weighing aboot 
fifteen hundred weight ; the iron clamps or ties by whidi the work 
was bound together served as partial conductors. At every break in 
their arrangement a series of msruptive discharges of the dectrio fluid 
took place m lateral directions, driving out large masses of the stone^ 
woi^, spreaifing them over the roof of the nave and churchyard, doing 
considerable damage to the roofing and tombstones. The eilect of the 
fluid when it reached the base of the pinnaele, from not meeting with 
a ready conducting medium, was to uplift the whole mass imparting 
to it at the same time a kind of dreakur motion ta the sovtivwsrd, the 
apex of the pinnade fiiEKng in a line with its original base ; an^ the 
base having traversed about the eighth part of tke cirefe, fell into the 
roof of the tower. Immediately at the base of the pimiacle tiiere is a 
three-inch iron spout or tube erected to conv^ we water fironi the 
tower roof. This iron tube the eleebnc fluid entered, and, finding 
through it an unopposed Abxhds^ passed ^bwn tiie tower, and finalfy 
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into the earth, without doing more damage. The iron tube or spouting 
in this instance, and by mere accident, acted the part of a lightning 
conductor, and served to protect the other parts of the tower from 
most serious injury, if not entire destruction. 

in. 
At Walthamstow, at 7.30 a.m., on June 5th, 1858, the flag staflT 
of the church was shivered, the gutters were torn up, the robing 
room and various parts of the exterior injured, and the gas pipes 
torn open. 

TY. 

Effects of lightning on a chimney stalk 240 feet high. — Facts collected 
by AJexander Cruickshank, 28th June, 1859 : 

During the thunder storm at Aberdeen, between 8 and 9 a.m., 26th 
June, 1859, the lightning struck Messrs. Bichard &> Go's chimney, 
240 feet high, at Bubislaw, Bleachfield, one mile west of the dty. 
At the height of 120 to 140 feet three patches of surface bricks were 
torn oflf. By the aid of a telescope and knowing the size of the bricks 
and the thickness of the mortar between them, the two largest patches 
of denuded bricks were 7 feet by 3 feet and 4| feet by 3 feet — ^the 
longest measurements are vertical. These patches were visible to the 
naked eye at least two miles off. The parts denuded were 4| inches 
thick, or the breadth of a brick when placed with its largest surface 
horizontal and its sides external and internal. Every fourth layer^ 
however, of the bricks have their ends placed external and internal 
with repect to the axis of the chimney, and these bricks are broken 
across at the depth of 4| inches, or midway between their internal and 
external ends, the latter being at the sur&ce of the chimney. Thus 
three-fourths of the bricks of the denuded patches were torn off 
through the lime seam piurallel to the surface of the chimney, while a 
fourth of the number has been broken across in the same vertical 
plane. Another portion of the surface bricks, 10 feet (vertical) by 3 
feet, has not been entirely detached from the side of the chimney but 
forms a bulging of 1 foot at its greatest projection, and is visible in 
profile half a mile off. The lightning on striking the chimney appeared 
like a cricket ball, of the brightness of iron at a white heat. This 
instantaneously passed into a bluish flame a little darker than that 
of common salt when thrown on the flre. A momentary flicker and 
a hard crack were perceived. The lightning seems to have struck the 
chimney 20 feet above the uttermost denuded patch at a small abraded 
spot occupying a few bricks, and reddish when seen from the ground. 
The chimney has no lightning conductor and the damage done has 
not affected its stability and draughty 

Additional remarks^ by Alexander D. Milne, chemist, of Bubislaw 
Works. 6th December, 1859. — Half the lower bulging part, where 
the force of the electric fluid seems to have become diffused or spent, 
fell during the gale of 3rd and 4th December. The 3rd inst. had 
been frosty, followed by thaw, rain, and wind from S.W. The part 
newly exposed is 10 feet in vertical height and 2 feet across, and the 
first mortar joint forms also the plane of separation, the radial bricks 
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l)eiiig cut right across. The lower edge of the patch is 100 feet 
from the ground, and the four patches extend upwards in an irregular 
line for 40 feet, not verticallj, but in a spiral of about one-third 
round the circumference of the chimney. The abraded spot through 
which the fluid seems to have penetrated is 20 feet farther up in the 
same oblique direction. It seems to be about 6 inches in diameter, 
and the part appears as if broken by a hammer from the outside, 
instead of being forced out from within, as in the denuded parts 
below. We may form a conception of the immense disruptive force 
exercised, thus : 105 bricks are torn off, area of each 14|ths square 
inches; total area, 1662 square inches. Eorce or dead weight 
required to tear asunder : 1 square inch of brick has been found to 
be 300 lbs. Total disruptive force 468,600 lbs., or 209 tons, and this 
on the bricks cut across alone. In addition we have a mortar joint 
three times the above area, which at a moderate estimate of one-third 
the strength, or 100 lbs. per square inch, gives 209 tons more, or 418 
tons in all, the approximate dead weight required to tear off what has 
fallen. Allowing for what is damaged but has not fallen, the electric 
fluid must have had a momentary disruptive force of 500 tons. 

Gloucester, July 2nd, 1859. — Two clumps of objects were struck, 
two elm trees in the Spa walks and Eycrofb Chapel — with the adjoining 
elm. This shows the lightning to have been forked . as they were boi£ 
struck at the same time, and there was a double explosion of thunder; 
the extremities of the fork were 1480 feet from each other. The trees 
in the Spa standing close to each other were stripped from a great 
height, of six or seven inches width of bark, which, with the branches, 
was strewed to the distance of several yards. The elm at California 
had a large bough struck off ; the lightning then ran along another 
branch, struck the stone edging of the roof of the chapel, scorching 
the end of the bough and cWpping great pieces off the stone ; it then 
ran along the metaUic gutter to the end of the roof near the school- 
room, where it descended the iron spouting to the ground, bursting 
the spouting at the joints, where it was a quarter of an inch thick, 
and in one place knocked a hole in the wall ten inches deep, as if 
some superior conductor had attracted it inside. 

VI. 

I delayed answering your note until I could give you a correct 
description of the damage done to the chimney by examination from 
the scaffolding (which we were erecting at the time of its receipt.) 

The chimney is a portion of some additions made to my manure 
works only last November. It was struck during a fearful thunder- 
storm on Tuesday the 19th of July, about three o'clock in the after- 
noon. The electric fluid detached about one-third of the topmost 
stonework, which fell with great violence through the roof of the 
buildings below ; it then displaced and passed through the joints of 
the remainder of the stonework to the brick shaft. This octagonal 
brick shaft it split and shattered in all directions on three of its sides, 
for a space of about twenty-flve feet, completely detaching portions of 
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the brickwork seyeral feet in length, both inside and oat; after which 
it split the remainder of the shfSt asunder in a straight line through 
a further space of about fifteen feet to the stone base. This stone 
base it also displaced (passing through the joinings,) and tiirough 
seven &et more solid bnckwo^ to an open ventilator placed under 
the roof of a building at the foot of the chunney. 

Through the ventilator a portion of the electric fluid seems to have 
escaped from the chimney into tiie interior of a large warehouse, some 
of the main timbers of the roof of which it has split and shattered 
very much. A portion only of the fluid seems to have escaped in this 
way, as the chimney is spnt below the ventilator for a further space 
of about ten feet. 

Several persons were at work in the warehouse at the time, none of 
whom were injured in any way (although they felt benumbed.) Two 
strong horses standing in a cart were, however, struck down by the 
lightning on its escape from the warehouse. 

The greater portion of the chimney must come down ; in ftust, we 

are now taking it down. 

JOHN STEBTtTTTRB. 

Driffield, August 8ih, 1859. 

P.S. — ^In the construction of the chimney, hoop iron was imbedded 
in the body of the brickwork every five or six courses, to bind it 
together ; and this, I think, prevented the whole of the upper shaft 
from being thrown down, altiiough in many places the iron has been 
completely fused. The total height of the chimney was 85 feet. 



Extract from Mr, Symong's report an Thunderstorms in 1857-58 

and 1859. 
[Bead at the Oxford Meeting of the British Association, I860.] 

lAghtnvng Conductors. — ^No building provided with a conductor is 
recorded to have been injured during the three years ; in a few cases 
bars or pipes of metal acted as such, so fiur as they extended. The 
first instance was at Wibsey School, where the charge, which killed 
one boy and injured eight others, had passed safely down an iron 
pendant from the roof —in fact, an iron rod of^ I beueve, small dia- 
meter. 

In the case of a house in Camden Square, the charge which over- 
tamed one end of a stack of chinmeys, passed sa&ly down the iron 
waterpipe at the back of the house. 

The flash which injured Byecroft Chapel, Gloucester, first struck 
an elm-tree dose to the chapel and broke off a large bough, it then 
darted to tiie roof, ran along the metallic gutter to the end of tiie 
roof, where it descended the iron spouting to the grouihd, bursting the 
spouting at the joints, where it was a quarter of an inch thick, and in 
(me place knocked a hole in the wall ten inches deep, as if some 
superior conductor had attracted it inside. 

I presume few pers(His will now oppose the results obtained by the 
elaborate investigations of Sir W. Snow Harris, either as to the 
vomiy of conductors, or thdr best form and distribution. These 
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pcnfttB being admitted, it remiiiui to ascertain why l^ey are not more 
generally used — ^why, in short, l^e accidents I have enumerated (with, 
perhaps, as many more of which I have not heard) are allowed to 
oo(rar<----tiiat they are preyentible there is no reasmiable doubt. I 
believe tiiat ihe reason that conductors are so oomparatirely seldom 
nsed may be expressed by one word-^xpense ; a remark made by 
Professor W. Thomson, at the Aberdeen meetang, was a strong 
illustration of this point, <* If I urge our manu&eturers to put up 
lightning conductors they say, * It is cheaper to insure than to put 
up conductors.'" 

But as no insurance nor ought else can compensate for loss of life, 
it becomes important to consider if any cheap and effectual substitute 
fi>r a regular conductor can be found. 

One plan for effecting this, as far as priyato dwellings are con- 
coned, la that of conne^ing the lead gutters of the roof with the rain 
water pipe, and with a rod projecting a few feet aboye the chimneys ; 
it is obyious that both gutters and pipe would deriye additional con- 
ducting power from the water which (at such times as the conductor 
is leqoued) is usually flowing along them. 

I am not sufficiently acquainted with the laws of electric action to 
offer an opinion on this plan ; as far as my own limited experience 
goes, I thmk it would be decidedly better than the entire neglect which 
now 80 largely prevails, for it would probably induce the shock to 
pass down the outeide of the house instead of down Hie chimney 
mside, which has hitherto been ite most frequent course. 

I much wish that those who have turned their attention to electric 
action woidd e:q>ress a decided opinion on the matter. In one of the 
foregoing cases the iron pipe was perfectly competent and effectual in 
conyeying the charge ; and in the other the damage (limited, be it 
remembered, to bursting the joints) doubtless arose from the inter- 
yention of the lead between the two lengths of pipe — considering the 
somewhat low conducting power of the lead, such a result might 
almost haye be^i anticipated. 

Kind of Trees Struck. — ^In sixteen cases the dass of tree struck has 
been mentioned ; of these one-third were elms. The next in order 
of this unenyiable distinction are the oak, ash, and poplar ; instances 
also occurred of the crab, the Hme, and ijie willow being injured by 
lightning. 

It is satis&ctory to find that as £ur as so eihort a series is competent, 
it corroborates preyious opioions on the subject. I may perhaps be 
permitted to quote one of the earliest with which I am acquainted. 
In the year 1787 Mr. Hugh Maxwell wrote to ihe American Academy 
that he thought he might state from his own experi^ice that the elm, 
chesnut, oak, and pine, are often ; ash rarely ; and beech, birch, and 
maple n^er struck. 

A commimication with which I haye been fayoured by Mr. Ingram, 
of Belyoir Castle, bears closely on this subject, and is, I think, worthy 
of consideration. He says, *^ I filed your letter, resolyins to keep a 
sharp look out in my rides about the neighbourhood ror all the 
thunder-Uasted trees. It is of course difficult to obtain perfectly 
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accurate information, because trees are taken away after their destruc- 
tion ; but I have ascertained that within the area of Croxton Park, 
twenty per cent, of the trees (oaks) have been struck by lightning, 
The park is situated on high ground ; the substratum is rock (lime- 
stone), which has more or less iron in it. The oaks, where the soil is 
strongly ferruginous, are useless as timber trees ; the wood, when 
sawn, splits and rives in every direction, possibly from the quantity 
of iron.' 



The accounts given in the notes supplied to me by 
Mr. Symons are of great interest, but as the ma- 
jority of the buildings struck had no lightning rods 
the details of the destructions do not bear immediately 
on the object of our Conference. There are, however, 
some few facts which may probably be of interest. 



1. Damp air althov>gh not a conductor for ordinary electricily 
(see the writings of Sir Wm. Thomson) may he a conductor for 
lightning : — 

For there are many instances of sheep and horses being 
killed in open fields. This may have been due to the sheep 
collecting together in a flock, and the air above them becoming 
moist from the perspiration arising from the flock. 

2. — Certain coincidences of earthquake waves and atmospheric 
electrical storms have been observed, — ^The follovni^ may, perhaps, 
be one : — 

June 5th, 1858. — ^During thunderstorm at Pegwell Bay the 
water in the Bay, the tide being then about two hours past 
flood, suddenly receded about 200 vards, and returned to its 
former position within the space of about twenty minutes, 

3. — Open doors allow lightning to pass through. 

August 12th, 1858, Bedford, — ^The lightning passed through 
five open doors in its way from a chinmey, which was originauy 
struck, to an open window, by which it went out, all the doors 
being on the ground floor. 

4. Difficulty of making lightning conductors to protect buildings. 

August 18th, 1858. Neighbourhood of Norwich — A l?oy 
riding on a pony escaped unhurt, while the pony was killed by 
lightning. 

St. Peter^s Church, Brighton. — ^The tower was provided with 
a lightning conductor, but it was only carried up one of the 
pinnacles, lience one of the other pinnacles of tne tower was 
struck — ^the distance between the pinnades being scarcely ten 
feet. 
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Sometimes trees are struck in the middle, and not at the top. 

New Kent Boad. — ^While a man was sawing wood, the light- 
ning entered by the window, struck the blade of the saw, burnt 
the handle, but did not injure the man. 

5. A small body perfectly insulated from the ground is not safe 
from lightning. 

October 11th, 1858. Blilham, Yorkshire.— Two sea gulls, 
while flying, were killed by lightning. 

6. Advantages of lightning conductors. 

During 1857,-58,-59 almost the whole of the buildings re- 
ported as damaged by lightning were unprovided with lightning 
, conductors. Among those struck but not damaged were buil(t 
ings on which metal bars or pipes acted as conductors as far as 
they went, proved by the lightning having burst the metallic 
spouting at the joints. 

7. Easpense of Conductors. 

Sir W. Snow Harris' rule : — 

Copper solid 0*5 in. in diameter 

tube 1*5 „ „ \ in. thick. 

Iron solid 0*75 „ „ 

tube 2-00 „ „ „ 

Minimum cost one shilling per foot, not including cost of car- 
riage and fixing. 

Sir William Thomson, at the meeting of the British Associa- 
tion at Aberdeen, said ^^ If I urge on Glasgow manufacturers 
to put up lightning conductors they say it is cheaper to insure 
than to do so." 

This shows the importance of economy in the construction 
of conductors, and consequentlv of the determination of the least 
expensive conductor, which will be safe for any special building. 
One of the most important points to determine, it appears to 
me, is whether an electric current, when the electro motive 
force is very high, passes along the surface or through the body 
of a conductor, since on the result of this must depend whether 
we give a Ughtning conductor large surface, or large sectional 
area — ^in fact, whether a tube of large diameter, but with com- 
paratively thin walls, is better than a solid rod of much smaller 
diameter. 

In the May number for this year of the Philosophical Maga- 
zine, there appeared an interesting article, by the late Mr. 
Brough, " On the proper Relative ISectional Areas for Copper 
and Iron Lightning Kods," in which Mr. Brough arrived at the 
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result that the sectional area of an iron rod conductor shoold be 
to the sectional area of a copper rod in the ratio of 8 to 3 ; from 
which he concludes that an iron rod will be the cheaper con- 
ductor. But this result is obtained on the assumption that the 
resistance of rods of the same length, and of the same material 
for lightning, are inversely as their sectional areas, a result 
about which 1 think there may well be doubt. 

W. E. AYRTON. 
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APPENDIX F. 

ABSTRACTS OF PRINTED DOCUMENTS- 



FRENCH OFFICIAL PUBLICATIONS. 

Preliminary Note, 

Jn 1784, the attention of the French Government having 
been directed to the desirability of protecting the powder maga- 
zines of the kingdom from damage dj lightning by the employ- 
ment of conductors, a svstem of construction was proposed by 
two officers of the Engineers and Artillerv. This system was 
referred by the Minister of War to the Academy of Sciences 
for consideration and report. From time to time subsequently 
other proposals of a like nature, and other inventions and improve- 
ments in the construction of lightning rods were* considered by 
the Academy, and reported upon by various Committees. 

At the request of the Conference, I have endeavouved, m the 
following pages, to give in as condensed a {orvor as possible an 
accurate abstract of their contents^ and to a^oid, in all cases, 
the expression of any opinion, either adverseor concurrent, upon 
the principles or suggestions contained in them. 

E. E. DYMOND; 



EEPOET made to the ACADEMY OF SCIENCES, by Fbanklut, 
LsBOY, Coulomb, db la Plaob, and Eoohok* 

24th April, 1784. 

Certain proposals for erecting lightning rods for protecting, the 
powder magazines at Marseilles having been submitted to the Academy 
for their opinion, a committee, consisting of the. above-named, was 
appointed to examine and report. 

They begin by enunciatkig the theory which should regulate the 
erection of conductors, and they lay down the following rules :— 

1. The extent of the building should first be ascertained to decide 
whether one or more conductors should be used.. Electrical experi- 
ments had not yet made known anything of the extent to which the 
action of the point of the conductor reached. But since buildings 
had been supplied with conductors many observations had shown that 
those parts of them which were more than 45 feet French (48 English) 
from the point of the conductor had been struck by lightning. 

2. When there are many points or arrows on the building they 
should be connected together and also connected with all parts of 
the roof which are covered with lead, and also connected with the 

D 2 
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weathercocks or ornamental metal points so as to form one metallic 
system with the conducting bars. 

3. It is not less important that these bars should be thoroughly 
joined together ; for a solution of continuity in them produces a resist- 
ance to the passage of the electricity according to the extent of their 
separation. 

4. It is necessary that the bars should communicate thoroughly with 
moist earth or, better still, with water. 

As to the height of the points they should be at least 12 or 15 feet 
(13 to 16 feet i&iglish), or even more if the buildmg is a large one. 
It is certain that the higher they are the wider the extent of their 
action. They should be 2 inches (2*2 English) square at the base 
and greater in proportion as their height exceeds 15 feet (16 English). 
If the conducting bars are 8 or 10 lines (or, say 1 inch) square, it 
will be more thm enough. No case had occurred in which iron bars 
of this size had been in any way damaged or altered by the passage of 
lightning. 

The reporters then proceed to examine the two proposals for pro- 
tecting the powder magazines at Marseilles, sent in by M. Eayel de 
Puy Gonial and M. Pierron. They were both for the same building 
which was 31 toises long and 8 toises wide (about 198 by 51 EngKsh 
feet). The first provided for the erection of three points on the ridge 
of the roof, and of four others, one at each angle of the building ; the 
second had also three points on the ridge, but the other four were 
alternated on the two sides of the roof, and iron bars were carried 
idl aiong and connected with all the points. The manner in which 
the terminals were fastened to the roof and the conducting bars 
f astefEied together and led to the water was the same in each proposal. 

The reporters remark concerning the second that the conducting 
bars laid horizontally along the roof would involve a great and un- 
necessary expense, but the points should be retained, only instead of 
placing them alternately they should be set up so that each of them 
was half way between the middle and the end of the roof, and instead 
of connecting these points by bars along the length of the roof, they 
should be connected with the one connecting the three points on the 
ridge by bars joining it perpendicularly. 

As to the method proposed for joining the several parts together 
the reporters cannot help thinking that in their desire to make 
thoroughly good connections MM. Pierron and de Eavel had pro- 
posed a plan involving too much difficulty and superfluous expense 
[It seems to have been proposed to screw the bars into each otherj^ 
and they recommend instead of this to make at the base of each point, 
immediately above its insertion into the roof, a circular flange about 
2 inches in diameter and 2 lines thick, with a hole half an inch in 
diameter in the middle and at the ends of each conducting bar to make 
a similar flange and to bolt the flanges together with a sheet of lead 
between them. Crutches should be fixed on the roof to carry the con- 
ducting bars. The points should be fixed three on the ridge and two 
on each side of the roof half way between the point in the middle and 
that at each end. These four should be connected with the conduct- 
ing rods running along the ridge and should overtop the ridge by at 
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least 6 feet (6 feet 5 inches English). Bj this arrangement all parts 
of the roof would be well protected. 

The reporters highly approve of the way in which the conducting 
bars are connected with water by being led into the sea, but if at the 
other end of the building there is sufficient earth on the surfiwie, and 
the soil is not entirely rock the conductor from the point placed at 
that end might be led into it. It is recommended that the points of 
copper should be screwed to the terminals for convenience of removal 
when necessary. 



EEPOET made to the NATIONAL INSTITUTE, hy Lbrot, La 
Place, and Cottlomb, on a Lightning Rod for Powder Magazines 
proposed hy fiEaNiEB. 

6 Nivosey Tear 8 (23re? December, 1789.) 

The reporters think it desirable to make some general observations 
on lightning rods, the rather that it appears that some persons have 
had fears as to the certainty of their effect. 

It is impossible to reject the theory upon which Franklin had 
proceeded in providing lightning rods for the purpose of protecting 
buildings from damage by lightning. Still, as the theory needed to l^ 
confirmed by facts, it might at first have been doubted whether the 
lightning rods were really effectual ; but now that observation and 
experiment had proved the truth of the theory there was no longer 
any room to question their utility. It may even be remarked that 
observations had not only proved that they were effective when well 
constructed, but that they conducted the lightning down without 
accidents, even when they had some defects, which might have caused 
one to doubt their efficacy. The defects alluded to were a blunted 
point and a break in the continuity of the conductor. With reference 
to these two cases observations have shown — 1st. That although the 
points have been blunted, they still attract the lightning from the clouds 
to themselves in preference to the surrounding objects. 2nd. That al- 
though the several parts of the conductor are not thoroughly joined 
together, the lightning will still, if the break he not too considerable, 
pass along the conductor without accident. 

In support of the first proposition they quote the observations of 
Doctor Eittenhouse, of PhUadelphia, who had examined several of the 
points in that city, and had found them melted, showyig clearly that 
they had been s^uck by lightning, and probably more than once, as 
it had been shown by many observations that where, from local 
circumstances (not then folly ascertained,) lightning had struck in 
certain places or on certain buildings, it was not uncommon to see it 
strike again; and a number of observations of a different sort had 
shown that lightning was attracted by metals on buildings even when 
they were but slightly pointed, such as tin weather-cocks, or iron 
crosses, and even plain sheets of iron. 

One of the most striking examples in support of the second pro- 
position, was the case of an American ship, reported in the Phil. Tiins. 
for 1770. During the night, in the midst of a storm, the crew 
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reported that there was a stream of fire in the rigging, just ahove the^ 
middle of the lightning conductor. The captain saw a stream of fire, 
sometimes in sparks, and sometimes only a steady light ; and on 
examining the conductor next morning, found that one of the links of 
its chain was broken. Portunately the two pieces, being kept in 
place by the fastening to the shrouds, were only about three quarters 
of an inch apart. These two broken ends formed a sort of points, and 
on its passage between them the lightning had become visible. But 
this was all; no shock was felt, nor anything which caused any 
suspicion that the fracture of the conductor had in any way hindered 
the passage of the lightning. Franklin also had shown by experiment 
that in a lightning rod where the upper end was only connected with 
the part entering the ground by a very fine brass wire, although the 
wire was melted by the passage of the lightning, it still was con- 
ducted from top to bottom without any damage to the house ; and in 
other instances metallic wires, though partly melted by the lightning, 
had still served as conductors. But it is not contended from these 
examples that a very exact and continuous connection of aU the 
different parts should be dispensed with. 

The lightning rod proposed by Eegnier consisted of a piece of wood, 
coated with resin, rising 2 metres (6 feet 7 inches) above the roof, and 
having fixed on its top a sort of inverted funnel of copper, at the 
upper end of which was fixed the point. To the lower edge of the 
funnel were fastened ropes formed of twenty-seven annealed iron wires 
well bound together, which were, at a suitable distance, connected 
with iron bars, fastened to masts, and leading to moist earth. The 
point had a small piece of platinum at its upper end. 



The reporters observe that the wooden support may be employed by 
way of extra precaution, though there was no known instance of 
lightning leaving metal for wood ; but it should be strong enough to 
resist the wind. They approve of the method proposed for connecting 
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the point with the metal bars, metallic ropes being very suitable for 
this purpose, and keeping them well away from the building was quitd 
right ; but thej add that the metallic bars should not only communis 
cate with moist earth, but also with water in wells or otherwise. 



INSTBIJCTIONS fob EBSOTiira LioHTiriNa Bodb fob Fowdbb 
Maoazhois, adopted hy the PoBTiFiOATioirs Gommitteb. 
2bth August, 1807. 

. A lightning rod is an electrical conductor terminating in a point 
and carried down to the common receiver. It may be regarded as a 
metallic tree, and divided into (1) the upper terminal, (2) the trunk, 
and (3) the roots. 

1. The upper terminal is a very pointed, conical or pyramidal 
spike of metd having a base 3 or 4 centimetres (1|| inches) in radius. 
The point is of gold or platinum, soldered to a copper rod 1 or 2 
metres long (3 feet B inches to 6 feet 7 inches). This rod is joined 
to the rest of the upper terminal, which is of iron, either by solder, a 
screw, or a pin. It is important that all the parts of the upper 
terminal should be joined with care so as to prevent fracture ; at the 
bottom of the terminal are several feet by which it can be leaded to 
the vault or bolted to the framing of the roof. Several devices for 
giving some play to the terminal so as to diminish the effect of vibra^ 
tion have been proposed, but it is better to make the terminal strong 
enough to resist. At the bottom of the terminal is joined the piece 
connecting with the conductor ; this ought to be very complete and 
continuous, especially at the point of junction with the terminal. 
Frequently the terminal is enlarged at this point to facilitate the 
passage of the lightning. To preserve the terminal from rust it is 
sometimes gilded — it has been proposed to tin it — more frequently it 
is merely painted; experience shows that this is sufficient. Instead 
of making the whole terminal conical or pyramidal, a square bar of 
iron, finished with a point of copper tipped with gold or platinum, is 
sometimes used. This plan may usually be adopted without danger, 
but they are more liable to be broken or bent by vibration. 




2. The trunk or conductor is made of iron bars 13 to 20 miUi* 
metres square (^ to | inch) notched at the ends and bolted together 
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with a plate of lead between the two (Fig. 1). For powder magazines 
a bar of 27 millimetres (1 inch) square is recommended. Thej foUow 
the outline of the roof, cornice, and wall, and each bar is fixed bj a half 
collar (Fig. 2) or cramp placed in the middle of the bar or as far as 
possible from the junction of two bars. Instead of the iron bars ropes 
of copper or iron wire, or even of hemp, may be used ; these last may be 
used proyisionally, but for permanent conductors they have no advan- 
tage either in economy or conductivity. The copper rope conducts 
the lightning better, but its smaller sise and cylindrical form, by 
diminishing its absolute and relative sur&ce, counterbalances its 
superior conductivity. The great and real advantage of metallic, and 
especially of copper ropes, is in their continuity and their flexibility. 
The conductor is led down to the surface of the ground where it is 
bent and led parallel to the surfcioe towards a pit full of water, or 
deep enough to allow the end of the conductor to rest in damp earth ; 
from 2 metres (6 feet 6 inches) above the ground to the pits the con- 
ductor is enclosed in a channel or trough hke the fuse of a mine, the 
object of this is to protect the conductor from the dampness of the 
soil and from contacts. These would be unimportant so long as 
there is a perfect connection between the point of the conductor and 
the common reservoir, but this continuity may be destroyed by de- 
gradation of the conductor, and it is chiefly at the joints that this dis- 
continuity is to be feared. When the conductor has to be buried it 
should be in an oaken trough, well put together and tarred or charred 
or surrounded by powdered charcoal so that the metal cannot be 
rusted by infiltrations or humidity ; in some soils it is better to make 
the subterranean part of the conductor of lead, taking care by 
increasing the suriface to make up for its inferior conductivity. 
Sometimes water pipes may be made use of, but only when they serve 
to lead water away and when they terminate in an isolated reservoir. 
It is important to lead the conductor far away from water pipes 
carrying water to public fountains or into the interior of houses. 

3. If the conductor leads to a well full of water the roots (Fig. 3) 
need not be more than a few spindl^es terminated in points and long 
enough to be always immersed. When the conductor only leads to a 
bed of earth it is supplied with a system of roots (Fig. 4), having for its 
object the multiplication of the points for the escape of the li^tning, 
and these are mcreased in number according as the soil is a less 
good conductor. The pits should be some distance from the founda- 
tions of the building, so that the lightning may not damage them, 
and it is important, by all possible means, to increase the natural 
humidity of the soil. When the wells cannot be closed it is necessary 
that the conductor should be insulated and plunged deeply in the 
water for fear that the communication of the electricity to the weU- 
chains or pump-rods might cause accidents or alarm. After some 
other instructions it is added that the dispersal of the electricity in 
the common reservoir is, next to the continuity of the conductor, that 
which most deserves the attention of the physicist and the engineer. 

It has been remarked that a point extended its sphere of activity as 
far as 10 metres (32 feet 9 inches), that beyond this distance its effect 
became less sensible, and that when the points were too near together 
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they neutralised one another. So upon a building of a given size it is 
necessary to set up so many that all parts shall be covered by their 
spheres of attraction, which should meet and not overlap each other. 
Lightning in passing from a cloud to the earth does not always take 
a vertical direction, it sometimes follows the path of the rain drops, 
which is inclined by the wind, so when a magazine is very lofty, or on 
an elevated spot it is not useless to fix horizontal or inclined points on 
the gables or angles. In some places the magazines are domi- 



nated by other buildings; in these cases the neighbouring build- 
ings should be protected, or the magazines should have horizontal 
points towards them. If the ramparts dominate the magazine it will 
be prudent to set upon them a lightning rod on a mast. Trees are only 
struck by lightning because their tops serve as points but their trunks 
are bad conductors, hence it is prudent not to have plantations, 
especially of lofty trees near magazines. However many points may 
be set up on a magazine they should all be connected together, and 
all joined to the principal conductor, and it would be well to have 
more than one principid conductor so that if one loses its continuity 
the lightning may have a path by the other. Stone, wood, and gun- 
powder are bad conductors, and pieces of metal may without danger 
be used in the inside of magazines, provided they are connected with 
with the principal conductor by branch conductors of suitable size : 
still it is prudent to keep the metal outside. 

Beference is then made to *' Begnier's System of Lightning Sods," 
Appendix F., p. 53, which is thought to be much too expensive. 



EEPOET on the foregoing Instructions made hy La Placb, EocHOir, 
Chables, MoirrGOLTiEB, and G^at Ltjssao to ihe National 
Institute. 

2nd November, 1807. 

The reporters say that experience has taught that the point of a 
lightning rod 4 or 6 metre8( 13 to 16 j feet) does not effectually pro- 
tect a space round it greater than one having a radius of 10 to 12 
metres (32| to 39^ feet). That when there are points or considerable 
masses of metal on a building having a lightning rod it is absolutely 
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necesswy to connect them by branches with the principal conductoi?. 
That it is not less important that the metallic bars should be 
thoroughly well connected together so that the electricity may find 
no resistance in its path from the point to the common receiver* 
And lastly, that it is necessary that the conductor should have a 
perfect communication with moist earth, or better, with water* 
They then proceed to discuss the instructions, or that part of them 
which relates to the construction of the lightning rods. They 
recommend the use of gilded copper points, notwithstanding the 
doubt concerning them which had been raised in consequence of 
their deterioration by oxidation, and their being blunted by light- 
ning. They say that experience has shown that an iron rod 20 
millimetres ('8 inch) square is more than sufficient to carry the most 
violent discharge of lightning, and that it is consequently need- 
less to make them larger, as recommended in the Instructions; that 
it is only at the joints that there is any cause for fear because, in 
spite of the insertion of the piece of lead, the contact is not pnerf ect ; 
that it would be easy by enlarging the bars at their junctions to 
increase the number of points of contact, and by lengthening the 
bars to make fewer joints. That in this respect the use of iron wire 
ropes would be very advantageous, but they fear that the ropes would 
be easily destroyed, and that the use of copper wire rope instead 
of iron would be too expensive. 

When the conductor reaches the groimd too much care cannot be 
exercised in making a free communication between it and the soil. 
It is upon this that its good effect principally depends, for housea 
have been struck although provided with a conductor, because it 
only communicated with a very dry soil. M. Patterson, of Phila- 
delphia, in the fourth volume of the American Phil. Trans., has 
published a means of making a good contact which seems useful. He 
proposes to lay the conductor in a bed of galena worked into a paste 
with melted sulphur. The galena is a good conductor, and would 
have the advantage of protecting the iron from the damp. He has 
also proposed a simple means of providing for the easy (fispersion of 
the electric fluid in cases where the soH is not very damp, which 
consists in making a hole in the ground and filling it with charcoal, 
into which the conductor is plunged. But M. G-uyton used the 
conducting power of charcoal for this purpose more than thirty years 
ago, and it has been applied in many ways. Charcoal, like galena, 
is a good conductor, and this property renders its employment desir- 
able in cases where the soil is dry. 

Upon the proposal to fix inclined or horizontal points they think 
that vertical points will suffice ; and with reference to the Eegnier 
system, they remark that it would certainly be very expensive, and 
that it would not be necessary to adopt it until the usual system had 
been found insufficient. 



Digitized by VjOOQIC 



( 59 ) 
INSTEUCnONS ahofU LIGHTNING BODS adopted lyy ih6 

AOADBMY OF SOIBNOBS. 

First Part, 23rd April, 1823. 

Fbepabeb by a Committee coNsisTiNa of MM. Foissok, Lsfeybe^ 

Gutbaxj, Gibabd, Dttloito, Febsnel, aitd Gat Ltjssao. 

After some theoretical remarks the Committee describe the con- 
ductor they recommend, giving the name of tige (upper terminal) to 
the part rising into the air above the roof, and that of conductor to 
that part extending from the upper terminal to the ground. The 
upper terminal is a square or round bar of iron tapering from base 
to summit. If from 7 to 9 metres (23 feet to 29 feet 6 inches) high, 
which is the smallest height to be used on large buildings, it should 
be 54 to 60 millimetres (2*1 to 2*3 inches) square or diameter at the 
base, if 10 metres (32 feet 9 inches) high, it should be 63 millimetres 
(2-5 inches). About fifty-five centimetres (1 foot 9| inches) of the 
upper end is cut ofP and replaced by a point of copper either gilded 
at the end or tipped with a little piece of platinum. At the lower 
end of the terminal (A), 8 centimetres (3*15 inches) above the roof, is 
fixed a base (B) to throw off the rain which would run down the ter- 
minal, and above this base the terminal is clasped by a collar (C), as 
shown in the drawing, to which is bolted the conductor (D), The 
engraving shows the modification of the arrangement as adapted to 




both round and square terminals. The conductor is a bar of iron 
16 to 20 millimetres ('69 to '79 inches) square, joined firmly to the 
upper terminal by bolting it tightly between the two ears of the 
collar. The best way of joining the bars together is shown in figure 
1, p. 55. It is to be held up at a distance of 12 to 15 centimetres 
(4'7 to 5*9 inches) from the roof by crutches, and to be kept at a like 
distance from the walls of the building. At 50 or 55 centimetres (19*6 
to 21*6 inches) below the surface it is turned away perpendicularly 
from the wall for a distance of 4 or 5 metres (13 feet 1 inch to 16 
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feet 5 inches) if it does not sooner meet with water. To avoid rost- 
ing the rod is carried in a trench filled with charcoal, and then 
turned down a well so as to haye at least 65 centimetres (25*7 inches) 
in the water when at its lowest level, where it terminat€»3 in three or 
four branches to feu^ilitate the exit of the electricity from the con- 
ductor. 

If there is no well convenient, a pit should be made 13 to 16 centi- 
metres (5*1 to 6*3 inches) in diameter, and 3 to 5 metres (9 feet 10 
inches to 16 feet 4 inches) deep, down the middle of which the con- 
ductor should be led and the hole filled with charcoal tightly rammed. 
As the iron bars forming the conductor are not easily bent to follow 
the lines of the building a metallic rope may be used. It is made of 
four strands, each composed of 15 iron wires^ and forming a rope of 
16 or 18 millimetres ('62 to '7 inches) in diameter. Each strand is 
tarred separately, and the whole also well tarred when put together. 
It is attached to the upper terminal in the same way as the bars 
by pinching between the ears of the collar (c). At 2 metres (6 
feet 7 inches) above the ground it is joined to the bars which form 
the earth connection by being pinned into a socket formed at the end 
of the first bar. Sopes of copper or brass wire may be used, and 
they need not be more than 16 millimetres ('62 inches) in diameter. 

It is necessary to connect any considerable metallic masses (lead 
roofs, metal gutters, or tie rods) with the conductor, because if this 
be not done, and the conductor be broken, or have a bad earth con- 
nection, the lightning may leave the conductor for the mefcallic mass. 

Modifications of this form of conductor for use on churches, ships, 
and powder magazines (for the latter carrying the conductors on 
masts is recommended) are then described. 

The report says that the terminal of a conductor protects efficiently 
a circular space round its base, having a radius equal to ^twice its 
height ; but that it is prudent to estimate that a conductor on a 
church spire only protects a circle having a radius equal to the height 
of the conductor. 

The conductor should go the shortest way to earth. It should be 
on the side most exposed to the weather, especially on spires. 

Second Part, ISth December, 1854. 

Fbepabed by a Committee oonsistino of MM.Becquebel, Babinet, 
Dtjhamel, Despbetz, Caonabd be Latoub, aitb Pouillet. 

Notwithstanding the considerable advance in knowledge since 1823, 
the instructions of that date have no need to be altered, at least in 
their essential principles; but the methods of construction of buildings 
having materially altered, and metal having largely replaced wood and 
stone, buildings had, so to speak, become metallic masses, which 
would have incomparably greater attraction for thunder clouds. The 
Palais d'Industrie in the Ohamps Elysees, for example, nearly 3 hectares 
(7*4 acres) in extent, and 40 metres (131 feet) in height had every- 
where enormous masses of iron, brass, and zinc. 

The company undertaking the building had sought the advice of the 
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Academy as to the means to be employed to protelct it from lightning, 
and it had been found necessary to revise the instructions of 1823, in 
order to introduce such modifications as were necessary. 

Quoting the passage referring to the connecting of metallic masses 
with the conductor, the Committee think that the time had come to 
enter into fuller details on this point. 

Formerly the use of metal was almost restricted to ridges, gutters, 
and tie rods ; now metal was used everywhere, and what is important, 
in large surfaces and great masses ; and this new system realised on 
a large scale the first objection to lightning rods — ^it attracts the 
lightning. 

When this objection was applied to lightning rods, it had only the 
appearance of truth, but when applied to the masses of metal then 
used in buildings, it was not only specious, but true, and founded 
upon well established laws ; these buildings do attract the lightning, 
and render its efiects more disastrous. 

In the case of two buildings alike in size and shape, situated on the 
same soil, one made of wood and stone as formerly, the other with 
much metal as now, and both without lightning rods— if the conditions 
are such that the lightning must discharge itself, it will always strike 
the latter, and never the former ; in the same way as on bringing to 
the conductor of an electrical machine a ball of wood or stone, and 
one of metal, it is always the latter which will receive the spark. 
Lightning rods, therefore, are so much the more indispensable as the 
buddings contain greater surfaces and greater masses of metal. 

The nature of the soil must be taken into account, as well as the 
buildings and other objects upon it. A dry soil, with a subsoil of dry 
sand, chalk, or granite, does not attract the lightning, because it is a 
bad conductor. Unless when accidentally wetted the buildings on it 
participate to some extent in this immunity, at least if they are not 
built in the modem style, and are not very large. But if there are at 
a moderate depth underneath this dry ground, large metallic veins, vast 
caverns, sheets of water, or only abundant springs — ^these will attract 
the lightning, which will destroy everything in its path unless pro- 
tected. If the wet or metallic strata are very deep, the danger of an 
explosion is diminished by the difficulty of passing the intervening 
envelope, and by the weakening of the action of the cloud by the 
increase of distance. 

On the 19th April, 1827, the packet boat New Torh was twice 
struck by lightning. On the first occasion, having no conductor, it 
received considerable damage ; on the second, the conductor was 
fixed ; it was made of a pointed bar of iron, 1*2 metre (about 4 feet) 
long, and 11 millimetres (*43 inch) diameter at the base, and a 
surveyor's chain about 40 metres (131 feet) long, forming a connec- 
tion between the foot of the rod and the sea ; the chain was made 
of iron wire 6 millimetres ('24 inch) in diameter ; the links were 45 
centimetres (17'7 inches) long, ending in loops, and joined together 
by two round rings. When struck the chain was dispersed in burn- 
ing fragments and globules, which set the deck on fire in many places, 
notwithstanding the hail upon it and the rain which fell heavily ; the 
bar at the top was melted for a length of 30 centimetres (11*8 inches) 
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from the point, and down to a diameter of 6 millimetres (*2 inches). 
The rest of the rod remained with about 8 centimetres (3*1 inches) 
of the chain attached to it, the longest piece of chain found was less 
than 1 metre (3 feet 3 inches) long, and was blistered as bv fire. 

On the 13th June, 1854, the Jupiter was struck bj lightiiing. The 
conductors were in place ; that of the mainmast which was struck 
went 2 metres (6 feet 6 inches) into the sea, and had at its end a ball 
2 kilos in weight. After being struck the conductor had disappeared 
and the pieces of it were scattered everywhere. The conductor, about 
70 metres (230 feet) long, was a cable of three strands formed of 
sixty brass wires, each one half or two-thirds of a millimetre (*019 or 
*026 inches) thick. The cable was mostly in bits no bigger than pins, 
but there were some pieces a few decimetres long, these had been 
turned violet coloiu* as by fire, and those first touched were still 
burning hot. 

These two examples show that a conductor may be destroyed, but 
they also show that it is not useless even then, since it will have 
received the discharge and directed it, and so prevented greater mis- 
chief. The Jupiter received no damage ; whilst not far off, a Turkish 
Tessel, which also had a conductor (but the chain of which did not 
Teach the water) having been struck by lightning in the same storm, 
had a hole more than 30 centimetres (11*8 inches) deep, and almost 
«uch as would have been made by a cannon ball, in her side just above 
the copper, and near the water line. 

The question is, are such accidents to conductors inevitable, or are 
they the result of &uliy construction ? All the facts established in 
the accounts of lightning and its phenomena, leave no doubt on this 
point. All the lightning rods which have been destroyed were of bad 
materials, insufficient, badly constructed, not in accordance with the 
principles which theory has deduced from. experience. 

The conductor of the New Fork had several &ults; its upper 
terminal was too small, and too much drawn out ; its conductor had 
much too small a sectional area ; and the use of a chain in such cases 
should be strictly excluded. 

There is no example known in which lightning has been able to 
melt iron rods 2 centimetres ('78 inch) in diameter, or 3 square 
centimetres (1*18 inch) in section ; and copper may be used in still 
smaller sizes. 

The conductor of the Jupiter, although better than the former, had 
also a radical defect. The fr^ments of the conductor which were 
examined bore but few traces of fusion, and none of these traces 
extended to the entire thickness of the cable ; they were also limited to a 
group of some of the sixty wires of which it was composed. This 
seemed to show that the discharge was not carried equally by all the 
wires, and that those wires which it followed being insufficient to 
carry it, were the ones melted, and the others were broken or 
volatilised with explosion. Hence the breaking of the cable and 
dispersion of fragments of some decimetres in length, which, though too 
hot to be touched, were not hot enough to set wood on fire. This 
explanation, however, raises a singular question, whether, in a cable 
pf similar wires twisted and bound together, the lightning can choose 
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Bome wires in preference to the rest, even when the whole of them are 
hardly sufficient to give it a free passage. 

Undoubtedly, yes; at any rate under certain conditions. No doubt 
if at both ends of the cable, for the length of a decimetre, the wires 
first tinned separately are afterwards soldered together, so as to make 
a sort of metallic cylinder, electricity, whether natural or artificial, 
having to pass along the cable, will not show a preference for one wire 
over another ; but where this is not done — ^ii at the two ends, or, 
more generally, at the two points of junction with other conductors, 
the wires are isolated by layers of dust or oxide — ^if^ in addition, the 
cable only touches the terminals by its outside wires, then things 
happen very differently. The electricity takes those wires that are in 
contact with the terminal ; these reduced to few in number become 
incapable of carrying it ; and the whole cable broken by the explosion 
exhibits the phenomena shown in the case of the Jupiter, 

The deficiency in each case was due to one cause — insufficiency of 
sectional area. In the first case the insufficiency is apparent, the 
iron wires 6 millimetres ('24 inch) thick were nine or ten times too 
«mall ; in the second, the insufficiency is more hidden, it results from 
badly made junctions. 

The two most fundamental rules for the construction of the rod and 
conductors are — 1st. That they shall have a sufficient sectional area. 
2nd. That they shall be continuous and without a break from the 
point of the upper terminal to the common receiver (the earth). But 
this continuity may in strictness be interpreted in two ways : it may 
be said that two pieces of metal in contact form a sufficiently continr- 
nous connection ; and it may be said, on the other hand, that most 
frequently this simple contact is no more than a break in consequence 
of oxidation and the interposition of foreign bodies. 

The instruction of 1823, vrithout adopting the first interpretation, 
does not appear to have sufficiently recommended the second, which 
should exclusively regulate aU construction of lightning rods. No 
doubt it is possible, by taking great care, to join and bolt together 
two pieces of iron or copper closely enough to make a practically 
continuous conductor, but when there are many joints we fear that 
evil might arise from the negligence of workmen, and still more from 
the chemical alteration of the surfaces, the deposition of foreign 
matter, and the mechanical dislocation produced by time and 
repeated shocks. 

Hence, the three following practical rules should always be 
observed : — 1. To reduce as much as possible thenumberof the joints, 
2. To make all the joints with hard solder, and they should be upon 
surfaces of at least 10 centimetres (3*9 inches) square, and frirther 
strengthened by straps and bolts. 3. Not to make the upper terminal 
so gradually pointed as usual. The upper terminal of iron should be 
not less than 2 centimetres ('78 inch) diameter, the end should be 
filed down and a screw tapped 1 centimetre ('39 inch) high and 1 
centimetre diameter, and to this a cone of platinum 2 centimetres 
diameter and 4 centimetres (1*6 inch) high, and consequently having 
an angle at the point of 28® or 30® should be fitted, screwed, and 
carefully soldered. 
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In other respects the instructions of 1823 should be followed ; no 
£Eict which lea^s to a modification of the general rules there pro- 
posed 1, for the sectional area of the conductors ; 2, for the method 
of fastening to buildings ; 3, for the method of making the earth conr 
nection, has since come to light. 

The subject, however, is not exhausted, there still remains the im- 
portant and difficult question : what is the circle of protection afforded 
by a well constructed lightning rod ? The opinion generally received 
at the end of the last century was that the circle of protection had 
a radius of twice the height of the terminal, and the instruction of 
1823 adopted this opinion, but with some restrictions as in the case 
of spires. Xt is important to remember that these rules rest upon a 
more; or less arbitrary basis, and this is said not to condemn them, 
but only to prevent there being attached to them a value which they 
do not possess. 

More observations are required, and it is only with reserve that these 
rules are admitted. They are neither general nor absolute, they depend 
upon a variety of circumstances, and especially on the materials of 
the buildings. For example, the radius of the circle of protection, 
which would be sufficient for a building having only wood tiles or slate 
on its upper portion, would not be sufficient for a building in which 
the covering or the framing of the roof was of metal. In the former 
case the active portion of the thunder cloud, although further from 
the lightning rod than from the roof, would exert a greater action 
on the rod, whilst in the latter the action on the rod and on the roof 
would be almost equal at an eqiial distance. 

A special note upon ships, and another on the Palais de TExposi- 
tion close the report. 

Special Ebfobt itob thb New Btjildings of the Lottybb, 
18 Deoembeb, 1854, bx the same Committee. 

Eeferring to the subject of the earth connection the Committee 
say ; in the earliest instructions, it is said that the conductors should 
communicate with the water in a river, a pond, or wells, or at least 
with moist earth. This rule, although quite correct in itself, fre- 
quently leads to erroneous practice. It is sometimes thought that 
lightning is extinguished by water, as fire is ; and when water is 
scarce the conductors are plunged into a well-cemented cistern. 
This is a most dangerous mistake ; the conductor should be in con- 
nection with the common receiver, that is, the great water-bearing 
strata (nappes d'eau,) of much greater extent than the thunder cloud. 
At other times where wells are possible but costly, advantage is 
taken of the alternative allowed by the instructions. Instead of wells 
the conductors are put in connection with the earth, without being 
careM to see that it preserves sufficient moisture in times of drought 
when storms are most to be expected, and without being careful to 
see that the moist connection is sufficiently large. They speciaUy 
note this latter error, as It appears to be still more common than 
the former. They do not hesitate to say that recourse should never 
be had to this method of connection with the common receiver. They 
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leoommmid Aat in de&ult of rivers or jery large ponds, the ooa- 
ductor nhould aIwajs be connected by large sorfaoes with the inex- 
haustible subterranean wattf'r-bearing strata. 

Secondly, where these strata are at a moderate depth below the 
surface, the Committee consider it necessary to make use of a conductor 
with two branches, the principal to descend to the subterranean water; 
the aeeondary, leaving it at the ground level, is put in connection 
with the surface. And for this reason ; alter great droughts thunder 
«loudt exert but a feeble influence upon a dry, badly conducting soiL 
All tdieir energy is felt hjihe subterranean waters; and the electricity 
will be carried by the principal branch. On the other hand, after a 
summer show^, when the sur&ce soil gets moist, it is at once made a 
good eonductor. It is that which is affected by the thunder cloud : 
while, at the same time, it screens the subterranean water from electrical 
influence. In such a case it is indispensable that the surface of ikae 
ground should be in direct connection with the conductor ; and this 
&e secondary branch supplies. 

There is a flnal question how the condactors should be connected 
mMi the various metallic portions of the building. The ridges are 
throughout of iron ; but the interior arrangements require that, in 
soiae portions of the building, tiiere should be, properly speaking, 
only one floor, whilst in other parts there are six. Bach floor may be 
regarded as a great metallic network, composed of several strong plate 
girders, crossed by numerous joists analagous to rails, while liiese are, 
in their turn, crossed by a multitude of smaller iron rods; and the 
meshes of this network are filled with tiles. In enquiring into the 
effect of a thunder storm upon those portions where there are six 
such floors one above the other, it is easy to see that if the roof were 
A great continuous sheet of metal, it would take up the whole electrical 
energy of the cloud, at any rate, as far as the floors underneath it are 
concerned. In this case it would be amply sufficient il* the covering 
were well connected vrith the lightning rods. But in this case the roof 
is metallic, only in a very small portion ; it may be said that the ridges 
<mly form a network with vpry large meshes, and, consequently, is an 
in8uffi(^nt shield, through which the upper floor may still receive a 
considerable shock. Therefore the Committee propose the following 
arrangements : — 1st. The principal pieces of each floor should be put 
in connection with the conductor. 2nd. It is very desirable that all 
the joists of the upper floors should be connected together by a rod 
bolted^ and, if possible, soldered to each, which rod should be con- 
nected with the conductors. 3rd. It seems probable that, in general, 
the roof frames are in good connection with each other, and, con- 
sequently, it would suffice if all the upper terminals are connected 
with them. If, however, it happens either by changes of level in the 
gutters, or from other causes that the connections become doubtful 
special iron connectkms must be made. 4th. The zinc gutters and 
ridges nhould be connected with the lightning rods. 
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BEPOBT on the poinU of upper terminah made by Messrs, Delieul^ 
by a Committee consisting of MM. Beoquebbl, Babiket, Duhamel, 
Dbsfbbtz, GAaKiABD DB Latoub, Begnault, db Sbnabmoitt, and 

FOUILLBT. 

5th March, 1855. 

The committee examined the points presented by Messrs. Delienl, 
one of platinum, made exactly as described in the report of the 
previous 18th December; the other, a cone similar in form, size, and 
external appearance, but rather less costly, being made of a cap of 
platinum, fixed with hard solder upon the conical end of the iron rod. 
It was thought that this second arrangement would not practically be 
inferior to the other ; but it must be made by a skilful workman, who 
knows how to insure that the solder should take to the whole of the 
surfaces brought together. They see no objection to the substitution 
of palladium, or gold or silver of a standard of *950 for the platinum. 
But all these metals are costly ; few workmen know how to work in 
them, or at least to employ that precision, and take that minute care, 
which are indispensable to success. These reasons have raised again 
a proposition that was discussed in the former commission, which 
consists in making the points of copper. The copper point is 2 centi- 
metres ('78 inch) in diameter, like the upper part of the iron rod, to 
which it is screwed and brazed ; its length is about 20 centimetres 
(7'87 inches), and it terminates in a cone 3 or 4 centimetres (I'l or 
1'5 inches) high. 

They see no reason why this should not be used with almost the same 
confidence as the preceding forms. If there is ground to fear that it 
may undergo changes from atmospheric influences, this is counter- 
balanced by certain advantages. 1st, copper is with palladium, gold, 
and silver, among the best conductors of heat and electricity; and the 
point of the cone will be much less heated than the platinum point ; 
and 2nd, the terminal, with a copper point, is much less expensive, 
and can be made everjivhere. 

On the report being put to the vote M. Despretz could not approve 
the proposal to employ copper points, fearing that the deposition of 
carbonate or some other badly conducting matter would diminish the 
efficacy of the lightning rod. 



INSTBUCTIONS upon MGHTNINa BODS /or POWDEB MAQ- 
AZTNES, by a Committee consisting of MM. Becquebel, Babinet, 
DuHAMBL, FizEATJ, Edm Becquebel, Beonattlt, U MatechoX Vail- 

LANT, and POUTLLET. 

I4:th January, 1867. 
Afber referring to some general principles, and to the construction 
of lightning rods recommended in the reports of the earlier Com- 
mittees : the Committee recommend, that the upper terminal including 
the copper point should be from 3 to 5 metres (9 feet 10 inches to 16 
feet 5 inches) high ; that the junction of the conductor and the upper 
terminal, and also the several joints of the conductor, should be 
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covered with Bolder, and insist very strongly upon the necessity of 
communication with the nappe d'eau souterraine, which they define as 
"the water level in neighbouring wells which never dry up, and 
which retain at least 50 centimetres (19*68 inches) in depth of water 
in the most unfavourable seasons." 

The special arrangements to be adopted in setting up lightning 
rods for powder magazines are : not to fix them on the building itse3 
but outside the surrounding walls. For each large sized magazine 
(27*89 metres, by 20 metres, and 11 metres high, equal to 91 feet 
6 inches by 65 feet 7 inches, and 36 feet high) there should be three 
conductors — two near the ends of the long side of the enclosing wall 
most exposed to storms, and the third in the middle of the opposite 
side. The upper terminals should be only 5 metres (16 feet 5 inches) 
high, and should be raised on a pier, a mast, or other support 15 metres 
(49 feet 2 inches) high, down which the conductor should be led to the 
ground. There should be a circuit which the Committee call circuit 
de cdnture carried entirely round the enclosing wall to which each 
conductor should be joined, and a conductor should be carried from 
the most convenient point of this circuit to the underground water. 
Por middle sized magazines two terminals and supports, and for 
small magazines one terminal and support will suffice ; but in all 
cases there should be a circuit de ceinture. This need not be deep 
below the surface, nor covered over ; it may even be in an open 
gutter, but a conductor must be led from it to the underground water, 
even if in order to do this it is necessary to carry the conductor 
several hundred metres or several kilometres. It need not, however, 
be made of bars and carried all the way in a trench, but it may be 
made of six wires 6 or 7 millimetres (about '25 inches) in diameter, 
and carried on posts like telegraph wires, except that they need not 
be insulated. 



INSTEUCTIONS by the Committee consisting of MM. Alphakd, 
Beloeand, Eizbau, Comte du Moncel, Ed. Bbcqubkbl, Desains, 
Ch. Saintb Claibb-Dbvillb, Duo, Ballu, Magne, Davioud, 
Felix Lucas, and R. Feakcisqitb Michel, appointed to inspect the 
LiOHTNiNO Bods on the Municipal Buildings of Pabis. 
20ih May, 1875. 

The Committee find that platinum tips are useless, and recommend 
instead that the point of the terminal should be made of pure copper, 
50 centimetres (19*7 inches) long, and terminating in a cone, forming 
an angle of 30°. This should be scarfed, pinned, and soldered to the 
end of the terminal. The terminal should be of wrought iron in one 
length, and where possible galvanized ; but on no account painted. 
The connection with the conductor should be by a piece fitted and 
bolted ; and, lastly, the whole joint should be well covered with 
solder. 

The Committee consider that on an ordinary building a terminal 
will effectively protect a cone, having the point for its apex, and a 
base whose radius is 1*75 of its height. But in practice the terminals 

1 2 
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majr be much farther apart, if there is a cirmit dm faitn. Thia ii 
defined as a metallic conductor, which extends withoct ibneak over 
the ridges of all the buildings which it is intended to protect, and 
which is joined by metallic contact to all the upper terminals and to 
the conductor, and consequently to the underground water whidi 
alone forms the common reservoir. All pieces of metal of anj con- 
siderable size should be connected with the conductor. 

If the conductor is made of iron bars, they should be galvanized if 
possible, and the joints should be fitted, bolted, and finally covered 
with solder. If the bars cannot be galvanized, they should be well 
painted. The Committee recommend the employment, especially in 
the circuit des faiteSy of an arrangement for compensating for the 
lengthening and shortening of the bars by the variations of tempera- 
ture. This is made by inserting in the circuit a curved band of 
copper which will yield to the movement of the rods. If the con- 
ductor is made of galvanized iron wire rope, each wire should be 2*5 
or 3 millimetres (-09 to •!! inch) in diameter, and there should be 
such a number of them that the sum of their sectional areas shall be 
equal to one-fifth more than that of a bar of iron 20 millimetres 
{•78 inch) square. I'he rope should be all in one piece, and the joints 
with the terminal and earth connection should be covered with solder. 

The supports should not be insulated, and there should be as few 
as possible of them. At the underground end of the conductor 
should be fixed a large sheet or hollow cylinder of metal, and this 
should be always, even in the greatest droughts, plunged at least 
1 metre (3 feet 3 inches) into the subterranean water. If from any 
cause this water cannot be reached, the conductor may be joined to 
one of the main water-pipes of the city ; but if the conductor cannot 
be led either to the subterranean water or to a main water-pipe, no 
lightning-rod should be erected. It would do more harm than good. 

In the case of buildings of any importance, two or more con- 
ductors leading to the subterranean water should be employed. It 
should be so arranged that the underground part and the earth 
connection may be easily inspected and cleaned from rust, and the 
whole should be inspected and cleaned at least once a year, at the 
end of the autumn. The Committee is of opinion that it would be 
better to put all the lightning-rod work in the hands of special 
workmen, under the control of an agent appointed by the adminis- 
tration, and not to trust it to the blacksmiths and locksmiths usually 
^employed. The Committee lastly recommend that they should be 
permanently appointed, and meet every year after the inspection, to 
report and decide upon the steps to be taken to remedy any defects 
that may be discovered. 



EEPOBT ly ike joint Secretary (Fbanoisqtje Michel) of the Lightning 
Rod Committee to the Prefect of the Department of the Seine. 

This report gives a detailed description of the state of the lightning 
iM»ds attached to the public buildings of Paris. 

In most cases the upper terminals were of grewt length, some of 
tliem as much as 9 metres (nearly 30 feet) in height; 'the conductors 
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were in almost all cases of iron, either in bars or wire rope ; the 
earth connections were of various kinds and extent* 

The report frequently states that the points were blunted; that 
the upper terminals and the conducting rods were deeply rusted ; 
that especially at the joints the conductors were seriously deficient; 
and that the underground portion was greatly deteriorated by rust. 

A description is given of an accident from lightning to the church of 
St. Sulpice ; but this building had no lightning rod. In the case of 
the church of St. Clotilde there are five upper terminals, two on the 
two spires, the remaining three along the ridge of the main roof. 
The building was amply protected as far as its length was concerned, 
but the transept was not so thoroughly protected. The five terminals 
were joined to a conductor which went round the building, and was 
connected with the ground. A second conductor led from one of 
the terminals to the ground, where it terminated in a second pit. 
The conductors were made of iron rods 18 millimetres ('Tl inch) in 
diameter, joined by collars and pinned and the whole covered with 
paint. They terminated in distributors plunged in the underground 
water in walled pits. They were supported by insulated collars. 
The building has an iron roof. The church had been struck by 
lightning at ]bast four times since the lightning rods had been erected, 
^e first time, twelve years ago, the lightning struck the rod placed 
on the transept, and carried away the platinum tip of the copper 
point. Since then the rod has received another discharge, and the 
copper point is bent to the 8.W. In January, 1872 or 1873, the 
lightning struck the western tower, and shattered one of the stones 
above one of the windows of the staircase. 

" One of the platinum tips is gone, and many are blunted. The 
conductivity of the conductor is very bad, and the joints are very 
much damaged : hence the accident to the tower. The greater 
number of the glass insulators are broken, or gone altogether." 

In the case of the church of St. Eloi, which had one terminal on 
the spire, one conductor, formed of iron wire rope 2 centimetres 
(•78 inch) in diameter, joined at 3 metres (9 feet 10 inches) above 
the ground to an iron rod 25 millimetres ('97 inch) in diameter, 
which entered the ground and ended without branches in a pit filled 
with charcoal. The soil was dry and calcareous. The conductor was 
made up of many lengths of rope, old pieces apparently having been 
used ; the joints were in bad condition, and needed soldering. The 
underground part was deeply rusted. 

" In September, 1874, lightning struck the spire, twisted the con- 
ductor, broke the terminal, threw down the part above the cross, and 
made great cracks in the apse." 

During the building of the Maine of the 20th Arrondissement, 
the lightning struck a fir-pole in the scaffolding. It did not do any 
damage, being carried away by the chain attached to the pole, from 
which it took all the rust, and being thence conducted by some pieces 
of iron roof framing lying on the ground. 

There ar6 several other accounts of accidents, but they are mostly 
represented by the foregoing examples. 
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INSTRUCTIONS as to ifu apjylicatim of LIGHTNING CONDUC- 
TORS for protection of POWDER MAGAZINES, ETC. 

Issued with Army Circulars, dated May Ist, 1875. 
(Abstracted by Prof T. Hayter Lewis, F.S.A.) 

1. The principles adopted by Sir W. S. Harris, as shown in the 
Appendices A and B, to this paper, still held to be sound. 

2. The terminating plane of action of lightning is sometimes beneath 
the surface of »'arth, which, if moist, forms good medium for diffusion 
of electricity. 

3. Dry soil is to be regarded as non-conducting matter. 

4. Therefore conductor to be taken into soil permanently damp. 
5-6. Underground magazines are usually in dry soil, and should 

therefore be fitted with conductors as in the case of similar magazines 
above ground. 

8-9. Casemated batteries of modem construction, with magazines 
in basement should have conductors on the parapet or terreplein from 
end to end of battery, attached to vertical conductor into earth. Flag- 
staff should have conductor. In large works there should be several 
points 5 feet above top of building. Iron verandahs and railings are 
good conductors when with good earth connections. 

10. Iron buildings are good conductors. But if covered with 
asphalte, concrete, &c., rods or points must be provided projecting 
above asphalte, &c., and with good earth connections. Iron shields 
should be connected with conductors. 

11. Copper is recommended as best conductor ; it is not liable to 
corrosion, and very durable. 

12. But if exposed to injury, or likely to be stolen or corroded, 
copper may be replaced by iron, provision being made for its smaller 
conductivity — viz., ^th that of copper. 

13. Copper rods to be ^ inch diameter ; copper tubes to be f X J 
inch thick ; copper bands to be 1| X ^ inch thick. 

14. If the conductor be of iron, solid rods to be 1 inch diameter ; 
solid bands to be 2 inches wide X | inch. 

15-16. The ^sing temperature of copper is 1994® Eaht. ; whereas 
that of iron is 2786® Eaht. So far there is a marked advantage over 
copper. But it rusts easily, and then the electrical resistance is im- 
mensely increased. Roughly speaking, an equal conducting power 
may be obtained either in iron or copper for the same cost, the 
number of iron conductors being greater in proportion to the less 
cost, and the more conductors being the better. 

17-19. Expansion and contraction are to be carefully provided 
against ; e,g» by suitable bends at intervals in long lines of horizontal 
conductors and by bearing collars, allowing of slip in vertical lines. 

20. Soldered or welded joints are desirable, but not absolutely 
necessary. 

21. Gives engravings of connections recommended by Sir W. S. 
Harris, where soldered joints cannot be used, and which fulfil the 
conditions specified in sections 17-19. 
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22. Soldered or welded joints to be used where discharge is pos- 
sible with unsoldered joints, and likely to ignite dust or inflammable 
substances near. 

23. Iron may be connected by similar joints as for copper, or by 
«crew joints as for gas pipes. No white lead to be used, it being a 
bad conductor. 

24. Iron flat bands may be connected by rivets or screws, working 
in slots, to provide for expansion, each sur&ce in contact being at 
least six times the sectional area of band. 

25. Copper bands to be similarly connected. Joints between dif- 
ferent metals may be soldered, screwed, or rivetted, the extent of 
flurface in contact being regulated by the dimensions o£ the metal of 
the least conducting power. Access of moisture to surfaces in 
contact must be prevented, on accoimt of local galvanic action and 
decomposition. 

26. No precise limit can be fixed to protecting power of con- 
ductors. Iq England the limit is usually assumed as being the radius 
of the height from ground. It may be sufficiently correct for practical 
purposes, but cannot always be relied upon. 

27. Conductors do not attract lightning ; they only diminish the 
resistance due to the air. Even a change in the nature of the soil 
over which a cloud passes may produce a discharge. 

28. One angle of a building may receive a discharge, though 
another angle have a conductor. So every prominent part of a 
building containing explosive material should have a conductor. 

29. la buildings of uniform height, provide a solid rod 5 feet above 
it at each end, and at each 45 feet in length ; if the conductor be of 
iron the top should be gilt. « 

30. Buildings not over 20 feet long to have one vertical conductor 
^t end, and a horizontal conductor on ridge. 

31. If 20 to 40 feet long to have one vertical conductor in centre, 
and one along ridge, as last. 

32. If 40 leet long to have two vertical conductors ; if 100 feet long 
three conductors ; in both cases with conductor along ridge. 

33. Similar principles to be adopted in larger and more complicated 
l)uildings. 

34. Each prominent part should have a conductor. The value of 
three or four points to terminals is not apparent unless the points 
-are widely separated. 

35. Conductors are to be connected horizontally, e.g.^ by ridge or 
eaves, which, when of metal, should be invariably connected with con- 
ductor. All metal surfaces whatever to be also so connected. 

36. Sir W. S. Harris considers the relative conductivity of the 
several metals as being — of lead 1, tin 2, iron 2^, zinc 4, copper 12. 
So lead cannot be altogether depended on. 

37. Avoid long lengths of horizontal conductors without earth 
iContacts, as the currents might leave the conductor, and pass to earth, 
^causing danger. Avoid sharp angles. 

38. Good earth connections most important. Conductors are to be 
led into springs or wells or earth permanently wet. Not into water- 
^ht tanks. Shingle, dry sand, or dry mould are not sufficient. 
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Provide seyeral earth connections in all large systems of conductors 
as a precaution. 

39. Lead conductors into ground in trenches 18 inches deep. Hot 
less than 30 feet of metal to be in contact with moist earth. 

40. Lead a flow of water oyer trenches if possible, eg., from ndn 
water pipes. 

41. Trenches in rocky or dry seal to be 30 to 120 feet long, so atf to 
obtain all moisture possible. 

42. Connections in trenches may be of old iron, forming continuous 
metallic surface, the trenches to be flUed with cinders or coal ashes. 
Wat^ pipes form excellent earth connections, but gas pipes are 
dangerous. 

43-44. Frequently inspect conductors, especially as to joints con- 
necting different metals and defects in iron from rust. 

45-46. Galvanize iron, care being taken that the coating is good. 

47. Great care to be taken in case of contact of zinc coating with 
other metals, especi^y copper. 

AprU Sih, 1875. FRED. B. CHAPMAN. 

Impostor Oentral of Foriifie&tiom, 



A^PEKDix A.— By the la.th Sib W. Show Habbis, F.B.S. 

1. The ei^rtii's surface and clouds are the terminating surfaces of 
electric actions, and buildings, &c., are only points, as it were, of 
earth's surface in which the whole action vanishes. 

2. Electricity when confined to substances resisting its progress, 
as air, glass, dry wood, stones, &c., exerts a terribly explosive power. 

3. But when ponfined to bodies, such as metals, offering smidl 
resistance, its violent expansion or disruptive action is greatly re- 
duced or avoided altogether, and becomes a continuous current com- 
paratively quiescent. But if body be small, as wire, it may be heated 
or fused. Resistance is so small that a shock has traveised copper 
wire at the rate of 576,000 miles a second; resistance increases 
with length and diminishes with area of section of conductor. 

4. So a building metallic in all its parts, or a man in armour is safe. 

5. So endeavour to bring buildings into the same passive or non- 
resisting state as if of metal. 

6. So conducting channels of copper should be systematically 
applied to walls, either in plates united in series one over another, 
not less than 3^ inches wide and iV^h and ^th of an inch thick, or 
of stout copper pipe not less than ^ths of an inch thick, and 1^ to 
2 inches diameter, fixed to building by braces or copper nails or 
clamps. Terminals to be solid metal rods, projecting above to a 
moderate and convenient height. Earth connections to be by one or 
two branches, leading out about a foot below ground — if possible 
into moi^t ground, Imt if dry, use old iron or other metallic chains 
so as to ^expose a large metallic surface. 

7. All pietals in roof, &c., of building to be connected with main 
conductors ; any prominent chimney to have a pointed conductor 
taken along it to metals of roof. 

8. An e^trical discharge never leaves a perfect conductor to pass- 
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to a very bad one» bo the apprehension of lateral discharge is absurd* 
Furious discharges have fallen on the conductors to the masts of 
H.M. ships, and passed through copper bolts in bottom without 
injury even to persons leaning against the conductors. 

9. Metallic bodies have no specific attraction for electricity more 
than wood or stone have ; all matter is indifferent so far as regards a 
specific attraction. Lightning falls indiscriminately upon trees^ rocks 
and buildings, whether with metals about them or not; e.^., at 
Plymouth Dockyard in May, 1841, a granite chimney, 120 feet high, 
without any metal in it, was struck, and yet it was within 300 
feet of a clock-tower of equal height, having metal weathercock, a 
dome covered with metal and large conductor along it to ground. 
The damage ceased where the chimney passed through a massive 
metallic roof, having a conductor from it to the ground. Here the 
lightning fell on a building, which, according to the popular idea, 
held no " invitation ** in preference to a structure which did hold such 
" invitation." 

10. If efficient conductors provide free and uninterrupted course 
for electrical discharge, it will follow that course without danger to 
general structure ; if noty then this irresistible agency will nnd a 
course for itself and shake all imperfect conducting matter in 
pieces in doing so. The great object is to provide a line or lines of 
small resistance in given directions, less than the resistance in any 
other line of the building. The conductor no more attracts lightning 
than a gutter or water pipe attracts a flow of water. 

11. It follows that a magazine if of metal would be safer thsm if 
built in the usual way. Metallic gutters and ridges, with continuous 
metallic communications to earth, are unobjectionable. 

Note. — ^It is as wrong to isolate conductors from buildings by glass 
or resin, as it would be to place rain water pipes 10 feet from the 
building from which they should carry off the water. 

An instance is given of an iron conductor which was placed 10 feet 
from a house, the latter being, notwithstanding, struck at the point 
nearest to the conductor, which was untouched. 

12. Pointed terminations tend to break the force of lightning when 
it falls on them. Before explosion a large amount of discharge passes 
off through pointed conductors. 

Pointed conductors should be solid copper rods, about | inch diameter, 
and a foot long, united by brazing to the conducting tube. It is not 
necessary to gild the points, or form them of platinfim. Sometimes 
even, this would be detrimental, as platinum has only half the con- 
ducting power of copper. The oxidations of the surface of conductor 
is of little moment ; and in case of copper very trifling. In any case 
the conductirg surface is better thau the bad — or non-conducting air. 
The electric telegraph wires work well, though enclosed by gutta pereha 
or other non-conducting matter. It is sufficient if the terminal solid 
rod be even roughly pointed. But even a ball, a foot diameter, would 
be a point as opposed to 1,000 acres of charged clouds. 

NoTB. — Experience contradicts the idea that the conductor protects 
a certain area. The foremast of a ship has been struck, though the 
mainmast haft been protected by conductor. 
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13. Copper linings to doors and windows of magazines, are not 
objectionable, but useless for keeping out lightning. They should be 
connected with the general system o£ conductors. 



Appendix B. — As to Solid ob Hollow Conduotobs. By Sib W. 
Skow Habbis, F.B.S. 

1. A given quantity of electricity melts the same quantity of metal, 
whether in a solid or hollow form. So far it is immaterial which form 
the conductor has. But supposing the mass of metal to be so large 
that the heating effect may be neglected. It is proved that the greater 
the surface, the less is its intensity or power at any point, the 
intensity approaching the second power or square of the surface 
inversely. It is important to give the charge free room of expansion 
by increasing the surface of conductor, so as to reduce the mechanical 
activity of shock to the least possible. Bectangular flat bars may be 
employed. 

2. A rain water pipe communicating with main conductor, should 
have earth connection. All imperfect substances, as masonry, and 
ship masts, transmit a certain portion of electricity without explosive 
action. One great use of the conductor is to relieve the wood or 
masonry of the quantity it cannot discharge without explosion. 

3. Conductors of small iron rod or wire are very objectionable. 
They commonly rust at the joints, and have fallen to pieces, and ofben 
been knocked to pieces by lightning. Iron may, certainly, be employed 
with advantage, but should be galvanized. Zinc is an even better 
conductor than iron ; and being spread over the 8iu*face is not open 
to the objection of making a conductor of two metals of unequal 
conducting power. A good and efficient conductor might be formed 
of galvanized iron. It should be of wrought iron, galvanized, of 
2 inches diameter, with screwed joints of extra thickness. Copper 
tubing is, however, always to be preferred. 

4. In dry or rocky soil, complete the conductor by leading old iron 
chains out from the walls in several directions, or by leading a flow of 
water over them. Fortunately a thunder storm is usually attended 
by heavy rains. The iron chains should extend 30 to 50 feet, and 
be a foot or 18 inches under ground. The termination in a large 
surface of moist earth would be preferable to that in a well, as the 
action is a superflcial one of expansion in all directions. In the tin 
leaf coatings of the electrical jar, the charge is not influenced by the 
thickness of metal. 

W. SNOW HAERIS. 



EEPORT ON THE DESTRXJCTION BY LIGHTNING OF 
A GUNPOWDEE STORE AT BRUNTCLIFFE, YORK- 
SHIEB. By Majob V. D. Majendib, E.A. 
{AhsiracUd by O. J. Symons, F.E.S.) 

The Gunpowder exploded at 4.30 p.m. on August 6th, 1878, during 
the greatest intensity of a violent thunderstorm. The building, 
was brick, with brick arched roof, length 9 feet, width 5 feet, height 
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6 feet (internal dimensions). The store had a uniform thickness of 
three bricks, and was furnished at the one end with an iron door, 
at the other end with a lightning conductor. The conductor con- 
sisted of a copper wire rope, 10 gauge copper wire, the rope being 
tV inch thick, having four points at the top (one large one in the 
centre, and three smaller ones round it), it extended to about 13 feet 
above the top of the building, and about the same length was carried 
into the ground and terminated in a drain. The conductor had been 
erected in 1876, by Mr. John Bisby, of Leeds, and was fixed to a 
pole distant about 2 inches from the end of the building opposite to 
that m which the iron door was fixed, it was not connected with the 
iron door in any way. No one was near the store when the powder 
exploded, and it seems probable that the earth connection of the con- 
ductor was bad, that the mass of iron in the door offered at least an 
equally good path-— and that the gunpowder was ignited by a flash 
passing between the two imiyprflpof rondnctors. 



" The only structural damage ettectea was producea by tlie impinge- 
ment of bricks, which striking with great force, had in a few instances, 
partially penetrated or displaced brick work in the dwelling-houses 
and buHdings, and a portion of the iron of an iron church was broken 
by a piece of projected debris. A brick was driven through a window 
in one of the houses at three hundred yards, and broke a bedstead. 
As far as I have been able to discover no other structural injury was 
occasioned. 
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This accident appears to suggest several conclusions : — 
** In the first place it appears to me to afford a striking confirmation 
of the principle which has been repeatedly and emphatically enun- 
ciated by Sir William Snow Harris and other authorities on the 
subject of lightning conductors, that in order to secure an efficient 
protection for a given building, all the metal of the building, and as 
tar as possible the whole of the structure itself, should be brought 
into actual connection with the system of conduction; in other words^ 
that the general conducting power of the mass of the edifice should be 
completed, and all attractive and prominent parts allied in one pro- 
tective combination, so as to "bring the whole" (as it has been 
expressed by Sir William Snow Harris) " as nearly as may be into 
that passive or non-resisting state which " it would assume, supposing 
the whole were a mass of metal." In the present case, assuming the 
conductor itself to have been efficient, a point which there seems no 
sufficient reason for doubting, the system of conduction was ob- 
viously deifective. Not only was the wbde length <^ the building 
left unproleeted, the eondnetor having been on m pole ai eoe tsid, and 
carefiill J iBsiilatecl from the building, but the iron door wiidb was at 
the oppoeite end^ was absolutely unconneefed therewith, and was not 
itself supplied with any earth connection.** 

" It appears clear, therefore, that even what may be deemed per se 
an efficient lightning conductor, i.e, a conductor, whidi considered 
alone, eflfers a path of little or no resistance even to a powerful 
electric current, does not afford a reliable protection to a building 
unless it be scientific^y applied, and with due regard to those prin,- 
ciples upon which the more eminent authorities on electrical^ science 
are agreed. To a disregard of these principles, especially in respect 
of the iron door being left out of the system of conductaon, and un- 
connected therewith, I believe the present accident may be attributed." 



REPOSTS OF COMMTTTBES ON THE POWDER MAGA- 
ZINES AT PURFLEET, 
(Phil. Trans., 1773, p. 42, and 1778, Part L, p. 232.) 

(Abstracted hrj Prof. W. O. Adams^ F.R.3.) 

Repoart of a Committee consisting of the Hon. Henry Cavendish, 
Dr. Watson, Dr. Franklin, Mr. J. Robertson, Mr. Wilson, and Mr. 
Delaval, appointed by the Royal Society, " to consider of a method 
for securing the powder magazine at Purfleet." 

A powder mill at Brescia having l^own up in consequence of being 
struck by lightning, the Board of Ordmmce af^Hed to Mr. B. Wilson 
to know in what way the powder magazine could be protected. He 
recommended that a blunt conductor should be employed, whereas 
Dr. Franklin recommended a pointed conductor. The Committee met 
uid Dr. Franklin read a paper on the subject, and the report of the 
Committee was in conformity with Dr. Franklin's views. 

The Committee went to Purfieet and examined the buildings. 
They found that the barrels of powder, when the magazines were full,. 
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lay piled on each other up to the spring of the arches ; on each Iwrrd 
wera four copper hoops, which with vertical iron bars formed broken 
conductors within the building. These iron bars were ordered to be 
removed. 

The Committee advised that at each end of each magarine a well 
should be dug in or through the chalk, so deep as to have in it at 
least four feet of standing water. Prom the bottom of this water 
should arise a piece of leaden pipe to or near to the surface of the 
ground, where it should be strongly joined to the end of an upright 
iron bar, an inch and a half in diameter, fastened to the wall by 
leaden straps, and extending ten feet above the ridge of the building, 
tapering ^m the ridge upwards to a sharp point, the upper twelve 
inches of copper, the iron to be painted. 

Lead was mentioned for the underground part as less liable to rust^ 
in the form of a pipe as giving greater stiffiiess for the substance, and 
iron for the part above ground as stronger, and less likely to be cut 
away. The pieces of which the bar may be composed should be 
screwed strongly into each other by a close joint with a thin plate of 
lead between the shoulders. Each rod in passing above the ridge 
should be strongly and closely connected by iron or lead, or boihj with 
the leaden coping of the roof, so making metallic communication 
between the two bars of each building. 

It was also advised that two wells be dug within twelve feet of the 
doors, one to the north of tiie north building and the other to the 
south of the sout& building, and that metallic communications be 
made between the water in l^m and the leaden coping of the roof. 

The Board house stood 150 yards from the magaeines, on elevated 
groimd, and was a ^lofby building with a pointed bip-roo^ the copings 
of lead down to the gutters, from which leaden pipes descend at each 
end of the building into the water of wells of forty feet deep, for the 
purpose of conveying water forced up by engines to a cistern in the 
roof.'* 

As to the Boaid-house, they thought it already well furnished with 
conductors by the several leaden communications above-mentioned 
from the point of the roof down into the water, and that by its height 
and proximity it may be some security to the building below it ; they 
therefore proposed no other conductor for that building, and only 
advised erecting m poinied iron rod on the summit, similar to those 
before described mad commimicating with those conductors. 

Mr. Wilson dissented from that part of the Eeport M'hicli recom- 
mended that each conductor should be pointed, because, he says^ " by 
points we solicit the lightning, and may promote the mischief by draw- 
ing the charges from charged clouds, which would not discharge at all 
on the building if there were no points on the conductors.'* By experi- 
ments made and appealed to at the Committee the difEerence in the 
effects between pointed and blunted conductors is as twelve to one. 
Mr. Wilson states that, "A thunder cloud, therefore, if it acted at 1200 
yards distance upon a point, would require a blunted end to be 
brought within the distance of 100 yards, and beyond those limits 
would pass over it without affecting it at all." He also says, *' The 
longer the conductors are above the building, the more danger is to be 
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apprehended from them. I have always considered pointed con- 
ductors as being unsafe by their great readiness to collect the light- 
ning in too powerful a manner/' 

Mr. Wilson adds an account of an accident to St. Paul's Church, 
and some curious reasoning on it in support of his own views. (See 
Phil. Trans. 1773, p. 59—61.) 

On the 15th of May, 1777, the Board House at Purfleet was struck 
by lightning, and some of the brickwork damaged (See Phil. Tran., 
1778, Pt. I., p. 232). About 6 p.m., after heavy rain through the 
day, a heavy cloud hung over the house for some time, and Mr. 
Nickson, who watched it from the house and gives the account, says 
he suspected that some of the conductors might find employment from 
it. He had not been long at the window before a violent flash of 
lightning and clap of thunder came together. The lightning struck 
one of the iron cramps that hold the coping, and made a dent in the 
lead of the cramp and the stone adjoining it, throwing some stone 
down and slightly disturbing about a cubic foot of brickwork at A. The 
iron cramp was situated over a plate of lead, and the ends of it, 
inserted in the stone, came within 7 inches of that plate, which com- 
municated with the gutter, and served as a fillet to it ; this gutter 
was part of the main conductor of the building. The lightning struck 
through the stone, &c., to the corner of the plate, fusing a very small 



portion of it. irom this point no farther effect of the lightning 
could be traced. At the distance of seven feet and a-half from the 
place struck, a large leaden pipe went down from the gutter to a 
cistern of water in the yard. It is remarkable that the surface of 
one of the hip-rafters, four inches and a-half in diameter, covered 
with lead (communicating with the gutter), and reaching within 
twenty-eighi inches of the place struck, seems not to have been at all 
affected. The distance from the point of the conductor on the house 
to the part stnick was forty-six feet. 

A fresh Committee of the Eoyal Society, consisting of Mr, Henly, 
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Mr. Lane, Mr. Naime, and Mr. Planta, recommended a channel to 
be made from cramp to cramp round the parapet, filled with lead, and 
connected in four places with the main conductor on the roof of the 
building. 

Mr. Wilson again dissented from their report, and attributed the 
hanging of a heavy cloud over the house (it being calm at the time) 
to the presence of the pointed lightning conductor. 

An account of Mr. Wilson's elaborate series of experiments at the 
Pantheon on a long cylinder to illustrate the effects of pointed and 
rounded conductors occupies seventy pages of the Philosophical 
Transactions ; and another Committee of the Boyal Society, consist- 
ing of Sir John Pringle, Dr. Watson, Henry Cavendish, W. Henly, 
Bishop Horsley, T. Lane, Lord Mahon, E. Naime, and Dr. Priestley, 
report in favour of having additional conductors ten feet high, with 
copper eighteen inches Jong, finely tapered and acutely pointed placed 
upon the magazines. They conclude that *' elevated rods are prefer- 
able to low conductors terminated in rounded ends, knobs, or balls 
of metal," conceiving that, the experiments and reasons, made and 
^eo;ed to the contrary by Mr. Wilson, are inconclusive. 

Mr. Wilson's objections are again urged by Dr. Musgrave, but 
called in question by Mr. Nairne (see Phil. Trans., 1778, Pt. 2, 
p. 823), who makes a series of experiments to illustrate the advantage 
of pointed conductors. 

Both Mr. Wilson's and Mr. Naime's experiments agree in showing 
that " pointed conductors draw oS the electricity from a cloud at a 
much greater distance than those which are blunted." Mr. Wilson 
objecting that this draws the charged cloud from a greater distance ; 
and Mr. Naime concluding that ^' a charged body is exhausted of 
more of the fluid by a pointed than by a blunted conductor," and so 
is not likely to cause so much damage since it discharges itself more 
gradually. 



EXPEEIMENTS AND OBSERVATIONS ON ELEOTEICITY. 
By Benjamin Fbanklin. Fifth edition, London, 1774. 

(Abstracted hy Prof. T. Hayter LewiSy F,S.A.) 

The author shows that pointed bodies draw oft electricity much 
more effectually than blunt ones. 

When the land is hot, '' the lower air is rarified and rises ; the 
cooler, denser air above, descends." 

The clouds meet over the heated place, " and if some are electrified 
and others not, lightning and thunder succeed, and showers fall." 

" As electrified clouds pass over a country, high hills and trees, 
towers, spires, masts, chimneys, ^., as so many points, draw the 
electrical fire and the whole cloud discharges there. 

Therefore it is dangerous to take shelter under a tree. It is safer 
to be in the open fields, especially if the clothes are wet. 

Metals are fused, possibly without heat ; the lightning creating a 
violent repulsion of the particles of the metal it passes through. 

[He afterwards admits this opinion to be erroneous.] 
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Desoribes experiments with sfaarp-pointed motallie bodieB, And 
wtkjs : ^ Maj not the knowledge of this power of points be of uae to 
mankind in preserving houses, churches, ships, Ac., from the atroka 
of lightning, by fixing on their highest parts upright rods of inoB, 
made sharp as a needle, and gilt, to prevent rusting ; and from the 
feet of these rods lead iron wire down the outside of the building into 
the ground ; or down one of the shrouds of a ship and her side till it 
reaches the water." 

^ Would not pointed rods probably draw the electrical fire silently 
out of a cloud before it came nigh enough to strike, and thereby 
secure us from that most sudden and terrible mischief ?" 

He mentions the case of the topmast heads of a ship being strudk, 
but having flames upon them like y&ry large torches before the 
stroke. 

He thinks that if there had been a good wire conductor from 
the heads to the sea there would have been no stroke or damage. 

He records the experiments on the lOth of May, 1752, at Marly, 
of M. lyAlibard, who placed upon an electrical body a pointed bar of 
iron 40 feet high. In a thunder storm sparks of fire were attracted 
from it. 

Again, at Paris, on the 18th of May, with the same result, l^ M. 
de iXr, with a bar of iron 99 feet high upon a cake of resin 3 inches 
thick and 2 feet square. 

Similarly in London in July, 1752, by Mr. Canton. 

He refers to other experiments. 

He experimented in 1752 with a kite of thin silk (as being able to 
bear the wet), having a very sharp-pointed wire fixed to its top, above 
which it rose about a foot. The kite was raised by twine, the part in 
the hand being made of silk and kept quite dry. 

The pointed wire will draw the electric fire from thunder clouds, 
and when the rain has wet (sic) the kite and twine, so that it con- 
ducts the electric fire freely, they will be electrified, and the electric 
fire will stream out plentinilly on the approach of the knuckle. 

"Spirits may be kindled, Ac, as with a rubbed glass or tube, and 
thereby the sameness of the electric matter with that of the lightning 
be completely demonstrated." 

September, 1752. He erected "an iron rod to draw the light- 
ning into his house in order to experiment on it." 

After many experiments, he concluded that "the clouds of a 
thunderstorm are most commonly in a negative state of electricity, 
but sometimes in a positive state." The latter, he believed, rare. 

" So that, for the most part, in thunderstrokes, it is the earth that 
strikes into the clouds, and not the clouds into the earth." 

In the contrary (rare) case the cloud was, "1 conjecture, compressed 
by the driving winds or some other means, so that part of what it 
had absorbed was forced out, and formed an electric atmosphere 
round it in its denser state, so communicated positive electricity to 
my rod." 

^* The electric fluid, moving to restore the equilibrium between the 
cloud and the earth," takes, in its way, all the conductors it can find 
(v, page 132 of Franklin's book) — as metals, damp walls, moist 
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wood, Ac. — and will go considerably out of a direct course for the 
sake of the assistance of a good conductor.** 

" Explosions onlj happen when the conductors cannot discharge 
it as fast as they receive it, by reason of their being incomplete, dis- 
united, or too small, or not of the best materials for conducting/' 

He supposes that a wire | inch diameter will conduct the electricity 
of any one stroke of lightning ever known. 

Iron is the best material, as least liable to fuse. 

" Points rods erected on buildings and communicating with moist 
earth would either prevent a stroke, or, if not prevented, would con- 
duct it so that the building should suffer no damage. 

He gives instances of a small wire acting as conductor and saving 
the buUding, though the wire, being too small, was utterly destroyed. 

His theory as to the crooked course of lightning is as follows : 

" Who knows but that there may be, as the ancients thought, a 
region of this fire (electric) above our atmosphere, prevented by our 
air and its own too great distance of attraction from joining our 
earth. Yet some of it be low enough to attach itself to our highest 
douds,** which thence become electriled, &c. 

'* I am still at a loss about the manner in which clouds become 
charged with electricity, no hypothesis I have yet formed perfectly 
satisfying me." 

He describes how he and others have been struck down by electric 
shocks without feeling pain or sustaining permanent injury. 

For protecting powder magazines, erect a mast not far from it, and 
15 or 20 feet above the top of it, with a thick iron rod fastened to it, 
reaching down till it comes to water. 

" In buildings the rod may be fastened to the walls, chimneys, &c., 
with staples of iron. The lightning will not leave the rod (a good 
conductor) to pass into the wall (a bad conductor) through these 
staples. It would rather, if anywhere in the wall, pass out of it into 
the rod to get more readily into the earth." 

If the bmlding be very extensive, two or more rods may be placed 
at different parts for greater security. 

It is well not to sit near the chimney, or gilt objects, during a 
thunderstorm. 



AN ESSAY ON THE OA.USB OP LIGHTNING-, and the manner by 
which the thunder etouda become possessed of their electricity, deduced 
from known facts and properties of that matter^ to which are added 
plain directions for constructing and erecting safe conductors. By 
JoHK Simmons. 8vo. 1775. 

(Abstracted by Prof T. Hayter Lewis, F.8A.) 

" As on the earth the operation necessary for the excitation and 
collection of the electric fluid is attrition." ... " So we may ration- 
ally conclude that attrition is the means of excitation and collection 
of electric matter in the clouds as well as on the earth." 

By metallic conductors buildings may be preserved from the effects 
of lightning 
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Electricity ascends from the earth to the clouds by means of moist 
air. 

" A conductor is a continuation of metal from a certain height 
above the highest part of a building to moist earth or water "... 
" for easy and safe passage of lightning." 

Metal is the best of all conductors. 

The author quotes from Franklin " buildings that have their roofs 
covered with lead and spouts of lead continued from roof into ground 
to carry off the water, are never hurt by lightning when it falls on 
such a building." 

The conductor may be made of any metal, and flat or round. 

But nowhere less than | inch diameter except at terminal. 

But iron rusts, so copper or lead should be used. Lead is best, 
used in strips 4 inches wide and Tiyth inch thick. 

Good earth contact required in moist earth (going therein at least 
5 feet) or water. 

The several lengths of the conductor must be well in contact by 
being screwed, if of iron; soldered, if of lead. 

The upper terminal to be iron or copper rod 9 or 10 feet long, 
I inch diameter, and 2 to 5 feet above top of highest chimney or other 
part of building. 

It should be pointed as this attracts electricity better. 

Lead roofs to be connected vrith conductor. (Examples given of 
house and ship struck.) 

No building or object is known to have been struck by lightning 
within 50 feet of a proper conductor. But a tree has been shivered 
within 52 feet, so we may conclude that protecting influence extends 
to 50 feet horizontally in every direction from the point of conductor. 

In gunpowder stores, conductors are not to be fixed to the build- 
ings, but at (say) 12 feet away, fastened to a standard, the top being 
as high above the building as it can be conveniently. 

No metal on sides or roof of the building is to be exposed to the 
lightning so as to attract it. 



A TREATISE on ATMOSPHERIC ELECTRICITY. 

By John Mubbat. 1830. 

(Abstracted by Prof, W. G. Adams, FM,S.) 

In Chapter V., on lightning identified with electricity, the author 
speaks of fireballs and the Aurora Borealis, and ascribes the formation 
of shooting stars to electrical action. He does not believe they come 
from distant, space into our atmosphere, but regards them as con- 
cretions formed by a flash of lightning darting through gaseous 
media and atmospheric air ea^panded by heat, carrying metallic dust 
and earthy particles ejected from volcanoes, or carried up by evapora- 
tion or other causes, and diffused over an immense surface in the 
upper regions of the air. " The lightning carries, like 9, ploughshare, 
the accumulated matter in its progress, and, by the powerful 
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electrical attraction thus excited, these particles will be drawn into 
the vortex of the lightning instantaneously ; for, the lightning finally 
encountering an electricity of an opposite kind, an explosion ensues, 
and the collected mass is instantaneously fused and agglutinated, 
while the meteorite thus formed tumbles to the ground. . . . We 
therefore do not see the necessity of considering meteoric stones 
extra atmospTiericJ^ 

In this way John Murray goes on page after page, but the above 
will probably be sufficient notice of his work. 

The following are the conditions he lays down for a good con- 
ductor: — 

1. A finely pointed summit to offer an unresisting entrance. 

2. A sufficient length to anticipate, as it were, the descending 
electricity, and receive it on its summit before it could reach any 
part of the building. 

3. A superior conducting power in the material of the rod to 
facilitate its passage to the earth. 

4. A sufficient thickness to prevent its fusion, which, however, will 
greatly depend on the resistance it has encountered in entering the 
conductor. And, finally 

5. A safe conduction to a well or moist surface below ground. 

He says : " Let the wires below ground in contact with moisture 
pass through a cylinder of zinc before they diverge to form the root, 
the copper wires will in this case alwavs remain free from anv oxida- 
tion." 



HAEEIS'S LIGfflTNINa CONDUCTOES. EEPOET to the Com- 
mittee upon Mr. Snow Habbis's and other Lightning Conduotobs. 

(February 11th, 1840. Parliamentary Paper. Fcap. folio). 

(Abstracted by Professor W, E, Ayrton), 

Listances are given of ships not provided with lightning conductors 
being struck and damaged, whilst others lying near, and provided 
with conductors, were not injured. The question of lightning con- 
ductors attracting lightning considered, and evidence shown to the 
contrary. Lateral discharge from a lightning conductor considered. 
Evidence against it, if only the conductor were continuous and of 
sufficient size. Faraday considered that a man leaning against one 
of Harris's conductors when the electricity descended would not be 
hurt. Proposition to place a globe of glass on the head of the mast 
in place of a lightning conductor considered, and the conclusion 
arrived at that it woiild do harm. 

Wheatstone stated that " in the Eeport of the Corafbittee of the 
Academy of Sciences of Paris, appointed to investigate the utility of 
lightning conductors, there is no instance on record of an iron rod of 
I inch in diameter being fused or even made red-hot by a flash." 

Mechanical objections to lightning conductors on sliips considered 
and discussed. Decided that the application of Mr. Harris's conductor 
tended rather to strengthen than weaken the mast and spars. Then 

F 2 
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follows a large number of letters, giving accounts of accidents from 
lightning to ships, &c. 

Decision arrived at that on the whole Mr. Harris's conductor is the 
best of those examined. 



THE DIFFEEENCE bbtwbbn LETDEN DISCHAEaES and 
LIGHTNING FLASHES. Bx C. V. Walkbb, Hon. Sec. Lon. 
Electrical Soc. London. 1842. 

(Abstracted by Prof. T. Hayter Lewis, F.8,A.) 

The author alludes to the experiments of Franklin, &c. 

The distance to the lower sur&ce of clouds, observed by Le Gtentil 
and others, shows an average of 1000 to 2000 feet, whereas the 
greatest length of spark with a large machine is 3 to 4 feet. 

The inductive action bears some inverse ratio to the distance. 

Leaves of trees have a remarkable property of silently drawing off 
electricity. 

He gives the particulars of a large number of experiments, with 
arguments thereon, to prove the theory of the difference between 
Leyden discharges and lightning. 

Quotes examples of lightning on conductors and buildings to show 
that the conductor takes part only of the charge, the remainder 
taking other paths. Contiguous semi-insulated bodies must not be 
left unconnected with the lightning rod. 

He quotes, with approval, the advice of Faraday, viz., to tie 
together with a metallic connection all contiguous readily-conducting 
bodies. 

Cites numerous other opinions to the same effect, viz., that aU 
metallic parts of a building should be connected with the conductor. 

He sums up by stating " that the Leyden charge differs consider- 
ably not so much in nature as in degree from that of the cloud, inas- 
much as the proximity of the coatings in the one case is infinitely 
small compared with the distance in the other," Sec. 

He expresses great confidence in Sir W. 8. Harris's system for pro- 
tecting ships. 



THE EFFECT OF A LiaHTNING FLASH on the steeple op 
BEIXTON CHUECH, and OBSEEVATIONS ON LIGHT- 
NING CONDUCTOES GENEEALLT. By C. V. Walkee. 
London. 1842. 

rAhstracted by Prof. T. HayUr Lewis, F.S.A.) 

The author refers to Faraday's experiments, as shewing instances 
of lateral discharge, and says, " unless precautions are taken to 
prevent its proceeding from a lightning conductor, that instrument 
literally invites the enemy within doors." 

He gives detail of the accident at Brixton, there being no lightning 
conductor. 
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The stroke did much damage to the steeple and then passed off 
harmlessly by the metal gutters and rain-water pipes. 

One side of the steeple was drenched with wet and carried off part 
of the stroke. 

He quotes examples of the apparently protective action of high 
trees. 

Lofty trees near lofty buildings would materially mitigate, if not 
prevent, the violence of the stroke. 

The accident at Brixton shows that the lightning takes not simply 
the shortest^ but, in addition, the largest path. 

Had the steeple been provided with a lightning conductor outside, 
passing near the clock face or the bells, or water pipe, it is more than 
probable that a flash would pass from it to these vicinal conductors. 

If outside the tower the danger would be greater. He Recommends 
that the metal cross on the steeple be replaced by a stone one, and 
that the present iron rain water-pipes be connected by copper rods or 
plates, which are also to be connected with the lead work of roof. 

The bells are also to be connected with each other and with the 
conductor. 

Every bolt-clamp or other piece of metal within " striking distance ** 
of the conductor, unless in direct communication with it, is liable to 
cause lateral discharge. 

The odour developed by lightning was, at Brixton, decidedly 
sulphurous, as a piece of stone which was shattered by the stroke 
retained the odour of sulphur distinctly for several hours. 



ON THE NATURE OF THUNDEESTORMS ; and on the means 

OP PBOTEOTING BUILDINOS AND SHIPPING AGAINST THE DESTBUCTIVE 
EPFE0T8 OP LIGHTNING, Bt W. SnOW HaBBIS, F.R.S. 1843. 

(Abstracted by Prof. Ayrton,) 

The backstroke may do injury, that is, a person may be killed in 
consequence of a flash of lightning passing between the clouds and 
the earth at some distance from the person. 

In the Phil. Trans, for 1787, Mr. Brydone writes to the President 
of the Eoyal Society, and mentions the case of two men riding in 
two carts, the front one drawn by two horses, these horses and tho 
man driving them were killed; the man on the hinder cart and a 
shepherd at a distance, saw the occurrence and heard a report but 
observed no lightning. 

A metallic screen appears to protect the interior from the action of a 
current, as well as from static induction. 

Dr. Franklin found he could not destroy a wet rat by artificial 
electricity, although he could a dry one. 

The first lightning conductor was erected in England at Payneshill, 
by Dr. Watson, in 1762. 

The lightning conductor should expose a large surface, and should 
be united with all the great masses of metal in its vicinity. For 
stationary elevations the conductor should consist of solid or tubular 
rods or flat plates of metal. We must consider the mechanical action 
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the lightning may produce on the conductor, as well as any possible 
heating action. Sir W. Snow Harris mentions that there were no 
signs of fusion in the fragments of the linked brass rod, at Charles 
Church, Plymouth, torn to pieces in 1824, or in the small pieces of the 
conductor at the Hotel des Invalides, at Paris, consisting of a strand 
of twenty iron wires, and which was smashed in 1839. 

He says the benefical effect of superficial conductors appears to 
depend on the removal of the electrical particles further out of the 
sphere of each other's influences. 

" Thus we find,"' says Sir W. Snow Harris, " in a variety of cases 
of damage by lightning that the passing charge, in striking on large 
expanded sheets of metal has become comparatively tranquil, and has 
been traced no further, whilst in striking on large masses of metal 
exposing but a small surface, it has assumed an intensely active state." 

He goes on to state that the resistance of the conductor must be 
kept as low as possible, and as neither the resistance nor the heat 
developed is increased by rolling the wire out into a flat surface, he 
argues that " there is, consequently, no disadvantage in giving a light- 
ning rod as much superficial capacity as possible, as regards conduc- 
ting power, whilst, on the contrary, the diminished intensity attendant 
on it is very advantageous: this effect of superficial conductors 
appears to depend on the removal of the electrical particles fiirther 
out of the sphere of each other's influence." 

What quantity of metal is requisite for a lightning rod? He con- 
cludes from the results of a number of accidents that *' a copper rod 
I inch diameter, or an equal quantity of copper under any other form, 
would withstand the heating effect of any discharge of lightning 
which has yet come within the experience of mankind." 

Practical deductions. — "From the various enquiries contained in the 
first 123 pages of this book, we arrive at the following deductions : — 

" 1st. Copper is the best kind of metal for a conductor. 

" 2nd. The quantity of metal should not be less than that repre- 
sented by the section of a solid cylinder | inch diameter. 

" 3rd. The metal should be placed under as great an extent of surface 
as is consistent with strength, and should be perfectly continuous. 

"4th. The conductor should involve in its course the principal 
detached masses of metal in the building. 

" 5th. It should be placed as close as possible to the walls which are 
to be defended, and not at a distance from them, and be carried at 
once directly into the ground. 

" 6th. It should be attached to the most prominent points of the 
building, and if the length be very considerable its dimensions should 
be increased. 

*' Lastly. In extensive ranges of buildings, all the most prominent 
parts should have long pointed rods projecting freely into the air, and 
the OTeatfer the range of building the higher they should be. 

"In particular cases, in which expense must necessarily be con- 
sidered, wrought iron tubing may be employed; it should not, 
however, be less than 2 inches in diameter, and Toths of an inch in 
thickness." 

Insulating the lightning conductor from the building is quite valueless. 
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The method of fixing lightning conductors to ships is explained at 
considerable length. 

Range over which the protecting power of the lightning rod extends, — 
Great doubts exists as to the answer to this question, since in many 
cases one portion of a building has been struck while a lightning rod 
in good condition existed close by. 

For example, the powder magazine at Bayonne was 56 feet long, 
36 feet wide, covered with thick vaulted masonry and a sloping roof 
with gable ends, protected by plates of lead ; the gutters were also of 
lead, and there were the usual spouts for discharging the rain. The 
lightning rod projected about 20 feet above the building, and was 
attached to the lead of the roof by a metallic socket through which it 
passed, and which was soldered to one of the lead coverings. Instead 
of being carried, however, directly into the earth at the foot of the 
wall, it was turned outward at about 2 feet from the ground, and 
being bent at right angles, was continued on semi-insulating posts ot* 
wood into a trench filled with charcoal, distant 33 feet from the wall. 

On the 23rd of February, 1829, the building was struck, the point 
of the conductor melted, and the leaden plates by which it was 
attached to the wood posts at the foot of the wall, were more or less torn 
and perforated by holes. No damage, however, ensued to the building 
in the course of the conductor. At the south-west corner, a sheet of 
lead covering the gable end was torn out immediately over a point 
where two stones of the cornice were united by an iron cramp. 

Sir W. Snow Harris considers the possibility of this damage having 
arisen " from the conductor (in consequence of being continued at so 
great a distance from the building) not offering a sufficiently easy line 
of transit for the discharge to the earth," but he rejects this explana- 
tion and concludes that the damage arose from* the lightning striking 
the building in two points. 

Again, the Heckingham poorhouse, although armed with eight 
pointed lightning rods, was struck, in 1787, at a point m, 70 feet 
from the nearest conductor c. 
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The squares at a, h, c, d, 6, /, g, h, indicate ctimneys to which light- 
ning conductors were attached. The centre range was 108 feet long, 
the flanks each about 160 feet long; the details of the lightning 
conductors are not given. One portion of the lightning discharge 
struck one of the conductors and was carried off by it without damage 
to the building, one portion struck the building at the point m and 
and also the shed at «, doing some damage, and a third portion struck 
the ground immediately in front of the building near a gate, Q-. 

The ship ^tna was struck in 1830 by several heavy electrical 
discharges when at Corfu. These for the most part passed down a 
chain conductor attached to the mainmast. One of the discharges, 
however, struck the ship near the bow, and exploded about 12 feet 
above the forecastle close to the foremast, knocking people down, Ac. 

The Board-house at Purfleet was a lofty building with a pointed 
roof, well leaded and connected by lead gutters and pipes with the 
earth, and with wells 40 feet deep for the purpose of conveying water 
forced up to a cistern on the roof. It was, therefore, only thought 
necessary to add an iron spike about 10 feet long to the middle of 
the highest part of the roof. The building, however, in 1777, was 
struck and slightly damaged at a point 46 feet from the conductor. 

Several other examples illustrating how small an area a lightning 
rod protects follow. 

8ir W. Snow Harris further concludes that experience shows that 
lightning will not leap from a lightning rod to a piece of insulated or 
semi-iuisulated metal near it, although a discharge may take place 
between the rod and a distant metallic mass in connection with the 
earth, but not otherwise in connection with the rod. 

He lastly considers the question, formerly much debated as to 
whether a lightning rod attached to a house will attract to the house 
a discharge that otherwise would not have struck it, and he concludes 
that there is no foundation for the erroneous impression that the 
existence of a lightning conductor can ever cause damage. 
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AN ACCOUNT of the CHIMNEY of the EDINBUEGH GAS 
W0EK8. Br G. Buchanan, C.E., F.E.8.E. 

[Proceedings of the Eoyal Scottish Society of Arts, 1850-51.] 

(Abstracted by G. J. Symons, F.R.S.) 

This chimney has a total height of 341| feet (329 feet above 
ground), it is circular; at the top the internal diameter is 11 feet 
4 inches, and the external 13 feet 10 inches; and at the bottom, 
internal diameter 20 feet, external 26 feet 3 inches. 

Eespecting the conductor Faraday was consulted, and replied as 
follows : — 

" The conductor should be of | inch copper rod^ and should rise 
above the top of the chimney by a quantity equal to the width of the 
chimney at the top. The lengths of rod should be well joined 
metallically to each other, and this is perhaps best done by screwing 
the ends into a copper socket. The connection at the bottom should 
be good ; if there are any pump pipes at hand going into a well they 
would be useftd in that respect. As respects electrical conduction, no 
advantage is gained by expanding the rod horizontally into a strap or 
tube — surfece does nothing, the solid section is the essential element.* 
There is no occasion for insulation (of the conductor) for this reason. 
A flash of lightning has an intensity that enables it to break through 
many hundred yards (perhaps miles) of air, and therefore an insulap- 
tion of six inches or one foot in length could have no power in 
preventing its leap to the brickwork, supposing that the conductor 
were not able to carry it away. Again, six inches or one foot is so 
little that it is equivalent almost to nothing. A very feeble elec- 
tricity could break through that barrier, and a flash that could not 
break through five or ten feet could do no harm to the chimney. 

" A very great point is to have no insulated masses of metal. If, 
therefore, hoops are put round the chimney, each should be connected 
metallically with the conductor, otherwise a flash might strike a hoop 
at a corner on the opposite side to the conductor, and then on the 
other side on passing to the conductor, from the nearest part of the 
hoop there might be an explosion, and the chimney injured there or 
even broken through. Again, no rods or ties of metal should be 
wrought into the chimney parallel to its length, and therefore to the 
conductor, and then be left unconnected with it." 

In answer to some ftirther inquiry, Professor Faraday again 
wrote : — 

"The rod may be close along the brick or stone, it makes no 
difference. GUiere will be no need of rod on each side of the building, 
but let the cast-iron hoop and the others you speak of be connected 
with the rod, and it will be in those places at least, as if there were 
rods on every side of the chimney. 

" I rod is no doubt better than | inch, and except for expense I 
like it better. But ^ inch has never yet failed. A rod at Coutf s 

* The very reverse of what was formerly held by high authorities.— [Note 
by Editor of Proc. Roy. Scot. Soc of Arts.] 
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brewery has been put up at 1| inch diameter — but they did not mind 
expense. The Nelson column in London has ^ inch rod, | is better. 
" I do not know of any case of harm from hoop-iron inclosed in 
the building, but if not in connection with the conductor, I should 
not like it ; even then it might cause harm if the lightning took the 
end furthest from the conductor.'* 

The following paragraph states what was done : — 
" The electric conductor stands 6 feet above the iron top-plate, f -inch 
round copper, made fast to stone and brick-work with 7|-inch copper 
holdfasts let 4 inches into the masonry or brick-work, with a head on 
the inside and an eye on the outside to receive the rod as it was 
carried up. By these holdfasts an ascent can easily be made to the 
top by a small tackle suspended to the holdfasts. The conductor is 
metallically connected to idl the iron-work on the stalk — the plate on 
the top, projecting cope, malleable iron hoops, bolts on the top of 
stone pedestal, and also the ascending chain. The rod descends into 
a well about 10 feet from the foundation, and is immersed about 
8 feet deep in water, and the end turned up 2 feet in a horizontal 
direction, and flattened." 



PAPEB8 relative to SHIPWEECK8 BY LIGHTNINa, as pre- 
pared by SiK Snow Habbis, and presented by him to the Admiralty. 

August 5th, 1854. Parliamentary Paper. Fcap. folio). 

(Abstracted by Professor W, E, Ayrton). 

Number of merchant ships destroyed by lightning, loss to the 
country. Application of lightning conductors to ships in 1820. 
Mode of applying them. Mechanical difficulties; how overcome. 
The saving to the Exchequer which has resulted. 

Long account of various ships in the Royal Navy not provided with 
lightning conductors, struck by lightning and damaged. Loss of life 
and injury that has resulted. Long account of ships provided with 
lightning conductors, and so preserved. 

Sir Snow Harris states that ''although his system of lightning con- 
ductors ought to guard against all those violent and regular shocks of 
lightning falling within the ordinary experience of mankind, it is not 
to be expected that the system could gyard against every possible kind 
of atmospheric electrical discharge, be the circumstances what they 
may, such as thunderbolts, fire-balls ; nor is it expected that it should 
guard against meteorolites, or against sweeping electrical action mixed 
up with convulsions of nature ; nor can it quiet those minor electrical 
effects producting electric glow : nor can it always obviate that tre- 
mendous concussion and expansion of the atmosphere in cases in 
which a thunder-cloud discharges its lightning in a dense explosion on 
the masts, and which may rupture, or mechanically tear to pieces, 
frangible matter." 
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STATISTICS OF BUILDINGS AND SHIPS STEUCK BY 
LIGmTNINQ-. By F. Dupbez, Mbmbbb op the Aoademt. 

[Academie Eoyale de Belgique, Extrait du Tome 31 des Memoires, 
5th December, 1867.] 

(Abstracted hy Professor T, Hayter Letvis, F.S^.) 

M. Duprez refers to the Eeport of a Committee of the Institute 
of France. (Vide Comptes rendus^ 1852-6.) 

He divides the subject into the following heads : — 

1. The frequency with which lightning rods are struck. 

2. Their terminal points and the effects of the stroke on 

them. 

3. The conductors and their ground connections. 

4. The protective power of the lightning rods. 

1. Concerning the frequency with which lightning conductors are 
struck hy lightning. 

The author cites 144 cases of lightning rods having been struck. 
Of these seventeen were struck two or three times, so that the total 
number of electric discharges on them was 168, as far as recorded. 

But very many cases are not recorded at all, e.g.^ from 1793 to 
1813 only two cases were noted. The great number of lightning rods 
struck would seem at first to support the idea that they attract 
lightning. 

But we must compare the number of rods struck with those 
fixed, and we find from a communication made in 1777 to the 
Academy of Berlin, that, even then, a large number were fixed to the 
most importAnt edifices of N. Italy and England. 

The same in 1784 to those in the ports of France and to the ships 
in the said ports. 

In 1794 the fortresses of Eussia were ordered to be so protected. 

In 1769 there were 166 edifices in Hamburg alone, and 104 in its 
environs, with conductors. 

If the number of conductors were so great in the last century, we 
must conclude that the number of those struck must be very incon- 
siderable as compared with those fixed. 

In Hamburg, e.g,, not one rod is recorded as having been struck. 

In 1785, Ingen-Housz reports that of all the lightning rods placed 
by his direction on the Austrian powder magazines and other build- 
ings only one had been struck. 

In 1772, Franklin wrote, that during the twenty years in the 
course of which lightning rods had been fixed in America he knew of 
SiNQ cases only in which these rods had been struck. 

Sir W. S. Harris reports in 1854, as the results of twenty-two 
years' experience, that the number of vessels struck unprotected by 
lightning rods, as compared with that of vessels protected by his plan, 
was as three to two. 

The above show that the idea of danger from lightning rods is not 
well founded. 

Besides which it must be remembered that they are frequently 
placed in the most exposed positions, e.g,, of the 144 rods struck, 
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9eventy-four were on ships, and fifteen others on buildings which had 
been struck before. 

One would think that the number of terminals placed on a building 
would diminish the chances of their being struck, but it does not 
seem to be so; e.g., twelve buildings in the first list had many 
terminals communicating with a common conductor or different con- 
ductors. 

Yet the lightning struck, with explosive effect, one or other of the 
rods of these buildings. 

And lA each of two cases the lightning struck at once the three 
rods fixed to a building. 

Of the 144 cases above cited : — 

74 were to lightning rods fixed on ships 

30 „ „ „ towers 

9 „ „ „ powder magazines 

31 „ „ „ ordinary buildings. 

144 

In forty-four cases where one of Sir W". 8. Harris' conductors was 
fixed to each mast of a ship, the mainmast was struck twenty-seven 
times ; the foremast was struck fourteen times ; the mizen was 
struck twice ; both the main and foremast twice. 

2, As to the points of the lightning rods struck, and the effect pro^ 
dticed on them, 

(Sir W. Snow Harris's system as adopted in the British Eoyal 
Navy since 1830 is described. They are formed of bands of copper 
let into the masts. They have no upper terminals or points, and 
fifty-five are included in the list already quoted of 144 lightning 
rods struck.) 

Of the eighty-nine cases remaining in the list, only fifty-one are 
recorded as having their upper terminals ended with points. 

Of these, thirty had their points melted to a greater or less extent ; 
six of them were of copper or brass ; five were of copper gilt or iron 
gilt ; one was of brass silvered ; and four were of platinuqi. The 
others are not distinctly described, and the sizes seldom given. 

One of brass was 25*4 centimetres (c. 10 inches) long, and 5 milli- 
metres (Jth inch) diameter at its base, and was melted for |th of its 
length. 

One of copper was 24 centimetres (c. 9| inches) long, and 9 milli- 
metres (c. ^rd inch) diameter at base, and was almost all melted. 

One of platinum was 8 centimetres (c. 3 inches) long, and 1 
centimetre (c. ^rd inch) diameter at base. This was melted for a 
length of 5 or 6 millimetres (c. ith inch.) 

It results from the above facts that the points of the lightning rods 
have been much too slender. 

The Institute of France recommends, therefore, for the points 2 
centimetres diameter (c. |th inch) at base, and only 4 centimetres 
(c. 1^ inches) high, with an angle of opening of 28 to 30 
degrees. 

It has been urged, especially in Q-ermany, against the employ- 
ment of pointed upper terminals that these points are fused by the 
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lightning, this fusion being regarded as dangerous on account of its 
action on inflammable substances near. 

As to this, the author cites three cases of buildings set on fire« 
though protected hj lightning rods. But the precise cause of the 
fire was not ascertained. 

Several observations show that the melted metal trickled down 
the side of the lightning rod. 

At Strasbourg the metal was pressed down on one side, and had 
bent like wax softened by heat. At other times the lightning dis- 
perses the melted metal in all directions. (Examples quoted.) 

With these £bcts before us we cannot altogether deny that some 
danger may arise from the fusion of the metal at the point of the 
terminal. But this danger can be much lessened, if not removed, 
by adopting the size, etc., of the lightning rods recommended by the 
Institute of France. 

Besides ^ion, the points sometimes show distinct traces of me- 
chanical action caused by lightning. 

The author quotes six examples of this where the points had been 
curved. 

This shows the necessity of strengthening the points of the upper 
terminals. The curvature arises, probably, from the points being 
much heated by the lightning, and acted on by the wind. 

One case is noted of a point which had the appearance of having 
been struck violently by a hammer. 

Also of one in which the base of a point, where it was screwed to 
the rest of the upper terminal, was spUt for a length of 11 milli- 
metres (c. I inch ). 

Also of a platinum point screwed on the upper terminal (copper), 
and retained by a pin, where the stroke tore away the pin, the point 
falling intact at the foot of the lightning rod. 

3. Of ConducUyrs of lightning rods struck, and their contact with the 
ground. 

The author refers to forty-one cases of lightning rods struck when 
not on Harris's principle. 

Of these, 6 were of copper bands soldered together ; 5 were of 
copper wire either as rope or chain ; 1 was made of bands of sheet 
iron; 11 were of bars ot iron joined by screws or by solder; 3 had 
pieces of lead between the parts where they were screwed together ; 
3 were of simple iron wire, or of rope or chain of iron wire : 3 were 
of iron joined together by hooks ; 12 are described as chains (metal 
not specified) ; 1 is described merely as a conductor. 

The dimensions of the above are seldom given. 

The largest bands reported are 16 centimetres (c. 6| inches) in width. 

The largest bars reported are 55 centimetres (c. 2| inches) in 
width and 15 centimetres (c. | inch) in thickness. 

The description of the earth connection is also imperfect. 

Of eighty-nine lightning rods described as struck, only twelve are 
noted as having their ends in running water or wells, and one in 
damp soil. 

Fifteen simply entered the ground, it being noted expressly of six 
of these that it was dry. 
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In three cases were the lightning rods were struck the author found 
that the part at the base and in the damp earth had terminated in a 
plate of lead, protected above the ground by a wooden enclosure. 

Three conductors of ships did not communicate with the sea. 

Twenty-three cases are noted of ordinary conductors (not on Sir 
W. 8. Harris's principle). 

The lightning melted, or reduced almost to powder, three. 

The first was on a house, and was of copper wire, the diameter not 
known, ending with a chain of iron buried in the earth. 

The second was on a ship-s mainmast, and was of iron wire 6 milli- 
metres (c. I inch), diameter, 46 centimetres (c. 18 inches) long, folded 
at their extremities, and united by rings. 

The third (also to a ship) was a rope of three strands formed in 
the whole of 60 brass wires, each being one half to two-thirds of a 
millimetre thick. 

The two last conductors had their ends in the sea. 

The parts of these conductors, in place of being soldered or screwed 
together, were joined merely by hooks and rings like a surveyor's chain. 
Evidently a bad form as their contact is imperfect. 

In three other conductors, whose difEerent parts were screwed 
together with lead between them, the stroke melted the lead. 

This shows the danger of lead from its fusibility, in addition 
to its less conducting power. 

The author gives examples of this, wherein a leaden pipe, 8 centi- 
metres (c. 3^ inches) external diameter, and 13 millimetres (c. i 
inch) thick, was melted. 

He quotes Arago as calling attention to the importance of the 
form of the bends in conductors, abrupt bends being dangerous. 

Two examples are quoted to prove this, the conductors having been 
broken by the lightning stroke at a sudden bend. 

To provide lest the lightning, after having struck the lightning 
rods, should abandon them for larger nlasses of metal near them, 
these masses should be made to communicate with the conductors. 

Cases are cited where the lightning quitted the conductor and 
struck metallic bodies near. Also, in respect of painting conductors, 
the author quotes a case where part of a bell wire adjoined a lead 
pipe which communicated with the conductor. Part of the wire was 
painted in oil colour, the other part not. The latter was melted, the 
first not, but the paint (though otherwise uninjured) had ceased to 
adhere to it. 

Three examples are cited of danger from conductors ending in 
water-tight tanks. 

In one case the stroke broke the conductor. 

In another it left the conductor and injured the building. 

In the third it merely melted the point of the upper terminal. 

Nevertheless, it often happens that the lightning, in spite of 
imperfect communication with the earth, disperses itself inoffen- 
sively. 

Out of fifteen cases of lightning rods struck, in which the con- 
ductors were simply buried, more or less, in the soil, they carried off 
the stroke in eleven without the buildings being injured, or any trace 
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being left of it, except that the ground was upheaved where the latter 
was too dry. 

The French Institute, in their report on the protection of the 
Louvre, considered it necessary to employ, under certain circum- 
stances, a conductor with two branches, the one descending into a 
subterranean source of water, the other communicating simply with 
the surface of the earth. 

On the othel* hand, Arago thought that conductors need not 
enter the ground, but communicate only with a metallic surface 
lying on the ground. 

This view is confirmed by the cases which the author mentions 
where the surface of the earth being wetted by rain formed a con- 
ductor. 

Nevertheless, the two branches are desirable, in case one should 
fail. 

Fifty-five conductors on Sir W, S. Harris's system are recorded 
as having been struck, but the damage was quite trivial. 

Two electrical phenomena are to be noted as sometimes occurring 
when a lightning rod is struck. 

First, when a conductor is formed of metallic plates a peculiar 
noise is heard like water pouring on a fire. 

Second (independently of the form of the conductor), electric sparks 
are emitted from bodies ne.ar. The author cites example at Berne, 
1815. 

4. Protective agency of lightning rods. 

Out of 168 cases of lightning rods struck (vide page 91) there are 
only twenty-seven (c. ith) in which the buildings or ships have not 
been preserved, and of this sixth many of the conductors were im- 
perfect ; e.g,, four terminated in earth which was unusually dry, and 
two of them were of insufficient size. 

Another was formed of pieces having their ends hooked. 

Two conductors ended in watertight tanks. 

Another was in the form of a surveyor's chain, the parts not being, 
consequently, in close contact. 

Others were badly jointed, or had imperfect communication with 
the ground or with the sea. 

In two cases the stroke broke the conductor at points where its 
direction was abruptly changed. 

In two other cases the lightning left the conductors struck, and 
fell upon buildings near without causing damage to those on which 
the rods were fixed. 

In the instance of a lightning rod fixed to the mainmast of the 
Jupiter (1854), the conductor was made of sixty brass wires, one half 
to two-thirds of a millimetre (0*02 inch) thick, and was broken by the 
stroke into thousands of pieces. The Institute Committee concluded 
that the lightning was not conducted by all the wires of the con- 
ductor. Those which it followed were insufficient to transmit it ; 
some were melted, some broken. The Committee recommended, 
therefore, that each metallic wire be tinned separately at the ex- 
tremity of the conductor, and soldered thereto for a length of about 
a decimeter (c. 0*4 inch), so as to form a metallic cylinder. 
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In the last six cases the particulars of the lightning rods are not 
given sufficiently to show the cause of their failure, but five are des- 
cribed as being of chain or ropes of metal wire. 

It results from the above facts that when the lightning rods have 
proved insufficient protection, their failure has been owing to defects 
in their construction ; it is rather surprising to find how well build- 
ings and ships have been protected, even when the lightning rods 
have not been well constructed. 

In every one of the fil'ty-five cases where Sir W. S. Harris's rods 
were fixed they have protected the ships, except that not having points 
some slight damage has sometimes occurred to the tops of the masts. 

This shows their superiority over ropes or chains. 

Arago thought that lightning rods were protection against ordinary 
lightning, but not when it assumed the form of fire-balls. The 
author cites several examples to show that this opinion was not well 
founded. 

He considers a perfectly constructed lightning rod to be a perfect 
safeguard. 

But he adds that the lightning stroke produces electric disturbances 
in its vicinity, although the building be intact. 

He cites an example of this in respect of a prison whose inmates 
(300) experienced a great enfeebling of their muscular power during 
some seconds. 

Very few records exist relating to the area of action of lightning 
rods, and the elements for determining their protective power are 
slight. The author gives a table showing the heights of points, 
horizontal distances, &c., in certain cases, and cites four instances of 
ships whose foremasts were struck although the mainmasts had light- 
ning rods, and one where the mizen was struck though the fore and 
mainmasts were protected. 

TABLE GIVEN BY M. DUPREZ. 



Length of upper terminal, or height"] 
of point above that portion of the 
building on which the upper ter- 
minal was fixed J 

Vertical height of point above the 1 
place struck j 

Horizontal distance of place struck \ 
from the base of upper terminal, j 


In Mbtrks. 


In English Fbbt. 


2 


i 


1 


I 


1 


[ 


1 




1-6 

1-5 
15-2 


3-4 

7-6 
7-3 


1-6 

6-7 
17-4 


23 

71-2 
59-9 


5 

5 
50 


11 

25 
24 


5 

22 
57 


8 

232 
197 



These instances show that we should be misled in considering, as 
being protected, a circular space whose radius was double the height 
of the lightning rod. 

The protected radius appears to be only equal to double the simple 
height of the upper terminal above any required point, and reckoned 
horizontally from a point vertically under the conductor. 
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[It will be (Served that M. Duprez here contradicts him9elf in 
two consecutive sentences, and in a subsequent part of his work 
(p. 30) of the Memoir, he again says : '^ Aucun des cas indiqu^s dans 
le num^ro pr^c^ent n'infirme la r^gle g^^ralement admise, savoir 
que la sphere d'action d'un paratonnerre s'^tend, dans toutes les 
circonstances, a un espace circulaire d'un rayon ^gal au double de la 
longeur de la tige, c'est-a-dire de la hauteur de la pointe au-dessus de 
la partie du b&timent sur laquelle la tige est fix^." 

But the table given by M. Duprez gives two instances in which 
the stroke fell within the radius of once the height.— Ed.] 



EESIJME. 

In the paragraphs which the author numbers 1, 2, 3, 4, and 6, he 
refers to former statements as to the proportion of lightning rods 
siaruck, &c. (Vide page 91, &c.) 

,5. There being several terminals on an edifice does not seem to 
diminish the chances of each being struck. 

7. In vessels, when the three masts have lightning rods, the main- 
mast is most fii^uently struck. 

8. £efers to Sir W. S. Harris's lightning rods as being without ter- 
minal rods or points. 

9. The points of ordinary lightning rods have been made too slight. 

10. Out of fifty-one cases of lightning strokes, thirty points have 
been more or less melted ; and the fusion is not without danger to 
the buildings. 

11. The lightning often leaves traces of mechanical action more or 
less decided. 

12. Eefers to defective constructions of ordinary lightning rods. 

13. Lead plates in conductors composed of bars joined together are 
dangerous. 

14. So are abrupt bends. 

15. Conductors should communicate with the masses of metal near, 

16. And must not end in watertight tanks. But 

17. Conductors often protect buildings, though the ground connec- 
tions are imperfect. 

18. It is well for a conductor to have two branches, viz., one in 
water, and the other on the surface of the ground. 

19. 23. Eefers to the complete efficiency of Sir W. S. Harris's 
conductors. 

20. Mentions the noise, electric sparks, Ac., given off during a 
stroke, as before stated (page 95). 

21. Mentions the efficacy of l^htning rods generally. 

22. Their failure being owing to defective construction. 

24. There is no proof that the electricity being in the form of a ball 
has been the cause of any conductor's inefficiency. 

25. The lightning rarely bursts on a building or ship without 
striking the lightning rod placed on it. Exceptions have, however, 
occurred in ten cases, as here described. But 

26. None of these instances invalidate the rule generally admitted, 

G 
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that the protectiye action of the lightning rod extends, under all cir- 
cumstances, to a circular space whose radius is equal to double the 
length of the upper terminal, ».«., the height of the point above the 
part of the builomg on which the upper terminal is fixed. 



ON ATMOSPHEEIC ELECTEICITY. 

By Bbtjben Phillips. Loitdok, 1863. 

(Abstracted by W. H. Pruce, C,E.) 

This is a pamphlet of seven chapters, and fiftjnseven pages, written 
to ventilate the author's own notions of the nature of electricity and 
its production in the atmosphere. He considers electricity to be two 
fluids of a species of substance, consisting of separated subsidiary 
atoms. " Electricity is comparable to a flying bullet ; the vis vivd of 
the bullet is like electrical intensity, and the mass of the bullet 
answers to the quantity of electricity." What the subsidiary atoms 
are like he does not say. 

Chapter I. is a fair resum^ of what is known of the electricity 
evolved by the friction of wet steam against solids in the hydro-electric 
machine. He agrees with Faraday that the cause of the evolution of 
electricity by the liberation of confined steam, is not evaporation, but 
the friction of the water particles against the sides of the jet-piece or 
orifice. Pure gases do not excite electricity; but impure air, when 
compressed does, from the friction against the orifice of those particles 
of water which are suddenly condensed by the cooling influence of the 
expanding air. 

Chapter II. is an attempt to show that electricity is evolved by the 
friction of " gaseous matter" against water, or vice versd. Ordinarily 
the issuing vapour in the hydro-electric machine is positively, and the 
boiler negatively, electrified ; but cases occur where this is reversed. 
According to* the author, water by friction against gaseous matter or 
air, becomes positively electrified. 

Chapter III. appHes this theory to thunder clouds, which are 
formed by the rapid inter-mixture of masses of the atmosphere thrown 
into circulation by heat. There are some capital descriptions of 
thunder clouds. They are often accompanied by whirlwinds, and 
always by rain. It is the friction of the whirlwind on the drops of 
rain that developes electricity — ^the rain being positively, and the air 
negatively, electrified. Hail is due to the ascending current of air 
carrying the drops of water to the region of snow and frost ! His 
notions are somewhat hazy, thus: — "Much of the positive electricity 
is conveyed to the earth by the lightning ; but the corresponding 
negative electricity from being carried upwards with the vertical wind, 
cannot so easily escape to the earth, so that the storm cloud contains, 
on the whole, more negative electricity than positive electricity " (p. 38.) 

Chapter V. contains the author s explanation of fire-balls, which he 
supposes to be a " glowing discharge," preparatory to the final spark 
or flash of lightmng. "Probably most of the shooting stars are 
merely electrical fire-balls high up in the atmosphere " (!) 
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Chapter YI. is devoted to the Aurora Borealis, which plays about 
the magnetic pole, and is an electrical phenomena of the upper strata 
of the atmosphere ; and Chapter YII. is an attempt to explain the 
auroral light as '^ probably produced by the collision of the subsidiary 
^torns when they are in the act of electro-apposition." 

The pamphlet is said to be a condensed account of the discoveries 
of the author in matters connected with atmospheric electricity — 
discoveries which were described in papers handed to the Eoyal 
Society, but which that Society did not read. The Boyal Society 
were wise. 



LE COUP DE FOUDRE BE UlLB I>U EHIN PEES DE 
STEASBOUEG. Pab M. F. Htoubny. 4to. Paris. 1869. 

(Abstracted hi/ G. J. Symom, FM.S.) 

A very fnll account of an accident by ball lightning. The facts 
are set out as clearly as possiWe, the authority is given for every 
statement, and most carefully engraved plans and engravings are 
given of all the necessary details. It does not bear upon the question 
of lightning conductors except in that it shows that a discharge of 
globular lightning traversed a horizontal distance of 919 yards, passed 
in front, but below the top, of a building which had three good con- 
ductors upon it and struck a chestnut tree, which was by no means 
the highest tree in the locality. 



DIRECTIONS FOB CONSTEUCTINO LIGHTNING EODS. 

From " Essays an Meteorology,*^ by Peofessoe Joseph Heney. 

(Smithsonian Miscellaneous Collections. 8vo., 1871.) 

(Abstracted by A. J. Frost). 

1. The rod should consist of round iron, of not less than | of an 
inch in diameter. A larger size is preferable to a smaller one 
(ordinary gas pipe may be employed). Other forms of rod, such as 
flat or twisted, will conduct the lightning, and in most cases answer 
sufficiently well. They tend, however, to give off lateral sparks from 
the sharp edges at the moment of the passage of the electricity 
through them, which might, in some cases, set fire to very combustible 
materials. 

2. It should be throughout its whole length in perfect metallic con- 
tinuity, either by screwing the parts firmly together or by welding. 

3. The rod should be covered with a coating of black paint. 

4. It should be terminated above with a single point, the cone of 
which should be encased with platinum not less than ^V inch in thick- 
ness. 

5. The shorter and more direct the rod is in its course to the earth 
the better ; acute angles should be avoided. 

6. It should be fastened to the house by iron eyes, which may be 
insulated by cylinders of glass; this, however, is not absolutely 
necessary. 

g2 
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7. The connection to the earth fthould be as perfect as possiUe— 
in cities nothing is better for this purpose thui to unite it to the gas 
or water pipes. When a connection cannot be formed in this way 
the rod should terminate in a well containing water, or if this is not 
practicable it should terminate in a plate of iron, or some other metal 
buried in moist ground. It should, before it descends to the earth, 
be bent, so as to pass off nearly at right angles to the side of the 
house, and be buried in a trench, surrounded with powdered charcoal. 

8. The rod should, in preference, be placed on the west side of the 
house, and on chimnies where a current of heated air ascends during 
the smnmer season. 

9. A single rod may be placed on small houses, and its eleyation 
should be at least half of ihe distance to whidi its protection is ex- 
pe<^d to extend. 

10. Metallic roofs should be united with the lightning rods. 

11. As a general rule, large masses of metal within the building, 
particularly those which have perpendicular elevation, ought to be 
connected with the rod. 



ON LIGHTNING AND LIGHTNING CONDFCTOES. 

By W. H. Pbbeob, Mem. Inst. C.B. 

(Journal of the Society of Telegraph Engineers, 27 November, 1872.) 

(Abstracted by Prof. T. HayUr Lewig, F.SU.) 

The author refers to the Escurial having been on fire seven times- 
four of tliem certainly from lightning ; yet no lightning conductor is 
fixed even now. 

The average deaths from lightning in England are eighteen per 
annum ; in France, ninety-five. 

From January 1, to July 31, 1872, 9*26 per cent, of instruments, 
of different forma, used in the telegraph offices, were injured by 
lightning. 

Electricity is force, vot matter, and Gwrrent is a well-defined 
term which implies a tran«ferenoe of electricity from one place to 
another. 

Thunderstorms differ only in degree from the phenomena which 
cause the ordinary snapping sparks from the machine. 

In any case there must be two conducting masses in opposite 
electrical states, separated by a non-conductor or dielectaic. 

The light is the effect of the discharge, and is simply incandescent 
matter. It indicates the path of the discharge and nothing more. 

Death by lightning is painless. 

Potential is that fimction of electricity which determines its motion 
from one point to another. 

The path of electrical discharge is prepared beforehand by induction. 

The particles of air, Ac., aire in a state of " tottering equilibrium." 
A moving ship, a man on horseback may destroy this, and we have a 
discharge with all the effects of light, heat, and mechanical energy. 

It is very doubtful whether thunderclouds are themselves tiie 
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sources of electridfy, producing thunder and lightning ; they are 
more probably, mere accumulators as the coatings of a Lejden jar. 

Clouds have been known to be absent during a dischai^e. 

Moreover, the charge of a Lejden jar exists not in the cos^tings 
but in the dielectric separating them. 

So the discharge exists in the air and not in the clouds. 

Sheet lightning is a mere reflection of forked. 

Evidence proves that some such phenomena as ball or globular 
lightning exists, and an explanation of it has been given by G. Yarley. 

Discharge is invariably through the line of least resistance. It 
may be through metals, bricks, trees, animals, and not always in a 
single track ; it is often divided into two, three, or even four lines. 

Thus, an electrical discharge in air, is simply a discharge between 
two electrified conductors, of such difiEerent potentials as to break the 
resistance of the dielectric separating them. 

There is nothing hidden, mysterious, or unknown in it. 

A ship is a prominent object ; generally a conductor, and reduces 
the line of resistance between the sea (inner coating) and the cloud 
(exterior coating of the condenser) determining discharge. 

Trees, buildings (except tall spires, <&c.) are less prominent. 

The eflects of lightning experienced on telegraph wires, poles, and; 
instruments by direct discharge are less numerous thaa i^ose by in- 
duction, and seldom destructive. 

There were only two cases in the past season where line wires 
(No. 8 iron, diameter 0*170 inch) were absolutely fiised. 

Accumulation of a charge upon a cloud converts it into a powerful 
inducing body. 

It induces in the wire an opposite electricaL state. Discharge 
takes place. The cloud suddenly loses its coercive power. The wire 
recovers its neutral condition, and produces a powerful current in 
opposite direction. 

Wires are affected although buried two feet imderground. Unpro- 
tected poles are often destroyed. Xn one case, twenty auccessive poles 
were so. 

Instruments have had their casea burst out, wood-work has been 
burnt, and the wires of electro-magnets, &c., been fused. 

Clouds are not per&ct conductors, so do not part with all their dis- 
charge at once. There may be several successive discharges. 

Protection, — Sir. W. S. Harris's system approved. 

Houses. — Unnecessary expense is often incurred in protecting them. 

A warm flue, terminating in a metal grate, b a dangerous conductor, 
as it ends in the room and not in earth : hence so many accidents 
indoors. A lightning conductor should expose a prominent metallic 
point, and ofEer a path of little or no resistance thence to earth. 

Hitherto expensive plates or ropes have been used for this. But 
the author thinks galvanized iron wire | indi diameter amply suffi- 
cient for any dwelling house. 

Telegraphic poles, protected by lightning conductors of No. 8 wire 
(^ the above size), have never been injured. 
In one case, fifteen per cent, of unprotected poles havo been struck. 
But no case of dams^ has occuirred for mway years since the poles 
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were eartb-wired. The cross-arms are often damaged as far as the 
earth wires, never below. 

The author can conceive no case in which J inch standard gal- 
vanized iron wire is not ample. 

The conductor should be solid and continuous from the gilded or 
platinum point to the ground. 

Joints should be well soldered. Chains and linked rods should not 
be used. 

Earth connections should be formed with iron gas- or water-mains, 
or be several feet in coke, or in a well. 

Each conductor should make a separate earth. 

All masses of metal in the line of probable discharge are to be con- 
nected with conductpr. 

Conductors should be examined periodically, they should not be 
insulated, nor be near soft metal gas-pipes, nor bent in acute angles. 

The area of protection appears to be that of a cone, whose radius 
is equal to the height of the conductor. 

One conductor is enough for small houses, but each stack of 
chimneys should have one in connection with the main conductor. 

Lead roofs and iron pipes are easily made into protectors for 
buildings. 

Details given for protecting telegraph apparatus. 

The telegraph companies abandoned the use of protectors. The 
Post Office re-introduced them with good results. The Indian tele- 
graph apparatus is protected, and accidents scarcely ever occur. 

Prevention, — Points prevent the accumulation of charges. But 
vrith very tall conductors — as to spires — ^a current results constantly 
in one direction, producing electrolytic action and destruction of 
conductor, as proved by one at Llandaff Cathedral. 

So earth should be made vrith large masses of metal, as gas- or 
water-mains. 

Galvanised iron fastenings should not be used to secure copper 
conductors to buildings, as galvanic action would be set up. 

Appendix. — Letters quoted from Mr. Latimer Clark and Dr. 
Faraday as to damage to underground wires from lightning. 

The Discussion on Mr.Preece's paper was conducted by Prof. Abel, 
Capt D. Galton, Mr. O. J. Symons, who referred to Dr. Franklin's 
suggestion as to cold flision. Prof. Ayrton, who entered at length 
into the system of prevention used with the Lidian telegraphs. Sir 
W. Thomson, and Mr. Latimer Clark. 

Mr. Preece replied, more especially alluding to the phenomena of 
iire balls. 



LIGHTNING EODS AND HOW TO CONSTETJCT THEM.— 
By John Phin, C.E. New York. 1873. 

(Abstracted by W. H. Preece^ O.E.) 

The author is not an electrician nor a patentee, but the Editor of 
an engineering paper called the Technologist, The book is written 
chiefly to counteract the machinations of a great nuisance in the United 
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States, called the *' lightning rod man.'' The Author thinks a good 
rod as important as a fire insurance policy. Every case of injury 
that he has examined was due to defective rods, or to the absence 
of them. The lightning rod is an American inventicoi. He mentions 
several cases of marked immunity from accident due to proper con- 
ductors, notably St. Paul's and the Monument, London ; the Cathedral, 
Geneva ; and St. Mark's, Venice. 

The lightning rod should form the path of least resistance, and it 
may be of iron or of copper. If of iron he prefers a flat bar 1 inch 
by I inch, weighing 13 ounces per foot, or No. 00 copper, weighing 
6| ounces per foot. He also advocates copper rope. 

He thoroughly believes in the conduction through the mass of the 
metal, and quotes (p. 12) several experiments in support of that view. 

He believes in a good earth and in connecting all waterspouts, 
eaves, gutters, and metal work generally with the earth and with 
the conductor ; he thinks one good rod enough, and sees no reason 
why lightning rods should not be painted, indeed, thinks it better to do 
so, for they become less unsightly ; he has no £iith in points, nor in 
gilding, or platinising ; he recommends instead cast iron caps to 
chimneys ; he discards insulation as absurd, and suggests that rods 
may be tacked, or stapled, or strapped to buildings, although he 
prefers staples; recommends strongly that wet earth should be 
reached, and that as large a metal surface as possible should be 
exposed to the ground and embedded in coke ; he does not like any 
connections with the gas pipes. 

He suggests that iron conductors may be welded or have merely 
butt joints, but recommends solder with copper, after being bound 
with tine wire. 

He adduces the fact that Mr. Brooks, of Philadelphia, measured 
the resistance of three rods attached to three buildings that had been 
damaged, and found the average to be above the resistance of one 
hundred miles of telegraph wire. 



TEAIT:e DES PAEATONNEEES, &c. 

Pab a. Callaitd. Paris. 1874. Eoyal 8vo. 

(Ab8tr(teted by Latimer Clark^ C.E,) 

This work consists of 171 pages. It commences with a short 
history of the subject, which occupies the first chapter. The remain- 
ing nineteen chapters treat successively of the collecting points and 
their mode of action ; the conducting rods and the methods of attach- 
ment to different classes of building, and their connection with the 
earth, with concluding observations. 

The second chapter treats of the height of conductors and the area 
protected, in which he follows the usual rules, and recommends lofty 
rods, their office being not only to safeguard the building, but to 
withdraw electricity silently from the air and thus prevent strokes of 
lightning or diminish their violence. 

In Chapter III., after citing the opinions of many other writers, he 
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strongly advocates protectors furnished with sharp points of platina, 
or some inoxydisable metal, securely screwed and soldered on ix> 
copper rods, and condemns points of iron or copper. Throughout 
the work he treats cost as a secondary consideration and considers it 
false economy to spare any expense necessary to ens^uriB the thorough 
perfection of the whole system. 

In Chapters IV., V., and VI. he gives drawings of connections and 
of various forms of weather-cocks. 

In Chapter VII. he recommends multiple points, especially in 
mountainous countries and where storms are prevalent. He also 
points out that many buildings are naturally protected by the metal 
roofs and ornaments belonging to them. So long as these are con- 
nected with the ground, he prefers that the projecting rod should be 
of round iron of considerable length and in one piece, and the con- 
ducting cable should wind round it as a collar, and be strongly 
attached to it by set screws 'and soldering. He does not advise that 
all the masses of metal within a building should be connected with a 
conductor, especially if they are in proximity with human beings, but 
with a well-made conductor he considers it safer to leave them 
isolated. (Chapter IX.) 

For the conductor he recommends Q-ay Lussac's construction, viz., 
a rod of iron about § inch square, carried by iron supports, or a 
twisted cable of iron wires having a diameter of | inch to | inch, 
well tarred Or galvanised, 6 or 8 feet from the soil these are securely 
united to an iron bar ^ inch to 1 inch dialneter. If of copper they 
may be smaller. Has seen rods of copper of i inch effectually pro- 
tect churches, but regards this as a minimum size for a leingth of 80 
feet and | inch as a maximum. The single wires of the cords ma^ 
have a diameter of 1 millimetre ; the joints are made by splicing the 
strands together and soldering them. (He recommends conductors 
of straw in some cases for country use. Chapter X.) 

The conductor is led along the ground in a channel of half drain 
tiles, surrounded vrith coke and terminates in a copper grapnel 
embedded in a basket of coke. (Chapter XIII.) 

Chapters XIV., XV., and XVI. gives details of the construction of 
lightning conductors for tall chimneys, powder magazines, and ships. 

In Chapter XVIII. he gives numerous Examples oi the utility of 
conductors, and in Chapter XIX. he gives a resiwnS of his instructions, 
again insisting on the perfect continuity of the connections and the 
perfection of all the part^ ; these instructions are also embodied in a 
note read before the Academic des Sciences, in 1862, a copy of which 
is given at page 167 of M. Callaud's work. 



BLITZABLEITEB-ANIiAGEN. PEOF. C. ZENQEE'S SYM- 
MKTEISCHE BLITZABLEITEE. C. Korte and Co., Prague. 

(Abstracted by Q. J. Symom^ FJIJS.) 

This is really a trade circular, but it gives, in a compact form, the 
considerations which have induced Prof. Zenger to propose his liew 
system, and a description of the mode in which it is darried but. In 
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the firdt ^Msei it i&ay be wdl to r^rint from the MeUorologieal 
Magazine,^o\. VIII. (1873), page 155, the report of the paper read 
by Prt^. Zengeir at the^ British Assoeiati(»i Meeting. 

PEOP. ZENGEB, ON THE ACTION OF SYMMETEICAL CONDUCTORS 
AND LIGHTNING CONDUCTOES. 

Professor Zenger read a {Mtper on this subject, illustrating it with the well- 
known experiment in physics of placing two insulated hemispheres of brass 
plate in contact with another insulated sphere of brass. If the former were 
charged with electricity and removed from the inner brass sphere, there was 
found no trace of electricity on its surface. The electricity was shown to be 
accumulated on the surface of tiie outer spherical conductor, with equal tension 
in every point of tiie surface. Professor Zenger showed that if the outer 
hemispheres were replaced by two circular wires, no action whatever in the 
iimer conductor was found. He said it was easy to see tiiat tiiis simple 
experiment might prove useful in regard to the construction of electric 
apparatus and of lightning conductors to protect buildings, and even whole 
cities, from the destructive action of atmospheric lightninff. He had, there- 
fore, endeavoured to ascertain the efifecta if any other form of a symmetrically- 
arranged conductor were^ used, instead of a circular form. In the first instance, 
he had-tried the parabolic wires joined to the electroscope ; next, a rectanfi^ar 
wire with five differmt openings. If placed exactly in the middle of the 
rectangular wire, no action was observed ; if placed eccentrically, however, 
there was small but increasing action ; and if he placed a needle or anothei^ 
shar^pointed instrument between the protecting wire and the electroscope, 
he still better' observed the different action produced by placing the electro- 
scope in an eccentrical position. He therefore thoufi^ht that it was possible 
by symmetrical wires placed on buildings, or over whole cities, so to procure 
an entire protection irom atmospherical electricity. If the electric clouds 
should even enter between the objects protected and the protecting wires, 
their activity would be greatly diminished, for the wires would become 
immediately charged, and nearly all ihe electricity accumulated on their 
surface without any danger to the protected buildings. 

Mr. Glaisher, who had taken the chair in the temporary absence of the 
X>resident, said their thanks were due to Professor Zenger for his communica- 
tion upon a subject so important. What they wanted to know was the 
distance at which building^ were protected by a lifi^tning conductor, and 
Professor Zenger's assertion that the sections of a globe were as effective as 
tiie whole globe itself, would be an important ad£tion to scientific know- 
ledge if proved to be so. 

Jnofessor Clerk-Maxwell, who said he had paid some attention to the 
subject of shielding bodies from electrical action by means of the wire, 
feared that the form that Professor Zenger had given them would be rather 
difficult to work out mathematically. 

Professor Zenger said that the correspondent of the Engineer newspaper 
had just informed him that the instrument hut of the Atlantic Telegraph 
Comi)any at Valencia was protected by wires on the principle he had just 
mentioned, and the plan oi protecting the hut had been devised by Mr. 
Cromwell Varley. 

We now pass cm to Messra. Korte's paper, which refers entirely to 
the application of this symmetrical principle to buildings. They 
begin by claiming that Prof. Zenger's system is the only one based 
upon Scientific investigations and practical experimente, and that 
although far better than the primitive arrangements generally adopted 
It cosfii no more. They urge that the conductora should be synn 
riietricaHy arranged, and yet they aay that they ahould lead to the 
side of the house most exposed to the weather. They recommend 
that the upper terminal should be a long oval of gilt brass, some- 
tUiig like a blunt spear-hei^, md that, in ordinary caa^, a single 



Digitized by VjOOQIC 



( 106 ) 

copper rod of 0*20 inch diameter (not a rope of that size) will be 
suiBcient; it is to be taken through porcelain insulators, and the 
earth terminal is to be a copperplate nearly | of an inch thick, buried 
from 6 to 9 feet deep in coke. 



PEOTECTION OF LTPB AND PEOPERTT J^OM LiaHT- 
NING. Bj W. McGebgob. Bedford, 1876. 8vo. 43 pages. 

(Ah8tr<icted by Latimer Clark, CJEJ.) 

Mr. McGregor does not give any new fects in connection with 
lightning, but discusses the theory and action of conductors, and 
quotes numerous opinions from other writers, with practical suggestions 
and precautions to be observed in fixing conductors. 

Among the principal opinions adduced are the following : — 

1. Professor JenHn's statement, that if a conductor be armed with 
a point, the electricity passes into the air rapidly in times of excite- 
ment by induction, and so equalises the tension of the surrounding 
atmosphere as to mitigate, or, in some cases, to prevent the 
discharge of lightning. 

2. De la Eive's observation that a slight break of continuity in a 
conductor is filled by a succession of brilliant sparks during a storm, 
though there be no lightning ; that blunt points or balls are equally 
eflfective when struck, but are more usually accompanied by explosion 
than by continuous discharge. 

3. The opinions of De la Eive, Dr. Mann, and Preece, that a 
conductor practically protects a conical space — of which the radius is 
about double the height — and that the conductor should therefore 
extend to some height above the building. 

4. Ganot's opinions that a conductor should terminate in a point or 
points, have sufficient sectional area, be thoroughly connected with 
the earth, and be connected with lateral metallic surfaces of large 
extent if it passes near them ; either iron or copper may be used, and 
existing rain and water pipes, <&c., may be utilised ; but the joints 
should be made carefully and tested. Chimneys with soot act as 
dangerous conductors, and should therefore be protected. 

The author does not give any precise directions as to the best form 
or size of conductors. 



LTNILDENS FAELIGHED I NOEGE. 

By H. Mohm^, Keistiaioa.. 1876. 

(Abstracted by C, Terkelaen,) 

The author, having been specially commissioned to enquire into and 
investigate the danger of lightning in Norway, found that lighthouses, 
telegraph stations, and other much exposed buildings, which were 
provided with conductors, did not by far suffer so much as churches, 
which in the most cases were unprotected. 

Out of about 100 churches reported to have been struck by lightning, 
only three were provided with lightning conductors : on the nrst, Kongs- 
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Berg, the conductor was in good order, and the church was compara- 
tively uninjured ; tbe second church, Eossnes, built of wood, had a 
conductor, but made of zmc wire, which melted, and of course left the 
church unprotected ; on the third, Br6n6 (struck 17th October, 1872), 
tbe wire had rusted, where it joins the earth, and the church was 
destroyed. 

The author gives a full description of the different cases. 

Of 100 churches struck by lightning, fifty-six were totally destroyed, 
and had to be rebuilt ; twenty-four of that number were churches built of 
stone, twenty-nine of wood ; the building material of the remaining 
three is unknown. It would thus appear that stone buildings are 
almost as much exposed to be damaged by lightning as wooden ones. 
Of the above-named churches only one can be said to have been saved 
by a lightning conductor, viz., Kongsberg. In 1820 the lightning 
struck the church, set fire to a great part of the woodwork, and did 
other damage. The tower was then covered with sheet iron. In 
1862 the lightning struck the tower again, which, however, then was 
provided with a conductor consisting of two thin copper plates, 2| 
inches wide, fastened on the north and south side of the tower, and 
both beginning with the iron rod, on which the vane is fastened ; but 
this rod did not end in a point, but in a gilt cross. The conductors 
were carried down the brickwork of the church to the field, and 
across the market place, and ended in an old water-butt. When the 
concussion took place one of the Hghtning conductors was disabled ; 
but no material injury was done to the tower. In 1872, July 16th, 
the lightning struck a farmhouse about 700 feet from the above-men- 
tioned church ; the farmhouse being about thirty feet, and the tower 
about 160 feet high. 

The construction of a lightning conductor ought to be as follows : 
It consists of the following three chief parts. (1) The receiver ; 
(2) the conductor; (3) the earth connection. The receiver consists of 
a copper point 8 inches long and | inch thick ; which is screwed into 
an iron rod, 1|| to 2 inches thick. The screw must fit well and the 
flats of the copper and iron fittings must be well connected and after- 
wards soldered round the joint to prevent water and air from rusting 
the iron. There are various ways of fastening the receiver to the 
building, but the engineer is generally guided by circumstances. The 
conductor may be made of iron or copper in the shape of rods or wire 
twisted like rope. If made of iron rods they should be round and f 
to I inch thick ; if iron wire-rope is used the thickness must b« 
equal to a rod of | inch ; if made of copper the rod must be at least 
I inch thick, or if made of copper wire-rope | inch. In both cases 
the conductor is put in metallic connection with the receiver, and then 
guided into earth. 

The earth connection is merely a continuation of the conductor and 
must be buried as deep as possible in the earth, and reach the water, if 
it is to be found. 

The end which reaches the water may be constructed in various 
ways, according to circumstances, but it is of the greatest importance 
that the earth conductor never gets dry. If there is great difficulty 
in getting at the water, the earth conductor may be constructed in 
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the following maimer. It is niade of copper, snd has ioined to it as 
many branches as are thought necesBary. Eadi faranen has rivetted 
or soldered to it a copper pkte 1 or 2 feet square ; they are carried 
as far away from the bailding as possible, and buried deep into ihe 
earth. Besides this there must be laid an ^ctra conductor, perfectly 
metallically connected with the chief conductor lust under the surfooe 
of the earth, alongside of it, out from the building, with as many 
branches, and as long, as possible. This conductor becomes efficient, 
as soon as the surface of the earth gets wet through rain, which 
generally falls during a thunderstorm. 



LECTIJBB DELTVEEED BEFOEE THE SOCIETT OF AETS, 

28<A April, 1876. By E. J. Majw, M.D. 

(AhstraeUdhy E. R, Dymond^ F.MJ3.) 

Draws attention in the first place to certain established principles. 

Different powers of various substances for conducting electricity.. 

Electrical induction. 

In dull fine weather the surface of the earth negstiye, the surround- 
ing air. commonly positive, the surficice of the sea positive^ 

How a thunder storm begins, gradually approaching cloud, lightning 
between it and earth. Ac^rding to DelislB and Petit, a lightning 
stroke may extend 9 or 10 miles, but for ordinary circumstances the 
striking distance varies between 650 and 6,500 feet. The lightning 
stroke follows the line of least resistance, and invariably M\s upon the 
most prominent conducting substance, and passes through si:U)stanoeff 
aiffiDrdmg an easy way and offering small resistance without disturlnng 
their molecular condition ; shatters bad conductors ; heats, sometimea 
melts, good but insufficient ones. 

Describes the various forms of lightning — ^flash, diffiised, sheet, and. 
baU. 

A continuous rod of good conducting metal must be carried from 
the top of the building to the ground. Describes varying carrying 
Cfq)acities of iron, zinc, or copper ; recommends j&om his experience in 
South Africa, 42-strand rope of iVth inch galvanised iron wire. 

The disintegrating energy is mainly expended on the extremities of 
the conductor. 

In Natal he used to enclose the top of the rope in a tube of ^xnit 
rinc, finished at the top by a gilded ball of wood, and he opened the 
strands of the wire above it into a brush. The Frendi electridana 
strongly recommend a cluster of pmnts. 

The earth contact must be good and damp« The Erench system of 
Gallaud described. 

Gay Lussac recommended that all large metallic masses should be 
brought into connection wiik the conductor, and the conductor not 
insulted from the building. M. Callaud, on the contrary, adopts 
insulating supports for the conductor, and condemns the connecting 
of metals in the building. 

The metals tised in the ccmstruction of the buildings may be utilised 
as conductors ;: rain pipes, metal ventilating pipes, but not soft metal 
gas pipes. 
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ON THE PEOTECnON OF BUILDINGS PEOM LIGHTNING. 
By Fbohsssou J. Clebk Maxwell, F.B.S. 

(Beprinted from the Beport of the British Association for ihe Advance- 
ment of Science, 1876.) 

Most of those who have giyen directioDs for the construction of light]xinfi[ 
conductors have paid great attention to the upper and lower extremities of 
the conductor. They reconunend that the upper extremity of the conductor 
should extend somewhat above the highest part of the building to be pro- 
tected, and that it shouljl terminate in a sharp point, and that the lower 
extremity should be carried as far as possible mto tiie conducting strata 
of the ground, so as to " make " what telegraph engineers call *' a good earth." 

The electrical efifeot of such an arrangement is to top, as it were, the gather- 
ing charge, by facilitating a qtdet disdiarge between the atmospheric accu- 
mulation and the earth. The erection of the conductor will cause a somewhat 
greater number of discharges to occur at the place than would have occurred 
if it had not been erected, but each of these discharges will be smaller than 
tiiose which would have occurred without the conductor. It is probable, also, 
that fewer discharges will occur in the region surrounding the conductor. It 
appears to me that these arrangements are calculated rather for the benefit of 
.the surrounding country, and for the relief of clouds labouring under an accu- 
mulation of electricity, than for the protection of the building on which the 
vConductor is erected. 

What we really wish is to prevent the possibility of an electric discharge 
taking place within a certam region, say, the inside of a gunpowder 
maniu^actory. 

If this is clearly laid down as our object, the method of securing it is 
equally clear. 

An electric discharge cannot occur between two bodies unless the difPerence 
of their potentials is sufficiently great compared with the distance between 
them. If, therefore, we can keep the potentials of all bodies witiiin a certain 
region equal or nearly equal, no discharge will take place between them. 
We may secure this by connecting all these bodies by means of good con- 
ductors, such as copper-wire ropes ; but it is not necessary to do so ; for it 
may be shown by experiment that if every part of the sunace surrounding 
a certain region is at the same potential, every point within that region must 
be at the same potential, provided no charged body is placed within the 
region. 

It would therefore be sufficient to surround our powder-mill with a con- 
ducting material (to aheathe its roofs, walls, and ground-floor with thick 
sheetrcopper), and then no electrical effect could occur within it on account of 
any thunder-storm outside. 

There would be no need of any earth-connection. We might even place a 
layer of asphalt between the copper floor and the ground, so as to insulate the 
building. If the mill were then struck witii lightning, it would remain 
charged for some time, and a person standing on the ground outside and 
touching the wall might receive a shock ; but no electrical effect would be 
perceiv^ inside, even on the most delicate electrometer. The potential of 
every thing inside, with respect to the earth, would be suddenly raised or 
lowered, as' the ease might be; but electric potential is not a physical con- 
dition, but only a matiiematical conception, so that no physiod effect could be 
perceived. 

It is therefore not necessary to connect large masses of metal, such as 
engines, tanks, &c., to the walls, if they are entirely within the building. 

If, however, any conductor, such as a telegraph wire or a metallic supply- 
pipe for water or gas, comes into the bmlding from without, the potential of 
this conductor may be different from tiiat of the building, unless it is con- 
nected with the conducting shell of the building. Hence the water or gas 
supply-pipes, if any enter tte building, must be connected to t^e system of 
ligntning-oonductors ; and since to connect a telegraph-wire with the con- 
ductor would z^ider the telegraph useless, no telegri^irom without should 
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be allowed to enter a powder-mill, though there may be electrio-bells and 
other telegraph apparatus entirely within the building. 

I have supposed the powder-mill to be entirely sheathed in thick ^eet- 
copper. This, however, is by no means necessary in order to prevent any 
sensible electric efFect taking place within it, supposing it struck by lightning. 
It is quite sufficient to enclose the building with a network of good con- 
ducting substance. For instance, if a copper wire, say No. 4, B.W.G. ^0*238 
inch in diameter), were carried round the foundation of a house, up each of 
the comers and gables, and along the ridges, this would probably be a sufficient 
protection for an ordinary building against any thunder-storm in this climate. 
The copper wire may be built into the wall to prevent theft, but it should be 
connected to any outside metal, such as lead or zinc on the roof, and to metal 
rain-water pipes. 

In the case of a powder-mill, it might be advisable to make the network 
closer by carrying one or two additional wires over the roof and down the 
walls to the wire at the foundation. If there are water- or gas-pipes which 
enter the building from without, these must be connected with the system of 
conducting-wires ; but if there are no such metallic connections with distant 
points, it is not necessary to take any pains to facilitate the escape of the 
electricity into the earth. 

It is desirable, however, to provide for the safety not only of the building 
itself, but of the system of conductors which protects it The only parts oi 
this system which are in any danger are the points where the electricity 
enters and leaves it. If, therefore, the system terminates above in a tall rod 
with a sharp point, and downwards in an " earth wire," the external discharge 
will be almost certain to occur at the ends of these electrodes, and the only 
possible damage will be the loss of a few particles from their extremities ; 
but even if the rod and wire were destroyed altogether, the building would 
still be safe. 



On Boilee and Faotoet CHIMNEYS and LIGHTNING 

CoNDirOTOES. BY E. WiLSON. 1877. 
(Abstracted by Prof. T. Hayter Lewis, F.S.A.) 

The author refers to the wide-spread disbelief in the efficiency of 
conductors, the common opinion being that metallic bodies, especially 
when pointed, attract lightning, and are therefore dangerous. This 
is quite erroneous. 

" On an electrified cloud passing over a pointed conductor, the 
opposite and induced electricity of the earth is discharged from the 
point of the conductor, and the cloud and air are often thereby 
neutralized without producing lightning at all. But when a dis- 
charge does take place, the conductor offers a line of comparatively 
small resistance-" 

The author further says that, "if electrified clouds be driven to 
the erection in such masses that the opposite electricity does not 
stream away from the point of the conductor in sufficient quantities 
to prevent a spark from passing, the spark or flash will pass from 
cloud to conductor in preference to any neighbouring point." 

He refers to the safety of conductors, as shown by Sir W. S. 
Harris's reports. 

When injury to buildings has occurred where lightning rods are 
fixed, they have been " ignorantly and wrongly applied,'* or joints 
have rusted, the rods been broken, or earth contact has become 
imperfect. 

He refers to Harris and Faraday as to sectional area of con- 



Digitized by VjOOQIC 



( 111 ) 

ductor. Considers a rope to be better than a rod, as it is less liable 
to be fractured and to have badly formed joints. 

The upper extremity should project into the air as high as the 
diameter of the chimney top. 

The rod should not be inside a chimney, as gases are liable to 
injure it. 

The conductor should communicate with all metal in the chimney. 

Insulation is not required. 

All contact between copper and iron should be ayoided on account 
of galvanic action. 

Earth contact should be tested every year. Anderson's galvano- 
meter approved of for this. 



NOTJVEAU PAEATONNEERE ACCEPTil PAE L^ACAD^MIE 

DES SCIENCES. PabJaeeiant. 8vo. Paris. 1877. 

(Abstracted by O. J". JSymons, FMJS.) 

This pamphlet is really a letter by M. Erancisque Michel respecting 
some new patterns of lightning conductors made by M. Jarriant, and 
submitted to the Academic des Sciences by M. le Comte du Moncel. 
The author states that there have been many theories as to the 
advantage of conductors rising to great heights above buildings, and 
that, on the other hand, some persons" have urged that buildings 
should bristle all over with points, and thus prevent any disruptive 
discharge. He thinks that, owing to the translation of the storm- 
cloud by the wind, these short points will not always have time to 
act, and says that the only rational plan is to place a conductor high 
above the house it is intended to protect, and so constructed that it, 
and it alone, offers a path of scarcely appreciable resistance to the 
electric discharge. He says that in Germany they put a metal 
sphere on the top of the conductors, but in France, both the Academy 
and the Commission of the City of Paris have advised that they 
should terminate in a point. 

M. Erancisque Michel says that formerly a conductor was supposed 
to protect all objects within a cone whose base had a radius of twice 
the height of the conductor ; but that he and M. E^lix Lucas had 
investigated the question geometrically, and have arrived at the con- 
clusion that the radius cannot exceed 1*75 of the height. Hence, in 
many buildings, it became necessary either to increase the number 
of the conductors or to make them more lofty, both alternatives lead- 
ing to increased expense. M. Jarriant's design, which consists of 
galvanized angle iron bolted together, enables the increased elevation 
to be obtained at a price twenty per cent, below that of the old pat- 
terns. The angle irons themselves offer much surface, their angles 
are useful for discharging electricity, and they carry at the top the 
copper terminal recommended by the Academic. 
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A PEACTICAL TEEATISB ON LIGHTNING CONDUCTOES. 
By Henbt W. Spaj(o. Philadelphia. 1877. 

(Abitracted by Prof. T. Hayter Lewis, FJSA.) 

" The identity of electricity, manifested by friction, with that con- 
tained in the atmosphere, was not ftdly verified until Franklin's 
experiment with his late in June, 1762." 

" In restoring the equilibrium between the opposite electricities of 
high potential, the dischai^ will pass by the shortest path, even 
though a poor conductor, in preference to a longer path through a 
good conductor.** 

The electricity of the earth is usually negative— of the atmosphere, 
usually positive. 

He quotes experiments at Kew to this elkct. 

The friction of solid and liquid particles against the earth, and 
against each other in the air, produced by the wind, is a source of 
atmospheric electricity. 

The height of the lower part of the thunder-clouds above the sea 
in the United States averages tlbout 2,500 ieet. 

Dense thunder-clouds are good conductors, and are electrified to a 
certain extent by the induction of the electricity contained in the 
surface-earth. As electricity accumulates in the thunder-clouds it 
acts by induction on the sirface-earth, and causes a corresponding 
increase of potential in the earth and the objects thereon. 

He alludes to the vitreous tubes (ftilgurites), 5 feet to 76 feet deep, 
as being formed by electricity passing to the subterranean wat^vbed 
through sand or other dry ef«i;h. 

A highly positively electrified cloud within 3,000 feet of a building 
causes the latter to be intensely negatively electrified by induction. 

So also the earth beneath the building and the upper portion of the 
subterranean water bed. 

Whatever offers the least resistance to the stroke will be its chosen 
path and it will never leave a very good line of conductors, which is 
in a short path between two opposite electricities, for an inferior one. 

161 persons are killed by lightning annually in the United States, 
France, England, and Switzerland. 

He quotes Sir "W. S. Harris's system for the Navy as preventive. 

There is no absolute safety anywhere out of doors. It can only 
be found inside a structure having good conductors, with good earth 
connections. 

Conductors cannot prevent disruptive discharge. They simply 
furnish a good path for lightning which passes over them without 
doing any damage. 

Protective Area, — A committee appointed in 1876 by the Prefect of 
the Seine reports as protected, a circular space whose «idius is equal to 
1-46 [Should be 1*76, see page (67). Ed.] of height of conductor. But 
this is not always to be relied upon. 

It is necessary that a ccmductor extend along the ridge, gable ends, 
and eaves of a house, and above each chimney. 
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Lightning is electricity of very high potential, and the difference 
of conductivity between the resistance of copper and iron to a light- 
ning discharge is small and practically amounts to nothing. 

Iron rod conductors not to be less than ^^ inch diameter. "No 
case is recorded where such a rod, properly connected with the earth, 
has been fused or greatly heated by lightning. 

Paint or an ordinary amount of rust does not affect conductivity. 

A conductor of large surface exercises a much greater protective 
action than the same quantity of metal in the form of a wire or 
solid rod. 

Not because electricity in motion resides on the surface, but that 
the expansive action of a discharge may have a wider scope through 
the metal. 

So iron rain water-pipes are good conductors, and should be con- 
nected with metal spouting, conductor on ridge, &c. 

Cable conductors bend easily and can be made in one length, so 
often answer better than bars. 

If earth connection is good, rusty joints are of little consequence. 

Conductors are not to be insulated. 

Iron pipes for gas, water, heating, &c., also iron columns extending 
from basement to near the roof are to be connected with conductor 
and earth terminals. 

The pipes on each side of gas meter are to be connected by iron 
bands. 

Air terminals are to rise about 4 feet above each chimney or other 
elevated projection. 

High steeples to have horizontal conductors round them at every 
20 feet in height connected with vertical conductors. 

One terminal in the centre of a building not over 25 feet long or 
wide is sufficient, or one at each end of the ridge. One to each 20 
feet of a large building, with one at each end and to each chimney, &c. 

When the horizontal portion of a lightning conductor, or path 
along the roof of a building from ridge to eaves (sic) exceeds 50 feet 
in length, the path becomes rather indirect for a lightning discharge, 
which is then apt to select a shorter route through the building. 

The upper part of terminal need not be gilt. 

Points are practically of no use. 

Chimneys are very likely to be struck, owing to the heated air 
rising from them. 

Provide against this by metal caps. 

There is danger also, owing to the vapour rising from them, from 
bams stored with new hay or grain, stables, schools, churches, &c., 
containing many people, flocks of sheep, &c. 

Earth terminals must be in moist ground. 

The author quotes Prof. F. Jenkin as to the difference of conduc- 
tivity between well moistened and perfectly dry earth (as porcelain, 
&c.) in electricity of low potential, as 1,000,000,000,000 to 1. 

Qas and water mains usually 4 feet or so deep in dry earth, there- 
fore not good conductors. 

Examples quoted of injury to their joints by lightning, which 
passed from conductors to the mains. 

It 
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Suggests, as earth terminal, an iron pipe, 10 feet long^ 2 inches 
diameter, open at each end, perforated at sides, put in vertically, and 
haying the water from pipes for rain and waste led into it. 

To be 8 feet from foundation. 

Gives engravings of numerous forms proposed for conductors, 
most of them being defective, and none show improvement on 
Franklin's round rod. 

Copper rods held by iron staples, and connected with iron earth 
terminals, are bad, owing to galvanic action. 

Copper wires in cable conductors become brittle, and snap when 
vibrated by the wind; sometimes, also, they are eaten away by 
electrolytic action. 

He gives a drawing of a house protected as suggested by him, viz., 
by metal rain water-pipes connected with the metal gutters and 
ridge ; also with his improved earth terminal by a good iron bar 
conductor. 

Gas, water, and other pipes are to be connected together, and with 
conductor. 

These often give better path for lightning than the conductors. 

But dangerous if without proper earth terminal. 

He disagrees with Prof. C. Maxwell's theory as to disconnecting 
the metal covering, &c., of buildings from the earth. 

Lightning conductors detached from buildings do not afford absolute 
protection. 

Lightning has great affinity for gas-holders, so one of the nearest 
guide columns should be connected by a metallic conductor with the 
pipe leading to street main, and also with a vertical earth terminal. 

When a telegraph line is altogether metallic, well insulated upon 
poles, &c., and not metallically connected with the earth, the electricity 
of a storm-cloud will not exert so strong an inductive influence upon 
it as upon a line whose ends terminate in the earth. 

Line wire is often melted, poles and apparatus shattered, and 
employes sometimes killed. 

As a remedy, a galvanised iron wire is now fastened to every fourth 
pole by iron staples, from 4 inches above the top of the pole to a coil 
about 10 feet long of iron wire beneath its lower end. 



Ubber BLITZABLEITEE und BLITZSCHLAGE m GEBAUDE 

WBLCHB MIT BLITZABLEITEEN VEESBHBir WAEEN. VoiT G. 

Kaestjen. Kiel. 8vo. 1877. 

(Abstracted by R. Van der Broeh,) % 

In this pamphlet Dr. Karsten gives an account of two cases in 
which buildings that were provided with lightning conductors were 
damaged by lightning. The author states that the statistics for the 
year 1873 show that in Schleswig-Holstein twenty-six per cent, of all 
the cases of fire were caused by lightning ; ^ th part of these cases 
occurred in the towns and the remainder in the country. 
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Do lightning conductors guarantee absolute protection? The 
author answers this question as follows: There is no absolute 
certainty in empirical matters ; each new case may direct our atten- 
tion to circumstances that had been overlooked. K lightning con- 
ductors cannot be said to ensure perfect safety, they certainly afford 
a very high degree of protection. 

The flash of lightning which struck the church at Grarding, on the 
18th of May, 1877, fractured the conductor in fifteen places and 
pierced the wall of the steeple in two places. The inefficiency of the 
conductor resulted from the carelessness with which it was fixed; 
the line was laid down the north side of the steeple and fastened 
with twenty-five wall eyes ; these wall eyes were hammered too deep 
into the wsdl, thus damaging the line and forming a short and sharp 
bend in each case, besides also unduly straining the wire. The 
damage to the steeple was the consequence of a neglected secondary 
circuit. There are an excessively large number of tie-rods in the 
steeple ; the heads of these rods are not connected together, neither 
are they, except in one case, in close . proximity to any of the larger 
masses of metal that are about the building. The conductor passed 
close to one of those heads ; the south side of the steeple, where the 
opposite head is, becoming wet through the rain, a secondary circuit 
was formed, and a return shock followed ; the damage to the steeple 
was trifling. 

The rod was provided with a conical point rather blunt but sur- 
mounted by a short platinum point. The copper line-wire was of 
good material — ^not of a uniform thickness, but at the weakest places 
not weighing less than 240 grammes per lineal metre (8 oz. per yard 
or rather less than | inch diameter if solid). The earth-plate was 
sunk into a well 10 metres deep, and tested faultless after the 
discharge. 



iferUDE SUE LBS PAEATONNEKBES lbub COISTSTEUCTION 
LBUE INSTALLATION. Pab Jabeiant. 8vo. Paris. 1878. 

(Abstracted hy O. J. Symons, F.R.S.) 

This pamphlet opens with two pages devoted to the consideration 
of MichaeUs's work published in 1783, " De Teffet des pointes placees 
sur le Temple de Salomon;" then it becomes more practical, refers to 
the Academy of Bordeaux propounding in 1750 the question as to 

Jbhe identity of lightning and electricity, and to Eranklin's letter in 
the same year to Collinson, giving his reasons for believing in the 
analogy; states that the experiments suggested by him were re- 

^peated by Buffon and Dajibar in March, 1752, and subsequently 
repeated at Marly before Louis XV. Then the writer refers to the 
erection of the first conductor in France, to the popular displeasure 
which it excited, and to the long legal process before the proprietor 
was allowed to keep it in position. 

K 2 
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The author thinks that in many cases it is better to slightly increase 
the number of conductors than to make them of excessive length, 
because the latter course causes them to fatigue and jar the roof 
timbers by their vibration with the wind. 

Eespecting platinum points he speaks strongly and to the following 
effect ; — " I have alreaay mentioned that Franklin's first conductor 
was melted. Since then, the upper terminals of conductors have been 
made of platinum, because it is the least ^sible, the least oxidizable 
of all metals, and a very suitable one for making into points. More- 
over, the sharper a point the greater its preventive action, and hence 
I condemn every conductor without a platinum point. Although 
some manufacturers employ simple copper cones, which may certainly 
last some time without deterioration, believing in the desirability of 
the points being always in perfect order, I reject their system 
entirely." 

Few persons are used to making platinum points, it is a Parisian 
speciality, those which the author prefers, form a cone of about 10 
degrees at the opening of the point and are about 1 J inches long, 
then screwed and soldered into a mass of copper forming a nut on 
the conical copper rod, which is 1 foot or 1 foot 6 inches long. The 
platinum point thus mounted can only give rise to a galvanic action 
so extremely feeble as not in the least to affect the durability of the 
apparatus. Some persons for the sake of cheapness suppress this 
platinum point, but they are wrong, the saving is slight and the 
result defective. The author objects to conductors made of bar iron 
because the joints are always defective, and if the section be too 
small they may be so heated as to set fire to the charcoal in which 
the lower extremity is buried.(!) However, the author prefers a rope, 
but he does not say whether of iron or copper, and he puts a strand 
of hemp in the middle so as to make it more pliable. 

"Arrived at the ground the conductor ought not to be in immediate 
contact with the earth, for the damp would slowly destroy it ; we 
avoid this (?) by making it pass through a trough filled with coke. 
Experience has shown that iron thus buried in coke undergoes no 

change even during thirty years Broken coke is better than 

charcoal because of the great quantity of water which it absorbs." 

The author then says that after passing through this trough the 
conductor must be continued into a well, or into very moist earth, 
and should end with a discharger like a fork with many prongs. 
He recommends that all the iron be galvanized. 
Although the concluding paragraph, coming from a manufacturer, 
sounds rather like seH-recommendation, it undoubtedly contains 
important truths. M. Jarriant says : — 

" I cannot too strongly advise that in erecting conductors thos# 
specialists should be employed, whose studies and constant practice 
enable them to ensure perfect work. It is necessary also that every 
workman should remember that in placing a lightning conductor he 
holds in his hands the lives of men, that he should feel conscientiously 
interested in the perfection of his work, and, finally, that he should 
feel that it is a mission which he fulfils, and not a mere matter of 
trade at which he works." 
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EEPOET ON THE UaHTinNa CONDUCTOES or the SMALL 
AEMS AMMUNITION FACTOEY at DUM DUM, CAL- 
CUTTA. By W. p. Johb^ston. Government Telegraph Press. 
1878. 4to. 

(Abstracted by W. H. Preece, O.E.) 

This is an interesting report of a careful inspection and an electrical 
testing, by a skilled electrician, of the lightning conductors at this 
place. Although most carefully protected by well arranged and 
adequate copper rods, copper bands, iron rods, and iron tubes, and 
terminated in points, it was found that the points were covered either 
with rust or with paint, and that the earth connections were so bad 
as to render the buildings unsafe, although there was no difficulty in 
obtaining a good earth at any part of the fiictory. 



ATMOSPHEEIC ELECTEICITT. By David Bbooks. Phila- 
delphia. 1878. 8vo. 

(Abstracted by W. H. Preece, C.E,) 

A pamphlet by a distinguished American telegraph engineer, giving 
his view on the magnitude and origin of atmospheric electricity, 
which he attributes principally to the friction of air on ice in the 
Polar regions, and which circulates southwards in the higher regions 
of the air, and northwards in the crust of the earth. Hence also 
Aurora BoreaHs which is always preceded by high winds and most 
frequent when the earth is covered with snow. 

Thunderclouds are usually about 2 miles high and from 13 to 23 
miles thick. Lightning is much less frequent in mountainous than 
in plain countries. Copper lightning conductors are often applied 
to iron ships and iron buildings, but absurdly, as they are in such 
cases superfluous. 

The author advocates immense earth plates where there are no gas- 
and water-pipes, which he calls the best lightning rods ever erected, 
because they are electrically in perfect connection with the earth. 
The track of a railway makes a capital earth. He has never known 
an accident where proper conductors were used, whereas he has 
known many accidents from imperfectly and improperly constructed 
lightning rods, though of the latest and most approved patents. 



CATALOGUE Messes. A. Collin kt Fils, Article 
PAEATONNEREES. Paris. 4to. 

(Abstracted by Prof, T. Hayter Lewis, F,S,A,) 

The authors state that a Municipal Commission has recommended, 
to the exclusion of all other points, copper about | inch diameter, 
terminating in a cone of 30^. 

As to the area protected Messrs. Collin refer to the reports of the 
Academy in 1823 and 1854, admitting, as a limit of protected area. 
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A circumference of which the radius equals double the height of the 
upper terminal for slightly elevated buildings, and simply the height 
for towers, Ac., but this rule is b^^y defined. 

The authors quote formulae based upon the assumed altitude of the 
storm cloud, but state them to be unreliable. 

The Academy in 1864 reports that an electrified doud is equally 
attracted at equal distances by a metallic part of the roof and by the 
terminal of the conductor. 

, Exposed points of pinnacles, Ac., are to be united to main con- 
ductors. 

K copper be too expensive use iron wire. 

The conductors are to be supported at about 10 centimetres (4 ins.) 
from walls and roofs. 

The Academy recommends them to be isolated on glass or porce- 
lain, but the New Commission rejects this, and suggests that all 
metallic parts be united to the conductor, — also recommends that 
wells be sunk to water level, as earth connections. 

But this would often entaol a depth of 20 to 100 metres, or even 
more. So the conductors may be sunk into moist earth and sur- 
rounded with coke, and if necessary, may terminate in a sheet of 
copper. 

A good earth is very important. Connection with water mains 
advised. 

The authors have fixed 8,000 lightning conductors on their principle 
without failure. 

They give engravings of the various parts. 

They engrave a diagram of a powder magazine which they propose 
te protect by a tall isolated lightning conductor fixed at a distance 
from it, and at such a height as that it will be included in a cone 
whose radius is equal to the height of the conductor. 



THE SCIENTrPIC AMERICAN, NOVEMBER 1st, 1879. 
(Abstracted by Alfred J, Frost,) 

We learn that a lightning rod company in Cincinatti has patented 
a system of lightning protection, which consists of an iron rod run- 
ning along the ridge oil the building with points at each end projecting 
upwards. It is supported upon large glass insulators, and has no 
electrical connection with the building, and no rod running to the 
ground. It is said that there are many public buildings in Iowa 
which have been provided with this system of lightning rods. 

Professor Macomber, of the Iowa Agricultural College, in reply to 
an inquiry, says that it would be possible that a house insulated with 
a glass foundation could be struck by lightning, but adds, " By insu- 
lating a building the tendency to be struck by lightning would be very 
much lessened, and the severity of the shock much decreased. Prac- 
tical illustrations of this can easily be obtained by means of an electri- 
cal machine. A spark can be made to pass from the machine to an 
insulated body, although the force of the shock will be much less than 
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when not insulated. Practically, it would be almost impossible to 
insulate a building, because after rain commenced to fall it would wet 
it so that communication with the earth would be established." 



EEMAEKS ON THE ATMOSPHEEIC ELECTEIOITT AND 
ON THE ACTION OP LiaHTNlNG CONDUCTOES. By 
Peof. De. G. Kaestbn. 2nd edition. Kiel, 1879. 

(Abstracted hy B, Van der Broek.) 

The author of this pamphlet. Prof. Dr. G. Karsten, states that 
thunderstorms are particularly dangerous in Schleswig-Holstein. He 
attributes that fact to the scarcity of woods in that province, not 
more than five per cent, of th^ surface being wooded ; whilst in the 
Prussian empire the proportion of woods is twenty-three per cent. 

Woods promote a unitbrm dampness of the atmosphere and lessen 
the up-current of air, which up-current contributes considerably to 
the formation of thunderstorms ; and the woods thus cause the dis- 
charges of the electricity to take place principally between the clouds. 

We do not yet know with certainty what the causes of atmospheric 
electricity are, but we do know u^der what conditions or circum- 
stances thunderstorms may occur. 

Thunderstorms are only formed when a violent condensation of the 
rarified particles of water, which the atmosphere contains, takes place. 
Such a sudden condensation, and the consequent formation of a 
thunderstorm, may occur when two different masses of air — the one 
moist and warm, the other dry and cold — intermix rapidly. The 
former of these currents we call the South, or Equatorial current, the 
latter the North, or Polar current. K these currents penetrate each 
other, or intermix slowly, long continued falls of snow and rain ensue ; 
if they mix rapidly thimderstorms are formed during the warmer 
seasons, and sometimes also during the colder seasons. 

The Schleswig-Holstein Provincial Eire Insurance Association alone 
paid, in sixteen years, the sum of ^£102,832 (an average of £6,427) for 
damages caused by lightning. This province loses altogether ;£12,500 
per annum through fires caused by lightning. 

The author's very interesting remarks on the construction of light- 
ning conductors are briefly summarised in the following general rules : 

1. Copper and iron form the best materials for lightning con- 

ductors ; lead and zinc may be used for secondary conductors. 
(Nebenleitungen.) 

2. If the conductor be constructed of iron, it should weigh from 

1,200 to 3,400 grammes per metre (2^ lbs. to 7 lbs. per 
yard), according to its length; a copper conductor should 
weigh, under the same circumstances, from 250 to 600 
grammes per metre (^ lb. to 1| lbs. per yard). 

3. The conductor must be connected with all the projecting 

comers and pointed parts of the building. 

4. There must be no sharp curves or bends in the conductor. 

5. The conductor must be connected with all the large and 
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extensive masses of metal that may be about the building. 
This connection may be made by wires leading towards the 
rod, as well as in the direction of the earth contact. 

6. The rods must be surmounted by good points, which must 

not be liable to be fused by the discharges of the electricity. 

7. The height of the rods must be in proportion to the size and 

shape of the buildings ; but it is better to erect several 
short rods than one extraordinarily long one. 

8. In making the connection with the earth all sharp curves 

must be avoided. 

9. The underground part of the conductor must be made of 

galvanized metal, so as to minimise the effects of oxidation, 
or, in case a layer of coke is used, to prevent the action of 
the sulphur. 

10. The earth-contact should terminate in a plate, which, if pos- 

sible, should always be immersed in water. If this can be 
80 arranged the plate must have a surface yVth of a square 
metre (1 foot square) for conductors for small buildings, 
whilst a plate of a surface of 2 square metres (6 feet square) 
will be sufficient for conductors for the largest buildiii^gs. 

11. Where a permanent contact with water cannot be established, 

several plates of a larger sizQ must be used, and laid in a 
stratum of coke. 

12. In the case of very large buildings, provided with several rods 

and secondary conductors, several earth-contacts should be 
made which should be connected with each other. 
With reference to the upper terminal point, the author remarks, in 
an appendix to the second edition of his pamphlet, that it should be 
made of a conical form of a basis of from 20 to 30 millimetres (0-8 in. 
to l'2in.), and of a length of 150 millimetres (6 inches) ; it must con- 
sist of pure copper and be gilded. It is useful to provide it with a 
platinum needle 15 millimetres (half an inch) long, and about 4 milli- 
metres (0'2 inch) thick at its base ; or with a cone of chemically pure 
silver, the proportion between whose base and height must be as 2 j 3. 



LiaHTNINQ CONDTJCTOES. By Eichaed Ain)BBSoir, 
London, 1879. 

(Abstracted by Prof. T, Hayter Lewis, F.JS.A.) 

Historical Facts — 

The following are brief references to some of the principal facts 
recorded in this volume :^- 

1600 A.D. Dr. Q-ilbert showed that magnetic and electrical pheno- 
mena were emanations of one force. 

1650. Otto Von Quericke constructed a little electrical machine 
(mainly of a ball of sulphur on a revolving axis). 

Sir I. Newton constructed a machine of glass, but used it merely 
for amusement. 
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1675. The polarity of a ship's compass was found to be reversed 
by a stroke of lightning. 

1708. Dr. Wall said that the light and crackling of rubbed amber 
seemed in some degree to resemble lightning and thunder. 

1709. P. Hauksbee, r.E.S., showed the similarity between the 
electric^flash and lightning. 

1720*! S. Gray, PJB.S., showed this by experiment, but was dis- 
credited. 

1745. The first great step in this science was made at Leyden, by 
J. N. Allamand and P. van Musschenbroek, who discovered the pro- 
perties of the Leyden jar. The priority of this invention disputed 
by Dr. "Winckler, of Leipzig ; a mania for experiments arose. 
Louis XV. tried them, unsuccessfully, on 180 of nis Guards; but 
with perfect success on 700 Carthusian Monks. 

1746. Dr, Franklin^ of Philadelphia, saw some electrical experi- 
ments, and in 

1747 received a glass tube and some books on electricity from 
London ; then began to make experiments ; sold his business, bought 
apparatus and made electricity his study. Discovered that electricity 
passed most easily and quickly through sharply pointed metals ; that it 
was positive and negative ; and that lightning and electricity were 
identical. He sent these results to the Eoyal Society, who refused 
to allow them to appear in their Transactions ; he then published 
them in a pamphlet. It was not appreciated in England, but met 
with great applause in Prance, and was also translated into German, 
Italian and I^itin. 

1747. The subject was taken up in England in a thoroughly 

Practical manner. Dr. "Watson, Mr. Polkes, Lord C. Cavenfish, 
)r. Bevis, &c., experimented on a wire stretched across the Thames. 
The charge was found to come back by the water. The same result 
followed through moist earth. A gun was fired at a distance of four 
miles ; the passage of the charge appearing to be instantaneous. 

New experiments were made by Dr. Watson with glass rods, 
2 and 3 feet long and 1 inch diameter. These showed that the rods, 
&c., contained electricity only as a sponge holds water. 

1752. Experiments by Messrs. DaUbard and De Lor, at Marly- 
la-Ville, near Paris, in May, described. 

1752. July. Pranklin tried his Kite successfully, then his fame was 
established, and he erected, on his own house, the first lightning rod. 

1753. Prof. Eichmann, St. Petersburg, was killed whilst experi- 
menting. The use of conductors opposed, violently in Prance, by 
Abb^ NoUet. 

1755. An earthquake at Massachusets, was laid to the charge of 
the numerous lightning conductors. Pranklin pushed their use by 
means of his publication, " Poor Eichard," which had an enormous 
circulation; particulars given showing success of lightning con- 
ductors. 

1762. The first lightning conductor used in England, and Dr. 
Watson asked to send in designs for lightning rods for ships. He 
did so, but in an unpractical way, and they were disused. 

1764. St. Bride's steeple struck. 
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1769. The Dean and Chapter asked Boyal Society for advice as to 
protecting St. Panrs. Committee of Boyal Society disagreed as to 
whether rods should be pointed. Pointed rods were used. 

1769. The first conductor fixed to a public building in Europe 
was to a church steeple in Hamburg. 

De Saussure, at u^neva, had some difficulty in explaining to the 
citizens that his conductors were not dangerous to his neighbours. 
There was a great fear, generally, as to their use, e.g,, a lightning 
rod was erected, secretly, by the Priests at the Cathedral of Siena, 
and excited great terror in the townsmen when discovered, but a 
terrific stroke of lightning left the tower uninjiu<ed. 

1772. Dr. Ingenhousz's experiments. 

1774. The University of Padua protected by conductors. 

1777. A building at Purfleet was struck though it had » conduc- 
tor, but this was shown to be defective. 

Sir J. Pringle had to resign his Presidency of the Boyal Society 
because he advocated points, but experiments were made and ended 
in fovour of points. 

1778. The Venetians decreed that lightning rods should be erected 
throughout the Bepublic. 

1819. Electro-magnetism discovered by (Ersted. 

1822. Sir W. S. Harris took up the question of providing good 
conductors for ships, and afterwards made a list of 250 accidents to 
ships in 40 years ; also of 200 seamen killed or wounded in that 
time. At this time no importance was attached to the subject in 
England, except in the case of Sir W. S. Harris. He insisted on 
the necessity of lightning rods. A commission of inquiry was ap- 
pointed by H.M. Government to investigate the best method of ap- 
plying lightning rods to H.M.'s ships, and they reported (in 80 pages 
folio) that lightning rods were rather new fangled things, but might 
be tried, without special harm to anybody. So most ships were 
fitted with them after Sir W. S. Harris's design. He was faiighted 
in 1847. An iron built ship, metal rigged, is as well protected from 
lightning as Solomon's Temple. Harris combated the opinion of 
those who said that lightning rods attracted lightning. 

Even in 1826 a government engineer recommended, on this 
ground, that all lightning rods should be pulled down, and, in 1838, 
the Govenor-Q-eneral of India ordered this by the advice of his 
" scientific officers." This was not countermanded imtil several 
buildings had been destroyed. 

Army circulars are now regularly issued^ containing Sir W. S. 
Harris's suggestions. (These quoted by Mr. Anderson). 

Sir C. Barry suggested that Sir W. S. Harris should design light- 
ning conductors for new Houses of Parliament. He reported in 
1855. He used conductors of 2 inch copper tubes, ^th-inch thick, 
to towers and other elevated parts, secured to masonry by metal 
staples. The cost was ^2,314. 

As to conductors, Le Boy recommended that they should rise not 
less than 15 feet above chimney and summit of any edifice. 

Mr. Anderson gives technical names of parts of lightning rods in 
different countries. Chains first used, and gave rise to many acci- 

Digitized by VjOOQIC 



( 123 ) 

dents. Tin and lead conductors tried ; lead especially, from its easy 
application to sharp curves, &c., but it is liable to be broken, and is a 
l^ conductor ; so it went out of use. 

Some particular buildings are constantly under attack from lightning, 
e,g,. Church of Kosenberg in Carinthia, not standing in a very high 
position, but greviously damaged in 1730, &c. ; rebuilt in 1778,' 
with lightning rod, and not injured since. Some of these effects 
may be explained on meteorological grounds : the height and thick- 
ness of the charged clouds only slightly varying, perhaps, in districts 
where there are prevailing winds. The height of clouds sometimes 
enormous. Instances are given of their being 15,000 to 25,000 
feet above the sea. But sometimes clouds are almost flat on the earth, 
two instances are given of this. A remarkable and often fatal 
discharge is the '^ return stroke," always less violent than the 
direct stroke, but often very powerftd, and caused by the induc- 
tive action exerted by a thimdercloud. Men and animals are charged 
with opposite electricity to the cloud. When the latter is discharged 
by the recombination of its electricity with that of the ground, the 
induction ceases, and all bodies charged by induction return to a 
neutral condition. Hence the dangerous ^* return stroke." Lord 
Mahon first demonstrated this by experiment. Ab id origin of 
atmospheric electricity, De Saussure considered it due to the 
evaporation of \f ater by the sun's heat. Peltier (1765-1845) consi- 
dered the earth itself to be one immense reservoir of electricity. As 
light comes from the sun, so electricity is generated by heat from 
the interior of the globe. No electricity is produced by atmosphere, 
nor Held by it, except temporarily. 

There is no recorded case in which a well made lightning rod, with 
•* good earth," did not do its duty. 

In 1822 there was an extraordinary number of thunder storms in 
France, so lightning rods were ordered by Minister of Interior for all 
public buildings, and he applied to the Academy of Sciences for advice. 
1823. A Committee (Gkiyliussao, &c.) reported. They laid it down, 
as a rule, that a lightning rod protected a circular area, having 
a radius of double the height of the rod ; and they said nothing 
about regular inspection of lightning rods. So disasters occurred, 
and another Committee was appointed (Pouillet, &c). They reported 
1854. The theory as to the protected area was abandoned. It 
was recommended that lightning rods should have as few joints 
as possible. The joints to be well soldered, the points to be of 
copper (not platinum), and not to be very finely pointed. The rods 
to be of copper, not iron. The liOuvre was well protected by light- 
ning rods, but slightly injured, 1854. Another Committee was 
appointed, and, 1855, Pouillet again reported on its behalf. It re- 
commended that the points (always of copper) should be thicker, and 
the rod to have a never-failing connection with water or moist earth. 
1866. Several French powder magazines were struck though provided 
with lightning rods, and the Minister of War asked the Academy for 
another report. Another Committee (Becquerel, Ac.) was appointed, 
and, 1867, Pouillet again reported. He defines lightning as an 
immense eleictric spark passing from one cloud to another, or from 
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doud to earth, to restore equilibrium. The best protection for a 
building would be iron rods surrounding it on all sides, and passing 
deep into ground. Conductors should be inspected every year. 

The conductor now remains essentially as Franklin invented it. 
Of the inner nature of " lightning " we are utterly ignorant. The 
•first conductors were always of iron as being cheap. 

Sir H. Davy pointed out the different conducting powers of 
different metals. Becquerel, Lenz, Ohm, and Fouillet made similar 
investigations, with the following results : — 



Davy . . 
Becquerel 
Lenz. . . 
Ohm . . 
Pouillet . 



Silver. 



109-1 
73-6 

136-25 
35-60 
81-26 



Copper. 



100 
100 
100 
100 
100 



Lead. 



69-1 
8-3 

14-62 
9-7 



Tin. 



15-6 

30-84 
16-8 



Iron. 



Iron = 1 
Copper= 



14-6 

15-8 

17-74 

17-4 

18-2 
to 
15-6 



6-85 

6-33 

5-64 

575 

5-49 

to 

6-41 



(The difference being owing, probably, to the greater or less 
purity of the Metals.) 

1815. Brass wire rope generally used in Bavaria, but a steeple 
was struck down though with a brass wire conductor 1 inch diameter. 
The real defect was " bad earth," but attributed to bad form of con- 
ductor; so this was abandoned. Brass not a reliable metal, and 
often destroyed by smoke. Purity of copper essential. 

Professor Matthiessens' experiments shewed that the conductivity 
of copper varied from — 

Pure 100- 

to Australian 88-86 

Russian . . . . . . . . 59-34 

and Spanish, Eio Tinto . . . . 14*24 

Hotel de Ville, Brussels, lightning rods designed by Professor 
Melsens on the principle of a great number of small ones in pre- 
ference to one of large size, and covering building with network of 
metal, having many points and many earth contacts. He considers 
that the relation of section to surface of the lightning rod has a 
marked and definite, though unknown, result. 

Author describes weathercocks and methods of fixing them. 

Lightning rods generally — methods used in Prance : Terminal rods, 
usually of wrought iron, galvanized; their height depends on the 
size and area of building it protects. This is generally to be con- 
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sidered to be witliin a cone of revolatioii, of which the radiu8=height 
of rod above ridge x 1*75. 

Points described. The conductors are of iron, rebated, soldered, 
and bolted at joints, with lead between. Bent plates of copper in- 
troduced to provide against contraction and expansion. Li large 
buildings, metallic connections are formed on ridge by iron bars — 
I in. X I in. 

Precautions are taken against the destruction of iron underground, 
viz., by enclosing it in vertical sprints of wood, tarred or creosoted, 
rising a few inches above ground, or by a coating of tar or by a 
wrapper of sheet lead. The earth connection is a trough filled 
with broken charcoal, through which the conductor passes, ending 
in several branches, or in a grating between layers of charcoal. 
Galvanized iron cables sometimes used, and (rarely) copper of | in. 
diameter. 

America. Gutters and water pipes, &c., used where possible. If the 
roof be of wood, slate, &c., a conductor is laid along ridge, and 
connected with gutters and rain water pipes. If these latter be less 
than 3 in. diameter, the conductor is often extended from roof down 
the side of building close to the pipe. All metal chimney caps, 
railings, water and gas pipes, and other large or long pieces of metal, 
inside and out, are connected with conduc^r. The upper terminal 
usually projects 4 ft. above chimney or other highest part of build- 
ing. It is a round rod, iVth in. diameter, hammered out to join it to 
conductor. A building 25 ft. wide and broad has one terminal in 
centre and one at each end. In larger buildings, one terminal to 
each 20 ft. of roof. Not always pointed. 

Steeples have horizontal conductors at every 20 feet, connected 
with vertical conductors, to provide against discharge in centre, 
caused by deflection of discharge in the air by rain. Conductors are 
fixed to buildings by iron staples or straps ; the earth connections are 
similar to ours. Also are used iron pipes, about 3 in. diameter and 
10 ft. long, placed vertically in moist earth and careftdly connected 
with conductor. 

NewalVs system : Copper conductors are the best, and in the end, 
cheapest. Terminal rods are usually 3 to 5 ft. long, and f th to | in. 
diameter, branching out at top. 

German "reception rod" described as being of iron, 10 to 30 ft. 
long ; the area of protection theory discredited. The electric fire, seek- 
ing its nearest path to earth, is not to be diverged from it to the 
rod. These high rods of no use except, «.^., near high trees, and are 
often dangerous from being blown down.' Bams containing new hay 
are likely to be struck, as hay sends out stream of warm air. 

Designs explained for protecting private houses by short terminal 
points to chimneys, gables, Ac. A copper rope at least f th in. diam- 
eter should be used ; a copper rod, ^ in. diameter, has never been 
fused, so far as is known, in chimneys of manufactories, where rope 
is liable to corrosion, a greater thickness should be used. 

Laughton-en-le-Morthen steeple injured, though with lightning rod, 
but this was only a small, thin copper tube, ^th in. external diameter, 
and ^ in. thick ; weighing 8oz. per foot, or equal to a rod about 0*12 in. 
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diameter, the joints were corroded, and the earth contact was im- 
perfect. Nevertheless, only one buttress was injured. It is of 
little consequence whether the conductor be inside or outside, if it be 
carried to earth by the shortest route. At first it was more generally 
put inside in France, but this was given up for fear of accidents, 
feut it is beyond controversy that a good conductor is absolutely 
harmless to all surrounding objects, and a man might lean against a 
copper hidf-inch rod, carrying ofE a heavy stroke of lightning into 
'* good earth," without being aware of its passing. 

It is useless and dangerous to isolate conductors from buildings. 
All masses of metal shoiSd be connected with conductors. 

Prof. Clerk Maxwell's theory described (as to disconnecting the 
conductors, &c., from the earth) : He states that it is not necessary 
to connect masses of metal, as engine tanks, &c., if entirely within 
the building, unless a conductor as, e,g.^ telegraph wire, water or gas 
pipe come into the building from outside, then they must be connected 
with conductor. 

list of accidents from lightning, also deaths or injuries in England 
and Wales, Prussia, United States, Sweden and Austria. 

Particulars of damage to St. George's Church, Leicester, 1846, and 
to West-end Church, Southampton. Also, to Merton College, Oxford, 
and St. Bride's Church, Pleet Street, none of these having lightning 
rods. 

Wrexham Church struck, this had a copper conductor, but it was 
too small and the earth contact was doubtrul. 

List of buildings struck at home and abroad from 1589 to Septem- 
ber, 1879, the authorities for the statements being given. 

list of powder magazines struck between 1732 and 1878. 

Earth Connections. Franklin's report, 1772, strongly urges the 
importance of this, in speaking of the powder magazine at Purfleet. 
In ordinary cases, moist earth is sufficient, but in such a case as this 
he recommends that a well should be dug at each end of magazine, 
with 3 to 4 ft. of water in it. 

The importance of " good earth " is shewn by numerous accidents 
to buildings, as, 6,g,^ in 1779, the church of St. Mary, Genoa, and, 
in 1872, the cathedral of Alatri, in which latter case, the discharge 
left moist earth to pass ofE by a water pipe, which it broke ; but the 
church was uninjured. Also at Clevedon Church, where the con- 
ductor passed into a drain which was dry, but the stroke merely 
injured one buttress and passed off by gas and water pipes. 

Mr. Anderson states that earth contacts must be large. That it is 
important that metal work be connected with lightning rod in at 
least two parts, to realize a closed metallic circuit, and so offer entry 
and exit. The earth contacts of the eight conductors of the Hotel 
de Ville, Brussels, described, viz., their being enclosed in an iron box, 
8 in. X 3 in. X 3 J in., with three series of conductors (details given) : 
one passing into a well, another to the gas main, the third to water 
main. 

In ordinary buildings, the grating, with charcoal, coke, or cinders, 
&c., as before described, may be sufficient ; but with large buildings, 
contact with water is absolutely necessary. 
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Periodical inspection. Author strongly urges this because con- 
ductors deteriorate from action of wind and weather above ground ; 
the " earth ** oft-en becomes bad, owing to new drains, &c ; buildings 
may be altered in regard of the quantity and position of metals. An 
instance is given of damage to a building owing to the change of 
])Osition of iron safe. Conductors are often displaced by workmen ; 
and the number and position of new gas and water mains, new trees, 
<&c., also influence the power of conductors-. 

Appendix. This contains a very full list of books relating to light- 
ning conductors. 



EEPOET UPON LIGHTNING DISCHAEGES ik the Peovikoe 
OF ScHLBswiQ-HoLSTBiN. By Dr. Lbonhaed Wbbee. 1880. Bvo. 

{Abstracted by Alexander Siemens). 

The serious damage caused in Schleswig-Holstein by lightning led 
to an official inquiry into the subject, the following is an abstract of 
the first report of the commission. 

It is stated that trees, by their gradual but uninterrupted discharge 
of electricity, have a dispersing effect upon thunder-clouds, and tend 
to lessen the energy of lightning. In six cases out of the twelve 
examined, houses with trees close by, were struck, but not so heavily 
as in another case where the building had no protection whatever. 
Trees do not, however, afford complete protection to neighbouring 
buildings, their conductive capacities not being sufficient to convey, in 
the immeasurably short time required, such heavy discbarges of electri- 
city as lightning flashes. This is instanced by their being often 
wholly, or partially, destroyed by the current, or, as occurred in four 
ciases, by their passing it over to better conductors, buildings, &c. 

If a thunder-cloud passed over a perfectly plane surface, the dis- 
charge would take place in a vertical line between earth and cloud, 
but prominent objects, such as isolated trees, buildings, lightning con- 
ductors, and iron pumps, reaching down to underground water, act 
as attractive points, and divert the discharge, the path of which is also 
influenced by any conductors which happen to come between them and 
the thunder-cloud, such influence depending upon the capacity of the 
conductors. So that, generally an electric discharge chooses that path 
which, taking the distance into account, offers the best means. of con- 
duction. 

It is frequently found that inflammable material is struck by light- 
ning without being ignited, on account, it is presumed, of the short 
d\uration of discharge not allowing the material to become sufficiently 
hot to bum, but whether, the duration of discharge is dependent upon 
the nature of the charge of the thunder-cloud, or solely upon the con- 
dition of the objects struck, has not been ascertained. The latter 
s, however, not without influence, as in two of the four cases which 
resulted in fire, the cause was presumably due to newly gathered hay 
stored at the top of the houses struck, and in the other two cases to 
trees, which were struck at the same time, the hay and the trees being 
bad conductors, and prolonging the duration of discharge. 



Digitized by VjOOQIC 



( 128 ) 

Eour cases are given of buildings having lightning conductors being 
struck. 

The first case is that of a windmill, the conductor of which termi- 
nated in a sheet of metal placed in a well near the building. The 
discharge was exceedingly heavy, but beyond the platinum point being 
almost entirely fused, no other damage was done. 

The second is that of a house with two separate lightning conductors, 
each ending in a copper plate, spirally coiled up, and laid in under- 
ground water. One of the conductors was struck, and the lightning 
passed from it, and, running horizontally along the thatched roof of 
the house, descended by the other, causing no damage. 

The third case refers to a church and, adjoining it, a school building. 
A portion of the discharge was diverted from the conductor by an 
anchor in the church wall three metres ofE (which it magnetized), and 
forced its way through the ceiling of the school-house to a number of 
gas brackets, which were turned up towards the ceiling. It was 
ascertained that the ground floor of the house was completely imder 
water, and well connected to earth through the gas mains and an 
iron pump, a good continuous conductor thus being formed. 

Accordingly, the report recommends that lightning conductors 
should be connected to the large masses of mel^l, such as gas and 
water mains, which are found in our houses. 

In the fourth instance a church had a lightning conductor, which 
was connected to the top of two large iron supports running through 
the steeple to the nave, and which terminated in a coiled earth-plate, 
1 sq. metre (11 sq. ft.), supposed to lie in water 7 metres (23 ft.) 
underground. The lightning struck the conductor and, passing to the 
iron supports, sprang from one through the outer wall, close to an 
iron window frame, and from the other across the stucco ceiling, 
going to earth 100 feet off through the altar gilding, which it blackened. 
It was subsequently found that the copper earth-plate was only 
^ metre (1 ft. 1 in. sq.), and that it was buried loosely round the rod 
in dry sand, the rod itself reaching 2 to 3 metres ftirther down, 
and just touching water without an earth-plate, and also that the two 
supports had no earth connection, thus forming a great danger in- 
stead of a safeguard to the church. 



DIE KONSTEUKTION tod ANLEGUNa DEE BLITZ- 
ABLEITER zxtm Sohutze alleb Aeten VON QEBAITDEN 
SEESCHIETEN tod TELEGEAFEN STATIONED. 
Yon Db. Otto Bttohnee. Weimar. 1867. 8vo. 
{Abstracted by R, Van der Broeh) 

The book is divided into two parts : 

1. General, or Introductory, and 

2. Practical. 

The first, or Introductory part, is sub-divided into : 
1, Historical and statistical notes ; 
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2. The theory of atmofipherie electricity, and of ttie light- 

ning conductor ; and 

3. A chapter on natural lightning conductors. 

The great philosopher, Lichtenberg, of G-ottingen, said in the year 
1794: "People are struck and their dwellings are destroyed by 
lightning because they will have it so. It does not matter to us 
whether parsimony, carelessness, ignorance, or anything else is the 
cause of this." The author asserts that this dictum may be equally 
applied to the present generation. 

rrofessor J. H. Winkler, of Leipzig, discovered, in the year 1746, 
that electricity is the principal cause of thunderstorms. 

The first lightning conductor in Germany was erected 1769, at 
Hamburg, on the steeple of the Jacobi Church. 

Between the years 1835 and 1863, a period of 19 years, 2238 
persons were Tailed by lightning in France. The maximum in one 
year (1835) was 111 and the minimum 48. The total number of 
persons struck by lightning amounted to 6714 ; of this large number 
1700 persons would have escaped, if they had been careful to avoid 
the neighbourhood of trees, whilst the storms were raging. The 
greatest number of the accidents caused by lightning occur during 
the months of July and August ; not a single fatal case is on record 
for the months of November, December, January, and February. 
The annual average number of persons killed by lightning was 3 in 
Belgium, 22 in England, and 10 in Sweden. In the low-lying 
Departments of France the average is 2 or 3 ; the average increases 
rapidly for the Mountainous Departments to 24, 28, 38, 44, and (in 
Auvergne) 48. The per centage of males in France is 67, females 10, 
and in the remaining cases the sex was not stated. In Prussia the 
proportion is 184 males to 105 females, in Sweden 5 males to 3 
fenmles. 

The largest number of persons killed by one discharge is 8 or 9. 

The author states that the return shock is only mechanical in its 
effects. 

Professor Miiller lays down the following conditions for lightning 
conductors : — 

1. The rod must end in a very sharp point. 

2. There must be no want of continuify between the extreme point 
and the earth contact ; and 

3. The different parts of the conductor must be of the requisite 
dimensions. 

In practice we find that the first mentioned condition is incorrect, 
as sharp points are too liable to be fused. 

The rod must be made of a pyramidal or a conical form. Short 
rods of not above 2 metres (6 feet 7 inches) in length may be made 
of a cylindrical form. The best form of rod is one tapering from a 
base of from 50 to 60 millimetres (2 inches to 2*4 inches) in diameter 
to a diameter of not less than 14 millimetres (0*56 inches). As it is 
difficult to fix rods of a height of 10 metres (33 feet), it is better to 
erect one long rod, and several shorter ones on different parts of the 
roof and connect them together. The principal rod should have a 

I 
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heigM of from 2| to 3 metres (8 to 10 feet) and the secondary rods 
(Nehenstangen) should be at least 1 metre (3 feet 3 inches) high. 

The form of point universally used in Germany is a strongly fire- 
gOded copper cone. 

Kuhn advocates the use of chemically pure silver for the points. 
His arguments in favour of this metal are incontrovertible. The con- 
d«cting , power of silver is 1*36; that of pure copper being 1. The 
fusilnlity of silver (1,000 c.) is sufficiently high for the purpose. The 
atmosphere, unless it contains sulphur in a gaseous or a liquid form, 
has no efEect on silver. Silver is cheaper than platinum, and not 
more expensive than a gilded copper cone, and it can be easily sol- 
dered to other metals. 

The point should be screwed on, as well as soldered to the rod. 
All other but the conical Eorm of point should be rejected. 

Thel)est material for the earth contact is galvanised iron. 

As regards the protection of sea-going vessels, Snow Harris's 
arrangement, converting, as it were, the vessel into one mass of 
metal, is perfect. 

The first practicable lightning conductor for the protection of 
telegraph wires was constructed by Steinheil in 1846. His arrange- 
ment was somewhat modified by Breguet and Fardely, Meiszner 
introduced a real improvement. 

On the Prussian railway telegraphs two " point-systems " are in 
use, one for small stations, and the other for larger -stations. 

It is desirable that all lightning conductors be examined once a 
year. The metallic connection throughout nmst be perfect, the point 
must be kept free from rust, and the earth contact must be good. 
The whole circuit should also be tested by means of a battery and a 
galvanometer. 

EARTH CONNECTIONS OF LIGHTNING CONDTJCTOES. 

By Libxtt.-Col. Stothbed, E.E. 

(Journal of the Society of Telegraph Engineers, May 12, 1875.) 

(Abstracted by W. H. Preece, G.E.) 
Arguing from the case of a powder magazine at East London, Cape 
of Good Hope, when the iron conductor was led into a cemented 
water-tank, frequently dry, and ^here it was destroyed, the author 
raises two questions : 

1. Should such tanks be used for earth? 

2. Is iron the proper metal to use ? 

He gives a decided negative reply to the first, and advocates the use 
of galvanized iron properly protected from atmospheric action. He 
suggests rods 1 inch in diameter, or bands 2in. X fin. thick. 

La the discussion which followed it was mentioned that the ground 
about Torquay is so insulated that plates had to be carried out to sea 
to secure a good earth for the telegraph there, and that of the 
numerous churches which had been inspected, there was not a single 
conductor that could be passed. It was pointed out that when copper 
conductors were fixed with iron wall-eyes— a frequent thing — gal- 
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ranic currents were set up, and the conductor destroyed at the ground 
line. 

It was stated that' the earth connection of a supposed perfect con- 
ductor was found to be equal to a resistance of 1,000 Ohms. 

Mr. Preece, Major Malcolm, B.E., Dr. Mann, Mr. Pidgeon, Mr. 
Kempe, Mr. G-raves, Mr. Spagnoletti, and Mr. Latimer Clark, took 
part in the discussion. 



IIEMAEKS oir bomb PRACTICAL podtts ooitneotbd with thb 
ooNSTBxroTioy OP LIGHTNING CONDUCTORS. 

By E. J. Mank, M.D., F.It.A.S. {Quarterly Journal Meteor. Soe.^ 

October, 1875). 

(Ahstraeted hy O. J. Symons, F.R.S.) 

States that there are certain principles accepted as established facts, 
e^., that conductors should be of metal of high conductivity, and of 
adequate dimensions. That in 1854 the French electricians held that 
a " quadrangular iron bar } in. diameter, was sufficient in conducting 
power for all purposes." Since then, wire ropes, owing to their plia- 
bility, have nearly superseded solid rods, and copper has been preferred 
to iron because of its higher conducting power and less liability to 
oxidise. But provided that the iron be galvanized, and of five times 
the sectional area of a copper conductor, considers the metal imma- 
terial. 

Author states that the resistance of a conductor increases with its 
length, therefore sectional area of conductor must be increased for 
lofly buildings. Modem French electricians employ copper rope 0*4 
to 0*8 in. diameter. M. B. Francisque Michel considers galvanized 
iron wire rope 0*8 in. diameter sufficient for all ordinary cases. 
Copper wire rope 0*5 in. diameter (6| oz. per foot) recently applied 
to St. Paul's Cathedral. 

Importance of perfect earth connection strongly insisted upon, but 
it is matter of some difficulty, and the oxidation of the earth terminals, 
and their inefficiency doubtless lead to most of the reported failures 
of lightning conductors. Author quotes Pouillet and Becquerel, as 
saying, that for the efficient discharge of the lightning, which could be 
carried by a copper rod 0*8 in. diameter, contact must be obtained 
with 1,200 square yards of moist earth, but this large requirement can 
only easily be obtained in towns by connection with the water mains. 
Various modes of obtaining adequate earth contact by iron harrows, 
Callaud's grapnel in basket of coke, <fcc., described. 

Explains the rationale of testing goodness of earth currents by the 
galvanometer. Calls attention to the destruction of upper terminals 
of conductors to factory chimneys by the emission of sulphurous fumes, 
and suggests that they might be cased in lead. 

Calls attention to the importance of every joint being made 
absolutely perfect. 

Urges the superiority of points for upper terminals, owing to their 
facilitating silent discharge, and rendering lateral discharges from the 
conductor less probable. 

i2 
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Thinks that multiple points of copper kept fairly sharp and deta 
are, on the whole, the heist upper terminals. 

Considers that all large masses of metal in a building should be 
connected with the conductor ; but quotes M. CaUaud, who holds the 
opposite view. Dr. Mann, however, points out tiiat if the conductor 
be efficient and perfect, the accidents which M. Callaud contemplates, 
and on which he bases his arguments, could not occur. 

Calls attention to the ready path afforded by the column of heated 
smoke discharged by chimneys, and hence alludes to the placing of a 
coronal conductor, as well as a multiple point on important chinmeys. 

Suggests the utilization of rain water pipes, by perfecting their 
joints, and securing a good earth connection at their base. 



ON THE PEOTECTION OF BUILDINGS FROM 
LIGHTNING. 
By B. S. Bboxtoh, 4to, Mussoobo, 1878. 
(Abstracted hy W. H. Preece, GJS.) 
A carefully prepared theoretical and practical paper, adapted for use 
in India. Author advocates the use of iron from its higher temp^a- 
ture of fusion, and greater specific heat than copper, its long protection 
from decay by galvanization and its cheapness. He prefers wire 
cables from the absence of joints in them. He gives precise instruc- 
tions for the formation of a good earth, and advocates periodic electrical 
tests. 

LIGHTNING CONDUCTORS. 

By Professors Atbton and Pbbet. {Journal Society of TeUgrapli 

Engineers. Vol. Y., 1876, p. 412.) 

{Abstracted by W. H. Preece, C.E.) 

The authors controvert Clark Maxwell's views that a building 

would be perfectly protected from lightning by being enclosed in 

a network, or cage of wires, without the use of the earth. They 

object to the application of the laws of static electricity alone to such 

a case. Current induction intervenes, and this is not subject to . 

the screening action of a cage. Hence, though a metallic cage may 

assist the protection of a house, it does not do so perfectly. 



ON THE PEOPEE FOEM OF LIGHTNING CONDUCTORS. 

By W. H. Pbbbcb, C.E. {British Association Report, 1880). 
(Abstracted by O. J. Symons, F.B.S.) 

Author states that ever since lightning conductors have been used, 
there have been disputes as to whether the discharge passes over the 
surface of conductors or through their mass. Snow Harris, Henry, 
Melsens, and Guillemin have held that it passed over the surface ; 
Faraday held the opposite view. 

The arguments in favour of the surface form are, in the opinion of 
the author, deductions from exploded theories, from imperfect experir 
ments, or from erroneous interpretations of well ascertained facts. 
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Ko direct experiments haye ever been made to solve the qnestion, as 
&r as the author knows. Quantities of electricity, that is static 
discharges from condensers, are in incessant use for telegraphic 
purposes, and are found to follow exactly Ohm's laws, even with the 
most delicate apparatus. The knowlec^ of the flow of electricity 
through conductors, of the retarding influence of electrostatic capaciiy 
upon this flow, and of the distribution of charge, has become so much 
greater of late years through the great extension of submarine tele- 
graphy and the labours of Sir "Wiffiam Thomson, Clerk Maxwell, and 
others, that the author questions if any English electrician would 
now be found to argue in favour of the surDsice form. Nevertheless, 
as ribbons and tubes still continue to be used, and it appeared very 
desirable to settle the question experimentally, the author determined 
to try and do so. 

First Experiments^ June 28, 1880. 

Dr. Warren de la Bue, who is always ready to place his splendidly 
equipped laboratory at the service of science, not only allowed the 
author to use his enormous battery and his various appliances, but 
aided him by his advice, and assisted him in conducting the experi- 
ments. 

Copper conductors, 30 feet long, of precisely the same mass, 
(a) drawn into a solid cylinder, (6) made into a thin tube, and (c) rolled 
into a thin ribbon, were first of all obtained. The source of electricity 
was 3,240 chloride of silver cells. The charge was accumulated in a 
condenser of a capacity of 42*8 microfarads. It was dischai^ed 
through platinum wire of '0125 diameter, of different lengths. The 
sudden discharge of such a large quantity of electricity as that con- 
tained by 42'8 mf. raised to a potential of 3,317* volts is very difficult 
to measure. It partakes very much of the character of lightning. 
In fact, the difference of potential per unit length of air is probably 
greater than that of ordinary lightning itself. It completely deflag- 
rates 2J inches of the platinum vrire, but by increasing the length of 
the wire it could be made to reproduce all the different phases of heat 
which are indicated by the various shades of red until we reach white 
heat, ^ion, and deflagration. Hence the character of the deflagra- 
tion, which is (by its scattered particles) faithfiilly recorded on a white 
card to which the wire is attached, is a fairly approximate measure 
of the charge that has passed, while the length of wire, raised to a 
dull red heat, is a better one, for any variation in the strength of the 
current within moderate limits is faithfully recorded by the change of 
coloTir. 

Experiment 1. — Similar charges were passed through the ribbon, 
tube, and wire, and in each case 2 J inches of wire were deflagrated. 
No difference whatever could be detected in the character of the 
deflagration. 

Experiment 2.— Ten inches of wire were taken and similar charges 
passed through. In each case the wire was raised to very bright 
redness, bordering on the fusing point, and in two cases the wire 
broke. In each case the wire Ruckled up into wrinkles, and gave 

* The electro-motive force of the chloride of the silver cell ia 1*03 volt. 
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evidence of powerful mechanical disturbance. The same wire was ndit 
used a second time. No difference could be detected in the effect 
through the different conductors. 

Experiment 3. — Silver wire of the same diameter and length was 
used, and similar charges transmitted through it. Eedness was 
barely visible, but the behaviour of the wire was similar in each case. 

The conclusion arrived at unhesitatingly was, that change of form 
produced no difference whatever in the character of the discharge, 
and that it depended simply on mass. 

Second Experiments, July 19, 1880. 

As it might be urged that the length of conductor tested was so 
short, and its resistance so small that considerable variations might 
occur and yet be invisible, similar lengths (30 feet) of lead — a very 
bad conductor, its resistance being twelve times that of copper — were 
obtained, drawn as a wire, made as a tube, and rolled as a ribbon, 
each being of similar weight. 

Experiment 4. — Charges from the same condenser, 42*8 mf ., but 
with 3,280 cells, were passed through, and the discharges observed on 
6 inches of platinum wire 0*0125 inch diameter, which in each case 
was heated to bright redness. No variation whatever could be de- 
tected, whether the wire, the tube, or the ribbon were used. 

Experiment 5. — In order to form some idea as to how closely any 
variation in the character of the discharge could be estimated, a long 
piece of platinum wire was used, and the length adjusted imtil just 
visible redness was obtained ; then a diminution of 10 per cent. (3 
feet) produced a marked change to dull redness, and further excisions 
raised the temperature to brighter and still brighter red. 

The conclusion arrived at was that any change in resistance of 5 
per cent, would have been clearly and easily discernible. 

It therefore appears proved that the discharges of electricity of 
high potentials obey the laws of Ohm, and are not affected by change 
of form. Hence, extent of surface does not favour lightning dis- 
charges. No more efficient lightning conductor than a cylindrical 
rod or a wire rope can therefore be devised. 

'^ ETABLISSEMENT DB LA FOEMULB BELATIVE AU 
EAYON D'ACTION DBS PAEATONNEERBS. 
Par Emile Lacoine. {L'Electricite, October, 1880.) 
(Abstracted hy G. J. Symons, FJl,S,) 

This author gives a formula for determining the area protected, 
which he considers to vary with the height of the storm cloud, and the 
elevation of the ground. He states that the mean elevation of the 
storm clouds at Constantinople is as low as about 325 feet. He says 
that conductors placed near the extremities of a building have their 
radius of protection diminished, and therefore recommends a line 
conductor running round the building, (The circuit des faites of the 
Paris Municipal Commission, see ante page 68). 

He says that his formula leads to nearly the same results as have 
hitherto been adopted, but he gives three examples, the results of 
which are—length of conductor being 1*00, radius protected is re- 
spectively 3-80, 1-10, and 220. 
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ON THE SPACE PEOTBCTED BY A LIGHTNING 

CONDUCTOE. 

B7 W. H. Pbbbcb, C.E. {Pha, Mag., Dec., 1880.) 

(Abstracied by G^J. Symons, FM.S.) 

In the early part of this paper the author discusses the distribution 
of electricity in the space between the storm cloud and the earth's 
surface, and points out that the air in an electric field is in> a state of 
tension or strain ; and this strain increases along the lines of force 
with the electromotive force producing it until a limit is reached, 
when a rent or split occurs in the air along the line of least resis- 
tance — which is cfisruptirve discharge, or lightning. 

Since the resistance whieh the air or any other dielectric opposes 
to this breaking strain is thus limited, there must be a certain rate- of 
fall of potential per unit length which corresponds to this resistance. 
It follows, therefore, that the number of eq,uipotential surfaces per 
unit length can represent this limit, or rather ^e stress which leads 
to disruptive discharge. Hence we can represent this limit by a 
length. We can produce disruptive discharge either by approaching 
the electrified surfaces producing the electric field near to^each other, 
or by increasing the quantity of electricity present upon' them ; for 
in each case we should increase the electromotive force and close 
up, as it were, the equipotential surfaces beyond the limit of resis- 
tance. Of course this limit of resistance varies with every dielectric ; 
but we are now dealing only with air at ordinary pressures. It 
appears from the experiments of Drs. Warren de la £ue and Hugo 
Miiller that the electromotive force determining disruptive dischai^ 
in air is about 40,000 volts^ per centimetre, except for very thin 
layers of air. 

If we take into consideration a flat portion of the earth^s^ surface, 
and assume a highly charged thunder-cloud floating at some finite 
distance above it, they would, together with the air, form an electrified 
system. There would be an electric field ; and. if we take a small 
portion of this system, it would be uniform^ 

If the cloud gradually approached the earth's surface, the field 
would become more intense, the equipotential surfaces would gradually 
close up, the tension of the air would increase until at last the limit 
of resistance of the air would be reached; disruptive discharge- 
would take place, with its attendant thunder and lightning. 



Fig. 1. 
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If the earth-stirface be not flat but have a hill or a building, as A 
or B, upon it, then the lines of force and equipotential planes will be 
distorted, as shown in fig. 1. If the hill or building be so high as to 
make the distance HD equal to the limit of resistfuice (^g, 2), then 
we shall again hare disruptire discharge. 



Kg. 2. 

If instead of a hill or building we erect a solid rod of metal, G H, 
then the field will be distorted as shown in fig. 2. Now it is quite 
evident that whatever be the relative distance of the cloud and earth, 
or whatever be ^e motion of the cloud, there must be a space d d' 
along which tlie lines of force must be longer than c c' or H D ; and 
hence there must be a circle described around G as a centre which is 
less subject to disruptive discharge than the space outside the circle ; 
«nd hence this area may be said to be protected by the rod G H. 
The same reasoning applies to each equipotential plane ; and as each 
circle diminishes in radius as we ascend, it follows that the rod 
virtually protects a cone of space whose height is the rod, and whose 
base is the circle described by the radius G e. It is important to find 
out what this radius is. 




Fig. 3. 



Digitized by VjOOQIC 



( 187 ) 

Let 118 assume that a thunder-cloud is approaching the rod A B 
(fig. 3) from above, and that it has reached a point D' where the 
distance D' B is equal to the perpendicular height D' C. It is 
eyident that if the potential at D' be increased until the striking- 
distance be attained, the line of discharge will be along D' C^ or D' fi, 
and that the length A C is under protection. Now the nearer the 
point D' is to D the shorter will be the length A C under protection; 
but the minimum length will be A C, since the cloud would never 
descend lower than the perpendicular distance B C. 

Supposing, however, that the cloud had actually descended to 
D when the discharge took place. Then the latter would strike 
to the nearest point ; and any point within the circumference of the 
portion of the circle B C (whose radius is B B) would be at a less 
distance from B than either the point B or the point C. 

'' Hence a lightning-rod protects a conic space whose height is the 
length of the rod, whose hose is a circle having its radius equal to the 
height of the rod^ and whose side is the quadrant of a circle whose radius 
is equal to the height of the rodr 

Upon this rule the author makes the following concluding remarks : 

" I have carefully examined every record of accident that I could 
examine, and I have not yet found one case where damage was 
inflicted inside this cone when the building was properly protected. 
There are many cases where the pinnacles of the same turret of a 
church have been struck where one has had a rod attached to it ; but 
it is clear that the other pinnacles were outside the cone ; and there- 
fore, for protection, each pinnacle should have had its own rod. It is 
evident also that every prominent point of a building should have its 
rod, and that the higher the rod the greater is the space protected.'' 



SHOET ACCOUNT of the STEIKING BY LIGHTNING or 
THE EAILWAT TEEMINU8 at ANTWEEP, on the 10th 
OF JULY, 1865. By M. Melsens, Member of the Eoyal 
Academy of Belgium. 

(Abstracted hy R, Van der Broeh) 

On the date mentioned, between three and four o'clock in the after- 
noon, a violent storm burst over Antwerp, during which the light- 
ning struck the Bailway Terminus, without, however, occasioning 
any other damage than the perforation of a single hole in one of the 
glass squares of the roof. 

The author states that the effect of the discharge on this square 
of glass, which was about 4"*"*(0'2in.)thick,was remarkable; it appeared 
as if it had been traversed by a projectile from below, the perforation, 
viewed from above, being broken and chipped, whilst viewed from 
below it showed a clean edge. The sinuosities caused by the chipping 
on the upper surface had rounded edges, and the glass appeared to 
have been subjected to incipient fusion. Not a single fragment of 
glass was found on the glass squares or in the gutters of the roof. 

The author arrives at the following conclusions : The square of 
glass was pierced in the same manner as any square of similar nature 
and dimensions, placed in identical circumstances, woxdd be, were it 
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traversed by a spherical projectile fired at a low velocity from a fire- 
arm. The fracture resembled one that would be produced by a 
missile thrown from below, that is to say, from the earth to the sky. 

The form of the opening indicated that the earth was positively 
electrified. 

The author notices that, according to M. F. Duprez, negative elec- 
tricity generally shows itself in abnormal conditions of the atmos- 
phere, during storms, rains, Sue,, and when the wind blows from the 
western quarters between N. and S. Now, on the day in question, it 
rained and the wind blew from the west. 

The author publicly thanks M. Ruhmkorff for his skilftil and dis- 
interested co-operation in proving the correctness of his (the author's) 
view of the distribution of the electricity at the Antwerp discharge. 
M. Ruhmkorff has, at request, pierced squares of ordinary glass about 
^min (004in.) thick by the discharge of his great induction apparatus 
charged by a powerful Leyden battery* 



ON LIGHTNING PEOTECTOES WITH POINTS, CONDTJC- 
TOES, AND MULTIPLE EAETH CONNECTIONS, a de- 
tailed Desoeiption of the Lightning Peotectob eebcted on 
THE Town Hall op Befssels in 1865, with an Account op 

THE PeINCIPLES ADOPTED IN THE CONSTETTCTIGN, BY M. MbLSENS, 
MeMBEE op THE EOTAL ACADEMT OP SCIENCES OP BELGIUM. 

(Abstracted by B, Van der BroeJc.) 

As the author states in his preliminary observations that it is 
impossible to give a complete condensed description of the Lightning 
Protector, which he erected on the Town Hall at Brussels, we will 
merely draw attention to a number of facts, regarding the system 
followed, some of them, we believe, of a novel description. 

M. Daniel Colladon, the author states, has observed that as a rule 
lightning does not strike a single part or prominent point of the 
objects that are struck or destroyed by it ; and that, in the majority 
of cases, it does not strike in the form of a single spark, but in the 
form of a sheet with one or more principal centres of intensity. The 
correctness of this observation, the author considers ftdly borne 
out by the ravages which the electric discharge committed on the 
Town HaU at Brussels, on the 10th September, 1863. He gives an 
elaborate description of the effects of the flash on the building. It is 
interesting to note that the ravages principally took place at the side 
exposed to the west north-west wind, which was blowing at the time 
the building was struck. 

In the ensuing vrinter the Municipal Council of Brussels took into 
consideration the necessity of protecting the Town HaH against a 
similar disaster, and the author was requested to superintend the 
erection of lightning protectors on the building. 

The characteristics of the author's system, as. exemplified by the 
lightning protectors erected on the Brussels Town Hall, may be 
briefly summarised as follows : — 

1. The points are very numerous — of three kinds ; some long, 
sharp, and gilded, others of middling length, made of iron ^ 
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and finally some small and very sharp, consisting of 
copper. 

2. The points are replaced by aigrettes (brushes of points diverg- 

ing from a common base). 

3. The conductor is not insulated. 

4. The connections are simple and unchangeable, the joints are 

each embedded in a mass of zinc. 

5. The surface exposed to the air is considerable. 

6. The conductor consists of thin, and numerous wires, which 

are very flexible, so as easily to be led round all the comers 
of the buUdings. 

7. The conductor is made of galvanised iron. 

8. The earth connections are multiple: firstly, a well within 

which a large surface of metal is plunged ; and, secondly, 

two enormous networks of metal pipes, offering an immense 

contact surface with the earth. One of these networks is 

in direct communication with all the reservoirs and all the 

water sources of the environs of Brussels and also in indirect 

communication with two rivers and two canals. 

The author has arrived at the conclusion that the height of the rod 

is a secondary question, as the radius of protection has not been 

determined by irrefutable proofs, and as that iQngth is, in comparison 

with the distance and the extent of the thunderclouds, so small a 

fector that it may safely be neglected. The author states that he has 

been greatly gratified to meet with the same opinion in a paper 

which Mr. W. H. Preece published in Vol. I., No. 3, page 366, of 

the Journal of the Society of Telegraph Engineers for 1872 : " When 

we consider the distance of the cloud and the area of its surface, the 

height of a buUding vanishes in the general figure." 

The author points out that M. Perrot has endeavoured to demon- 
strate by experiment that the neutralizing area of a lightning protector 
surmounted by a crown of sharp points is far more extensive than 
that of an ordinary protector. M Perrott further thought, and 
MM. Babinet and Gavarret shared his opinion, that it is sufficient to 
shelter the ordinary protector from discharges of lightning by arming 
it with numerous, long, sharp, and well conducting divergent points. 
M. Q-avarret after having repeated Mr. Perrott's experiments, found 
the results so conclusive that he wrote to the author in the beginning 
of 1865; "It is at the present time no longer permitted to erect 
lightning protectors with single points." 

The metal of which the points are made must be a very good con- 
ductor. With regard to their conductivity, the metals follow each 
other in the following order: copper, silver, iron, platinum. No 
metals are used but those which resist fusion. The author rejected 
platinum and silver : the former because it fuses very readily by the 
electric discharge ; and the latter, because it has, in his opinion, no 
advantage over copper. 

The conductor, although galvanized, received several coats of paint; 
but the points (aigrettes) of course remained metallic. With regard 
to the general principle of connecting the protector with any masses 
of metal which may be about the building, the author has ever since 
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1866 endeavoured to demonstrate, that it is not sufficient, as might 
at first sight be supposed, to form that connection at one single 
point ; there must be at least two points of contact, so as always to 
ensure a closed metallic circuit. 

The contact with the water presents a surface of about ten square 
metres (12 sq. yds.), bringing both surfaces of the cylinder into account. 

With regard to the e^h connection, the author quotes M. Ferrot, 
who remarks that with the ordinary protector the surface immerged 
ofEers a resistance at least 10,000 times greater than the conductor 
itself ; it is therefore necessary to increase the surface of the earth- 
plate as much as possible. 

In order to retard as much as possible the oxidation of the cylinder, 
the author introduced two hectolitres (6 bushels) of lime into the 
well, thus rendering the water alkaline. 



DE L'APPLICATION nu EHE-fiLECTEOMirTRE axix PABA- 

TONNEEEES DBS T:fiL£aEAPHES. Pae M. MuLSBirs. 

(Abstracted by B. Van der Broek,) 

In this pamphlet the author describes in § 1 an apparatus to show 
the presence or atmospheric electricity in telegraph wires. 

In §§ 2 and 4 he explains how the apparatus is joined up in the 
Belgian telegraph offices. 

§ 3 contains a r^sum^ of observations made at the government tele- 
graph offices between June, 1875, and March, 1876. 

The author states in this paragraph that, on the 19th of June, 1875, 
the Eheo-Electrometer at the office at Louvain, showed a deflection 
of 85® East, although there was not the slighest appearance of atmos- 
pheric electricity. The fact was, that at the time a thunder storm 
was raging at Beverloo, distant from Louvain about 40 kilometres 
(25 miles). 

TEOISlilME NOTE sub lbs PAEATONNEEEES. Pab M. 

Melsens. 
{Abstracted by B, Van der Broeh,) 
On the 3rd of July, 1874, the church of Ste. Croix, at Ixelles, 
was struck by lightning. The building was provided with a lightning 
protector, which was constructed as follows : The point consisted ot 
a platinum cone of about 30** (the form officially adopted in France 
in 1855), aU the supports of the protector were soldered with zinc. 
This was attached to the steeple, and rose to 53 metres or 174 feet 
above the pavement. It consisted of an iron rod 18 mm. (0*71 in.) in 
diameter (M. B. Sacra's system). Tlie conductor passed from the 
principal roof along the roo&, descending to a point near a pump, 
behind the vestry, where the well (W) was situate. There is an abun- 
dance of water in the well, which is about 7 m. (23 ft.) deep. The 
conductor terminated in the well, by a cast-iron plate 0*65 m. 
(2 ft. 1 in.) by 0*50 m. (1ft. 8 in.), thus presenting a surface of 0-654 
□ m. (7 sq. ft.). A little in front of the transept there is a supple- 
mentary rod B 5*25 m. (17 ft. 3 in.) high, 11 m. (36 ft.) distant from 
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the point (o in diagram) which was struck ; and 22 m. (72 ft.) distant 
from that point there was a second rod D, whose height was 9 m. 
(29| ft.) above the top of the roof. 

The damage to the church was trifling, but the author contends 
that the fisujt of the church having been struck at all, proves that a 
building armed with a protector constructed on the usual principle 
is not completely protected. 
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A. Principal conductor on steeple. 
B. D. Two supplementary receiving rods. 

c. Stone cross at end of transept, which was struck. 
w« Well in which conductor made earth connection. 



QTJATEIEME NOTE sub lbs PAEATONNEREES. 
Par M. Melsens. 

{Ahitrac^ hy B, Van der Broek,) 

This treats § 1 of observations on the distribution of the spark of 
electric batteries and machines over numerous metallic conductors of 
different sections, lengths, and nature, and on the passage of electri- 
city of tension in bad conductors. 

§ 2. Effects of soldered joints on the conductivity and the resistance 
of conductors. Interrupted lightning protectors. 

§ 3. The distribution of sparks from Holtz's machine and Euhm- 
korff's coil over two conductors outwardly identical, but one of iron 
and the other of copper. Comparative resistance to fusion and 
rupture for iron and copper conductors. Identical damage produced 
by discharges in several homogeneous and solid conductors. 
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APPENDIX G. 



CATALOGUE OF WORKS UPON LIGHTNING 
CONDUCTORS, 

"WITH A FJfiW UPON 

LIGHTNING, THUNDEE, AND THE EFFECTS OF 
LIGHTNING STEOKES, 

Chiefly extracted from the Eonald's Catalogue, edited by Mr, Frosty hut 
mpplemented and brought down to 1880 by extracts from the Cataloyues of 

R. ANDERSON, F.C.S.; LATIHER CLARE, C.E. ; and 6. J. STHONS, F.R.S. 



Thebe are not many comments needed upon the following catalogue » 
but a few are necessary. 

The arrangement is, with one exception, strictly alphabetical under 
author's names ; that exception being that all the Official Instructions 
issued in France are placed together at the beginning of the catalogue. 

The initials B, C, A, S, are those of the Catalogues or Libraries in 
which the works are to be found ; small type indicates that the title 
of the work is given in the catalogue indicated ; large type that a 
copy of the book is in that Library. As Mr. Anderson does not 
state distinctly whether he possesses the books or has merely their 
titles, it has been thought safer to mark those taken from his cata- 
logue with the small a. The existence of any specified work in a 
certain Ubrary is absolute proof of the existence of the book, and 
hence the larger type has a certain value, and, besides that, I purpose, 
immediately after the publication of this Eeport, presenting to the 
Society of Telegraph Engineers all the Electrical works which are in 
my Ubrary but are not in the Eonald's Library. It may therefore be 
assumed that most of the works to which a large type initial is pre- 
fixed are, or soon will be, in the splendid collections of the Society 
of Telegraph Engineers and Electricians. 

The small figures in the front column show the pages of Appendix 
F, upon which abstracts of upwards of fifty of the following works 
will be found — and thus it forms an index to the works abstracted. 

G. J. S. 
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OFFICIAL INSTEXJCTIONS, FRANCE, 
(AhstradB of this $erie$ wiU be found on pages 51-69.^ 

Instruction snr les Paratonnerres poor seryir k rEtablissement de 

ces Appareils au-dessus des Magasins k poudre, adopts par 

le Comity des Fortifications dans sa Stance du 25 Aont 1807: 

suivie des Rapports faits ii .... Tlnstitut et ii rAcad^mie 

des Sciences, sur cette Instruction et sur I'Etablissement des 

Paratonnerres en g^n^ral. Fol. 39 pp. 1 plate. JParie, 1808 

(This paper onntaini the reports by Franklin and others, dated 34tli 

April, 1784 ; by Leroy and others, dated *i7th December, 1799 ; and by 

La Place and others, dated Snd Norember, 1807.) 

Instruction sur les Paratonnerres. FoL Farie, 1823 

Instruction sur les Paratonnerres adopts par FAcad^mie, 23 April, 
1823, (SignQ Poisson, Lefeyre-Gineau, Dulong, Fresnel, et 
Oay-Lussac rapporteur. 4to. 51 pp. 2 plates. Parte, 1824 

Instruction sur les Paratonnerres adopts par FAcad^mie Royale 
des Sciences le 23 Juin, 1823. 8to. 51 pp. 2 plates. 

i^m,1824 

Supplement k Tlnstruction sur les Paratonnerres, presents par la 
section de physique. MM. Becouerel, Babinet, Duhamel, 
Despretz, Cagniard de Latour, Fouillet rapporteur. 4to. 
JSxt, dee Comptee Rendue, torn, xxxix. 112, and zl., Stance 18 
D^ 1854. Parie, 1854^ 

Instruction sur les Paratonnerres adopts par TAcad. des Sciences. 
12mo. 130 pp. Guto. Pam, 1855 

Instruction sur les Paratonnerres des magasins k poudre. Rapport 
lu 14 Janv., 1867. Commissaires Beo^uerel, Babinet, Duhaniel« 
Vaillant, Pouillet, Fizeau, Begnault. 4to. 1 plate. 15 pp. 
(Ext. dee Comptee lUndue, torn. bdy. Stance 21 Jany. 1867.) 

Parte, ISei. 

Instruction sur les Paratonnerres du Louyre et des Tuileries. (Ext, 
dee Con^tee Bmtdue, torn. Izyii Stance 20 Juillet, 1868). 
4to. Parte, 1868 

Instruction sur les Paratonnerres adopts par PAcad. des Sciences. 
Part I., 1823, M. Gay Lussac, rapporteur; Part II., 1854, and 
Part III., 1867, M. Fouillet, rapporteur. 12mo. Pom, 1874 

Analyse des Rapports de M. de Fonyielle, k la suite de la' mission 
qui lui ayait ^t^ confix en 1872, par M. Jules Simon, pour 
faire en Angleterre une enquSte sur la f oudre et les Paraton- 
nerres. Fcap. fol. Parte, 1875 

Analyse des Rapports des Architectes sur TEtat des Paratonnerres 
surmontant les Edifices Municipaux. Fcap. fol. Parte, 1875 

Instruction de la Ck>mmi8sion cbarg^e d'^tudier rEtablissement des 
paratonnerres des Edifices Municipaux de Paris, adoptee 
dans la Stance du 20 Mai, 1875. Fcap. foL Parts, 1875 

R^umE des experiences faites k TAdministration des Lignes TEl^- 
graphiques sur les parafoudres tElEgraphiques. Fcap. fol. 

Parte, 1875 

ANONYMOUS. 
(Arranged chrcndogicaUy.) 

Petit traitte du tonnerre, esdair, foudre, gresle et tremblement de 
terre. 12mo. Oenhe, 1692 

Death of V. Tyrrell by lightning and Preseryation of Sir J. Rous. 

1661 

Dreadful Storm of Thimder and Lightning, &c, at Bedford, August 
19th. 4to. 1672 

Extraordinary Thunder and Lightning in the N. of Ireland, with the 
sad effects of the Fall of a Cloud. 1680 
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Anon YM0U8— Con^t7ifi«rf. 

S^— , Sir B. A Relation of the Effect of a Thunder-dap on the 
Compass of a Ship on the coast of New Ei^land. 3 pp. Also, 
a Letter concerning the former Relation. 2 pp. {Phu. Traris, 
for 1683, xiil pp. 620-21.) London, 1683 

Difesa della commune, ed antica sentensa che i fulmini discendano 
dalle nuYole contro Topinione del S. Maffei, che si formino al 
basso, ed ascendano, etc 4to. Venezia, 174^ 

Della maniera di preserrare gli edificj dal Fulmine : Informazione 
al popolo, &c. 4to. 38 pp. ( Vide Toaldo.) At p. 20 is in- 
serted a translation of Saussure's Manifesto, entitled Mani- 
ftsto osiia breve eeposmone delP utUitd dei Conduttori eUttrioi, 

Venma, Yin 

Delia maniera di preservare ... dal Fulmine. 8yo. 22 pp. 

MitanOyVne 

Neueste Versuche sur Bestimmung der zweokmassigsten Form der 
Gewitterstangen. iDeutsch Mus., Oct. 1778, pp. 361^62.) 1778 

Encjrclopsddia Method. Arts. Article, Paratonnerre. 1782 

Accident by Lightning at Heckingham. 4to., plates. 1783 

NuoTO metodo di costruire i Paraiulmini praticato in Fadova. 4to. 
2pp. (Opuscoli Scetti, vi- 380.) MUano, 1783 

Dell' efncadt^ dei conduttori elettrici, Dubb] proposti ai Fisid 
modemi. 8yo. 1784 

Maniera pratica di fare li Conduttori . . . 4tOv {Printed by order of 
the Magistrato della Sanitd di Venezia,) ( Vide Marzari.) 

Venezia, 1787 

Einige gegen die Gewitterableiter gemachte Einwurfe beantwortet. 
8vo. Frankfort, 1790 

Dubbii suir Efficacia dei Conduttori. 8to. 122 pp. 1 plate iVide 
Bragadin.) Venezia, 1795 

Nachricht und Zeichnimg von einer im Jabre 1778, am Schloss- 
thurme, zu Dresden, angebrachten Ableitung. (JSchrift, d. 
Leipz. okonomieche Societdt, th. v. pp. 222-32.) 

Bisposta dell' autore dei Dubbii suir efficacia dei Conduttori, alia 
giunta al Giomale Astrometeorologico del Gr. Toaldo. ( Vide 
Bragadin.) 

Plain Directions for safe Lightning Conductors for Lightning. 8yo. 
49 pp. 

J\ro<0.— Part of a work. Begins at p. 38 

Account of a mass of 7000 Bricks of a Wall displaced several feet 
by Lightning. 8vo. {Manchester Memoirs, ii. 2.) 

Manchester, n,d, 

Belazione del Turbine scoppiato in Yenezia nel Giomo 16 Giugno, 
1806. Data Venezia, 19 Giugno. 8vo. (Da Bio Oiornale, 
ix. 266.) Padova, 1805 

(B. B.) Death by Lightning. Man killed at Colwall,near Ledbury, 
1817. 8vo. {PhU. Mag, 1. 316.) London, 1817 

On Lightning Conductors of Straw. {JSee LapostoUe.) 1820 

On the Cure of a case of Paralysis by lightnmg. 8vo. 2 pp. (Phil. 
Mag, lix. 287.) London, 1822 

Bemarks upon Mosely's artide on Solar Spots of 1816 in PhU, Mag, 
xlix. 182. 8vo. 3pp. {I^om New Monthly Mag. for January, 
1821. At .p. 72, dhain Cables as Condtictors.) London, ISil 

Anleitung zur Verfertigung und Beniitzung der Blizableiter. 8vo. 
43 pp. 2 plates. (Translation of French Official Report of 
1824, without name of Translator.) Strasbourg, 1824 

Tubes formed by Lightning. 8vo. 1 p. (PhU. Mag. or Annals, iv. 
228.) Lond(m, 1828 

Memoir on Lightning Conductors— Reply to a Prize Question. 
Bordeaux, 1837. ( Vide Bourges, Secretary of the Bordeaux 
Academy, Stance 1837, p. 83.) Bordeaux, 1837 

On the knowledge of the Andents concerning Lightning Conductors. 
8vo. {Fraset^sMagadne,l839?) London, i&39? 
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Anonymous— Continued, 

Sur ITOstoire du Paratonnerre, 1843. {Le Pbrtique, 1" livraison, 
Jan. 1843, p. 51.) 1848 

Part of Bulletm des Mois de Mars, AyriL Mai, Juin, Juillet, Aoat, 
1864. 8vo. (Toulome Acad. Beiiea 4, yolAr, At p. 483, De 
Clos, Effets de la Foudre mr un Paratonnerre,) Tonuntse, 1854 

De la Constructioa des Paratonnerres. Quelques Reflexions snr le 
Bapport de la Commission de rAcad^mie des Sdenoes du 14 
Janyier, 1867. 8vo. 29 pp. Paris, 1868 

Abl)adie, A. W, Sur le tonnerre en Ethiopia 4to. Paris, 1868 

Adiard, F. E. Eurze Anleitung landliche Gebaude yor Gewitter- 

schade sicher zu stellen. 8yo. Berlin, 1798 

AldeiL T., Jun. Effects of Lightning on the House of Captain 

Manning in Portsmouth, New Hampshire; in a letter to 

Dr. Eliot 4to. 2 pp. (Mem, Amer, Acad., iii. p. 93.) 

Cambridge, U,S„ 1809 
Anderson, B. Lightning Conductors: their history, nature, and 
mode of application. Large 8yo. London, 1879 

„ On the necessity for a regular Inspection of Lightning Con- 
ductors (^riSC. .4m. ^. 1880.) 8vo. London, ISSO 
Araeo. P. Notices sdentifiques. Sur la GrSle et des Paragreles, 
^ &C 12mo. Paris, 1827 
,; Sur le Tonnerre. 12mo. Pam, 1837 
„ Ueber Gewitter. 12mo. Weimar, 1S99 
„ Meteorological Essays. Translated by Sabine. 8yo. London, 1855 
Arnold. Blitzableiter zum Schutz der Warterbuden. Polyt, Cenr 
tralblatt. 650. 1861 
Arrowsmith, J. On the Use of Black Paint in ayerting the effects 
of Lightning on Ships. 1841 
Afltier, C. B. Notice sur les Paragr^les k pointes ; projet de para- 
gr^les k flammes et experiences comparatiyes du pouyoir 
Slectrique des flammes et des pointes. 8yo. Toulouse, 1829 
Ayrton, W, E., and Perry, J. Lightning Conductors ; an Answer 
to Prof. J. C. Maxwell's suggestion to surroimd buildings 
with a conducting cage. (Jour, Soc, Tel, JSng,, yol. y. p. 412.) 

London, 187o 
Babinet. ('See Official Instructions, France,) 
Baler, J. W. De Pulmine, fulgure, et tonitru hiemale. 1706 

Baldwin, L. An Accoimt of a yery curious appearance of the 
Electric Fluid produced by raising a Kite in the time of a 
thundershower ; in a Letter to J. Willard. 4to. (Mem. 
Amer. Acad, i. part ii. 257, old series.) Boston, 1785 

„ Obseryations on Electricity, and an improyed mode of con- 
structing Lightning-rods; in a letter to J. Willard. 4to. 
(Letter dated January 26, 1797.) (Mem, Amer, Acad. ii. 
part ii. 96, old series.) dharlestown, U,8„ 1804 

Barberet. D. Dissertation sur le Rapport qui existe entre les 
Phenom^nes du Tonnerre et ceux de TElectricit^. 2 yols. 4to. 

Bordeaux, 1750 

Barbier de Tinan. M^moires sur les Conducteurs pour pr^seryer 

les Edifices de la foudre; parTAbb^ Jh. Toaldo; traduits de 

lltalien ayec des Notes et des Additions, par M. Barbier de 

Tinan. 8yo. 241 pp. 3 plates. Strasbourg, 1779 

„ (Nuoye) Considerazioni sopra i conduttori del Sig. Barbier di 

Tinan. Traduz. dal Prancese. 4to. 43 pp. Venezia, 1779 

iirol«— This is a printer's translation of Barbier's Oonsiderations aor lea 

Gondncteors en g^n^ral, appended to hia translation of Toaldo's Dei 

Gondnttori per preserrare gli edifl^j da Folmini. 4to. 1778, naova 

edizione. 

Barlettiy C. Nuoye Sperienze Elettriche, secondo la Teoria del 

Sig. Franklin e le produzioni del P. Beccaria. 8yo. 134 pp. 

Milano, 1771 
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Bartletti, 0. Descrizione de' fulmini di Porta Comasina, e del 
Duomo di Milano, e de' confront! loro coi principali effetti 
del fulmini. 1785 

„ Dei Conduttori del fulmine. 

Bartaloni, D. Lettera sopra il fulmine caduto nel di 18 Ap. 1777, 

suUa spranf^ posta nella torre del palazzo pubblioo della 

cittA di Siena. 8vo. (TherB %$ alio an EngUsh tran$lation 

of the above). Siena, 1777 

„ Mem. 8ul eonduttore Elettrico collocato nella torre della Piazza 

di Siena. 4to. 36 pp. 1 plate. (AUi deW Aocad, di Siena, 

vi. 263.) Siena, 1781 

H Belasione sopra un supposto Fulmine caduto nella Cappella della 

Piazza di Siena il di 7 Giugno dell' Anno 1784. 4tx). 8 pp. 

(Atti delT Accad. di Siena, yii. 61.) Sima, 1794 

Bartholomei (Glanvilla). Opus de rerum proprietatibus inscrip- 

tum : ad comunem studioso utilitatem, f ol. (Liber xix.) 1619 

Bandisins, A. Do lapide Fulminari. 4to. Witteherga, 1668 

Beaufort, Dr. A. de. Notice sur les Paratonneres. 8yo. 

Chateaurotu:, 1875 

Beccaria, G. B. Lettere deir Elettridsmo. Fol. Bologna, V76S 

„ Della elettridta terrestra atmosferica. 4to. Turin, VllS 

„ A Treatise upon artificial electricity. 8vo. London, 1776 

Beck, D. Fassliche Unterredun^, Gebaude vor dem Einschlagen 

des Blitzes zu bewahren. Syo. (Heinsivs, i 210.) 

Salzburg, 1786 
Becguerel, A. C & B. Traits de l']6lectricit^. 3 vols. 8vo. 

Paris, 1856-66 

(See Official Inetructums, France,) 

Bennet. A. New experiments on Electricity, Thunder, and Li^bt- 

nmpf. 8yo. Berbg, 1789 

Bergman. T. Tal om mojeligheten at f orexomma askans s&adeliga 

wertningar. 4to. Stockholm, 1764 

„ Rede von der Moglichkeit des Donners schadlichen Wirkungen 

Yorzukommen. 4to. Stockholm, 1764 

„ Zusatz zu Vorhergehenden, i,e. Wilcke, Bemerkungen bei einem 

den 30 May, 1769. . . . Donnerschlage. 8yo. 5 pp. {K, 

Akad, Schwed. Abh, xxxii. 128.) Leipug, 1770 

Bertholon, de St. Lazare. M^moire sur un nouveau moyen de se 

pr^erver contre la Foudre. 4to. MontpeUier, VJTl 

„ Lettre II M. de la Tourette, sur les Paratonnerres ascendants et 

descendants de la Yille de Lyon. (SamnU, zu Phye. xix. 

Mai 1782, p. 382.) 1782 

„ Nouvelles Preuves de Tefflcacit^ des Paratonnerres. 4to. 28 pp. 

3 plates. MontpeUier, 1788 

„ De mectridt^ des M^t^ores. 2 vols. 8to. Paris, 1787 

„ Die Electricitat d. Lufterscheinimgen. 2 vols. 8yo. 

Leignvtz, 1792 
Beyer. On lightning-conductors, &c. 8yo. 2 editions. 

^ Paris, 1806^ 

Biancllini. G. An Extract by Bolli, P., of an Italian Treatise, 
written by Bianchini, J., upon the Death of the Coimtess 
Cornelia Zangari ne' Band!, of Cesana. To which are sub- 
joined Accounts of the Death of Hitchell, J. (see Hilliard, J.), 
who was burned to death by Lightning, and Grace Pitt at 
Ipswich, whose body was consumed to a coal. 4to. 19 pp. 
(PhiL Trans, xliii. 447.) Lmdim, 1744^5 

Bianchini, G. F. On the Vertical Rod on the Ch&teau di Duino in 
thePriuli 4to. {MSmoires de V Acad, pour 1764. edit. orig. 
p. 44.) Paris, 1764 

Bigot, P. Anweisung zur Anlegung, Construction und Veranschla- 
gung der Blitzableiter. 8to. Qlogaiu, 1834 

Biot. ('^ Official Instructions, I^ance,) 
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Bladfh, P. J. Bericht tod zwd Blitz-Schlfigen, welche 6m 

Schwediscfae Schiff StockbolniA-Sehlost in Ost-Indien, 1777, 

getroffen haben. Svo. 14p.p. (Neus Sckw^dischs Akatkmie 

Abhandlunf,inSO,p,^ Tranalation. Leipng,V1S0 

Blagden k Nairne. Proceedings relatiye to the Accident by 

lightning at Heckingham. Keport to Royal Society. (FhiU. 

TroM,) London\lS2 

Blesson. Verbesserung an Blitzableit«m. Verhandl, de$ Veretna 

mr Beforderung dm Oewerbe/Ui$$$8 in li-eustm. Jahrg. 

1831, 2B0. '^ 1881 

Bdckmann, J. L, Ueber Blitzabldter. Eine Abhandlung auf 

hochsten Befehl bearbeitet Neue Auflage yon Wucherer. 

CarUruhe, 1830 
M Ueber Blitzableiter. 3 Auflage yon G. F. Wucherer. 8yo. 

Carlifuhe, 1839 
Bodde. J. B. Grundziige lur Theorie der Blitzableiter. Syo. 84 p.p. 

MUnder, 1809 
(Anderson says also " Mtmster. 1804.**) 
Boddinfi^ton. An accurate Statement of Facts relatiye to a Stroke 
of Lightning which happened on the 13th April, 1832. 8yo. 

London, 1832 

Bodino* J« Uniyers® natur» theatrum in quo rerum omnium 

Cffectrices cause et fines quinques libris discutiuntur. 8yo. 

633 pp. Lv^duni, 1596 

Boeclonaim, J. L. Ueber die Blitzableiter. Eine Abhand. auf 

hochsten Befehl des Fiirsten. 8yo. 80 pp. Carlsruhs, 1791 

Bona e Comer. Kelazione deir andamento ed effetti del Fulmine 

che colpi il Campanile . . . di S. Francesco della Vigna (in 

Yenezia), Tanno, 1780, 24 Maggio. 4to. 8 pp. Veneeia, 1780 

(This title is abridged from that of an of&dal report made by Bona and 

Comer, officers of ArtiUery.) 

Boniean, J. M^t^rologie ; effets produits par un coup de f oudre. 

8yo. ChamhSfy, 1848 

Bottis^ G. Breye relazione degli effetti di un Fulmine che cadde 

m Napoli il mese di Giugno del presente anno 1774 ; e alcune 

considerazioni sopra i medesimi. 4to. 27 pp. Napoli, 1774 

Bonding M. Histoire physique et M^dicale de la Foudre, et de ses 

effets sur llionune, ]es animauz, lesplantes, les Edifices, les 

nayires. 8yo. 31 pp. (Ext, Annates d^Hygikne, ^c) Paris, 1854 

„ De la Foudre oonsid^r^e au point de yue de riiistoire, de la 

H^edne legale, et de THygidne publique. 8yo. 50 pp. 

Paris, 1856 

„ Histoire de la Foudre et des Paratonnerres. 8yo. 57 pp^ cuts. 

(JSxt, Annaks d^Rygihne,) Paris, 1855 

BoTirg^. Bapport sur les trayauz de TAcad^mie, Stance 1837, 22 

Sept. 8yo. {Stances ds PAcadSmis ds Bordeaux pour 1837, 

p.«3.) Bordeaux, 1837 

Note. — Contains notices of two memoirs, as replies to a prize question 

on Lightning-conductors. The first is an anonymous one, which 

speaks of the forms of roofs and of metallic masses spread oyer the 

edifice, Ac, The second is by Mermet, of Pan, who reoelved a gold 

medal, butnot the prize.. 

Bragadin (or Anonymous). Dubbii sull' efficada de' Conduttori 

elett. 8yo. 122 pp. 1 plate. Venezia, 1795 

„ Risposta dell' autore dei Dubbii sull' efficacia dei Conduttori, 

alia giunta al Giomale Astrometeorologico del . . . Toaldo, 

8yo. 31 pp. 
BraniL A. A. Ueber zwei am 26 Juli bei Berlin y. Blitz getroff. 

Eichen. Berlin, 1869 

Breitinger, D. Reflezionen ob es wohl gerathen ware, Strahlen- 

abieiter in unserer Stadt Zurich einzufuhren. Zurich, 1776 
„ Nachricht iiber das Einschlagen des Blitzes in einen Wetter- 

ableiter, nebst Berichtigung einiger Begriffe iiber die Wirkunff 

der Abieiter. Zurieh, 1786 



Digitized by VjOOQIC 



( 149 ) 



B ▲ 

B 

A 

B 8 
C 

A 

(117) S 
(132) 8 

O 

(89) 8 

B S 

B 

B a8 

(128) 

8 



B 

B 

B A 

B A 



Ca8 

ao3) 



BreittDge^ D. Bagguaglio d'un Fulmine caduto in un Conduttore. 

T ^^ ^W-COpuscoU ScM, ix. 210.) Milano, 1786 

»» InslTuctionfur diejenigen, welche sich mit der Verfertigunc und 

Vwitation der Blitzableiter boschaftigen Zunch, 1825 

„ Instruction iibor Blitzableiter im Canton Ziirich. 4to. 

•D- -J. «. rv ^ , J^ncA, 1830 

JSrewster, sir D. On the Life Boat, the Lightning-conductor, and 
the Light-houae. 8vo. (Nora BHOsh Review, xxxii. 492, 
November, 1859.) 1869' 

Bright, B. B. lightnuig CJonductors. (Mech. Mag., lix. 246.) 

1863 

Broolc, A, Miscellaneous experiments and remarks on Electricity 

•D r,^^^ r. ^ ... Norwich,VlS9 

Jorooxs, D. Facts and mferences relating to Lightning and Light- 

Dmg Rods. 8vo. 16 pp. Phila&phia, 1872 

„ Lightning and Lightning Rods. (Journal of the Franklin 

Institute,) IxvL 4. 1873 

,, Atmospheric electricity. 8vo. Phaadelphia,\SlS 

BrougJL R. S. Protection of Buildings from lightning. 4to. 

(LUhographed,) Munoone, 1878 

Brown, R. Disputatio Philosophica De Fulmine. 4ta 16 pp. 

Tr(yectiadllhenum,iei^2 

Bucnanan, G. An account of the chimney of the Edinburgh Gkus 

Works. 8vo. (Proc. Boy. Scot, Soc. Arts.) JSdinburgh,lS61 

BucnenaTl, F. Mittheilungen iiber einen interressanten Blitzschlag 

in mehreren Stieleichen. 4to. 15 pp. Dresden^ 1867 

Bucher. Einige gegen die Gewitterableiter gemachte Einwurfe 

beantwortet 8vo. Frankfort, 1790 

Bucnner, O. Die Construction und Anlegung der Blitzableiter. 

zum Schutze aller Arten von Gebauden, Seeschiffen, and Tele- 

grafenstationen ; nebst Kostenvoranschlagen. 8vo. 162 pp. 

mit einem Atlas von 6 Poliotafeln. Weimar, 1867 

„ De bliksemafleiders, door C. J. v. Doom. 8vo. Haarlem, 1867 

,. Die Construction. 8vo. 2nd Ed. 8vo. Weimar, 1876 

Suissart. M^moire sur les divers Avantages qu'on pourroit retirer 

de la Multiplicity des Conducteurs Electriques, ou Paraton- 

nerres. Lu k I'Acad. d'Arras. 24 Avril, 1781. (Saumhz, 

Fhys. Supplem.l7S2. xxi. pp. 140-48) 1782 

„ M^moirejuridique sur les Conducteurs Electriques. (From Fan 

Smnden, p. 137; Van Troostwt/k and Kraymhoff,^' 241.) 
Bnnsen, J. Versuch, wie die Meteora des Donners imd Blitzes des 
Aufsteigens der Diinste, incl. des Nordscheins, aus elektr. 
Versuchen. herzuleiten und zu erklaren. §vo. Lemgo, 1763 
BTUmaby, A. Voyages dans TAm^rique Septentrionale, Traduit 
de TAnglais. (Conductors melted by Lightning.) 

Zavsanne, 1778 

Burt Miscellaneous Scientific papers. 1861.66 

Bxuse, F. G. von. Beruhigung iiber die neuen Wetterableiter. 

8vo. 62 pp. Leipzig, 1791 

„ Besehreibimg einer wohlfeilen und sichem Blitzableitung, mit 

neuen Griinden und Erfahrungen. 8vo. 1 plate. Leipzig, 1811 

Butschany, M. Dissertatio de Fulgure et Tonitru ex JPhssno- 

menis Electrids. 4to. pp. 1 et 2. (Foggendorf, i. 353.) 

Oottingen, 1767 

„ Der Blitz entsteht nicht durch Entzundung einiger brennbaren 

Theilchen die in der Luft schweben, und ist auch kein Feuer. 

(Beitrage zu Hannov. Magazm, 1761.) Hanover, 1761 

M Eine Unvollkommenheit der Blitzableiter, nebst ihrer Ver- 

beaserung. 8vo. (From Foggendorf, i. 353.) Hamburg, 1787 

Gagniard de Latonr. (See Official Inttructiona, France.) 

CaUaodyA. Traits des Paratonnarres. Large 8vo. i^m, 1874 
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CamereTi J. W. Uber das Emschlagen dee Gewitten anf zwei mit 
Blitzableitem versehenen Hausem. {Tubing, - Blatter, 1815, 
Bd. ii) Tubing, 1816 

Cardanns, G. De fulgure. Liber unna. Fol. (Cardani Geronimo 
Opera omnia. 10 Tola, folio, vol. ii.) Lugd. 1663 

Castelll, G. Diasertazione sull' origine delle atraordinarie meteore 
deir anno 1783, e sulla maniera d' impedire i fulmini e le 
grandinl 8to. {From MS, Catalogue, Padua Aa ' 



Carallo, T. A complete Treatise on Electricity. 8vo. (Many edir 
Hone,) London, IITJ, &Oi 

Cerini, O. Impossibility fisico-chimica del paragrandine. 

Milano, 1821 

Chamberlayney J. On the effect of Thunder and Lightning at 
Stampford Courtney, in DeTonshire. 4to. {Pnil. Trane. 
1712.) London, nVSi 

ChantreL Ueber Blitzableiter. {Polvt, Joum., haxvi, 119,) 

1842 

Chapman, Sir F. E. Listructions as to the application of Light- 
ning Conductors. 8vo. {Army Circulars.) 1876 

Chappe, D'Auteroche. Observations sur Torage du 6 Ao&t, 1767, 
et d'un coup de foudre qui s*est ^eye de la terrasse de 
rObservatoire. 4to. {MSm, de Paris, 1767, M4m. p. 344^ 

Paris, lien 

„ Voyage en Galifomie pour rObservation de V^nus sur le disque 

du Soleil le 3 Juin, 1767. . . . Redig^ et public par M. 

Cassini ills. 4to. 170 pp. 4 plates. 

{On Lightning {as ascending), p. 31, and reference to the same 

subject m his Voyage en SibSrie), Paris, 1772 

Voyage en Sib^rie. (Pogg, i, 420, says 3 vols. 4to.) Paris, 1763 



subject in his Voya 
voyage en Sib^rie. (! ^^ 
Chevalliery J. 0. Instruction sur les paratonnerres. Paris, 1823 



Chigiy A. Lettera ad un amico sopra il Fulmine caduta, 18 Aprile, 
1777, nella spranga. . . . torre del Palazzo. . . . di 
Siena. Siena, 1844 

Clmniliello, v. Risposta . . . al oommento . . . nel Gior- 
nale Astrometeorolo^co, 1806, del Sig. G. Scaguller. 12mo. 
24 pp. {On Lightmng Conductors,) Veneeia, 1806 

„ Precauzione d'appllcare il secondo oonduttore owero TEmis- 
sario per preservare gli edifizii dai Fulmini. {Cfiomale 
As^ro-meteorologico, 1806») Padova, 1806 

Chinale e Compa. Paragrandine. Istruzione. 8vo. 25 pp. 1 plate. 
{EetratH del Propagatore,) Torino, 1828 

Clarky Latimer. On tne Storms experienced by the Submarine 
Cable Expedition in the Persian Gulf, 1869. {Jour, Met, 
Soc) 8vo. London, 1873 

Clerc. Compte-rendu. ler S^mestre de 1819. 8vo. {JLyon's 
Acad, Comptes-rendtLS,) Lyon, 1819 

Note, — ^Mention of a work receiyed from le Oomte de Lezai-Mamesia 
. . . Bor lea ParatonnerreB et Ias Paragrdlea — M. D. 

Close, B. Passage d'une lettre . . . sur les effets de la Foudre 
sur la chame du paratonnerre d'un vaisseau. 8vo. 2 pp. 
{Toulouse Acad, 4e s^rie, tome iv. p. 483.) Toulouse, 18164 

Colm, F. Ein interessanter Blitzschlag beschrieben. 4to. 2 plates. 

Acad, Leop, 1866, vol. xxvi part i. p. 177.) 1856 

„ Die Einwirkimg des Blitzes auf Baume. 4to. {Acad, Leop, T) 

CoUadoiL, I>. M^moire sur les effets de la Foudre sur les arbres et 
les plantes ligneuses, et Temploi des arbres oomme parraton- 
nerres. 4to. Geneve, 1872 

CoUin et Fils. Paratonnerres. (Extract from Catalogue,) 4to. 

CoUinder. De fulguribus. 4to. {J^om Watts.) Upsal, 1686 

Contessi, M. Disquisizione sui paragrandini. 4to. 26 pp. 

Treviso, 1826 
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CostantiBi, a A. (?) Difesa della ... Sentenza che i Pul- 
mini discendono daUe nuvole . , . Eiflessioni. 4to. 184 
and 12 pp. Veneeia 1749 

Cowper. (Poet ) Letter to TiUoch. from J. S. a, containW ax^ 

Extiwst from the 3rd vol. p. 178, in a letter to the Rev. John 

XJewton, of Cowper's Correspondence as published by Hayley 

This extract contains an account of two Fireballs which burst 

<m the steeple, or close to it,"* at Olney. 8vo. (PAt/. Maa. 

XIZ. JvO.^ "^ ' - -- -- - 

Crause (Krause), E. W. De fulmine tactis. 
CrOBSe, O. De Fulmine. 4to, 



(I^om Watts.) 
Crosse, A. Memorials of the late. 8vo. 
D'Abbadie. (^S^ Ahhadie, ZP.) 
Dalibard, M. Histoire abr^g^e de FElectricit^. 



London, 1804 
Jen<x, 1694 
Amsterdam, 1669 
London, 1857 



2 vols. 8vo. 

Paris, 1766 



D*Auteroc]ie. {See Chappe LTAuteroche,), 

Davies, E. An account of what happened from Thunder in Car- 
marthenshire ; partly from the woman's mouth that suffered 
by it, partly from what was observed by others; communi- 
cated to the Eoyal Society by Eames J., aa he received it in 
a letter from Davies E., dated Pencarreg, Saturday, Dec. 6, 
1729-30. 4to.5pp. (P^7. TVan*. ixxyI. 444.) ^' ^ '^ 

_ . , , _ ^' Xorwfon, 1729-30 

Daviet de Foncenez, F. E^it d'une foudre ascendante ^at^e sur 
^t^^ ^^ ^^^^ ^® ViUefranche. {BibUoteca oUramontana, 
1789.) 1789 

Davy, Sir H. Preservation from Lightning. {PortahU conductor.) 
8vo.lp. (^^»/.Af«^.lix.468.) Lomian,1822 

De Fonvielle. (See FonvudU, De,) 

De Fremery. {See Fremwy, De.) 

DeLaPylaie. {See La Pylaie, De.) 

De La Bive. {See La lUve, De.) 

DelavaL E. H. An account of the effects of Lightninfif, &c; 4to. 
. {Phil. Trans. 1764.) * Lmdon, 1764 

Delia Bella. G. Trattato sopra Futility dei conduttori elettrict. 

{Pof^g. 1 139.} 
„ Noticias historicas, e praticas k circa do modo de defender os 
edifidos dos outrages dos raios. 8vo. Lisboa, 1773 

Dell'Acqua, C Norme pratiche per ben costruire ed applicare* i 
Parafulmini. 4to. 37 pp. 1 plate (lith.) Milano, 1869. 

Dempp, K. W. Vollstandiger Unterricht in der Technik der 
Blitzableltersetzung. 8vo. Miinch^n, 1842 

De Bomas. {See Romas, De.) 

Des Cartes BenatL Principia philosophise. 4to. 316 pp. 

Amstelodami, 1660 

Despretz. {See Official Instructions, France.) 

De St. Lazare. {See Bertholon de ^. Lazare.) , 

D'Hombre Firmas, L. A. Effets de la Foudre. {RSsumi des 
travaux de CAcadhnie de Toulouse pendant 1839-40-41.) 

Toulouse, 1848 

Dietrich, P. F. von. Sur les conducteurs des Edifices anciens. 
4to. {Schrift. Oesellsch. naturf. Fr. in Berlin, xxv. 1784.) 

Berlin, 1784 

Dingley, E. Vox Coeli, or Observations of Thunder. Sm. 8vo. 

London, 1668 

DiYisch, P. ** Erfand einen Wetterableiter. Beschrieben in 
PelzeFs Abbild, bohm u. mahr. Gelehrt Bd. iii." {F^om 
Poggendoff, i. 680.) 

Dove, H. W. Ueber Electridtat. 8vo. Berlin, 1848 

Dralet. On a Trombe, mth thunder, &Q, Toulouse, 1880 
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Drebble, 0. Einknrtzer Tractat Ton der Natur. Der Elementen 
iind wie sie den Wind Begen Blitz nnd Donner yerorfachen. 
12mo. 25pp. Fra7wkfwt,\e2B 

DuhameL (JSee Official LiOntctimu, France:) 
DiqardilLy G. Traits ^l^mentaire de TElectridt^ extrait en partie 
du fprand ouTmge de M. Beoquerel, et renfennant un Article 
pratique snTlesPaiatonnerres par M.Gay-LuBeac 8^. 12mo. 

Parii. 

Dnlong^. {See Official Irutructiom, D^ance,) 
Du MonceL T. Tb^rie dee ^airs. 8to. 46 pp. 

Ckminmrff^lBM 

M Notice hiatorique et th^rique aur le tonnerre et les ^claire. 

8vo. 64 pp. Paris, 1867 

M Expose des applications de TElectridt^. 5 vols. 1872-78 

DTLpill) G. Observations an suiet da Bapport sur TEtablissement 

de Pkuratonnerres k boras des Yaisseaux. (Canwt, Hend,, 

xzxiz. 1159.) 1864 

DlL Frez, F. M^moire en r^ponse «... sur r^ectiicit^ de Fair. 

4to. Brux$llei, 1848 

H Statistique des coups de foudre qui ont frapp^ des paraton- 

nerres. 4to. MruxelleB, 1659 

Du Tour, E. F. M^moires sur les efFets ^ectriques du tonnerre 

tomb^ pr^ de Riom en Auvergne. 4to. (MSm. cU Paris, 

an. 1766, Hist. p. 37.) Paris, 1766 

Eberhard, J. P. Vorscblage zur bequemem und sicheren 

Anlegung der Pulyermagazin. 8yo. HaUe, 1771 

EdmondSy R* On the two great thunderstorms, with extraordinary 

agitations of the sea in 1846. 8yo. 

Eeles, H. Letter concerning the cause of Thunder. 4to. {PhU, 

Trans. 1752, p. 524.) London, 1752 

EisenlollT, W. Anleitung z. Ausfiihrung u. Visitation d. Blitz- 

ableiter. 8yo. Carlsruhe, 1848 

„ Second edition, with 3 plates. Carisruhe, 1867 

Eitelwein, J. A. Eurze Anleitune auf welche Art Blitzableiter an 

den Gebauden anzulegen sind. 8yo. Berlin, 1802 

Elice, F. iLettera solla niuna influenza del suono delle campane 

per attrarre il fulmine. Oenova, 1817 

„ Influenza delle campane sul fulmine. 8yo. 3 pp. Bibl. lud, 

xxxii. 423.) MiUmo, 1828 

n Osseryazioni sull* Istnizione dei Parafulmini approyata dalla B. 

Acad, delle Sdenze di Parigi il di 23 Aprile lo23 e pubblicata 

nel 1824. 8yo. 8 pp. Oenooa, 1826 

„ Letteradel . . . F. Elice . . . alsig. C.F. 8yo.3pp. 

{Bibl Ital, xly. 136.) MiUmo, 1827 

JVbte.— On the effects of Ughtning on the tower of the li^thonae «t 

Genoa, Jan. 4th, 1827. 

„ Istruzione sui Parafulmini. Lettera . . . al P. 0. Dentone. 
8yo. 24 pp. Geneva, 1839 

^ Istruzione sui Parafulmini ; lettera . . . indirizzata al Pittore 
C. Dentone. Seconda Edizione con aggiunte deir autore. 
8yo. 32 pp. Oe/nova, 1841 

,, Osseryazioni sui Parafulmini Luglio 1843 e Nota sulla oon- 
ducibilitli di parecchi metalli per Telettrico, e proposta di 
fare le punte dei parafulmini di palladio. 1 Agosto 1843. 
8yo. 11 pp. Oenova, 1843 

SUinger. A. Beitra^e zur Erl&uterung d. Yorstellung yon Wetter- 
wolken und Blitzen. (Mtmchen Denksckr, 18(3-6.) 

Mwncken^ 1803-6. 

Englefield, Sir H. C. Some particulars respecting the Thunder- 
storm at London and in its yidnity on the 31st of August, 
1810. 6yo.4pp. (PA»/. ilfo^. xxxyi. 349.) Xotuftm, 1810 

SaeliecilUI, J* S. De fulmine et tonitni. 4to. 1659 
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E«8er,Ferd. AbhandL tib. BUtzableiter. 8yo. Mumtir, V786 

Fait, E. Mae. iSeeMacfait.) 

Falconer, W. Obseryatioiu on the knowledge of the ancients 
respecting Electricity {Memoirs of the LUerary and Phil, Soc. 

_ ,_, Manchester, vol. iii. p. 278.) 8to. WarrmgUmy 1790 

FelDlgery J. I. yon. Die Eunst Thuerme, oder andere Gebaude, yor 
den schadlichen Wirkungen des Blitzes, durch Ableitung zu 
bewahren (angebxacht an einem Thurm). 8yo. 110 pp. 1 

W plate.. BreslaUyVIll 

le weit gewtoren wohl Gewitterableiter, Sicherheit fiir um- 
stehende Gebaude P Ti-esshura, 1787 

FelkelyA. Wahre Beschaffenheit des Donners. Wien, 1780 

FerglUOIIjJ. An introduction to electricity. (3rJ«iL) 8vo. 
„ « ,. „ London, 1778 

Fergnson, B. M. Electricity. 12mo. 1871 

FerriP. Biflessioni sopra gli Argomenti addotti dal . . . Maflfei 
• . . intomo la Fonuazione del Fulmine. 4to. 52 pp. 

FXc«iai,1748 
Fiedler, K. G. Merkwiirdige Blitzschlaege. 8yo. (QHh, Ann. Ixviii) 

Fiedler, E. W. Ueber Blitzrohren in Deutschland und Ungam. 
Fischer, D. Belatio de fulgure tonitru et fulmine. De insolito 
quodam phaenomeno Eesmarkini die 10 Aug. 1717. 

Breilau 

Fischer, J. B. Do foeno sub combustione per fulminis ignem in 

massam seu scoriam calcariam redacto. 4to. (mfv. Act, 

Acad. Nat Cur, iii. 1733.) Breslau, 1788 

FoUini, G. Sul passaggio del fulmine . . . delli 6 Agosto, 

1796, nel Tempio di S. Andrea in VercellL 8vo. 49pp. 1 

plate. VerceUi, 1795 

Fonda. Sopra la maniera di preseryare gli edifizii dal Fulmine. 

Itoma, 1770 
FOBTeille, W. de. Edairs et Tonnere. 12mo. Pam, 1867 

„ Thunder and Lightning (translated by Phipson). 8yo. 

Xonc^, 1868 
„ Eclairs et Tonnerres. 8yo. Pam, 1869 

„ De llJtilit^, des Paratonnerres. 8yo. Pay m, 1874 

(See Official Instructions, Jhmoe.) 

Forbes, Eli An account of the effects of Lightning on a large 

rock in Gloucester, in a letter . . . to . . . M. Cutlet, 

(dated July 3, 1783). 4to. 4 pp. (Mems. of the American 

Acad., Old Series, i. 253, part ii.) Boston, 1786 

Forster, B. Description of an electrical instrument called ** The 

Thunder-storm Alarum." 8yo. 2 pp. 1 plate. (PhU, Mag, 

zlyu. 344.) London, 1816 

Forster, T. On simultaneous Thunder4torms. 8yo. 2 pp. (Ph$L 

Mag, Iz. 195.) London, 1822 

Fonmet, J* Sur la distribution des coups de foudre k Lyon. 

8yo. Lyon, 1852 

Fowler, T. A remarkable case of the morbid effects of Lightning 

successfully treated. {Medical and Philosophical Commentary 

by a Society of Physicians in Edinburgh, yol. yi.) 

Edinhurgh. 

FraaklilL. B. Enieriments and Obseryations in Electricity made 

at Philadelphia, in America. 8yo. London, 1761 

„ Exp^rimices et Obseryations. 12mo. 1762 

„ Letter from Dr. B. Franklin to D. Hume, Esq., on the method 

of securing houses from the effects of Lightning. 8yo. 15 pp. 

E£nburgh, 1771 
„ Experiments and ObservatioDS. (JM sdUion,) 4to. 

London, Vn4i 
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Franklin^ B. Experiments on the Utili^ of long-pointed Bods 
for securing Buildings from damage by Strokes of Lightning. 

London, 1779 

M M^moire sur la mani^re d*armer d'un oonducteur la cathMrale 

de Strasbourg et sa tour. 8vo. 1780 

Entered in the Ronald's Oatalogae, under Barbiere de Tinan, but ii 

■igned by FrankUn. 

(See Official Instructions, France,) 
FreckseL Bemerkungen Uber Blitzschlage. 1819 

Frost, A. J. Catalogue of books and papers relating to Electricity, 
&c., compiled by Sir Francis Konalds, FJLS. 8vo. xxvu. 
564 pp. Lond<m, 1880 

Fremery, N. CJ)e. Dissertatio philos. inauguralis de Fulmine, 
4to. Lugd, Batav., 1790 

FresneL (See Official Instructions, France.) 
FachSy J* 0. Von einem merkwiirdigen Wetterschlage in Potsdam. 
{AUsmsueste MannigfaUigksiten, 1782.) 1782 

y, Zusatze und Erganzungen der Nachricht yon einem merkwiir- 
digen Wetterschlage in Potsdam. . . . (AUemeuests 
Mannigfaltwkeitsn, J. ii Th. iii.) 
Qallitrin, D. A. F. Observations sur les conducteurs. Addressee 
k TAcad. de Bruxelles; July % 1778. 4to. 10 pp. 1 plate. 

La Haye, 1778 

GariptLJ. M^moire sur un coup de Tonnerre arrive pr5s la yille de 

dastres . . . Reflexions sur les conducteurs ^lectriques. 

(Lull Avril, 1782.) 4to. (roM/ota#^carf. Ire s^rie, torn. ii. 

p. 188. Toulouse, 1784 

G-attoni, O. C. Lettera all editore sui Fulmini di Ritomo. (Data 

Como, 16 Luglio, 1808.) 4to. 14 pp. 1 plate (Uth.). (Nuova 

SceU. d'Opusc. ii 289 & 310. Mtiano, 1807 

Oavarret, J. Traits d'Electricite. 2vols.8vo. Pam, 1857-68 

„ Lehrbuch d. Electricitat (Translated hy Arendt,) 2 bde. 

Leipxiff, 1869-60 
Gay-Lnssac. (See Official Instructions, France,) 
Gersdorf, — v. Ueber die atmospharische Electricitat. 

Qdrlitz, 1802 
Gilbert, I* A method of affording relief to persons injured by 
Lightning. In a letter from Mr. Isaiah Gilbert to the Bey. 
Mr. Steele. 8vo. 2 pp. (PhU. Mag. xvii. 306.)^ 

London, 1803 
Gilii, F. L. Memoria fisica soi)ra il Fulmine Gaduto in Roma suUa 
casa dei P. P. Filippini di S. Maria in Vallicella, detta 
comunemente la chiesa nuoya nel di 26 Novembre, 1781. 
12mo. 28 pp. Itoma, 1782 

„ Breve ragionamento sopra il conduttore . • . innalzato sulla 
Basilica di Sta. Maria degli Angioli. 8yo. 22 pp. 

Roma, 1793 
Gilly und Eytelwein. Kurze Anleitung, auf welche Art BUtz- 
ableiter an d. Gebauden anzubringen sind. 8yo. 3 plates. 

Berlin, 1798 
„ Kurze Anleit. &c. (Blitzableiter). 8yo. 3 plates. BsrUn,lS02 
„ Eurze Anleit, &c. 3e Aufl. 8yo. BerHn, 1819 

Gineau. (See Official Instructions, France.) 
Giorgi, E. Ueber Blitzableiter. ( Vide Majocchi AnnaU, yiii. 178. 
Gray, J* W. & Son. Lightning, its destructiye action on buildings. 
8yo. ionrfon, 1876 P 

Green, W. P. Selection of papers on the subject of fixed Lightning 
Ck)nductor8 to the masts of H.M.'s Nayy, constructed so as to 
pass from the truck to the keelson . . . illustrated by en- 
gravings, &c. 8vo. London, 1824 
„ On Lightning Conductors for Ships. 1828 
„ Precautions to avoid accidents by Lightning. 8yo. 1837 
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Ghreunble. Dissertatio physica de genu progressu et effectibtu 
fulminis. 12mo. Aguit. Find. 1759 

Grenet, ^* Constmctioii des Paratonnerres. 8to. Farts, 1873 

Orimin, J. Uber die Namen des Donners. Eine academische Ab- 
handlung vorgelesen am 12 Mai, 1853. 4to. 28 pp. ^^^n,1865 

G(r088, J> F. Grundsatze der Blitzableitimgskunst gepriift, iind 
durch einen merkerwiirdigen Fall erlautert Ntush dem Tode 
des Verfassers herausgegeben von J. F. W. Widenmann, 
8to. 228 pp. 1 plate. Leipag, 1796 

Guazzi. A. Transunto del Eagguaglio d'un Fulmine caduto presso 
Casalmaggiore con danno di tre persone 4to. 3 pp. (ikmsc. 
Seek. xiT. 301.) Milano, 1791 

GKldeiL. P* P* Von der Sicherheit wider die Donnerstrahlen. 8yo. 
200 pp. OoUingen, Vll^ 

GKltle und IiUZ. Unterricht vom Blitz und den Blitz-und- Wetter 
Ableitem, zur Errinerung und Beruhigung sonderlich der 
ungelehrten, und des gemeinen Mannes von F. Luz neu bear- 
beitet von J. £. Gutle. Erster Theil. 8yo. 222 pp. 1 plate. 

Nurnkerg, 1804 

GKltle|J*0. Lehrbuch der praktischen Blitzableitungskunst . . . 

als Fortsetzung der *' Theoretischen Blitzableitungslehre." 

8yo. 446 pp. 16 plates. Niimhery, 1804 

„ Algemeine Sicherneitsregeln fiir Jederman bey Gewitter. 8yo. 

Ifumherg, 1805 

M Fasslicher Unterricht wie man sichbeiGewittemyor den . . • 

Wirkungen des Blitzes olme Blitzableiter sicher . • . 

yerwahren kann. 8yo. 140 pp. Nurnb^rg, 1805 

„ Neue Erfahrungen iiber die beste Art Blitzableiter anzulegen. 

8yo. Nurnberg, 1812 

n Neue wissenschaf tliche Erfahrungen, Entdeckimgen und Verbes- 

serunffen, &c 8yo. 272 pp. 4 plates. munchen, 1826 

Hachette, J. N. P. Sur la formation des tubes f ulminaires. 8yo. 
(Ann. de Chim, xxxyii 1828.) PartB, 1828 

Haidinger. W. Bitter Von. Niedrigste Hohen yon Gewitterwolken 
(Zwei Falle in Erinnerung ffebracht) 8yo. 10 pp. (Aus den 
Sitmngsherichten 1852, £f«r k. Akad. der Wiisemchanen abge- 
druckt. Vol. ix. ii. Heft.) men,lSb3 

„ Die siidwestlichen Blitzkugeln am 20 Octbr, 1868. Nachtnu^ 
zu der Mittheilg. am 5 Noybr. 8yo. 2 pp. (Sitzb d, k, Akaa, 
d, Wi$8. Dec Heft. 1868 lyiii. Bde.) Wien, 1868 

„ Ein kugelformiger Blitz am 30 Aug. 1865, gesehen zu Feistritz 
bei Peggau in Stiermark. 8yo. 4 pp. (SUzb, d» k. Akad, d. 
Wise. Dec. Heft. 1868, lyiii. Bde.) Wimiy 1868 

HajinglB. KEPATNOAOFIA *T2IKH. SeuDisquisitiode Fulmine 
Naturalis. 4to. CHeeate Hdssorum, 1660 

Hallencrentz. D. Beobachtung an Gewitterwolken welche Blitze 
gegen emander geben zu Pello innerhalb des Polarkreises. 
8yo. 3 pp. 1 plate. (K Schwed. Akad, Abh, zxzy. 85.) 

Leiptig, VHS 

Hallev, E. Obseryation sur les coups de Tonnerre multipli^ et 
extraordinaires. 4to. (MSm. de Parte, 1731. met p. 19.) 

Pam, 1731 

Hamberff, H. E, Cm den s. k. luftelektriciteten. 8yo. 

Upeala, 1872 

HannemaaiL J. L. De fulminis effectu miro. (Muceil, Acad. Nat, 
Cur}) 1685 

Hare, R. Ueber die Ursachen, warum Wetterableiter in einigen 
Fallen nicht schiitzen, und die Mittel dieselben yoUkommen 
schiitzend zu machen nebst einer Widerlegun^ der herrschen- 
den Idee dass Metalle die Elektricitat yorziu^lich anziehen. 
Aus. Gill's Technological Repository, Nov., 1827, im Fdvt, 
Joum„ xxyii. 268. 1828 
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Harris (afterwards Sir), William Snow. Electrical Conductors for 
Ships. Experiment in Plymouth Harbour. 8yo. 7 pp. 
(i^. Mag, Ix. 231.) Zoiu^, 1822 

H Obseryations on the effects of Lightning on floating bodies, &c., 
with an account of a new method of applying fixed and con- 
tinuous Conductors of Electricity to the Masts of Ships. 
Letter to Sir T. B. Martin. 4to. 89 pp. 5 plates. 

London,\WZ 

jr«te<— The UhiBtratlon aooompanioB pUta L The line* on the paper 

origioAlly consisted of gold leaf. ... A diichaige hM been peeeed 

over the gold leaf to ihow bj iti deflagration the conree of the electric 



On the relative powers of various metallic substances as Con- 
ductors of Electricity. Bead Dec. 14, 1826. 4to. 7 pp. 1 plate. 
{PkU. Tran$.) London, lS2rr 

On the utility of fixing Lightning Conductors on Ships. 8vo. 
23 pp. Bynumth, 1830 

A senes of papers on the defence of Ships and Buildings from 
Lightning. 8vo. 46 pp. (Niauiical Magamn^, xxv.) 

London, 1835 

Inquiries concerning the elementary laws of electricity. 4to. 

London, 1836 

A series of three Papers, termed Illustrations of cases of damage 
by Lightning in the British Navy. (Nautical Magazine for 
1838.) L(md(m, 1838 

On the Protection of Ships from Lightning. (Anncda of 
Electricity, ii 81.) 1838 

State of the question relating to the protection of the British 
Navy from Lightning, by the method of fixed Conductors of 
Electricity, as proposed by Mr. Snow EEarris. With appendix. 
8vo. Plymouth, 1838 

History of 220 ships struck by Lightning. 1830 

On Lightning Conductors, and on certain principles in Electrical 
science; being an investigation of Mr. Sturgeon's experi- 
mental and theoretical researches in Electricity, published by 
him in the AnnaU of EUctricity, Ac 8vo. 12 pp. 1 plate. 
(Phil. Mag. for Dec, 1839, p. 463.) London, 1839 

Copy of the report and evidence from the Commission ap- 
pointed to inquire into the plan of W. S. Harris, relating to 
the protection of Ships from the effects of Lightnmg. 
Ordered by the House of Commons to be printed, 11th Feb., 
1840. FoUo. 96 pp. 12 plates. London, 1840 

State of the question relating to the protection of the British 
Navy. 8vo. 1840 

On the course of the Electrical dischargee, and on the effects of 
Lightning on certain ships of the British Navy. 8vo. (Edinb, 
and Lond. Phil. Mag., Feb. and March, im) 

London, 1Q4X} 

On Lightning Conductors, and the effects of Lightning on H.M.'s 
ship " Rodney" and certain other ships of the British Navy ; 
being a further examination of Mr. Sturgeon's Memoir on 
Marine Lightning Conductors. 8vo. 12 pp. 1 plate. (Annals 
of Electricity, iv. 484.) London, 1840 

On the supposed Electro-magnetical effects of Marine Lightning 
Conductors. (NatUical Magazine, Enlarged Series, No. 2, 
vol. for 1841) 1841 

Observations on the action of Lightning Conductors. (Proc. 
London Elec. Soc. for 1842.) London, 1842 

On the effects of Lightning on the British ship " Undertoood," 
8vo. 8 pp. (Nautusal Mag. for June, 1842.) London, 1842 

On the nature of Thunderstorms, and the means of protecting 
Buildings and Shipping against . . . Lightning. 8vo. 

London^ IS4B 
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Earri8» W. S. A theoretical and practical yiew of Thunderstorms, 
and the protection of Buildings and Ships from Lightning. 

London, 1843 
^ On Damage by Lightning in the British Nayy. 8yo. 66 pp. 
(Ejctractfrom the Nauttoal Magazine, 1843.) London, 1843 
H Brief history of 220 Ships. 8yo. 1844 

„ Meteorology of Thunderstorms at Sea, with analytical deduc- 
tions ; and a history of the e£fects of Lightning on 210 ships 
of the Royal Nayy. 8yo. London, 1844 

Note. — ^The first part was printed in the " Nautical Magazine *' after 
the second part, contalnkig the history of. cases, had been completed. 
The flr»t part has 18 pp.; the second part is entitled, ** Damage by 
Lightning ist the British Nary," and has 66 pp. 

„ Remarkable instances of the protection of certain Ships of 
H.M.'s Nayy from the destructiye effects of Lightning; 
collected from yarious authorities. 8yo. 18 pp. 

Plymouth, 1844 
M Bemarkable instances of defence of certain Ships of the Royal 
Nayy from the destructiye agency of Lightning, with practical 
and theoretical deductions. London, 1846 

„ Letter to the Secretary of the Incorporated Society for Building 
Churches, &c., on the Preseryation of Public Buildings from 
Lightning. Syo. P/ymoM^X, 1847 

„ A Public Official Letter to the India Board, dated June 21, 1847, 
relatiye to a Board Order requiring all Transports to be fitted 
with his Conductors. 1847 

„ ffistory of 220 ships of the Royal Nayy. 8yo. 1847 

„ Remarkable instances of the protection of certain Ships » . . 
from the destructiye effects of Lightning. 8yo. 61 pp. 2 
plates. London, 1847 

n Instructions for the application of permanently fixed Con- 
ductors in H.M.'s ships, drawn up for the use of H.M.'s dock- 
yeurds. Printed by order of the Lords Commissioners of the 
Admiralty. London, 1848 

„ Letter to the Earl of Wilton on returns . . . relatiye to . . . 
fixed Metallic Conductors employed in H.M.'s Nayy. 8yo. 
35 pp. Hymouth, 1849 

„ Letter on the Preseryation of Public Buildings from . . . 
Lightning (reyised) addressed to the . . . Society for 
building Churches, &c., dated December, 1847. 8yo. 12 pp. 

London, 1860 

On the relatiye Cost and Efficiency of permanent and temporary 

forms of Lightning Conductors aa applicable to the defence 

of the Royal Nayy. 8yo. 27 pp. Hymouth, 1850 

Bemarkable instances of the Preseryation of certain Ships of 

the Royal Nayy from Lightning. Abridged from Official and 

other authenticated Reports. Syo. 19 pp. Hymouth, 1850 

Destruction of Merchant Ships. Shipwreck by Lightning. 

8yo. 6 pp. (Nautical Magazine for Noyember, 1862.) 

London, 1852 
Papers relating to Harris's Lightning Conductors and the de- 
structiye effects of Lightning on Ships. Fol. 11 pp. 2 plates. 

London, 1852 
Papers relatiye to Harris's Li^tning Conductors, Appendix, 
with Addendum of 1 sheet. Fol. 37 pp. London, 1852 

Reyiew of the History and Progress of the general system of 
Lightning Conductors ... in the Royal Nayy. 8yo. 
10 pp. (Reprinted from the Nautical Magazine for March. 
18530 1853 

Shipwrecks by Lightning. Copies of papers relatiye to Ship- 
wrecks by Lightning as prepared by Sir Snow Harris, and 
presented by him to the Admiralty. Fol. 82 pp. 5 plates. 
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Harris. W. S. On the relatiye cost and efficiency of Lightning 

Conductors. 8vo. 1859 

„ A treatise on Frictional Electricity. (Edited by C. Tomlinson.) 

.8vo. London^ 1867 

Harting, P. Notice sur un cas de formation de fulpfurites et but 

la presence d'autres fulgurites dans le sol de la N^erlande, 

4to. Amsterdam, 1874 

Hartmann, J. F. Verbesserter Versuch seines kunstl. elektr. 

Blitzes. 8vo. (ffamb. Mag. xxiv. 1759.) Hamburg, 1759 

n Gedanken iiber den Ursprunz der Luftelektricitat bei Gewittem. 

1768 

„ N'ewen Erklarung der Entstehungsart der Donnerwetter. ( Oo^ 

tingiachen gemem, Abhandl, von J, 1775.) CRittmgen, 1776 

Harward, S. A Discourse of the several Kinds and Causes of 

Lightnings, written by occasion of a fearefuU Lightning 

which, on the 17th day of Nouember, Anno Dom. 1606. did in 

a very short time, bume vp the spire steeple of Bletchlngley, 

in Surrey, and in the same melt into fragments a Goodly 

Bing of Bells. 4to. London, 1607 

Hasseiicainp. J. M. Wie ein Ort durch Wetterableiter su sichem. 

Hinteln, 1782 
„ Von den grossen Platzen d. Strahlableiter, u. ihrer vortheil- 
haf testen Einrichtung zur Beschiitzung ganzer Stadte. 

Rint(dn, 1784 

Hauch, A. W. von. Yon der Luftelekt besonders mit Anwendung 

auf Gewitterableiter. 8vo. Kopenhagen, 1800 

HehL Anleitung zur Errichtung und Untersuchung der Blitz- 

ableiter fur Bauverstandige, Bau- und Feuerbeschauer und 

Gebaude-Inhaber. 8vo. 54 pp. Stuttgart, 1827 

Heinrich, P. Ueber die Wirkimg des Geschiitzes auf Gewitter- 

wolken. 4to. Neue Abhandl, der Baierischen Akad. PkUos. 

V. p. i.) Munchen, 1789 

Helfenzreidef. J- E. Verbesserung der Blitzableiter. 8yo. 

Eichstadt, 1783 
„ Vorschlag ... die Blitzableiter zu verbessem. 8vo. 15 pp. 

Sakburg, 1785 

„ A new invention in Lightning Conductors. 8vo. {Ahhand, 

erne Privat-GeseUschc^t, vol. i. No. 12.) Munc?ien, 1792 

„ Handgriffe bey Errichtung eines Blitzableiters von verbesserter 

Art. 8vo. (Abhand, evner Prwat-Oes, in Ober-DeutscMand, 

Th. i. p. 193.) MUnchen, 1792 

Helmuth, J . H. Von d. wohlthatig. Erfindung d. Blitzableiters. 

(Braunschw, Anzeig, 17 . 7, S. 55.) 1777 

Helvig, C. G. Bemerkungen iiber Blitz und Donner, nebst Ver- 

muthungen iiber das Entstehen der Luft-Erscheinungen. Svo. 

32 pp. 1 plate. {Gilbert^s Ann. d, Fhysik. H. S. 2, S. 10.) 

Lekmg, 1815 

Henuner, J. J. Beschreibung einiger merkwiirdiger Wetterschlage. 

4to. {Comm,entat. A<Sd, Theodoro-PalatintB iv. Pht/s, p. 87.) 

Mannfieim, 1780 
„ Zergliederung des bestandigen Elektrizitats-Tragers. 4to. 
Commevdat, Acad, TJieodoro-PdlatimB iv. Phya, p. 94.) 

Mannheim, 1780 
„ Kurzer Begriff il Nutzen d. Wetterableiter, u. s. w. Svo. 

Diiseeldorf, 1782 
„ Kurzer Begriff und Nutzen der Blitzableiter. 8vo. 

Mannheim, 1783 
„ Kurze und deutliche Anweisung wie man, durch einen in 
jedem Orte wohnenden Schmied, Oder andere in Metall 
arbeitende Handwerker, eine sichere Wetterableitung mit 
sehr geringen Kosten in allerhand Gebauden anlegenlassen 
kann. Svo. IHedrichstadt, 1783 
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Henuner, J. J. De fulminis ictibus in campanas, qu8& pulsantur, 

ubi electricitas nubium ac fulminis tbeoria, noya et uberiore 

luce perfunduntur. 4to. {Commentat, Acad. Theodoro' 

Palattna v. Fhys, p. 237.) Mannheim, 1784 

„ ijber d. Glockenlauten bey Gewittem. 4to. {Commentat, 

Acad. Theodoro-PaiatincB v. 1784.) Mannheim, 1784 

,, Anleitung Wasserableiter an alien Gattungen von Gebauden auf 

die sicherste Art aozulegen. 8yo. Frankfurt, 1786 

M Anleitung Wetterableiter . . . anzulegen. Svo. 

Offenbach, 1786 

,, Anleitung Wetterleiter . • . anzulegen. 2na edition. 8yo. 

232 pp. Mannheim, 1788 

„ Yerhaltungsregeln wenn man sich zur gewitterzeit in keinem 

bewaffneten gebaude befindet Mannheim, 1789 

„ Unterr. z. sicherst Anleg. d. Wetterableiter. 8vo. 

Mannheim, 1808 

„ Ratbgeber wie man sich vor Gewittem in unbewaffneten 

Gebauden yerwahren soil. 8yo. 1 plate. Mannheim, 1809 

„ Conductonmi fulmineorum yim egregiam tribus recentioribus 

ezemplis docet. 4to. {Cofnmentat. Acad. Theodoro-FaiUh 

time yi. Phya. 516.) Mannheim, 1790 

„ Nacbricht yon den in Kurpfalz angelegtem Wetterleiten. 4to. 

{Commentat. Acad. Theodoro-Falatince iy. Thy 8. p. 21.) 

Mannheim 

„ Enarrationes oonductorum fulminis superiore quinquennio yariis 

in locis a se positorum. 4to. (Commentat. Acad. Theodony 

FaUxtincB y. Phya. p. 295.) Mannheim, 1784 

fienleyi W. An account of the death of a person destroyed by 

Lightning in the Chapel in Tottenham Court Road, and its 

effects on the building; as obseryedby Mr. Wm. Henley, Mr. 

Edward Naime, and Mr. Wm. Jones. 4tO; 8 pp. 1 plate. 

{PhU. Trans, bdi. 133.) London, 1773 

„ Experiments concerning the different efficacy of pointed and 

blunted rods in securing buildings against the stroke of 

Lightning. 4to. {FhU. Trans., 1774, p. 133^ 

Henry, J* Method of protecting from Lightning buildings coyered 
witii metallic roofs. 8yo. (Proc. of Amer, PhU. Soc. iy. 179.) 

1845 

„ Report conoemiog a letter of S. D. Ingram to R. Patterson re- 

latiye to the effect of Thunder on Telegraphic wires. 8yo. 

9 pp. 1846 

„ Directions for constructing Lightning Rods. 8yo. 

Washington, 1871 
,f Listructions for obseryations of thunderstorms. 1 p. 
(Smithsonian Institution.) 

fiepbnm. J. S. Should Lightning Conductors terminate in a point 
or in a ball? (Proc. Roy. Scot. Soc. Arts.) 8yo. 

Edinburah, 1856 

Hericard de Thury. De Tinfluence des arbres sur la f oudre et ses 
effets. 8yo. 1838 

HerliciXLS D. (Herlich, &c.) Tractatus de fulmine et aliis impres- 
sionibus, prodigiis et miraculis. Vom Blitz, Donner und 
allerlei Peurzeichen, ils.w. 4to. Starg, 1604 

fieryieu, — • Essai sur r^l^tridt^ AtmosphMque. 8yo. 

1885 

HightoiL,^. Effects of Atmospheric Electricity. 8yo. 1847 

Hilliard, J. Account of Fire from Heayen burning the body of J. 
Hitdiell, of Christchurch, and fearfully burning the town of 
Dorchester. 4to. Xondon, 1613 

Holtz W. Uberdie Theorie, die Anlage, und die Priifung der 
BUtzableiter. 8vo. Oriefswald,lS7S 
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8vo 



HookO; B. The Potthumous works of, containing his GuHerian 

Lectures, and other discoyeries. Published by Richard 

WaUer» B.S. Sec. Fol. 572 pp. 1 plate. London, 1706 

Hoppe,M. ^er das Gewitter. 4to. 18 pp. {Program des Fiirstr 

tick. Madwiasehen Gfymnasium, in NeusUUin ... 10 und 

11 Apra 1 865.) Neustettin, 1866 

Horner, J. K. fiemerlning iiber Blitsableiter u.s.w. ZArich, 1816 

Hugnenyy F. Le coup de foudre de File du Bhin. 4to. 

Strasbourg, 1869 
Imhof* M. Uber das Schiessen gegen heranziehende Donner- und 
Hagel-Gewitter. {Bead 2Sth March, \%ll.) 4to.24pp. 

MUnchen, 1811 

„ Theuretisch prakt. Anweisung zur Anlegung der Blitzableitem. 

8to. Miinchen, 1816 

James, J. O. N. Memorandum on the Thunderstorm which passed 

over Calcutta 8th June, 1871 {Proc, Asiatic Soc, Bengal^ 8vo. 

Calcutta, 1871 

Tarriant. Nouyeau Paratonnerre accepts par TAcad^mie des 

Sciences. 8vo. Pam, 1877 

„ Etude sur les Paratonnerres. 8yo. Paris, 1878 

TohnstoiL, W. P. Report on the Lightning Conductors at Dum 

Dum, Calcutta. 4to. Calcutta, 1878 

Uber d. Erfolg. d. Blitzfeuer auf d. Schneekoppe. 

Breslau, 1806 

„ Darstell. d. Erfolgs d. auf d. Schneekoppe y. H. y. Lindener 
1805 angestellten u. an mehreren Orten beobachteten Blitz- 
feuer. 8yo. Breslau, 180Q 
Karaten, G-. Ueber Blitzableiter und Blitzschlage in Gebaude 
welche mit Blitzableitem yersehen waren. 8yo. JSiel, 1877 
M Gemeinfatzliche Bemerkungen ueber die Elektricitat des 
Gewitters und die Wirkung der Blitzableiter. Ist edition. 
8vo. Kiel, 1879 
„ 2nd Edition. 8yo. Kiel, 1S79 
„ 3rd Edition. 8yo. Kiel, IS80 
E^chhoff, N. A. J. Zuriistung, die Wirkung der Gewitterwolken 
darzusteUen. 8yo. (G^'«. Jtfii^. J. L 1780, St. ii. pp. 322-26). 

GoUmgen, 1780 
„ Beschreibung einer Zuriistung, welche die anziehende Kraft der 
Erde gegen die Gewitterwolke, &c. • . . beweiset . . • 
nebst e. Beschreib. yersch. . . . Maschin. 8yo. 56 pp. 
1 plate. Berlin, Nicolai, and Hamburg, 1781 

Kirdunaiery G. G. De fulmine et tonitru. ViUherg, 1659 

Erchvogl, A. B. De natura electr. aerese. 8vo. 1767 

EUaseUjL. Die Blitzableiter in ihrer Construction und Anlage. 
8yo. 74 pp. Leipzig, 1879 

EleilL, H. J. Das Gewitter imd die dasselbe begleitenden Ere- 
cheinungen. 8yo. Oratz, 1871 

EXngel, G. S. Beschreib. d. Wirkung. ein. heftig. Gewitters d. 12 
Juli 1789 zu Halle, nebst Erklarung d. Entstehung d. Ge- 
witters. 8vo. 64 pp. HaUe, 1789 
KoenifiT. J« G. De Fulmine, Fulgure, ac Tonitru Hiemali. 4to. 

Krayenliofr, Baron. Handleiding tot het stellen yan Bliksem- 
afleiders. 8yo. JS^tnegen, 1836 

KrulL J. G. Versuche zur Bestatigung der Meinung, dass die elek- 
trische Materie mit der Materie des Donners und Blitzes eine 
gross Aehnlichkeit habe. Hannover, 1752 

Knhn, K. G. Ueber Blitzableiter. " In d. Gelehrt Anzeigen d. 
Konigl. bayer Acad. yon. 1851 u. 1852;" or in "Astronom 
Calender 1850-52. 1851-2 

Note.--l% Beems uncertain to wbkh fhis entry belongs. 
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Kulm, K. G. Handbuch der angewandten Elektridtatslehre. Part 
I. Ueber Blitzableiter. §vo. Leipzig, 1866 

„ Bemerkungen ueber BUtzschlage. 8yo. Munchen, 1867 

„ lib. d. Anordnnng y. Blitzableitem, f. Pulyermagazine. 

MUnch„ 1867 
Kyper (Kieper), A. Disp. de f ulmine quod a. 1636 . . . turrim 
nitranam aulicam Begiomonti percussit. 1637 

Lampadius, W. A. Ueber die Electridtat der Atmosph&re. 

Berlin, 1793 

„ Versuche and Beobachtungen Uber Elektridt&t und Warme der 

Atmospbare. 8yo. Leipzig, 1805 

„ Bin Schneecewitter und ein Vorschlag zur VeryoUkommung 

der Blitzableiter, (Gilberts Ann, der Phvsik, xxii. 68.) 

1805 
Lamy, P. Conjectures physiques sur deux oolomnes {sic) de Nue 
qui ont parus depuis quelques ann^es ; et sur les plus extra- 
ordinaires effets du Tonnerre ; ayec une explication de ce qui 
s'est dit jusqu'icy des Trombes de mer ; et une nouyelle ad- 
dition, ou l^n yerra de quelle maniere le Tonnerre tomb^ 
nouyellement sur une Eglise de Lagni a imprim^ sur une 
nappe d'autel une partie considerable du Canon de la Messe. 
l2mo. 241 pp. 3 plates. Paris, 1689 

„ A German account of the extraordinary effects of Lightning at 
the Church of Lagni, printed in the Hamburg- Mag, iii. 226, 
and taken from Lamy's French work, " Conjectures Phys.*, 
. . . dated 1696, lamo. is. giyen in Bauer, Abhandl. 1770, 
p. 161. 

Note.'-lih\a German aooonnt contains a copy of " la partie considerable 
dn Ganon de la Messe,"^ which was found printed by llghtnltig upon 
the altar-cloth, and also of certain parts in red ink not thus reprinted. 

Lacoine, E. Establissement de la formule relatiye au rayon 
d'Action des paratonnerres (IJElectricitS, October, 1880.) 

Paris, 1880 

Landriani, M. Gli efiPetti del Fulmine caduto la sera del 25 Agosto, 

1780, nel campanile e Monastero di S. Vincenzo al Castello in 

Milano. 4to. 6 pp. {O^, SceUi, iii. 328.) MHano, 1780 

„ Dell' utility dei Conduttbn elettrici. 8yo. 301 pp. 1 plate. 

Milano, 1784. 

„ Abhandlung yom Nutzen der Blitzableiter. Auf Befehl der 

Gubemiss herausgegeben. Aus dem Italianischen yon G. 

Muller. 8yo. Wien, V78e 

„ Altra ricaduta del propagatore . . . ossia ultima risposta 

contro la dif esa dei Paragrandini. Lettera all' Ateneo di 

Venecia. 8yo. 60 pp. Milano, 1826 

Langenbucher, J. Richtige Begriffe yom Blitz und yon Blitz- 

ableitem. 8yo. Augsburg, 1783 

Langlois, £!• H. Notice sur Tincendie de la Cath^drale de Bouen 

occasionn^ par la foudre, le 16 Septembre, 1822. 8yo. 

Pouen^ 1823 
(This Cathedral is reported to have been stmck by Lightning in 1110 
1117, 1284, 1851, 1625, 1627, 1642, 1768. and 1822.) 

Lanteires, J. Essai sur le Tonnerre consid^r^ dans ses efiPets 

moraux sur les hommes, et sur un coup de foudre remarquable; 

suivis des notes communiqu^es k I'auteur par M. le Pro- 

fesseur Saussure, k Gen^ye. 8yo. Lausanne, 1789 

La Place. (See Official In^structions, France,) 

LapostoUe.* Traits des Parafoudres et des Paragreles en oordes de 

paille. 8yo. 320 pp. &c., also 3 supplements. Amiens, 1820 

„ Trattato sul modo di preseryare le abitazioni dal Fulmine e le 

campagne dalla Grandine. Opera yolgarizzata da Bodei. 

8yo. 189 pp. 1 table. Milano, 1821 

» Ueber Blitz-und hagelableiter an Stroh-Seilen. 8yo. 54 pp. 

WUn, u. Prog, 1825 
L 
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La Fylaie, De. EfFets extraordinaiTes de la foadre. 8lro. 1849 
La Bive, De. Traits de i'Electridt^. 3 vols. 8to. 

Fttris, 1854-58 
Treatise on Electricity (translated by Walker.) 3 vols. 8vo. 

I/mdoTiy 1853-58 

Laroqiie. Note sur des Eclairs de forme inusit^, observe k 

Toulouse pendant Forage du 16 Juillet, 1860. 8to. 3 pp. 

(Toulouse Acad. 3e S^rie, yi. 349.) Toulouse, 1850 

Laihrop, Dr. J. Fatal efiPects of Lightning. In a letter to . . . 

Joseph Willard. 4to. 7 pp. Qfem, Amer. Acad. Old Series, 

ii. pt. ii. p. 85.) Chariestcywn, 1804 

n An account of the effects of Ligfatnii^on the house of Jn. Mason, 

in Boston, in a letter to Josei^ Willard. 4to. 4pp. {Mem. 

Amer, Acad., Old Series, ii. pt. ii. p. 91.) Charlestown, 1804 

ft Effects of Lightning on several persons in the house of Samuel 

Cary, of Chelsea, August 2, 1799, in a letter to John Davis. 

4to. 4 pp. {Mem. Amer. Acad. Old Series, iii. pt. i. p. 82.) 

Cambridge, U.S., 1809 

„ Effects of Lightning on the house of Gapt. D. Merry, ^and several 

other houses in the vicinity, on the evening of the 11th May, 

1805, in a letter to John Davis. 4to. 6 pp. {Mem. Amer. 

Acad. Old Series, iii. pt i. p. 86. Cambridge, U.S., 1809 

Lane, J. O. De telo fulmineo. 4to. Lipeiee, 1706 

Lee, A. An Account of the effect of Lightning on Two Houses in 

the city of Philadelphia, in a letter from A. Lee to James 

Bowdom (dated July 29, 1781). 4to. 6 pp. {Mem. Amer. 

Acad. Old Series, i. 247, part ii.) Boston, U.S., 1786 

Lehaitre. Une instruction thebr. et prat, sur les Parables. 

iBourg, 1825 

Leigh, J' Directions for ensuring personal safety during storms, 

and for the right application of Lightning Conductors. 

6th Edition. 12mo. Lmdm, 1835 P 

Loithead, W. Electricity, its nature, operation, and importance. 

12mo. London, 1837 

Le Normaild, L. S. SuU' utility del Parafulmini e Paragrandini 

per Tagricoltura. Seconda edizione. 8vo. 19 pp. 

MtUmo, 1823 
Lenz. Sur Combien de pieds carr^ de la surface de la toiture doit- 
on, en construisant un Paratonnerre, ^tablir un Conducteur 
k terre ? Bullet, de la Classe pTdeico-matJi^matique de VAcad. 
Imp4riale de St. Bkersbaurg, xv. 63. 1856 

Le Boy, J* B. Lettera al Rozier su i Parafulmini. 4to. 2 pp. 
{Scelta d^Opuscoli, Nuova ed. ii. 222. Translated by Ao- 
mond. It was printed in thel2thined. 1776, vol. xviii The 
origirud French version in the Joum. de Fhys, vol. ii.) 

MUano. 1782 
{See Official Instructions, France.) 
Leschevin. Memoir upon a process employed in the ci>devant 
Ma^nnais of France, to avert showers of Hail and to dissi- 
pate Storms. By M. Leschevin, Chief Commissary for Gun- 
powder and Saltpetre at Dijon. {From MUlin^s Magazin 
FncydopSdiauefor 1806, tom. ii p. 5). 8vo. 7 pp. (In FhU. 
Mag. xxvi. 212.) London, 1807 

Leslie, Sir J. On the Inefficacv of Lightning Conductors. {From 
AreUa, who sags that this statement appears in Femsac, 
Scienzejisiche matemat. 1829, p. 130.) . 1829 

Lezay - Mamezia, C. F. A., Marquis de. Sur les paratonnerres et 

les paragreles. ( Vide Clerc) 
Lichteubers:, O. C. Verhaltungsregeln bey nahen Donnerwettem. 

GdUingen, 1778 
„ ifber Gewitterfurcht und Blitzableitung. 8vo. G&tttngen, 1802 
„ Neueste Gesdiichte der Blitzableiter. 8vo. Odttingen, 1803 
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Licllteilberfff O. C. Vorschlafif den Bonner auf Noten zu setzeti 

8vo. (Liohtenber^s Mathem. und Phys, Schriftm, ^c, i. 478.) 

Yersuche zur Bestimmung der zweckmassigsten Form der 

Gewitterstangen. 8vo. Gottingm, ISOS 

Idtchtenberg, L. C. Verhaltungsmaass regeln bey nahen Donner- 

wetter nebst d. Mitteln sich gegen d. schfidl Wirkungen d. 

Blitzes in Sicherheit zu setzen. 1 Aufl. 8yo. 1 plate. 

„ ^ , Ootha, 1774 

^ VerhaltungBregel bey nahen Donnerwetter ; nebst d. Mitteln, 

sich gegen d. schadl. Wirkungen d. Blitzes in Sicherheit zu 

setzen. 2e Aufl. 1776. 8vo. 78 pp. 1 plate. Qotha, V775 

Limmer, C. P. De Tonitru. 

Lining) Dr. Letter concerning his experiments of electricity with 

a kite. 4to. London, V76^ 

LinnSBSL E. C. Vom Blitzen der indianischen Eresse. 8yo. 3 pp. 

(Signed by C. Linnaeus.) Hamburg and Leipzig, 17M 

Litta, A. A. Riflessioni sulla capacity de' Conduttori elettrid 

esposte in una lettera al Volta. 4to. 3 pp. {Onus. SceUi i 

340.) MUano, 1778 

Lohmeiar, P. Defulmine. 4to. Hint, 1^76 

Loomis, E. On the proper height of Lightning Rods. (SiUiman^ 

foum. (2), X. 320.) 1861 

Lorgna, A. M. Sopra una Fulminazione di terra. Lettera al 

Volta. (Verona, 16 Mag. 1781.) 4to. 7 pp. {(kms, SceUi, iv. 

236.) Milano, 1781 

„ Lettera (al Tonldo) sui Parafulmini. Verona, 14 Mag. 1778. 

(On an insulated Conductor for safety and for observations.) 

2 pp. Bisposta {to the above, with the notice " 19 Mag. rec." 

2 pp.) (Toaldo, G.) Padua, 1840 

(The abore two articles are boand together with an Address to some 

friends (or Dedication), and signed Gkietano dott. Sorgata e Jacopo 

Prof. Gecooni (of 1 page*. The whole forms a brochore, without 

any proper title-page. It is said in the Dedication that the two 

letters were found (m^S.) in the Biblioteca del Seminaria) 

LoBSy P* De fulmine in genere cum auctario. (JPogg. i. 1500.) 

Oedani, 1686 

Lozeran du Fech, L. A. Dissertation sur la cause et la nature du 

Tonnerre et des Eclairs. Et Lettre de I'Auteur k M. Sarrau, 

S6c. de FAcad. viii. pp. 12mo. 100 pp. (Accad, de Bordeaux,) 

Bordeaux, 1726 

LuCy tT. A. De. Bemerkimgen iiber elektrische Bewegungen und 

deren Wirkung auf Spitzen ; desgleichen iiber Blitz, Donner 

und die sogenannten Wetter- Ableiter. {Neue Schriften der 

Gesdlsch. Naturf.Freunde, ii, 137.) 8vo. Berlin. 

Lucan. On conducting Lightning. (From Becquerel, Hist) 

Lnf, J. F. Unterricht vom Blitze u. v. Blitz u. Wetter Ableitem. 

8vo. 1 plate. (From Kuhn 0/I866, p. 279.) Nuremberg, 1783 

,, Lehrbuch d. theor. prakt. Bhtzableitungslehre neu bearbeitet 

von Gutle, Ite Theil. 8vo. 1804 

„ Unterricht vom Blitz und den Blitz-und Wetter Ableitem . . . 

neu bearbeitet von Gutle. 1st Theil. 8vo. 220 pp. 1 plate. 

Numberg, 1804 
Lyon, J. Account of several new and interesting phaenomena dis- 
covered in examining the bodies of a man and four horses 
killed by Lightning near Dover. 8vo. London, 1796 

Macfait, E. Observations on Thunder and Electricity (Essays and 
Obs. Phys, and Lit. Vol. 1, p. 189. 8vo. Edinburgh, 1754 
McGregor, W. Protection of Life and Property from Lightning. 
8vo. Bedford, 1875 

MafTei, F S. Delle formazione dei Pulmini. 4to. Verona, 17^7 
Maffioli di Udine. On Lightning Conductors. (Qtomaie d'ltalia, 
26 Agosto, 1770.) 1770 

l2 
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TfagniTl^ A. Le feu du del, histoire de Y^ectn<Ai4 et de ses 
prrndpales applications. Id^ des andeDS, premieres obser- 
yationsy machine ^l^ctrique, bouteille de Leide, paraton- 
nerre, 4c. Section. 8to. 240pp. Tours, 1866 

MagrinL L. Sopra un metodo di togliere alle nnbi maggiore oopia 
di elettriciti^ che ooU ordinario parafulmine. Nota letta 
25 Agost, 1859. 4to. 3 pp. MOano, 1860 

„ Sulla meteora che nella sera del 4 Marzo, 1861, coh>iya la 
cattedrale di Milano ; e sulla rifonna de' suoi Paramlmini. 
Memoria. 4to. 11 p. MiUmo,186l 

„ Sulla elettridta atmosf erica. 4to. itftZem, 1863 

Mahon, Viscount Prindples of Electridty. 4to. 1779 

Mairan, J. J. d'O. de. Sur les efPets de la chute du Tonnerre sur 
un arbre. 4to. {MSm. Par, 1724.) Paris, 1724 

Ml^endie, V. D. Report on the destruction by Lightning of a 
Gunpowder store, fcp. fol. (Official Report— unpublished.) 

London 

MajOCChL O. A. Istruzione teorica e pratica sui Parafulmini. 
8vo. 114 pp. 1 plate. Milano, 1826 

Ml^oli SimoniB. Hoc est oolloquia physica noua et admiranda 
turn lectu incunda et supra Mem recreabilia turn cognitu, 
insignia et penitus neoessaria. Fol. 1428 pp. and Index. 
• MoguntitB, 1626 

Mako (von Kerek Gede), P. Dissertatio physica de natura, et 
remediis Fulminum. 8vo. 100 pp. Goriti€B, 1773 

MakOyP* und Betzer. PhysikalischeAbhandlungyondenEigen- 
schaften des.Donners, und den Mitteln wider das Einschlagen. 
Verfaszt von P. Mako und von J. E. von Retzer in das 
Deutsche tibersetzt. Isted. 8vq. 125 pp. 1 plate. Wien, 1772 
,t Physikalische Abhandlung von den Eigenschaften des Donners, 
u. d. Mitteln wider das Einschlagen. Verfaszt von P. Mako, 
imd von J. E» Retzer, in das Deutsch. iibersetzt. 2te Aufl. 
( Von Itttzer aus d, latein Orig, das erst 1773 erschien.) 

Wien, 1776 

Mann, R. J.. M.D. The Protection of Buildings from lightning. 
(Journal of Society of Arts.) 8vo. Zoiwfon, 1876 

M Remarks on some practical points connected with the construc- 
tion of Lightning Conductors. (Quarterly Journal of the 
Meteorological 8wiety^ 8vo. Loudon, 1876 

Marini, P. Relazione Mjemoria sul Fulmine caduto in Brescia 
nella torre della Paletta 1803, e Sul Parafulmine costrutto 
sopra al palazzo della Log[^a da lui 1805. 8vo. (Comment. 
deW Accad, . . . dd Dipartimentodd Mella,txim,\» Elenco 
delle Memorie.) Brescia, 1808 

MarsaxQt, J. P. L. Electro-calorique, ou les Paratonnerres 
r^form^ . . ou Ton trouve im nouveau plan de paraton- 
nerre, etc. 18mo. 76 pp. Niort, 1862 

Martin. M^moire sur un coup de Tonnerre qui a ^clat^ dans 
I'Eglise de St. Nicolas de Toulouse . . 17 March, 1787. 4to. 
9 pp. (Toulouse Acad, Ire s^rie, iv. 100.) Toulouse, 1790 

Martin, T. H. La foudre, r^lectridt^ et le magn^tisme chez les 
andens. 12mo. Paris, 1866 

Manun, M. van. Verhandeling over het Electrizeeren. 8vo. 

Qroningen, 1776 
„ Sur les paratonnerres. 4to. (Jour, Phys. 1787, xxxi.) Paris, 1787 

Marzari, G. On Conductors for Lightning. Account of his 
Admonitions, &c. (Treviso Atherueum, vol. ii. p. 73) 

Pad<yoa,aSS2?) 

„ (or Anon.) Maniera pratica di fare li conduttori ai campanili, 

alle chiese, ed alle case, descritta per uso dei fabbri, faleg- 

nami, e muratori. See. . stampata per ordine del Magistrate 

ExceU. Alia Saniti. 4to. 37 pp. Venetsioj 1787 
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MawgridgO) B. A . . relation of the • . : effects of an unusual 
clap of Thunder and Lightning. 4to. 2 pp. (PhU, Trans. 
m. for 1696-6-7. p. 782.) London, 1698 

JIazwell) H. Observations on Trees as Clonductors of Lightning. 
Communication dated June 21, 1787. 4to. 2 pp. (Mem. 
Amer, Acad, old series, ii part I p. 143.) Boston, U.S., 1793 
Maxwell, Prof. J. Clerk. On the protection of buildings from 

Lightning. 8vo. (British Associatian RepoH) 
mr ™. TT ,. , London, IST! 

May, W, Verhall der uitwerkinffe van eenen enkelden blixemslag, 
voorgevallen op een van's lands oorlogscheepen, in het jaar 
1749. ( Verhandd, van het Maatsch. te Haarlem, xii 391.) 

Haarlem 
Mayr, O. Abhandlung iib. Elektridtat und sichemde Blitz- 
Ableiter fiir jedes Gebaude fiir Reise-u. Frachtwagen, Schiffe, 
Baume u. Denkmaler. Nebst e. Anh. iiber Hagel-Ableiter. 
Gepriift (2 Aufl.) neu. u. verbess. 12mo. Munchen, 1839 
Melandri, G. Disquisizione sui ParagrandinL Letta nell* Ateneo di 
Treviso il 15 Dec 1825. 4to. 26 pp. (Insenta nd voL x. 
dd Gle. suUe Scienze . . deUe provincie Tenets.) 

Treviso, 1826 
„ Considerazioni critiche sopra Tefficada del Paragrandine 
metallico. . . 8vo. 37 pp. Firenze, 1827 

Melsens, L. F. H. Notes sur les Paratonnerres (Nos. 1—5). 8vo. 

BruxeUes, 1865—78 
„ Notice sur le coup de foudre de la gare d'Anvers. 8vo. 

BruxeUes, 1876 

„ Des paratonnerres k pointes, h conducteurs et h raccordements 

terrestres multiples. Large 8vo. BruxeUes, 1877 

„ Communication verbale. 8vo. (8ee Bourges). BruxeUes, 1877 

Heredith. Considerations on the utility of Conductors . . 8vo. 

1 plate. London, 1789 

Mermel^ A. C. Memoir on Lightning Conductors. Prize question, 

Bordeaux Academy. 8vo. Bordeaux, 1837 

Metterkamp, D. C. IJber Blitzableitungen, gegen Busse's Theorie. 

8vo. Leipsig, 1812 

Jietirer, H. Abhandl. v. d. Blitze u. d. Verwahrungsmitteln dag. 

4to. Trier, 1791 

Michaelis. Briefwechsel zwischen Michaelis und Lichtenberg 

iiber die Absicht Oder Folgen der Spitzen auf Salomon's 

Tempel. 8vo. (Gcetingischer Mag. 3e ann^e.) 

Gcettingen, 1783 
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Scoresby, Dr. W. On the singular effects of Two Strokes of Light- 
ning upon a Vessel. Syo. (Brewtter^s Journal of Scimc$, 
yiii. 1828.) 1828 

Scadery, D. J. Fernglas d. Artzney wissenschaft. nebst Abhdl. 
Schiffe und Hauser y. d. Blitz zu yerwahren a. d. Italianen. 
8yo. Munster, 1774 or 1776 

Secchi, A. Di alcuni fenomeni accadute nella scarica di un f ul- 
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London, 1830 

Storireon, W. On Lightning and Lightning Conductors. {Mem, 

of the Manch. Soc, (2), ix. 56.) Manchester, 1861 

Tavemier, A. de. Blitzableiter, genannt Antijupiter oder Tayer- 

nier^s gewitter-ableitende Saule. 8yo. Leipgig, 1838 



Digitized by VjOOQIC 



( 171 ) 



S 



A 8 



Tedeschi, A. GmndL u. auf mehrfahr. beruh. Anleit z. Verfert iLr 

Erricht. <L Tholardschen Blitz- u. Hagel-Ableiter u.8.w. 

nach <L ItaL m. e. Anh. 8yo. 30 pp. 1 plate. Prog, 1825 

Tessier. Observation sur Teffet du tonneire k Aambouillet 4to. 

Paris, 1786 

Tetens. J. N. Ub. d. beete Sicberung einer Person bey einem 

Gewitter. 8vo. Buts»v) and Wismar, 1774 

„ Another Edition. Wiamar, 178^ 

ThoUard de Tarbes. Moyens pr^seryatif s de la Foudre et de la 

Grele. 

Thoresby. B. An Account of a Toung Man slain with Thunder 

and Lightninff, Dec. 22, 1698. 4to. 2pp. (PhU, Trans, zxi 

for 1699, p. 6l5 London, 1700 

Tieenk, J. Bericht wefifena de miswyzing van bet compaa, door 

den donders. ( Perhandel, van het OenootsclUe Ftissingen., 

iii616.) 

Tietz, J. Die Erflndung und erste Verbreitung d. Blitzableiters. 

4to. 17 op. (Jahrsierieht uber das Kdn, ^th. Qymnasium zu 

Braunsoerg, 1860-69.) Braunsherg, 1859 

Tilas, D. Von einem Donnerschlage in Oesterwahla. Kirchspiele 

und Waszmannlands Hauptmannschaft, im. J. 1740. 8yo. 

6 pp. (K, Schtved. Akad. Ahh, iv. 43.) Hamburg, 1742 

TllefdxLS VOE Tilenau^ W. G. Die Wirkung des Blitzes auf den 

menschlichen Korper durch einen merkwurdigen Fall er- 

lautert 8vo. 13 pp. 1 plate. (Journ./, Chem. N.R. ix. 129.) 

Toaldo, G. Delia Maniera di defendere gli Edifizii dal Fulmine. 

8vo. Firenze, 1770 

M Dell'uso dei ConduttorimetallicL . . . Apologia coUa Des- 
crizione del Conduttore . . , di Padova. 4to. 32 pp. 
1 plate. Venezia, Vpf^ 

n Del Gonduttore elettrioo posto nel Campanile di S. Marco in 
Venezia . . , (la ed.) 4to. 37 pp. 1 plate. Venessia,n'lQ 
„ Belazione del fulmine caduto nel Conduttore della Specola di 
Padova. (1st ed.) 4to. Padova, n77 

„ Dei Conduttori per preservare gli edifiz] . . . Memorie, in 
questa nuova ed. ritoccate eid accresdute di im' Appendice 
. . . 4to. 104 pp. 2 plates. Venezia, 1778 

IfoU—Tbii work contains his ^'Informasiane al popolo" of 1772, 
Including his translation of Sanssore's ** Manifesta*' His *\DelL 
nso dei Condattori . . . Apologia ... of 1774, coUa 
Deecriz. del Gond. di Padoya.* His ** Del Oondntt . . . 
di S. Blarco," Ac. of 1776. His **Bela2ione del Fulmine cadnto 
nel Oondatt. della Specola, Padoya," of 1777. His ''Notizia del 
Fulmine . . . neila Torre dell* universita, Padova." His 
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refers to much writing on these subjects by himself and others 
in the *' Giomale enciclopedico di Yicenza. 

M Fenomeno singolare d'lm Fulmine descritto, e proposto all' 
esame de' fisid. 4to. 4 pp. (Opus 8ceUi, vii 35.) mHano, 1784 
n Appendice : Biflessioni sopra i colpi di Fulmine (alia Memoria 
del Marzari, ** Descrizione d'una tempesta di fulmini'O • • 
Letta 8 Feb., 1787. 4to. (Fm^ Marzari.) Saggi delF Accad. 
di Padova, iii 212, pt i Padova, 1794 

Y, (or Anonym.) and SaUBSUre. Della maniera di preservare gli 
edifizi dal Fulmine: Informazione al popolo. 4to. lU pp. Ist 
edition. Venezia,l'I72 

JVb^e.— Annexed Is his translation of Saossure^s Exposition under the 
title ** Manifesto oesia Breve esposiiione ; " the paging being con- 
tinned from 30 to 38. The date of Saostore^s work is Qeneva, 1771. 
(Sm also BarUer de Tinan.) 
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8vo. 2 pp. (PAi?. 3fa^. XV. 187.) Xowfon, 1803 
„ . Memoir on the Stones said to have fallen from the Heavens. 
Read in the French National Institute. 8vo. 8 pp. (PAt/. 
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APPENDIX H. 



APPLICATION TO AND EEPLIES FROM THE LOCAL 
HONORARY SECRETARIES OF THE SOCIETY OF TELE- 
GRAPH ENGINEERS AND CERTAIN OTHER DISTIN- 
GUISHED FOREIGN AUTHORITIES. 

In accordance with a resolution passed by the delegates at 
the meeting on October 27, 1879, the following circular was 
prepared by the Secretary, and issued to the gentlemen named 
m the appended table. 

30, Gebat Gboegb Stbeet, 

Westmosteb, S.W. 
October 31«<, 1879 
Dear Sir, — At the invitation of the Meteorological Society, delegates 
have been nominated by the following societies : — ^Royal Institute of 
British Architects, Society of Telegraph Engineers, Physical Society, 
Meteorological Society, to consider the present modes of erecting 
lightning conductors, and improvements therein. 

At the last meeting I was instructed to ask you to have the kind- 
ness to jfumish the conference with copies of such papers or reports 
as may be convenient, and as are generally accepted as authoritative 
in your country. 

Tours very truly, 

G. J. STMONS. 



NAKE. 


OOUNTET. 


Dath of Bbply. 


AUen,J 


Spain 




Aparicio, Don Jos^ 




Avhuer. J 


Prance 




Burton, C 


Bolivia 




Cantoni, J 


Italy 




CoUette, J. M 


Netherlands 


Nov. 7th. 


Cracknell. E. C 


New South Wales 

Canada 




Dakers, J 




I>*Amico, E 


Italy 


Nov. 16, Dec. 8. 


Delarcre, F 


Belgium 




Field, S.D 


W. America 




Jamieson, A, 


Mediterranean 




Korsten, G 


Schleswig-Holstein 

Denmark 


Nov. 13. 


Madsen, C. L 


Nov. 5, Dec. 7. 


Melsens, F 


Bel&rium 


Nov. 6, Dec. 4, 


Michel, F 


zi ^^^^ 

France 




Morris, J 


Japan 




Mvers. Gen 


United States 


Dec. 13. 


Nielsen, C 




Dec. 1. 


Preece. J. R. 


Persia 




Siemens. W 


Germany 




Teale, F. G 


India 


Dec. 12. 


Todd, 


Snn+.h A-nafrftlifl. 




Ward,G.G. ! United States 


Dec. 9. 
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The foUowing are abstracts of the replies received : — 

Nov. 6th, Copenhagen. — Mr. C. L. Madsen acknowledging receipt 
of letter and promising further reply. 

Nov. 6th, Belgium. — M. Melsens acknowledging receipt, and 
promising full reply. 

Nov. 7th, La Haye. — ^Mr. J. M. Collette acknowledging receipt of 
circular and stating that lightning conductors are not in common use 
in Holland, that there are no official and scarcely any other publica- 
tions upon the subject. Those who have to erect conductors upon 
public buildings usually rely upon the rules adopted in countries 
where the use of lightning conductors is more general. 

Nov. 13th, Kiel, Schleswig-Holstein. — Dr. Karsten forwarding copy 
of the latest edition of Ms work on lightning conductors (See 
Abstracts of Printed Documents, pages (114) and (119). 

Nov. 16th, Bome. — Sig. E. D'Amico acknowledged receipt. 

Dec. 1st, Christiana. — M. C. Nielsen acknowledging receipt, and 
forwarding copy of paper by Prof. Mohn on " Lynildens Farhghed i 
Norgi." (See Abstracts, page (106) which he states is the only paper 
on the subject printed in Norway. 

Dec 4th, Belgium. — Letter from M. Melsens, sending series of his 
works. (See Appendix Q. ; Catalogue and Appendix F. pages (137) 
to (141). 

Dec. 7th, Copenhagen. — Mr. C. L. Madsen writes : 

" In continuation of my letter of 5th ult, I have great pleasure in for- 
warding a copy (enclosed) of * Begulations for the Arrangement and 
Construction of Lightning Conductors for Military and Public Build- 
ings in Denmark, as adopted by the Eoyal Engineers, 1869,' which I 
have translated from the Danish original, and obtained the permission 
to place at the disposal of the Conference. The rules laid down in this 
paper are generally accepted as authoritative in Denmark, and have 
been followed in the erection of Lightning Conductors on the new 
Eoyal Theatre in Copenhagen. 

" 1 beg to add that in case a printed report is to be published by the 
Conference, I shall feel much obliged by having a few copies sent to 
me, and that I shall have great pleasure in continuing to have my 
attention directed to the subject." 



EEGHJLATIONS fob the Abbangbmbkt akd CoirsTETiOTioN op 

LlGHTNIirG COITDTJOTOBS EOB MiLITABT AlfD PUBLIO BuiLDINGS DT 

DENMARK, as adopted by the Eoyal Enginebbs, 1869. 
(Translated from Danuh,) 

To obtain a perfect system of lightning conductors it is necessary 
to observe: 

1. That the lightning conductor must be more exposed to the 
stroke of lightning than the building itself. 
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2. That the lightning, after having struck the cond«ctor« #haU. 
traverse the conducting wire to the earth more readily thma thrpugh 
any other neighbouring object. 

3. That the lightning conductor is not destroyed by the stroke of 
lightning. 

A. Arrangement. 

On the highest points of the building are placed ir<m rodsy of such 
a length and numb^ iksk&^ part of the buildij^iiieft fiBrtib^r&ott ^ 
perpendicular line through the pcdnt of the rod, than twice the height 
of die point above the pLoee of the rod. The lower ends of the roda 
are connected to a metallic conductor, top oondfuctor^ which follows the 
upper line of the building. Prom the tap conductor,, or from the 
rods, and at least from eai^ three of these, eandu^mg mr«» are led 
down the roof and outer wall (best on the weather-sideX and thence 
one foot under the earth, until about ten feet from the building. 
Here the wires are connected to the earth plate in a well, the bottom 
of which well must reach a couple of feet under the lowest standing 
of the ground water. Each well, with its plate, ought at the utmost 
to serve three conducting wires. If necessary to employ more wells 
than one, the plates of these are joined up through a special con- 
ductor, the ear^ condimtor, one foot under the surface of the earth. 
G-reat care must be taken that the earth plate is properly placed in 
ground water, that more or less communicates with the ocean — a 
condition which, in pur country, will hardly present insurmountable 
difficulties. 



Figure 1 shows a system of lightning conductors for a building 
100 feet long, with gable roof. 

Note 1. — If the roof is covered with metal, the conductors ought 
in several places to be connected to it ; but, on the other hand, they 
must be kept, electrically, as distant from all other parts of ihe build- 
ing as possible, especially from the metallic parts of it. 

Note 2. — If ground water is found at a considerable depth, under 
a dry layer of sand, a second plate, besides the general earth plate, 
ought to be placed just beneath the surface of the earth, the latter 
bemg made temporarily conductive by rain. 

NoTB 3. — ^As to powder magazines, which of course must be oon^ 

K 
Digitized by VjOOQIC 



( 178 ) 

stnusted of bricks or wood, the lightning conductors must not, without 
ineyitable necessity, be placed on the building itself, but, retaining the 
the above-mentioned dispositions in the main points (the top con- 
ductor excepted), they ought to be placed on masts, about ten feet 
from the magazine. 

Figure 2 shows a system of lightning conductor for a powder 
maesiane, a hundred fept in length, with erahle roof. 



Hdim auu Oiu» eievauou. 

B. Construction. 

The point ought to consist of a solid copper cylinder, | inch 
diameter, 6 inches high, conically pointed, the top angle being about 
30 degrees, and with gilt top. At the lower end a nut is applied, by 
which the point is screwed and afterwards soldered to the end of the 
rod. Most conveniently the rod is formed of round iron, which, like 
the rest of the conductor above earth, if constructed of iron, is 
painted over or galvanized. Under earth only galvanized iron is 
suitable. The upper diameter of the rod is | inch ; 12 feet farther 
down, IJ inch. The length is properly varying between 10 and 
16 feet. It is to be preferred to use a greater number of low rods 
rather than fewer hia:h ones. The conductor^ as also the top and earth 



conductors, may consist of an iron bar, of \ square inch section, con- 
sequently y\ inch in the square side, or ^ inch in diameter. Only for 
very great lengths will it be necessary, on account of the increased 
resistance of the conductor, to use thicker bars. In place of iron, 
copper may be used, the section of which need only to be ^'^ square 
inch. The conductors must be of as short a length, and with as few 
bends as possible; and the latter must be rounded at their angle 
points. They ought not to be bolted or spiked to the building, but, 
in view of changes of form occasioned by temperature or other 
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reasons, they must rest in hooks, or be kept up by cramps that are 
&stened in wood or brick, far from the metallic parts of the building. 
It is of the utmost necessity that the conductor be continuous in its 
whole extent, from the point to the earth plate. Links of chains or 
cables are to be rejected. For this reason the number of joints must 
be limited, and a constant contact of the respective ends, extending 
over one or' two square inches, procured by bolts or rivets and solder- 
ing. The metal should be filed on the contact sides, so as to clear it 
from oxide, this being an insulator, and the soldering made with tin. 
The earth plate may consist of galvanized iron or copper. It ought 
to have at least a surfece of 10 square feet in water, or 6 square feet 
area, if to serve one conductor; for each conductor in addition 50 per 
cent, must be added to the area. To diminish the circumference of 
the well, the plate may be given a cruciform transverse section ; if 
then, for instance, the plate reaches 2J feet down into the water, the 
wings need only have the length of 6 inches. The well is constructed 
in the usual manner by digging or boring. In order to preserve the 
conductor from breaking, as the plate might press deeper into the 
ground, a beam is placed across the well's upper part on which the 
horizontal part of the conductor rests. Inspection of the lightning 
conductor must be effected once a year, and, besides, when circum- 
stances demand it, for instance, after a stroke of lightning. The 
inspection must especially have the purpose : 

1. To examine whether the metallic continuity remains perfect ; to 
verify this a galvanometer is inserted, and a galvanic current led 
througrh the conductor ; and 

2. To examine whether the conductivity to ground water is in 
order. The earth plate being placed in a weU, instead of being buried 
in the ground, will greatly fiicilitate this examination. 

Dee. 8th, Bome. — Sig. D'Amico sent a copy of a letter received 
from Professor Tacchini, Director of the Central Meteorological 
Office, in answer to the communication made to him of the circular 
dated October 3l8t. The following translation has been kindly made 
by Professor T. Hajrter Lewis : — 



Metbobolooical Centeal Office, Home. 
N&vemher 27th, 1879. 
liiGHTNiNG Bods in tisb in Italy. 

Although I have not sufficient material for giving a complete 
answer to the request made in your letter, as noted in the margin, 
yet I think that the accompanying notice as to the system in use in 
Eome for fixing lightning rods mavbe useful to the Director Greneral. 

1. The conductor of the lightning rod is constructed of iron, 17 
millimetres (c. frds. inch) diameter. The upper terminal or receiver 
is 4*5 metres (14 feet 9 inches) high, with a copper point 0*50 (c. 1 
foot 8 inches), gilt fi^m 0*25 (c. 10 inches), fixed on a pilaster of 
masoniy 2 metres (c. 6 feet 6 inches) high, and 60 centimetres (c. 2 
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feet) wide. Eaeh terminal is intended to protect a horizontal super- 
ficies of radius double its lieight. 

2. In order to obtain a conductor as long as required, pieces 

of 5| metres (c. 18 feet) tare united by a 
hold&st of brass. The fastening of the con- 
ductor to the walls and roofs is made by little 
pieces of marble of the annexed form, connected 
with the fabric. 

A— WaU or roof. 

B — ^Little piece of marble. 

C — Hole through wliich the conductor passes. 

3. It is the custom to connect the conductor with masses of iron, 
and other metals in the building to be protected, avoiding the water 
pipes. (Eeferring probably to Terra Cotta pipes. T. H. Lewis.) 

4. In addition to the upper terminal and chief receiver, it is usual 
to fix secondary points according to the form of the building. 

5. The discharger or lower terminal (in contact with the earth) 
is made of copper rod, 12 millimetres (c. | inch) square, at least 6 
metres (c. 20 feet) long, in 3 strips with points of copper arranged in 
the manner shown — 



^ 



ii^^L-/-Aiy 



^— vir^vi"^\ 



D— Conductor. 

E— Lower terminal or discharger with points of copper. 

6. The discharger is introduced into a ditch or well excavated in 
moist ground, vertically or horizontally, according to the circum- 
stances of the locality. The diameter of the well should be 0*80 
metres (c. 2 feet 8 inches), filled with carbon, and covered with earth. 

7. In an ordinary building we employ a discharger to each 3 points. 

8. In this manner were made all the lightning rods of P. Secchi, 
by Signor Lerigi Morea, maker of them in Borne. 

9. In some cases P. Secchi has made use, for the conductor, of the 
thicker wire used for the Telegraph. 

10. We may observe that, in other Italian cities, the same rules 
are adopted for the construction of lightning rods, as I myself have 
verified. Only, in some localities, in place of putting points of 
copper to the lower terminal the latter is terminated by a copper 
band. 

P. TACCHINI, 
The Direetar. 
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Dec. 9th, New York. — Mr. G-. G-. Ward acknowledges receipt, 
states that the only papers of any value upon lightning conductors, 
published in America and known to him are: — (A) a paper by 
Prof. Henry ; (B) a treatise by Prof. Phin ; (C) a pamphlet by David 
Brooks ; (D) a practical treatise by H. Spang. The writer furnished 
copies of Nos. B and D, and all four will be found noticed in the 
Abstracts of Printed Documents. See pages (99) (102) (117) and 
(112.) 

Dec. 12th, Calcutta. — Mr. F. Gt, Teale acknowledging receipt of 
circular and forwarding copies of two papers accepted as authoritative 
in India, viz : — (1) B. S. Brough on Protection of Buildings from 
lightning, and (2) W. P. Johnston on the Lightning Conductors at 
Dmn Dum. (See Abstracts, pages (117) and (132). 

Dec. 13th, Washington, U.S.A, — Lieut. Eilboume acknowledges 
receipt on behalf of Gen. Myers, enclosing copy of paper by Prol 
Henry, and stating that the works of Spang and Phin are considered 
authoritative. 
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APPENDIX L 



aENEBAL COREESPONDENCE. 



Teinitt House, London, E.C., 
6ik February, 1880. 

SlE, 

I am directed by the board to transmit to you herewith, for 
the information of the Lightning Eod Conference, copies of reports 
made by Professor Faraday to this Corporation, one respecting 
a remarkable stroke of lightning which occurred at the Eddystone 
Lighthouse in January, 1853, and the other upon a similar accident 
experienced at the Nash Lights in August, 1852. 

The case to which Admiral Sullivan directed the attention of the 
Conference, as stated in your letter of the 30th October last, was 
probably one of these two. 

Should you desire any further details in connection with this sub- 
ject, the Corporation desire me to assure you of the pleasure with 
which they will afford any information at their command. 

I am. Sir, 

Tour obedient servant, 

EOBIN ALLEN. 
G-. J. Stmons, Esq. 

[We have been favoured with copies of three separate reports by 
Professor Faraday, and think that it is better to give them in chrono- 
logical order. There is only one other point in the correspondence 
from the Trinity House which it seems necessary to mention, viz., that 
the sections of the copper rods now used are as under. — Ed.] 

MAIN CONDTJOTOB. CONNECTING BBANCHBS. 




4 in. li in. 

EEPOET ON THE LIGHTNING EODS of LIGHTHOUSES, 1843. 

DuNGENESS. — Dungeness Lighthouse stands about 14 feet above 
the sea and measures 97 feet to the top of the lantern. The tower 
is of brick with wood floors ; the roof and frame of the lanterii are of 
metal seated upon a stone pedestal, to which it is secured. There 
is no conductor to the building. The weathercock is fitted with a 
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glass repeller, and a rod similarly fitted is attached to the two copper 
flues which rise by the side of the lantern. 

Eddtstohe.— The height of the top of the lantern of the Eddy- 
stone above the sea is about 95 feet. The roof and framing of the 
lantern are of metal, secured through a stone plinth to the gallery of 
the tower by metal fastenings. A conductor of copper rod, | inch 
diameter, is attached to the outside oi the building ; the rod rises 
3 feet above the top of the lantern and terminates in the sea at low 
water ; it is fixed to the tower and lantern by metal stays and fasten- 
ings and is isolated by glass ferules. To give stability to the building 
eight wrought iron ties are fixed in the interior of the house, extend- 
ing downwards from the underside of the lantern floor through the 
next two stories, terminating by inserting the ends into the stone 
floor, the upper ends are riveted into an iron ring round the manhole 
in the coiling and further secured by iron bolts passing through the 
stonework and communicating indirectly with the metal work of the 
lantern. 



Eddystoiie. Sp^^^^^ li'oint iixgki jUglit 

Spumt PonrT High Lzsht.— The Spurn Hig^ laglit stands about 
16 feet above the level of the sea, and measures 100 fe<^t to the top ot 
the lantern. The tower is of brick with wood floors • the roof and 
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framiiig of the lantern are of metal, seated upon a stone ]pAmth to 
which it is secured ; the weathercock is surmounted by a glass 
repeller* An isolated conductor of copper rod, | inch diameter, is 
attached to the outside of the tower rising some feet aboTC the 
kuQLtem and passing down the side of the tower below the surface of 
the ground. 

South Fobelahd. — The South Foreland High Light stands above 
300 feet aboye the sea, and measures from the ground to the top 
of the lantern 67 feet. The tower is of brick, the lantern roof and 
framing are of metal with a cast iron pedestal ; the weathercock is 
fitted with a glass repeller. A conductor of copper rod, | inch 
diameter, is attached to the outside of the tower, of the same 
height as the weathercock. The rod is fastened to the lantern 
and tower with metal stays and &8tenings, and passes into the 
ground, turning off at right angles to the tower a little below the 
surface. A copper flue connected with a stove in the base of the 
tower, passes up the centre of the tower throush the roof of the 
lantern, to the lower end of which a copper rod nas been attached^ 
which is carried to the outside of the building into the ground. 



bouth i< oreiaud High JLaght. 



The undersigned have, according to their instructions, met and 
considered the circumstances under which lighthouses are placed as 
respects lightning, and have arrived at the foUowing conclusions : — 

That lighthouses should be well defended from the top to the 
bottom. 
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That as respects the top, the metal of the lantern, and upwards, is 
sufficient to meet every need, and satisfy every desire and fear. 

That for the rest of the course down the tower, a copper rod | of 
an inch in diameter is quite, and more than, sufficient. 

That at the bottom, where the rod enters the earth, it is desirable 
at its termination to connect it metallically with a sheet of copper 
3 or 4 feet long by 2 feet or more wide ; the latter to be buried in the 
earth, so as to give extensive contact with it. 

That glass repellers tare in every case useless. 

That glass thimbles are not needed, but do no harm. 

That if the r^>eller be removed, and the paint an the vane be 
terminated as the lightning rods usually are, and then the metal of 
the lantern be strongly attoched to, and connected with, the upper 
end of the copper rod, and the rod continued down the tower to the 
earth, and the sheet of copper buried in it, such a system will be' an 
effectual and perfectly safe lightning conductor. 

That then there need be no rod end rising by the side of, and 
above the lantern. 

That the rod may (if required on other accounts) come down on 
the inside of the building, or in a groove in the wall ; but should not 
be unnecessarily removed from observation aud inspection. 

That all large metallic arrangements in the stonework, or other non- 
metallic parts of the tower of the lighthouse, such as tying bars, 
metal flues, Ac., should be well connected, by copper, with the 
conductor. 

That the vicinity of two metallic masses without contact, or 
metallic communication, is to be avoided. 

That, as to the South Foreland High Light, the lantern, the central 
stove, and the copper rod proceeding from it to the earth, connected 
as they now are, form a perfect lightning conductor, even without the 
rod that is there erected ; but 

That it is important casual arrangements should never be depended 
upon for lightning conductors ; but a copper rod be established for 
the especial purpose : for, if the former be trusted to, the carelessness 
or ignorance of workmen may, at after periods, upon occasions of 
repair or cleansing, cause the necessary metallic connection to be left 
imperfect or incomplete, and then the arrangement is not merely 
useless but dangerous. 

That, as to the Eddystone, it is desirable to connect the system of 
wrought iron ties in it with the lightning conductor, by joining 
the lower part of that iron rod which is nearest to the conductor 
with the latter, by a copper rod or strap, equivalent to the conductor 
in sectional area. 

That the Dungeness Lighthouse is in a very anomalous condition ; 
to rectify which the two repellers should be removed, and also the 
representative of the top of a lightning rod attached to the flue, and 
that then a good copper conductor should be attached to the metal 
of the lantern, upon the principles already expressed. 

(Signed.) M. Fabaj)a.t. 

25ih September, 1843. 
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23, GHr. Gbobob Stbebt, 

25th SepUmher, 1843. 

Sib, 
The reference, on the important subject of lightning conductors, 
is to Mr. JParaday and to me. On receiving it I prepared drawings of 
the buildings to which our immediate attention was required, with an 
explanation of their present conductors. 

These were considered at a meeting with Mr. Faraday, when he 
explained the principles and their application to the several cases, 
deduced from his copious experiments and scientific observations. 

I have since received from him the accompanying B-eport for my 
signature along with his, but the report is altogether Mr. Faraday's 
and therefore I prefer adding my approval of all it contains in this 
separate sheet, and recommending that authority be giVen to me to 
act upon it. 

1 am, Sir, &c. 
(Signed) J. WALKER. 

JjlOOb Hebbebt, Esq. 
Trinity House, 



EoTAL Institution, 

21th SepUmber, 1852. 

Mt deab Sib, 

I fortunately reached the Nash Low Lighthouse last Thurs- 
day, before any repairs were made of the injury caused by the 
discharge of lightning there, and found everything as it had been 
left : the repairs were to be commenced on the morrow. 

The night of Monday, 30th August, was exceedingly stormy, with 
thunder and lightning ; the discharge upon the lighthouse was at six 
o'clock in the morning of the 31st, just after the keeper had gone to 
bed. At the same time, or at least in the same storm, the flagstaff 
between the upper and lower lights was struck, and some corn stacks 
were struck and fired in the neighbourhood. It is manifest that the 
discharge upon the tower was exceedingly powerful, but the lightning 
conductor has done duty well — has, I have no doubt, saved the build- 
ing ; and the injury is comparatively slight, and is referable almost 
entirely to circumstances which are guarded against in the report 
made by myself and Mr. Walker 22nd September, 1843. 

The conductor is made fast to the metal of the lantern, descends 
on the inside of the tower to the level of the ground, and passes 
through the wall and under the flag pavement which surrounds the 
tower. It is undisturbed everyivhere, but there are signs of oxidation 
on the metal and the wall at a place where two lengths of copper are 
rivetted together, which show how great an amount of electricity it 
has carried. 

A water-butt stands in the gallery outside the lantern. A small 
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oopper. pipe, 1 inch in diameter, brings the water from the roof of the 
lanterti into this butt ; it does not reach it, but terminates 10 or 12 
inches above it. A simiLir copper pipe conducts the surplus water 
from the butt to the ground, but it is not connected metallically with 
the other pipe, or with the metal of the conductor, or the lantern. 
Hence a part of the lightning which has fallen upon the lantern has 
passed as a flash, or, as we express it, by disruptiye discharge from 
the outside of the lantern to this tub of water, throwing off a portion 
of the cement at the place, and has used this pipe as a lightning con- 
ductor in the rest of its course to the grouna. The pipe has holes 
made in it in three places, but these are at the three joints, where, it 
being in different lengths, it is put together with tow and white lead, 
and where of course me metallic contact is again absent ; and thus 
the injury there (which is very small) is accounted for. The pipe 
ends below at the level of the ground in a small drain, and at this 
end a disruptive discharge has (naturally) occurred, which has blown 
up a little of the cement that covered the place. Some earth is 
thrown up at the outer ed&;e of the pavement round the tower over 
the same small drain, which tends to show how intense the discharge 
must have been over the whole of the place. 

Inside of the lantern there are traces of the lightning, occurring at 
places where pieces of metal came near together but did not touch, 
thus at the platform where a coveriii^ copper plate came near to the 
top of the stair railing, but the e&cts are very slight. All the 
lamps, ventilating tubes, &c., remained perfectly undisturbed, and 
there was no trace of injury or effect where the conductor and the 
lantern were united. 

Inside of the tower and the rooms through which the conductor 
passes there were and are no signs of anything (except at the rivetting 
above mentioned) until we reach the kitchen or living-room which is 
on a level with the ground, and here the chair was broken and the 
carpet and oil-cloth fired and torn. To understand this, it must be 
known that the separation between this room and the oil-cellar 
beneath is made by masonry consisting of large stones, the vertical 
joints of which are leaded throughout, so that the lead appears as a 
network upon the surface, both of the kitchen floor above, and the 
roof of the oil cellar beneath, varying in thickness in different places 
up to § or more of an inch, as in a piece that was thrown out. The 
nearest part of this lead to the conductor is about 9 inches or a little 
more distant, and it was here that the skirting was thrown off, and 
the chair broken ; here also that the fender was upset and the little 
cupboard against the skirting emptied of its articles. If this lead had 
been connected metaUically with the conductor, these effects would 
not have happened. 

The electricity which in its tendency to pass to the earth took this 
course, naturally appeared in the oil-cellar beneath, and though the 
greater portion of it was dissipated through the building itself, yet a 
part appeared in its effects to have been Greeted by the oil cans, for 
though they were not at ail injured or disturbed, the wash or colour 
in the wall above four or five of them was disturbed, showing that 
slight disruptive connections or sparks had occurred there. 
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At the time of the shock, rain was descending in floods, and the 
nde of the tower and the pavement was covered with a coat of water, 
This being a good conductor of electricitj has shown its effects in 
connection with the intense force of the discharge. A part of the 
electricity leaving the conductor at the edge of the pavement and the 
tower, broke up the cement there, in its way to the watw on the 
surface, which for the time acted to it as the sheet of copper — which I 
conclude is at the end of the conductor— does, i^.^ as a final dis- 
charge to the earth. Also on different parts of the external sur&oe of 
the tower near the ground, portions of cement, the size of half a hand, 
have been thrown off by the disruptive discharges from the body of the 
tower to this coat of water : all testifying to the intensity of the shock. 

I should state that the keeper says he was thrown out of bed by the 
shock. However, no trace of lightning appears in the bedroom, still 
there are evidences that powerful discharges passing at a distance, and 
on the other side of thick walls may affect bodies and living systems, 
especially by spasmodic action, and something of the kind may have 
occurred here. It may be as well for me to state that the upper 
floors are leaded togetli^r like that of the kitchen. The reason why 
they did not produce like effect is evident in that they from their posi- 
tion could not serve as conductors to the earth as the lower course could. 

The keeper said he had told the coppersmith to make the necessary 
repairs in the pipe, and I instructed him to connect the waste pipe 
and the upper pipe by a flat strap of copper plate. I would recom-> 
mend that the lead of the lower floor be connected metallically with 
toe conductor to a plate of copper in the earth. I could not see the 
end of the present conductor, not bein^ able by any tools at the light- 
house to raise the stonework, but I left instructions with the keeper 
to have it done, and report to me the state of matters. . 

I am, <&c., 

The Sboebtaet, (Signed) M. FAEADAY. 

Trinity House. 



BDDYSTONE LIGHT. — EEPOET of Pbofbssob Fabadat an 
Electrical Phenomenon which occurred thereat on the 11th January, 
1853. 

SOYAL IirSTITTJTIOlf, 

My deab Sib, 2^ih January^ 1853. 

In reference to the remarkable stroke of lightning which 
occurred at the Eddystone Lighthouse, at midday on 11th Januaiy of 
this year, and made itself manifest by a partial flash discharge in the 
living rooms, I have to call your attention to the drawing herewith 
returned, and to the circumstai^ces which appear (from it) to have 
accompanied and conduced to the discharge. 

In the body of the stone work above the store-room exist eight 
rings of metal ; each going round the building, and each being four 
inches square of solid iron and lead. Also, latterly the bed-room 
and sitting-room have been lined with a framework of iron bars, 
situated vertically, and pinned by long bolts into the stonework. 
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The part of the tower above the floor of the living-room is, there- 
fore, filled with a metallic Bystem, which, with the metal lantern, 
gives a very marked character to the upper half of the structure. 

The recent metallic arrangements (but not the rings) are connected 
with the lightning rod ; and the copper part of this rod, beginning at 
the floor of the living-room, then proceeds downwards by the course 
which can be followed in the drawing, and terminates on the outside 
of the rock between high and low water marks. 

Considering all these circumstances, I was led to conclude that the 
conductor was in a very imperfect condition at the time of low water ; 
and I had little doubt that I should find that the discharge had taken 
place when it was in this state, and very probably with a spring tide. 

The day of the stroke was the 11th January — a new moon occurred 
on the 9th, so that it was at a time of spring tide. 

The occurrence took place at midday ; and, according to the tide 
tables, that was close upon the time of low water at Devonport. The 
end of the conductor would then be 6 feet from the water, if the 
latter were quiescent, and I cannot doubt that this circumstance gave 
rise to that diverted discbarge which became so manifest to the 
keepers. Mr. Burges, with whom I have conversed about the matter, 
thinks it probable that, through the violence of the waves, the con- 
ductor does not now descend so much as is represented in the drawing. 

I think it essential that the lower end of the conductor be made 
more perfect in its action ; and I should prefer this being done on the 
outside of the tower and rock, if the rod can be rendered permanent 
in such a situation. 

If it be impossible to prolong and fix the lower end of the conduc- 
tor where it now is, so that it shall have large contact with the sea at 
low water, then I would suggest, whether or no, on the more sloping 
part of the rock, about midway between high and low water, three or 
four holes could not be sunk to the depth of 3 feet, and about 3 or 4 
feet apart, and that copper rods being placed in these, they should 
be connected together, and the lightning rod continued to them. 

If this cannot be done, then it might be right to consider the pro- 
priety of the making a hole through the centre of the building and 
. rock, about 2 or more inches in diameter, and 30 feet deep, and con- 
tinuing the conductor to the bottom. 

A conversation with Mr. Burges regarding the present state of 
the Bishop's Bock Lighthouse, now in course of construction, induces 
me also to suggest the propriety of making provision for the lightning 
conductor as the work proceeds. 

It would be easy now to fix terminal rods of copper, and to com- 
bine them upwards with the work. Considering the isolated and 
peculiarly exposed condition of a lighthouse on this site, I would pro- 
pose that there be two conducting rods from the lantern, down the out- 
side on opposite sides of the tower, each terminating below in two or 
three prolongations, entering as proposed into the rock, or into fissures 
below low water mark, so as to be well and permanently fixed. 

^"^iS^^ilse. («g-«'i) M. FAEADAT. 
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[The present Eddystone Lighthouse, that is the stone one erected 
in, 1757-59 from Smeaton's designs, has a total height from low 
water level to the top of the vane of 107 feet. The annexed engra- 
ving shows two conductors, the old and defective one passing down 
the left hand side and terminating half way between high and low 
water level, and the proposed new one on the right terminating in 
holes in the rock. — Ed.] 



Eddystonb. 
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[The following letter wotdd hare been placed in Appendix A. along 
with the replies &om British Manufacturers of Lightning Conductors ; 
but it did not arrire until long after they had he&a printed off. — Ed.] 

Please find enclosed answer to your questions. In addition to 
manufacturing rods, we have been protecting buildings with these 
rods for thirty years. We sell in this way at retail from five to six 
hundred thousand feet each year. We also issue a guarantee of $500 
(£100) on each building that we protect, which we hold ourselyes 
ready to make good in case of failure. Now, in this extensiye 
business, we haye only had to pay one dollar damage done by light- 
ning. We regard this as a practical demonstration that our method 
of protecting buildings with iron rods is as near perfect as it can be. 
There is more profit to be made out of the copper rod, as it is made 
cheaply out of sheet copper, and can be sold much higher than the 
iron rod. But knowing that iron for all practical purposes is the 
best material for lightning rods, we fedL it to be our duty to do all we 
can to introduce it. We would most respectfully ask the Conference 
to investigate this question as to what kind of metal is best for rods 
for practical use, iron or copper. Our own late Professor Joseph 
Henry pronounced in favour of iron. We have many fiwts in rela- 
tion to buildings being struck by lightning which we could give at 
some future time if desired. We have gathered up a large number 
of points that have been melted by li^tning strokes. They are 
melted down about ^ inch. They all look as if the same amount of 
heat had been appUed to each, showing very clearly that the quantify 
of electricity in lightning strokes b quite uniform. We have never in 
any instance known of the rod being melted, showing that the rod 
which we use is of sufficient size. 



1 & 2. We make spiral twisted iron rods weighing 45 lbs. to the 
hundred feet [7| oz. per foot J. The rod is of the same sized material 
throughout its length, except that a copper point, plated with silver 
and tipped with platinum, is screwed on the upper terminal. 

3. No proportion is observed between the length and sectional area. 

4. Joints are made by means of copper nuts. 

5. Attached to building by means of zinc strips, or a casting that 
fits closely to the rod, which is screwed down. 

6. The rod extends from 9 to 10 feet in the ground. 

7. A circle twice the diameter of height of rod above roof. 

8. All terminals on the roof are connected. There are never less 
than two ground rods, and these are increased as the number of 
upper terminals are increased. 

We also manufacture copper rods, but do not use them where we 
protect buildings, nor do we recommend them to other dealers from 
the fact that our experience of thirty years has demonstrated that 
iron is the best matenal for lightning rods. 

COLE BEOTHEES. 
Mount Plb asakt, 

Iowa, Unitxd States. 



Digitized by VjOOQIC 



( 198 ) 

A colliery chimney near Sunderland, 180 feet high, was struck by 
Lightning, November 13th, 1878, and I was sent for to repair it. 
Upon getting to the top, which was about 15 feet diameter, I round a 
great many of the bricks displaced, and the upper terminal of the 
conductor (which was a tube 0*50 in. internal, and about 0*62 in. 
external diameter, and which had stood about 1 foot above the top 
of the chimney) had been fused and was lying on the top of the 
chimney, it was quite brittle, and easily broken by the hand. The 
upper 10 feet of i inch wire rope was in a similar state ; it seemed 
as if it had been passed through an exceedingly hot fiimace, and 
I rubbed it to dust in my hands. This 10 feet length was above the 
first hold£ekst, below the hold&st the wire rope was perfectly good. 
The holdfast was one of those which are driven into a wooden plug 
let into the wall and pinned tightly down on the rope, which had 
been badly bruised in the fixing — in fact, knocked aJmost flat. I 
believe that this was the cause of the accident, and that the lightning 
travelled down as &r as this holdfast, and there meeting obstruction, 
returned destroying the wire and rod and shattering the brickwork. 
The earth connection was good, the end was Buried in a trench 2 feet 
deep and 15 feet long. 

T. MASSINGHAM. 

NBWOASTLB-ON-Tnnfl. 



I have been in communication with several of the principal brick 
builders here by whom the great majority of the chimney stalks in 
Glasgow and the west of Scotland are erected, and I believe the 
following statements may be taken as correct : — 

(1) '^ry few stalks under ninety feet in height have lightning 
conductors, but, 09 a rule, the higher stalks have conductors. One of 
my correspondents says that *^ this rule holds good in four cases out 
of five.'' 

(2) A chimney being struck by lightning is an extremely rare 
occurrence in this district. One builder of long experience (Mr. 
McDonald) says, '^ I have known of several stalks that were struck 
by lightning, that had no conductors. I cannot point to one that 
was struck by lightning and had a conductor.'' Another firm of old 
standing (Allan and Mann) say — " In our experience we have not 
known of a chimney stalk, with lightning conductor fixed, damaged 
by lightning." Another firm (Bell, Hornsby and Co.) say — "In 
our experience we have not known an ordinary stalk with or without 
a conductor struck by lightning," and Mr. Goldie says-r-" During the 
last twenty years I can remember only one such case," and he is 
not sure whether the stalk had a conductor or not. There are three 
cases known to have occurred in Glasgow, but I never heard of any 
others among the hundreds — I may say thousands — of chimneys 
which are here. The great stalk at St. EoUox was struck shortly 
after its erection. A stalk at the works of Messrs. Alexander Paul 
and Co., was struck about nine years ago. Mr. Goldie makes the 

N 
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remark — and I think it is well worthy of notice — that in all these 
cases the accident happened shortly after the completion of the stalk. 
In these circumstances the stalk would still, no doubt, contain a large 
amount of moisture. 

I think the St. BoUox stalk had a conductor fixed before it was 
struck, but I am not aware whether either of the others had. 

Mr. Higginbotham (Todd and Higginbotham) tells me that the 
stalk at their works was struck before it was quite completed. It 
was very slightly injured. It was afterwards struck as mentioned in 
my letter. On that occasion it had a lightning conductor. 

The damage done was not very serious, but necessitated the 
binding of the stalk with numerous iron hoops — as thus strengthened 
it still stands. Mr. Higginbotham says that the opinion at the time 
was that the conductor saved the stalk from complete destruction, 
but that it was too small. 

They, therefore, had it replaced by a much heavier one — copper 
rope fths of an inch diameter, kept 1^ inches &om the brickwork by 
glass insidators — which still remaina. 

J. HONEYMAN. 
140, Bath Stbbbt, Glasgow. 



There was no lightning conductor of any kind at Wells Church. 
The electric fluid struck the east side of the Tower just above the 
ridge of the nave roof. The tower stands, or stood, at the west end. 
I enclose an account of the fire from a local paper : — 

Wells. — Total Dbsteuotion op the Chueoh. — "Near mid- 
night of Saturday last, August 2nd, 1879, a terrific thunderstorm 
burst over this town and a large district around, causing most 
intense alarm and unfortunately ending in sad disaster. The 
storm raged throughout the night, and was accompanied in many 
places by a perfect deluge of rain. Between three and four a.m. 
of Sunday, the 3rd, it appeared to reach its height, the lightning 
being of a most vivid and alarming nature, and the thunder reverber- 
ating in continuous peals. A Ml then occurred, but between five 
and six a.m. the storm again burst out with great fury, and at 5.50 
the electric fluid struck the church on the eastern face of the tower 
immediately above the apex of the roof, driving out a large portion 
of the stone work, the flints flying hundreds of feet around. One 
large stone fell upon the roof of a bouse, near the east window, and 
penetrated to the room below, which was fortunately unoccupied ; 
but the tenant, Mr. E. Wharf, who slept in the next room, was 
aroused, and one or two persons in the road seeing what had occurred, 
and observing smoke directly after issuing from the roof of the church, 
raised an alarm of fire, which quickly awakened the whole town. 

E. M. PHEPSON. 

NOEWICH. 
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The first visible injury to Wells Church was the " sUiming'' of a 

Sortion of the tower (about 10 feet high by 5 feet broad) extending 
ownwards from the east window of the tower (».«., the window which 
looked oyer the roof of the nave,) to the point at which the lead- 
covered nave joined the tower. The lightning is believed to have set 
fire to the roof at this point, and also to have travelled along the lead 
roof to the chancel, and in crossing the vestry to have ignited the 
surplices, as the church was seen to be on fire at both ends before the 
middle was touched. The '^ skinning" was accompanied by great 
disruptive force, as the stones from the tower were not only shot the 
full length of the church, but one large one fell on the roof of a house 
60 feet beyond the east end of the church. 

Wells, NoEroLK. F. LONG. 



As your questions in the Times of to-day allude only to protection 
to buildings from lightning, I need not say anything on the perfect 
protection afforded to Her Majesty's ships by the conductors of Sir 
Snow Harris, from the time they were used in every ship in the 
service. 

H.M.S. " Beagle," Commander KtzEoy, was one of the first ships 
fitted with them. At Monte Video a heavy shock of lightning passed 
down the mainmast and through the ship without doing the slightest 
injury ; but as the vane staff which tapered to a fine point, was fused 
at the point, it enables me to answer one of your questions. The 
copper was melted till the diameter was about one eighth of an inch, 
but below that point the conductor was not injured in any way. 

You will like to know a case in which a copper wire acted as a 
perfect conductor, though fused throughout its length. It was at 
Monte Video, in the house of the English Consul, a flag-staff was 
struck, and conducted the lightning through a fiat roof, near the bell 
wire of a suite of rooms (the wire ran in sight near the cornice) through 
a hole in each dividing wall, and then down to the bell in the base- 
ment ; the wire was melted into drops like shot, which burnt a row 
of small holes in the carpet of each room. A dark mark, on the 
cornice above, showed where the wire had been. At the bell there 
was a slight explosion, and some little damage, but I do not recollect 
whether anything acted partially as a conductor from that point, and 
so carried off that part of the charge. 

This, I think, shows that even an ordinary bell wire will act as a 
conductor for a rather strong stroke of lightning, as the large flag- 
staff was shattered. 

I am anxious to call the attention of your conference to a point 
that it will be interesting to clear up. That is, whether a conductor 
should be a solid rod, or in a shape to give the largest amount of 
surface in the section ? When 1 1^ you that Faraday and Harris 
each told me that the other ''knew nothing about it,'' because they 
differed entirely on this point, I think you will see the importance 
of it. I had at the time to approve of the conductors for lighthouses. 
I will, if you wish it, give you more particulars on this point, as I 
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beliere it has never yet been settled: lighthonses haying been fitted 
with Faraday's, and ships and public buildings with Harris' con- 
ductors. The one being a solid bolt, tibe other a hollow tube or 
double thin plates. 

If Harris was right there is an unnecessary amount of copper in 
Faraday's solid conductors ; if Faraday is right, there is an unneces- 
sary outlay in putting a giyen amount of copper into the shape of a 
tube, instead of using it as a solid rod. 

B. J. SULIVAN, Admiral. 

P.S. — You should get from the Trinity House particulars of a case 
in which, with a good solid conductor, the iron floor of a lighthouse, 
aided by some lead in the walJ, diverted the lightning from the con- 
ductor, and caused damage inside. I think it was a Portland light- 
house, but it is so many years since that I may not be right, 

Tbegek, Boxthkemouth. 



Three or four years since, I was looking out of my office window in 
Finsbury, when a flash of lightning struck the tower of the church of 
St. GKles', Cripplegate, towa^s which my sight happened at the time 
to be directed. As a portion only of the flag-staff, placed at one 
comer of the tower, was destroyed, I obtained permission to ascend 
the tower and discover the reason. I found a substantial copper 
rope conductor fixed in a somewhat careless fashion to the back 
of the tower, and passing some distance into the earth. This copper 
rope was about an inch in diameter, and was carried upwards, 
under and over several projections and cornices, and across the roof 
of the tower to its centre — where it stood erect, and evidently did its 
assigned work admirably. Clumsy and unsatisfiustory as the fiyitig 
of this bent copper rope seemed to me to be, it is quite certain that 
it was most efficient ; and had it not been for the flag-staff, capped 
with lead, which was carried up considerably higher than the copper 
rope, no evidence whatever of the lightning's path would have been 
revealed. As it was, the discharge of lightning struck the leaden cap 
of the flag-staff, and descended down the wet, wooden pole, until the 
summit of the copper-rope conductor in the centre of the tower was 
reached, when the discharge flew across to the metallic earth con- 
ductor, leaving the lower part of the flag-staff imhurt, but shattering 
to splinters that portion which was higher than the summit of the 
copper rope. 

EICHAED HEERINa. 

27, St. Maey's Egad, Highbuet. 



A small public-house of mine (the " Wheatsheaf ") stands at 
Trolley Bottom, in the parish of Flamstead, between St. Albans 
and Dunstable. On Wednesday, August 6th, 1879, about 2 p.m., 
during a storm, not otherwise very severe, my tenant was seated 
by the tap-room window (A on the plan) his wife being seated opposite 
to him, and having the window on her left, whilst she held her child 
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vdth her right hand ; there were at the same time in the room about 
five men besides. A sharp flash of lightning occurred, and the poor 
woman (when the smoke cleared away) was observed to have fallen 
backwards. She gasped twice, never spoke, and died immediately, 
and bore no further mark of injury, I understand, than a slight mark 
as of scorching on her neck, below the left ear. I fail to recollect 
whether her clothing was scorched or not, the child's shoe and sock 
were both burnt, but she, herself was unharmed. All present were 
sensible of an atmosphere heavily laden with sulphurous fumes ; but, 
excepting as above, were absolutely unhurt. 

On visiting the house about a week afterwards, with a view to its 
repair, I found a small round hole as if made with a bullet in a 
pane of the window (A) close to which the woman was sitting, but 
could discover no further injury either to the other panes, the window- 
frame, the floor, or anything in the room. In the parlour, B, the 
window-frame was violently wrenched outwards two or three inches, 
several of the panes were broken, one sash-line being scorched, as also 
the ftame and linings in places, especially in the neighbourhood of the 
sash-weights (iron). The wooden chimney-piece E, was slightly 
moved from its position, the various articles upon it were scattered; 
and a bottle of ink which stood there, was thrown with some violence 
to the ceiling. The upper part of the chimney to that room, G, and 
a portion of the wall, of which it was a part, forming the gable end to 
the house were shattered, and at H a stout post, contiguous to the 
house wall, and supporting the roof of a lean-to, was split and 
wrenched from its position. The windows and frames upstairs, C 
D, were in the same state as that at B. The chimney, K, to the tap- 
room, was quite uninjured, and no harm was done to any part of the 
back of the house. 



BLBYATION. PLAN. 

Elamstead is about four miles from Luton, and six from St. 
Albans, and stands on high land. Trolley Bottom is a hamlet half-a- 
mile distant, and is, as its name implies, low-lying. My house is, 
perhaps, the lowest in position there. It faces the North- West. 

I fear that my experiences will be found to have but little bearing 
upon the main point you have in view, viz., the comparative merits of 
diflerent descriptions of Lightning Conductors. I venture to think, 
however, that they are not altogether without interest as illustrating 
the effects of lightning in a by no means exposed situation. 
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I am writing only from memory what was told me at the time, and 
should you desire further information on any points^ shall be happy 
to endeavour to obtain it for you. 

It would interest me very much to know how it is to be accounted 
for that, whilst in the room in which the poor woman was struck, no 
further damage was done, other parts of the house were, comparatively 
speaking, wrecked. 

JOHN EDWAED GEOOMB. 

Kino's LAKoufix. 



I was in a house at Cannes (France) belonging to my late father 
on the occasion of its being struck by lightning about five or six years 
ago. 

The storm in which it occurred was a very short one, consisting o£ 
only four explosions, every one of which took effect on some building 
in Cannes. 

The rain was falling in torrents, and to this I consider we owed 
our safety as the shoots and stack-pipes being full of water acted as 
conductors. The villa stood high, but another bmlding very much 
higher, and on higher ground, was within 100 yards. The lightning 
struck the metal cowl of a brick chimney, which, being an addition, 
was led down outside the walls of the house. 

In the explosion the front of the grate of the room to which this 
chimney belonged, together with fire-irons, &c., were all projected 
across the room (a large one), about 30 feet; but no marks of 
lightning having entered the room were apparent. In fact the light- 
ning after blowing up this chimney, together with much of the roof 
and waU of the house (great portions of the solid masonry of which 
I found 50 and 60 yards off !) appears to have left the chimney and, 
taking the course of the iron shoot round the house, to have divided 
into three streams, each of which ultimately found its way down a 
separate stack-pipe, melting in its way all the soldering of the joints, 
but otherwise feaving them uninjured. 

One stream passed thus into a well, the door of which (locked the 
night before) was burst open, I presume by the sudden expansion of 
the air, another stream of the electric fluid passed into an under- 
ground drain, which it burst up, hurling into the air the trees 
planted above it, the third passing across a level asphalt roof, which it 
melted in spite of the water lying on it, descended into the earth 
harmlessly. 

Tou Tnll see by this that the amount of electric fluid must have 
been very great to require all these modes of dispersion, and it sug- 
gests the question whether the diameter of the ordinary conductors 
would be sufficient to carry off so great a stream. Of course, in this 
case, there was no conductor, and therefore no means of testing it. 

H. BADCLIFrE DTIQMORE, 
Thb Lobgi, 

Pabkstond, Dobsbt. 
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Thank you very mucli for the Pamphlet, which I have read with 
great interest. Messrs. W. & W. (page 6) state that conductors 
in masts (like Harris's) are ''most objectionable." The best answer 
to that is : that while ships were struck in the Navy, and liyes lost 
every year before they were introduced, no ship fitted with them ever 
received the slightest damage ; and since all slups were ordered to be 
fitted — now about 30 to 35 years — I have never heard of the slightest 
damage, or the loss of one life — that &et upsets all theories on the 
suWect ! 

Then connections between the higher and lower masts, and 
especially at right angles, are objected to on the gpround that at a 
bend the conductor may be fused ; such a thing was never heard of in 
the thousands of conductors that must have been fitted in the navy. 
Even if the movable plate were turned back the lightning following 
the longest conductor would leave one mast for the other, as the 
conductor went right over the mastheads, and the two conduetors 
nearly touched each other. 

At Spring Grove, near Isleworth, the church had a high spire 
which was fitted with a conductor, but the Vicarage was struck and 
some damage done to it, though, I think, much nearer to the tower 
than its height. I believe many are contented with one or two 
conductors to a building that should have many more. My small 
house here is about 70 feet long by 38 feet wide, and I have seven 
conductors-^one to each chimney. 

If it is once decided beyond despute, that copper conducts in propor- 
tion to its volume ; then a rod, or flat-plate, of about the proportions of 
one to four or five, for the purpose of fitting closer round projections, 
would be the cheapest and simplest form ; but if it conducts in pro- 
portion to iurface then of course a tube, dmbU plate, or wire rope, 
would give the greatest protection at a given cost. 

I firmly believe in the sur&ce theory of Harris. I had been with 
him often when he made experiments nearly fifty years since, and 
witnessed a strip of tin foil c^ the thinnest kind, and about \ inch 
wide, protect a model mast of about six inches in diameter firom 
electric shock, that without it split the mast to pieces, aided by a small 
hole through its centre fiUed with gunpowder. And I always thoiight 
that the sinrface-conducting theory of Harris was indisputable. But 
about 20 years since, having to approve a proposal of the Trinity 
House for a new conductor of a Lighthouse, which, like previous ones, 
was an inch in diameter copper rod called ''Faraday's Flan," I thought 
1 would go up to the Boyat Institution and ask him why he did not use 
a copper tube instead, giving much greater conducting power with less 
copper. I did so, and he asserted positively that the conducting 
power depended entirely on the volume of copper in the section of 
the conductor, no matter whether it was in a bolt, plates, or tube ; 
and that if Harris said differently, " He knows nothing whatever 
about it ; " of course, I approved the rod conductor. But singularly 
enough, though I had not seen Harris for years, he came to town a 
few days after, and came to the Board of Trade to see me, and bring 
me a piece of his large tube conductor, with a connection, that he 
was fitting to the Houses of Farliament. When I told him what 
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Farada/s opinion was, he answered, " Then he knows nothing about 
it," I was still inclined to believe in Harris ; but a few years after, 
a young Indian E.E. Officer — ^Lieut.-Col. Stewart — whose death not 
long after was a serious loss to the service, was sent home to procure 
the electric cables for connecting different Indian ports. I was asked 
by the Secretary of the Indian Office to give him all the help I could. 
One day he came to me with a piece of the cable he proposed using. 
Inside the iron wires was a single stout copper wire about ^V of an 
inch in diameter. I asked him why he had not the central wire of 
several strands as usual, as I believed it would greatly increase the 
conductive power. He said that he had carried out a number of ex- 
periments on this point before deciding; and that he was satisfied the 
conducting power depended on the amount of copper in the conductor, 
and consequently a solid wire was better than one of the same size 
made up by twisting small wires together. 

This of course shook my confidence in Harris' theory ; but it is a 
point that can be easily decided by experiments on a larger scale ; 
and I hope your Committee will be able to decide it finally. 

Messrs. W. & W. prefer to a conductor on the masts a wire rope 
carried down from the truck, stopped to a back stay. The following 
fact will show its danger : — A French frigate, some fifty years since, 
had one so fitted as an experiment ; while striking T.G-. masts the 
conductor formed a large bight as the mast was lowered; a man 
standing on c^ or *cro(B8-4jrees — I forget which — formed a shorter 
conductor between two pants of the wire rope and was killed without 
any other damage fbemg done. 

B. J. SULIVAN. 

Bournemouth. 

With reference to your recent letter in the *' Times,'* I shall be 
glad if you will inform me whether there has come under the con- 
sideration of the Conference the question of lightning conductors on 
board iron ships with iron masts ; for my part they would seem to 
be useless, and that if the iron mast have sufficient metallic communi- 
cation, through the bottom, with the outside of the ship either by 
means of the screw shaft or in some other way ; no additional con- 
ductor, copper ribbon, or strip, down the masts and along the decks 
over the ships side, or copper tube down the shrouds and over the 
ship's side could be of the slightest benefit. 

In some ships one or other of these arrangements has been adopted, 
and in others both have been applied at same time. 

0. M, L. McHAEDT. 
Febbt Hill Cottage, Windsoe Fobbst. 



I have observed your letter in " The Architect " of Saturday last. 
With reference to the subject on which it treats, I chance to have 
noticed since my residence here (a period of eight years) what I 
suppose to be an unusual frequency of lightning striking objects 
immediately round this spot, and the neighbourhood generally. 
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This inference is suggested by tbe fiu5t that within the period 
mentioned lightning has f aUen within fifty yards of the same spot 
three times — that this simuner (one of those occasions) two other 
houses, both (say) within 500 yards in a direct line from this spot, 
were also struck — and generally, I believe, more objects are struck in 
this neighbourhood than usually happens to be the case. 

My idea may be a fallacy, for I haye no sort of statistics by which 
to test it ; but if you suppose it is not so, and if such points come 
within the scope of your inquiry, I should be glad to send you a map 
marked with the spots, where, and the dates when, lightning has fallen 
in or near this town. The only local peculiarities I notice are : 1. 
An unusual number of houses close to this have lightning conductors 
(a mere coincidence, and not placed there on any impression like my 
own). 2. We are at the bottom of a deep bay of parabolic plan 
which may influence the movements of electrical disturbance. 3. A 
soil of sand and gravel containing much oxide of iron. 

A. BALDEY. 

AtHBLNBT, BOTTBITEMOirTH, BjLETTS. 

[Mr. Baldry kindly supplied the map, and we find that a half circle 
of half a mile radius struck from the clifE-edge half a mile west of 
Bournemouth Pier includes the churches of St. Peter, with one con- 
ductor, and Holy Trinity with three ; eight private houses with con- 
ductors, of which four houses have one each, and the other four have 
two, five, six and seven respectively, and within this area six objects 
are known to have been struck — three in the year 1879, two in 1871, 
and one in 1870. We do not know of any English locality where 
there are so many houses with conductors ; but there are many more 
remarkable cases of repeated injury within small areas— «.^., in one 
storm in June, 1878, there were at least eight separate buildings 
injured within a circle of half a mile radius struck from the Metro- 
polian Cattle Market in the north of London. — Ed.] 



It occurs to me that it is worth while for the delegates of the 
Eoyal Institute of British Architects to raise the question, and, if 

Eossible settle, whether or not the gas pipes which permeate many 
uildings might or might not be utilized as lightning conductors ; 
and whether any risk of gas explosion would be incurred thereby. 

In my own practice there occurred the case of a lofty building, with 
a domed roof, and a sun-burner with a IJ inch gaspipe to supply it, 
rising to the summit of the dome, and a large iron cowl over the 
sun-burner. 

The same circumstance occurs in most modem theatres. If the 
cowl were struck by %htning there was perfect metallic connection 
thence to the street gas mains — and one of larger sectional and super- 
ficial area than an ordinary lightning conductor would give. 

H. D. DAVIS. 
2, EnfSBTTBT CiaoirB, City, E.C. 
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Lightning oonductora baye been a great hobby with me for 
many years, and I baye induced a great number of clergymen and 
others to fix them to their towers and houses. During my time 
in the nayy and merchant service I witnessed many fearful effects of 
lightning, and for the last thirty years I haye been striving to per- 
suade my friends to secure their houses from these terrific yisitations. 
On the 24th December, 1699, the upper half of the fine steeple of 
this town was hurled to the ground, and a large portion of the church 
broken in. Pinnacles were then substituted for the upper portion 
of the steeple, to which I have had an efficient conductor attached. 
As far as I can gather from records, and from the abortions so fre- 
quently substituted for the original pinnacles of towers, I have come 
to the conclusion that nearly every tower in ihis country has been struck 
by lightning during the last 400 years, when nearly aU the towers 
were built. Many years since, the Illustrated News gave a sketch of 
a beautiful steeple (in Norfolk, I believe) destroyed by lightning. It 
was stated that this was the second steeple which had met with so 
sad a fate. After the destruction of the first, a second steeple was 
built by subscription, at a cost of £1,000, and the scafiblding had 
been removed only ten days when, during a terrific thunderstorm, 
this second steeple was entirely destroyed ! I wrote immediately to 
the incumbent to ask about the condtictor, and his answer was that 
none had been fixed, but that it was quite decided that an efficient 
one should be attached to th& third steeple ! This would almost appear 
incredible, and I regret that I did not dot down the name of the 
Parish and other data, but I think it was about 20 years since. 

The conductors I recommend are simply copper rods of | inch 
diameter, attached to the highest chimney, and brought to the ground 
two or three feet under the surface. When buildings are longer than 
they are high, I always advise a conductor at each end. I generally 
place the conductor four or five feet above the chimney, and bring it 
out from the base of the building. Where a steeple or pinnacle has 
a vane it is only necessary to fix the conductor to the base of the 
spindle. Sir W. Snow Harris recommended much heavier copp^ 
conductors, but their great expense has prevented their adoption. 
The old conductors in men-of-war were composed of long copper links, 
of which nine feet went to the lb., and these were always efficient 
when in place. Now of J inch copper rod there are ovljjlvefut to a 
lb., so that I give a larger margin for security. 

JAMES LIDDELL. 

BODMUfT. 



I observed your notice that you required information in reference 
to lightning and lightning conductors. A case was brought to my 
attention last year which occurred in Middlesborough. I enclose 
you particulars of the same extracted from my report, together with 
a tracing shewing the elevation and plan of the chimney shaft which 
was struck with lightning. 

BALDWIN LATHAM. 

7, Wbstminstbe Chambbes, Viotoeia Stbbet, S.W. 
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A. Wooden coyer over boiler. 

B. Boiler. 

c. Iron disinfecting apparatus. 



D. Iron flue into chimney. 

E. Conductor. 

* Position of fracture. 



Extract from a Letter from Mr. E. D, Latham^ C.E.y Borough 
Surveyor of JUiddlesboroughy dated October llthj 1878, toith 
reference to the striking by lightning oj the chimney in connection 
with the waahhouse at the Middlesborough Fever Hospital at 
lAnthorpe : — 

^* GDhe cbimnej, which is a brick one, is about 50 feet high and 
5 feet square at the base and stands at the north end of the wash- 
hoase, as shown on the accompanying sketch. The conductor, a §ths 
inch copper rope, is fixed on the south side of the chimney with 
hold&sts, no insulators, and finishes in the usual manner, about 2 feet 
above the top. The conductor is carried under the ground for a dis- 
tance of about 9 feet from the chimney, and terminates at a depth of 
about 4 feet in hard, rather dry clay, the end being wrapped about three 
times round a common brick buried in the ground. At a distance of 
about 9 feet above the ground at the same side as the conductor, and 
only about one foot from it there is a fracture in the brickwork where 
the electric fluid appears to have penetrated the chimney and gone a 
short distance down the inside, to the flue connected with the iron dis- 
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infecting apparatus, wliich stands at the side of the clothes boiler, as 
shown on tne plan. The stone work of the top of the boiler was 
broken and other damage done." 

Extract from the reply of Mr. Baldunn Latkanif C.E^ to the above 
communication : — 

^* It is no unc(»nmon thing for buildings provided with what are 
called lightning conductors to be damaged by lightning, and the cause 
is due to the inadequacy of the conductor to carry the electric fluid, 
which will leave the conductor for a better or a larger conductor. 
Wire ropes are found to be one of the worst forms, the same amount 
of metal when applied in a solid rod or ribbon is fm* more efficient, as 
it offers less resistance than the st^rands of a rope. You say your 
conductor is perfect, but by examination of the drawings it wiU be 
seen that the lightning descended tiie conductor to a certain point. 
At this point the iron flue enters the shaft, but some distance from 
the conductor; the mass of metal located there was a better conductor 
than the rope, so that in leaving the rope for the better conductor, 
the electric fluid passed through the brickwork and caused the damage. 
If the boiler and flues did not join in metallic communication, damage 
would arise from the fluid passing from the flue to the boiler, and if 
the boiler were not in metiulic communication with the earth, &rther 
damage would arise when the fluid left the boiler for the eart^. It is 
well known that electricity of high tension will leave small conductors 
for large ones, and the knowledge of this fact is made use of in pro- 
tecting the telegraph system throughout the country. Many build- 
ings and chimneys have been struck that have been fitted with 
so-called lightning conductors. A perfect system of protection 
against lightning consists in linking together all the conductors about 
the buildings. Such was the system introduced by Sir "W. Snow 
Harris and adopted by the Government." 



Reply of Dec. 12tli^ 1878, acknowledging receipt of Mr. Baldwin 
LathanCa Letter. 

" I am directed by the Town Council to tender you their thanks 
for the trouble you have taken, and the valuable information you 
have given with reference to the lightning conductor at the Middles- 
borough Fever Hospital. 

GEOEGE BAMBETDGE. 
Town derk. 
CoEPOBATioir Hall, Middlesbobottgh. 



Subsequent action. 



At the suggestion of the Engineers of the Telegraphs in the dis- 
trict, the earth portion of the rope has been imbedded in a mass of 
coke, and a quantity of old iron has been placed at the bottom of it, 
to counteract the influence of the boiler and disinfecting apparatus. 
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1 beg to report an incident which occurred on board the barque 
*' Southern Queen,** from Pensacola, while fcomii^ up Channel on 
the morning of the 30th of December, 1879, the Eddjstone Light- 
house bearing about north, dist. 20 miles. At 6 a.m'. of the above 
date, saw a terrific squall rising in the "WJ^.W, point of the horizon, 
with vivid Lightning in it. 

We immediately reduced sails down to lower topsails and foresail, 
and about 7 a.m. the squall of wind and hailstones overtook us : it 
blew furiously for about twenty minutes, and in the height of the 
squall a thunderbolt broke on the ship, shattering the main royal 
mast-head, thence the Lightning ran down the main royal stay to the 
fore topmast head, and shattering that also. Thence it ran down the 
chain of the fore-topsail haulyard and shattered about a fathom of 
the chain in bits. When the bolt struck the ship it made a report 
like a hundred ton gun fired ofi^. The concussion on the ship threw 
every man off his feet. It filled the cabin with smoke, and also the 
hold : the smoke had a sulphury smell ; also all the compasses in the 
ship were so magnetized that they were flying right round. 

And on arrival into the Commercial Docks we observed that a 
plank on each side of the ship, in the wake of the main chains, had 
been blown out by the Lightning. On the port side the oakum has 
been blown out of the seams, and the edges of the planks shattered. 
Since the ship has lightened up out of the water, we have discovered 
that the electric fluid has passed out by a copper bolt, cut the 
copper sheathing in the shape of a star, and turned it back. 

Any further particulars I will be most happy to supply if required. 

D. MOEGAN, Master, '' JSouthem Queen." 
17, Limb Stbdet, Jjokdo^. 

[Two of the delegates visited the ship, but with the exception of 
learning from the mate that he saw " a ball of fire descend from the 
mizen and go over the port side" they had not been able to obtain 
any additional particulars. They obtained some fragments of the 
broken chain, a much rusted iron one, weighing however about two 
pounds per foot. — En.] 



The patterns of lightning conductors obtained from Messrs. Hart, 
as requested, are an improvement on the first "Spratfs Patent" 
purchased by the above-named firm; the origiaal was a mixture 
of copper and zinc wire, which, when it was exposed to a wet and 
smoky atmosphere, a galvanic action took place and soon destroyed it. 

About two months ago I engaged Messrs. Davb, of Derby and 
Newgate Street, to test a rope of the above construction that had 
been fixed about ten years at No. 1, Aberdeen Terrace, Blackheath, 
and I was present at the time, and though we had a very powerful 
battery we could not get a current through any part of it, as both the 
copper and zinc had decayed : the copper wire is not stout enough 
to allow for corrosion in this climate. 

St. Michael's Church, Blackheath Park, with the needle spire, as 
we call it — built just fifty years ago^had a i inch iron rod; and as 

Digitized by VjOOQIC 



( 206 ) 

it now runs through the new yestry just built I have adyised the 
churchwardens to have it tested, and thej are going to have it done 
in the course of a week or so. 

St. Alphege Church, Greenwich, has a ribbon of copper about 
1| inches wide by i inch thick, and that has been up many years, and 
is as sound as when it was fixed, for I examined it about two 
months ago. 

I have advised the oWner of No. 1 Aberdeen Terrace, to have a 
ribbon of copper, as I am certain that wire ropes are not to be 
depended on in this climate. 

Hoping these few remarks will not be deemed out of place, 

CHAELES J. HBBTET. 
95, Blaokheath Hill, Gbeenwich, S.E. 



I have the honor to forward notes of an accident from 
lightning, which I lately witnessed, having been informed that your 
Gommitt^ desires such information. 

The very rough sketch which I attach is, I believe, accurate ; but I 
was only allowed to look in at the door while a strong light was held 
within, and to view the outside of the building. A native draughts- 
man belonging to the office, however, was allowed to make some 
measurements, which he commimicated to me. 

It seemed to me that the case was worthy of record, because the 
building was so little injured. 

JOHN ASTED, Lieut-Col. B.E. 
Masijlipatam, 

Madbas Pbesidenct, 

I7ih May, 1878. 

May Sth, 1878. — Camped at Pedda Kondur, a village on the west 
bank of the Kistna river, about 10 miles below Bezoarah anient. All 
the morning there was a southerly wind blowing unsteadily ; by noon 
it fell calm, and was very hot, clouds gathering in the east. Soon 
after mid-day thunder was heard to the east, and a storm was evi- 
dently approaching. About 3 p.m. wind began to blow from the east, 
and soon rose to a gale, bringing thick clouds of dust, and the thunder 
sounded very near. It rained rather heavily, which laid the dust, 
and black clouds could then be seen overhead, and nearly all round : 
the thunder, which was very loud, sometimes sounding quite over- 
head. By half-past four the rain had slackened, but thunder was 
almost incessant, and very loud. Just at this time a stream of light- 
ning descended within 80 yards of the tent, and was accompanied by 
a tremendous explosion. The lightning struck a small pagoda near 
the village, and some of the natives said that they observed smoke 
rise from the summit when the lightning descended. 

The accompanying rough sketch will show what the building is like. 
The main part of it is a square pyramid, each side of the square, out- 
side measurement, being about 18 feet ; height of apex above ground. 
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32 feet. Built on to one side of the pyramid is an entrance cbamber, 
with flat roof, about 10 feet square, and the same in height. The 
apex of the pjrramid is surmounted by a metal (probably copper) 
finial, about 1 foot in height ; the ordinary attachment of such a finial 
to masonry is by means of a small stake built into the masonry, on 
which the finial — ^which is cast hollow — is fixed, and round which it 
is plastered with mortar. 



The interior of the pyramid forms one room, about 10 feet square, 
with a domed ceiling, the thickness of the dome at crown being 2j^ 
feet. In the centre of this room is placed the idol, in this case a 
lingam, or cylindrical stone pillar, 1 foot 4 inches high, and about 9 
inches in diameter, which stands on a square hollow stone tray (not 
cut out of one stone, but fitted in two or more pieces) in which the 
offerings of ghee, &c. are placed. This tray has a smaU spout on 
each face to carry off the liquid ghee and water with which the priestB* 
ablutions are made. The tray is raised on masonry, so that the 
height of the top of the lingam is 3 feet 4 inches from the floor. The 
floor of the room is 1 foot above the surrounding ground ; there is only 
one doorway leading from the porch or entrance room above men- 
tioned ; and the sacred edifice is closed by a substantial wooden door, 
with iron hinges and lock, on the outer face of the entrance chamber. 
The whole building is of brick in mortar, unplastered, and presents 
the appearance of being weather worn. 

The pagoda is at a distance of about 20 yards from some low native 
houses, and stands in an open space, on two sides of which is the 
native village ; round the houses are some trees, mostly of small size, 
but within 50 yards of the pagoda are two separate trees, which 
certainly exceed it in height. The village is situated on the margin 
of the Kistna river, and the surface of water in weUs is at least 10 
feet below the surface of the ground. 

The lightning struck the metal finial on the top of the pagoda, and 
passed vertically through the dome, travelled along the east side of 
the lingam without leaving any mark, and bored a small round hole 
in the stone tray beneath it, passing into the ground below without 
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disturlnng l^e idol or its foundation. The hole in the tray was not 
quite large enough to admit the point of a little finger, and it was 
situated on a joint of the stone, a place where moisture would pro- 
bably linger. The finial appeared undisturbed, but the masonry im- 
mediately round its base was shattered, and a shower of pieces of 
brick and mortar was sent from the top of the pyramid and scattered 
over the ground on the east side to a distance of about 20 feet from 
the base. The masonry of the apex of the pyramid was cracked in 
three places, and a small hole was bored in it, on the east side of the 
finial, apparently about the same size as that in the stone tray ; but 
otherwise the masonry of the building appeared totally uninjured — 
not a crack could be found anywhere. 

The soil at this place is a clayey loam, rather lighter than the 
ordinary delta alluvial soil. 
. When the building was struck a sulj^urous smell was noticed. 

JOHN ASTED, Iieut.-Col. RB. 
Masuupatam, 
17th Ma^, 1878. 



Ibish Liqhts Ofucjb, Ditbuk, 
imh March, 1880. 
Sib, 

Adverting to your letter of the 13th ultimo, I have now the 
honour to forward herewith for the information of the Lightning Eod 
Conference copies of two Eeports relating to the lighthouse at B^re- 
haven being struck by lightning, in 1877, which, no doubt, is the 
Station alluded to by Professor Tyndall in his conversation with Mr. 
Inglis, of the Trinity House. 

I am, Sir, 

Your obedient.Servant, 

W. LEES, Secretary. 



Lbish Lights Oftiob, Dublin, 
February, 1877. 
Sib, 

I most respectfully beg leave to state that, in accordance with your 
instructions I prcxjeeded to Berehaven Lighthouse, and on my arrival 
at that station I made a very careful examination and found that the 
lightning was conveyed into the lantern by the iron stay bars that 
were connected to the lightning conductor at a collar about 5 feet 
over the gutter on the outside of the dome for the purpose of securing 
it, and bolted to the dome of lantern by iron bolts. After bursting 
off the several coats of paint at the heads of the bolts, it put out the 
lights, breaking the glasses, and knocking down both light keepers 
insensible ; it having twisted off the le^ voice-tube where it was 
secured to the side of the lightroom by a holdfast, bursting out the 
stone sheeting between the iron pillars supporting the marble top ; it 
then passed through the voice tube to the principal keeper's bedroom, 
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whei^ it burst out the studding and lath and plaster, and tearing 
away the voice-tube, the foot-board of the bed, and destroying the 
pictures that were hanging on the walls. It would appear that the 
current was interrupted in its course by the sudden bend of the voice- 
tube; for, after having dealt destruction in this apartment it was 
attracted by the iron holdfasts and spikes that secured the voice- 
tube and studding to the walls, and passed out through the external 
walls of dwelling to the out offices, where it passed alon^ the eave 
gutters to the end of them ; it then foUowed one of the iron hold- 
fasts, and entered the wall, destroying it, and bursting out the cut- 
stone kneeler and barge course, it then passed down through the roof 
of the low buildings, destroying the slating, passing through the walls 
of the pantry, &c., tearing up portions of the 3 inch Yorkshire 
flagging of the floor and yard, dealing destruction to the shelving, 
doors, door frames, brickwork, glass, &;c., and bursting up the seat 
of principal keeper's w.c, it passed along the sewer to the assistant 
keeper's w.c, breaking up the flags and seat and then passed out 
through the roof. Another current was attracted by the eave gutters 
at the east angle of the dwelling near the tower, and passed along 
them to the north east angle, splitting them through the centre. At 
this point its course was changed to the west, and passed into the 
assistant keeper's yard and down the rain water pipe to the water 
tank, splintering it and the slating and brick wall, &e, ; it also 
appears that the lightning struck the south-east side of the tower 
and etotered it in several places at the base and near the lightning 
conductor, and apparently glanced off it where it was secured by 
hold-&sts to the tower, rooting up the solid rock, but giving no 
indication that it had been conveyed to earth by the conductor as 
intended : the lightning also entered the assistant keeper's kitchen 
through the chimney, knocking down a portion of the brickwork, &c. 

I may remark that the lightning conductor is formed by a copper 
rod, which stands about 10 feet over the gutter on the outside of the 
lantern, and is secured by three iron stays to the dome, as before 
described, and passes down through the centre of the gutter to the 
under side, where it is connected to a ^-inch copper-wire rope, which 
continues down the outside of the lantern close to the glass to the 
floor of the balcony, passing through the stone floor by means of a 
hole, jumped through it, then contmues down the face of the tower 
closely pressed to it by the iron holdfests and copper bands, which 
secure it until it reaches the rock at the base of the tower, where it 
terminates in a small hole 3 inches by 3 inches, jumped out of the 
rock about 6 inches under the surface. 

After having made a careftd survey of the damage done, I deemed 
it advisable, and at the solicitation of the principal keeper, who seems 
to have been greatly shaken and nervous, to have the iron stay-bars 
disconnected from the dome of the lantern and the bolt-holes plugged 
up with timber, fearing a recurrence of the accident, as the weather 
was very stormy, and should lightning come on no person on the 
rock would enter the lantern. I also considered it prudent to have 
the loose gutters and cut-stone, also a part of the gable of the out 
offices, taken down, as it was in danger of falling into the narrow 
yard, which might cause a sad accident. o 
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Having prorided workmen and materiak and scaffolding for doing 
this work 1 again landed on the rock on Saturday last, wi^ great 
difficulty, having been detained a day by the storm, and pointed oat 
the temporary repairs that were necessary to be done for the pro- 
tection of the people on the rock. 

The probable cost of repairing the damage done the buildings, 
independent of the lightning conductor, and which require to be done 
without delay, will be XI 20. Hoping the action I have taken in this 
matter will meet with your land approval, I have ihe honour to be 

Your most obedient Servant, 

(Signed) A. J. BEBGUM. 

[The other report is to the same effect as the above, and is there- 
fore omitted. — Ed.] 



ACCIDENT BY LIGHTNING at Upwood Qorse, GaterTtam, the 
residence of J. Tombs, Esq., F.B.S. 28 May, 1879. 

As I happened to be visiting Mr. Tomes, in the autumn of 1879, 
I took the opportunity of obtaining all the particulars I could with 
reference to the accident which occurred on the night of the 28th 
Mav, 1879^ when his house was struck by lightning. 

The house, a sketch plan and elevation of which are annexed, 
stands upon a hill upwards of 700 feet above sea level, and is some- 
what higher than any other object in the vicinity. It is covered by a 
steep tiled roof, that of the principal portion of the house being some- 
what higher than the rest, and upon the ridge of this roof stand two 
brick chimney stacks of equal height. Upon the eastern stack, at its 
southern end, was fixed a lightning conductor (shown by the line, 
A. B. C, on the south elevation), the upper part consisting of a point 
and a length of copper tube i an inch external and | inch internal 
diameter, which was screwed into a collar connected to a woven band 
of one zinc and thirteen copper wires carried through glass insulating 
rings along the slope of the roo^ over the rainwater gutters and down 
the side of the house into the ground, going only 12 inches into dry 
chalk. 

The electric fiuid struck ihe lightning conductor, hurled the rod 
down and shatt^^d the chimney pots and some of the brickwork. 
The rod was broken at the point marked A on the south elevation, 
where the sectional area of the copper rod was reduced by the screw 
being cut into it for tJie collar, which connected the rod with the 
woven band. This junction and a portion of the band are forwarded 
for inspection, from which it will he seen there are no rough broken 
surfeces, but that the thread of the screw was partly melted. The 
copper wires composing the band were bright and nodulated h^pe and 
there throughout their length, showing that it had been heated up to 
a sweating temperature. The zinc wire was not continuous, having 
been wasted by oxidization. It showed no indication of having been 
hot. 
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Having broken the conductor, the discharge appears to have divided 
at the ridge of the roof, a portion passing down the southern %|id a 
portion down the northern slope of the roof. That portion which 
passed down the southern slope apparently followed the course of the 
conductor band as fiir as the iron rainwater gutter, which it cracked, 
and perforated two holes, about half an inch diameter, in two panes 
of glass at B. Here the current apparently again divided, as shown 
by the dotted line from D to E on the south devation, some passing 
westwards and some eastwards along the rainwater gutter round the 
eaves of the house, as traced by the broken joints of the gutter. 
Westwards these joints (which were made of red lead) were only 
broken from B to D, but eastwards they were broken from B to E, 
and right round the eastern side of the house to P, and along the 
northern side as &r as G. 

What seemed to be the greater portion of the discharge, however, 
passed down the northern slope of the roof and along the course 
shown by the dotted lines on the Plan and north elevation. The 
lightning first followed the lead flashing H of the chimney stack, 
next broke some tiles at I, and then without disturbing any of the 
rest of the tiling, leapt across the roof, a distance of some 15 feet, to 
two galvanised iron water cisterns in the roof at K, perforating a hole 
through the 9-inch brick wall of the house in its course. 

This hole, which was circular, was large enough to admit one's 
finger easily and was blackened on its interior ; when first examined, 
eight or ten minutes after the occurrence, it was still quite hot. One 
edge of the lead flashing outside the wall was fused at Q-, close to the 
rainwater gutter, from which it would seem that the current again 
divided at the wall of the house. There are two galvanised iron 
cisterns at K, connected by a pipe underneath (see adjoining sketch 
plan), and the discharge appears to have passed from one cistern to 
the other and then along the 1^ inch iron barrel rising main, from 
pumps, to the point L^ in the back kitchen, where the iron pipe 
serrated into two branches leading to the two pumps L' and M. 

rrobably a portion of the discharge passed down the iron suction 
pipe from the pump L* into the rainwater tank P, but however this 
may have been, a considerable portion passed from point L^ along the 
1^ inch iron pipe LM to the pump M in the scullery, and thence along a 
I inch iron pipe to a water ^p fixed over the iron sink N, but not in 
metallic connection with it. Here the lightning broke the slate at 
the back of the sink and sent it showering across uie scullery, breaking 
the things on the opposite side of the room. GDhe iron sink was set 
on brick piers and connected, by means of a 1^ inch iron pipe, with 
the self-acting syphon "Plush Tank "^ O in the yard. This "Plush 
Tank ** consisted of a cylindrical cast-iron tank about 26 inches in 
diameter and 26 inches deep, buried two-thirds in the ground, so that 
it formed a fair earth connection. 

There is an account of the accident in a letter by Mr. CSiarles S. 
Tomes in Nature, of 12 June, 1879 (which has been made use of in 
the present description), and there is also a letter about the accident 
by Mr. Newall on the next page of Nature to Mr. Tomes' letter. The 
description in this latter letter is, however, erroneous in several 
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partioiilan^ specially where it speaks of the lightning passing round 
the iron gatters to tiie iron water dstems. 

BOGEBS FIELD, 

BJL Ltmd., M. In$t. C. E., FJiJS. 

CAjnOS Bow, WlSTHIHSTIB. 

[Nora.— Mr. Tomes has most kindly sent the whole of the upper 
parts of the conduotor ; and as the accident appears a yerj instructive 
one we give fuU details, together with engravings of the more impor- 
tant portions of the conductor.— Ed.] 

This conductor was of the pattern known as Spratt's patent. The 
up^ terminal was what the vendors call a ^'reproducing point," 
wDich they say is " formed of two or more metals : the inner or core 
being steel, and the outer of silver aUoy, tipped with platinum f the 
idea of the inventor is said to htfve been that '* should the outer coat- 
ing become fused by an extraordinary chaige of electricity, the core 
wm remain intact to receive any further discharge." In the present 
case the top is broken and the iron centre is rusted and bent, but 
there is no indication on the remaining portion of heat or fusion. 

This point A was well screwed into a stout copper collar B. 

Into the same collar was screwed the upper end of a copper tube C, 
5 ft. 1 in. long, external diameter, 0*5 in., and internal diameter 
about 036 in., giving a thickness of only 0*07 in., or but little more 
than a sixteenth of an inch. The mass of copper was therefore about 
e^ual to a tape IjIXtV or |x|, or to a rod one-third of an inch in 
diameter — ^the area being as nearly as possible 0*09 in. The tube 
weighs 29^ ounces, which corroborates the above measurements and 
shows that it weighs rather less than 6 ounces per foot. This part 
of ^e conductor was evidently greatly heated, as there are distinct 
marks of sweating in several pk^. The lower part of this tube was 
screwed into the collar D (which is drawn of its actual size in the annexed 
sketch) in order to make connection with the short length of copper 
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tube F, a portion of which is also engrayed, of its 
actual size. It was at E that the rupture occurred. 
The charge passed the point A, then the top collar 
B, and although it greatly heated the 5 ft. copper 
tube G, still no damage was done, and so it passed 
into the second collar. Here, however, there seem 
to have been two &ults : the short copper tube F, 
was very slight, weighing but little over 3^ ozs. to 
the foot, and this, which represents but a very 
slight conductor, was greatly lessened by a deeply- 
cut thread to the upper end, whereby the area was 
reduced to less than ^^th of an inch. As this was 
not screwed home, the total sectional area at £ 
immediately below the collar was reduced to the 
above small amount, rupture and fusion occurred, 
and much of the charge left the conductor. This . 
short length of tube was, however, raised to a 
sweating temperatiure in two places. 

The conductor consisted of 14 wires made into 
a flat plait, the wires seem to have been of the 
following dimensions : — 

Each of No. Totel arm. 

12 copper wires, 16 b.w.g., dia. of each '072 in.: 0*048 in. 

1 „ wire, 18 „ „ '049 in.: 0*001 in. 

1 zinc „ „ *049 in.: 0*001 in. 

Thus the total sectional area of the plait O would 
be about 0*050 in., or rather more than that of the 
short copper tube into the lower end of which it 
was rougMy thrust and rivetted — but the joint was 
bad, there was no solder at all, and the metallic 
contact was very imperfect. 

As to the state of this plait (which was less than 
an inch wide, and less than tV in. thick), and as 
to the ridiculously imperfect earth terminal, details 
are given in Mr, Field's letter. 

It may be well to recapitulate the dimensions : — 



Dbsckiption. 



Lmnoth. 



DnUCNSlONS. 



Sbo- 

nOKAL 
AlULL. 



HbAT EFFB0T8. 



"Reproducing poinf 
Collar 

Copper tube 

Collar 

Short tube 



threaded 
Plait... 



where! 



9 in. 
IJin. 

6ft.lin. 

Uin. 

7 in. 

|in. 
63 ft. 



0-46 X 0-45. in. 

0*76 in. diam. 

r External 0*6 in. dia. 

1 Internal 0*36 in. „ 

External 0*76 in. „ 

Internal 0*60 in. ^ 

External 0*60 in. „ 

Internal 0*376 in. „ 

External 0*438in.„ 

Internal 0*376 in. „ 

P07x0<)72in. 



0*20 
0*24 

0*09 

0*24 

0*09 

0*04 
0*06 



None visible. 

ft 
[Sweated in 
1 places. 

None visible. 

r Sweated in 
1 places. 

Fused. 

r Sweated in 

1 places. 

G. J. 8. 
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We herewith hand you our circular, setting forth our ideag as to 
lightning conductors. We claim that if one or more sharp edges or 
points is so essential on the most elevated part or parts of a con- 
ductor, why not establish this principle the entire length of the con- 
ductor ? or why not leave these most elevated part or parts blunt, or 
erect a small gilt ball? 

DAVID MUNSON & Co. 

Ipn)IANAPOLIS, iNDIANiL, U.S.A. 



^ ^ 



[The engravings are not drawn to scale, but are here reproduced; the 
shaded parts are galvanized iron, the lighter parts copper.— En.] 



I think that it would be very valuable if the Conference considered 
how far iron ventilating pipes to drains will safely ac^ as lightning 
conductors. These pipes generally consist of iron jointed with red 
lead or putty. Will not these joints interfere ? Very often also a 
portion of the pipe is wholly of lead. So many of these pipes are now 
carried up to a very high level that the question is important. 

EOGERS FIELD, MJnst.C.E. 
Caknok Eow, S.W. 



Our opinion is that the drain to our Powder Magazine at Brunt- 
cliffe (see ante page 74) had no water in it at the time of the 
occurrence. 

JOHN HAIGH & SONS. 

ViOTOBIA. COLLIBBIES, 

GiLDBBSOME. 



We have the pleasure to send you a plated model of our new Con- 
ductor Coupling, and hope you will be pleased with it. 

When screwed up, the contact between the rod and the copper tape 
is perfect. It is, or course, a very simple thing, but it overcomes the 
difficulty of soldering, which is always more or less uncertain, and 
rivetting up aloft is apt to be scan^ped. 

And as to soldered connections, apart from the uncertainty of 
permanent contact, it is very importuit to keep the soldering iron 
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away from roofs, it often damages the lead, and (as at Canterbury) the 
fire-pot is a source of great danger to buildings. 

Fig. 1. Fig. 2. 



I 



Fig. 3. 

A is the copper tape conductor. B is a screw plug, having two 
slots, a a (see fig. 3), and an intervening division 6, all cast in one 
piece. The tape or rope A is passed through one of the slots a, and 
bent over the division piece 6, the bent portion Al is then returned 
through the other slot. A screw socket forming the coupling C, 
bearing a collar to rest in a ring bolt built into the structure to be 
protected, is then screwed on to the plug B, and into this socket the 
rod or tube D is screwed, it being suitably tapped for its reception, 
until the lower end of the rod or tube is in firm contact with the 
tape or rope. These latter are then firmly held together, and cannot 
by any possibility come apart. 

Note. — In fig. 2 the rod and tape are not shown in actual contact, 
the drawing being intended to exhibit the separate parts. 

E. C. CUTTING & Co. 
147, Queen Viotobia Stbebt. 



I have the pleasure of furnishing details of the recent damage to 
Christ Church, at Carmarthen. The circumstances are these : 

At the Eastern end of the church stands an ordinary square 
tower, covered with a sloping slated roof ; this roof is capped by an 
ornamental open ironwork ridging, terminating at each end in a 
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light open iron pinnacle, and having in the centre another pinnacle 
similar to those at the extremities. A is a view of this ironwork 
from the east end of the church. 

The conductor consisted of seyen copper ropes stranded together, 
each rope consisting of seven strands of No. 18 wire, the whole 
having a diameter of about i an inch. It was fixed to the build- 
ing bj ordinary copper staples ; it ran up, and was attached to the 
southern portion of the ornamental railing, and it terminated in a 
single point. There was no special connection between the conductor 
and the iron guttering of the church. 

I could not ascertain in what manner the earth was made, but it 
was an imperfect one, giving a resistance of 115 ohms, and this resis- 
tance would have b^n greaJter but for an accidental circumstance 
mentioned further on. 

The lightning struck the central iron pinnacle of the ornamental 
ridge and broke it off. In falling to the ground it was shattered into 
about twenty pieces ; but on the upper extremity, which was a solid 
cast-iron spike, about | inch square, there were marks of fusion across 
the whole of the top to the depth of ^th of an inch. 

I could not observe other marks of fusion at the point where the 
pinnacle was broken off, but the lightning made its way to the con- 
ductor, and on reaching the ground, at a distance of 4 feet from the 
point where it entered, it burst out with explosive violence, blowing 
a circular hole in the ground 2 feet in diameter and 8 inches deep 
(marked B in plan). The earth from this hole was blown into the 
air, and fell in a fine shower on objects standing 3 or 4 feet high 
and 14 or 16 feet from the hole. 



Chaibt Chuboh, Gabhabthen. 

A second flash struck the iron guttering at the south-western 
extremity of the church (C), broke off a 2 feet length, and ran dovm 
the water-spouts (D D). Opposite one of these a second hole, 9 
inches deep and a foot in diameter, was blown out of the ground, 
some 3 feet from the base of the spout. 
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On examining more closely the surroundings of the lightning con- 
ductor, I ohsenred that the church gas-pipe, an iron one, about 
1| inches in diameter, passed through the wall of the building about 
6 feet from the conductor, and was carried in a direction correspond- 
ing with the hole caused by the explosion (see plan). I immediately 
concluded that this explosion was due to the current breaking across 
from the conductor to the gas-pipe, and on opening up the hole I 
found this to be the fact. The conductor crossed the gas-pipe at nearly 
a right angle, being about a foot above it. The under portion of the 
conductor bore evident marks of fusion, and, more interesting still, 
the gas-pipe was slightly coated with a very thin deposit of copper, 
so thin that it perished in my attempt to remove it ; but still there 
was an undoubted coating at one spot. But for the proximity of the 
conductor to the gas-pipe, the earth resistance of the former would 
doubtless have been grcNAter than it was, and the damage would pro- 
bably have been increased. 

I was sorry that no means existed for examining the ornamental 
ridge, but doubtless the metallic contact between the sections was 
very imperfect, and to this cause was due the rupture of i^e pinnacle. 

The iact, too, that the protector did not prevent the south-western 
portion of the building being struck bears on the question of the area 
made safe by a protector. 

The tower stood 89 feet above the ground, the top of the iron 
pinnacle 99 feet, and the protector extended 1 foot 6 inches above 
the latter, thus reaching a total height of 100 feet 6 inches. The 
total length of the church was 123 feet. 

The point G where the gutter was struck was 84 feet in a direct 
line from the conductor, and stood 24 feet above the ground. 
This gives a vertical height of the conductor of 76 feet 6 inches above 
the point struck, the distance of the latter being a radius 8 feet greater 

than the height of the former. 

J. GAVET. 

Cabdht, 

January lOt^, 1880. 



ACCIDENT AT BOOTHAM BAE, YOEK, oompilbd from kotbs 

AND MEASUSEMBNTS TAKEN BY J. EDMUin) ClABE. 

The discharge occurred about 3 a.m., 22nd June, 1876. The 
principal injury occurred to the bracket lamp at A. This lamp, which 
was an ordinary street one, was supported by an iron bracket 2 ft. 
6 in. long, and 11 ft. 6 in. above the pavement. The gas was con- 
Toyed to it by 11 ft. 6 in. of vertical iron gas barrel, and uience to the 
burner by about 3 ft. of ordinary i in. composition pipe. The ^lass 
of the lamp was not broken, but about 18 inches of the composition 
piping vras twisted and split open as with a sharp knife, and the 
other 18 inches was melted; the gas was ignited and. burning 
from the top of the iron barrel, thus producing a large flame which 
ignited the house to which it was fixed. That part of the lead 
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pipe which was inside the lamp was uninjured, whence it would 
appear that the point struck was at or near to the top of the iron 
gas barrel ; and this is supported by the &ct that the lead over the 
shop window and dose to the bracket was turned up off the wood- 
work. 

The lamp, as will be seen by the plan, is attached to the comer of 
a house, the eaves of which were 20 ft. above the lamp, while the 
ridge, with a little lead flashing, was 24 ft., and the chimney pots 
were 31 ft. above the lamp, and not 15 ft. distant horizontally. This 
house was slated and had wood gutters, and an iron rain-water 

?ipe, but the latter was 33 ft. honzont^ally ftom the point struck, 
'he wooden gutters were very old and rotten, and one of them was 
very slightly shifted; it is not certain that this was done by the 
lightning, and there was no other indication of its presence. 

C is a lamp bracket extending 4 ft. from the wall of the house, and 
at D are two old iron brackets. 

At the distance of only 8 ft. from the lamp in the opposite direc- 
tion (N.W. of the lamp) rises Bootham Bar, a massive stone structure, 
of which the four turrets rise to 44 ft. 3 in. above the pavement, and 
therefore 33 ft. above the lamp. The whole roof, about 750 square 
feet, is covered with thick sheet lead, and the building also contains 
the old portcullis B heavily shod with iron. 

The noteworthy feature of the case appears to be, that the only 
injury is found at a spot surrounded by objects close to it, and greatly 
exceeding it in height ; in fact, that the lightning dipped into a sort 
of cavity, instead of striking at the higher objects. 

It is evident that in this case, although the composition pipe was 
melted, the iron one afforded ample conduction, and the city gas mains 
a perfectly safe earth terminal. 




SOUTH-EAST VIEW OP BOOTHAM BAB. 
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ACCIDENT AT BOOTHAM BAE, YOBKJ' 



8.E. 



VIEW OP HOUSE AND SBOTION OF BAB. 



N.W. 



8.E. 




GBOUin) FLAK OF HOUSES AND OF BAB. 



BXFEBBNCES. 



A Gas bracket struck. 
B Iron sheathed portcullis. 



c Old ffas bracket. 
D Old Iron brackets. 
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APPENDIX J. 



DATA EESPBCTING THE SECTIONAL ABBA OP METAL 
EEQTJISITE FOE LIGHTNING CONDUOTOES. 



(N.B.— In order to ayoid oonfosion, all areas of Sron have been redneed to Ith of 
their actual sizee, so that Tirtuall;^ tables I. and II. may be regarded as giTug HI 
details for copper — but the metal is specified in eadi case.) 

TABLE I.— LIST OF MBTALS MELTED. 



Material 


Form 


Size 




Diameter 


Area of 
Copper. 


BIKIBKS 


Copper 


Rod 
Rope 

BSd 

ft 


in. 
•36 
•31 

•si) 

•13 P 


in. 
•10 
•075 
•07 
•03 
•03 
•01 P 


Duprez, App., p. 92 

At Nantes, GUkud's TrcM, p. 89 

At Carcasflone, „ 

Harris on Thunderstorms, p. 109 

Duprez, App., p. 92 

Sulliyan, App., p. 196 




*Not Specified ... 


Bbass 


Ck>PPEB 




n 



* Assuned to have been Iron, the dimension given is **18 mm." « *70 in. diam., or *88 in. area 



TABLE II.— REMARKS RESPECTING DIMENSIONS. 





Form 


Size 




, Ifaterial 


Diameter 


Area of 
|CJopper 




COPPEB 


Rod 

M 

TSbe 
Tape 
Rod 
Any form 
Rod 

Rope 
Tape 
Rod 

»> 
Rope 

Rod 
>» 
»» 
)* 

Rope 
Wire 


in. 
•76 
•60 

•38 

•»i 

•26 
•20 
... 


in. 
•61 
•44 

•20 
•20 
•19 
•16 
•11 
•11 

•11 
•09 
•08 

•08 
•06 

•06 
•06 
•06 
•04 
•03 
•02 
•01 


Trinity House smallest, App., p. 183 
Will carry anv flash. Hams on Thunder- 

storms, p. 116 
Never yet failed, Faraday, App., p. 89 
War Office smallest, App., p. 70 
Gray & Son's smallest, App., p. 7 
Never affected, Franklin, App., p. 62 
Recommended by Phin, App., p. 103 
More than sufficient. Gay Lussac, App., 

p. 58 
Recommended by Callaud, App., p. 104 
Freeman & Collier's smallest, App., p. 10 
Never known to be melted. Pouillet. 






. 




Ibon 


COPPEB 


Ibon 


COPPBB 




Ibon 




App., p. 62 
Should not be less, Henry, App., p. 99 
Carried off heavy discharge, Cal aud TraitS, 

p. 89 
Recommended by Callaud, App., p. 104 
Recommended by Mohn, App., p. 107 
Recommended by Mohn, App., p. 107 
Recommended by Phin, App., p. 103 
Recommended by Zenger, App., p. 106 
Recommended by Mann, App., p. 108 
Sufficient for any house, Preece, App., 

p. 101 


COPPEB 


Ibon 


_ »» ♦••• 

COPPEB 


Ibon 


COPPEB 


Ibon 
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DIMENSIONS OF LIGHTNING EODS— COPPEE, 

Partly extracted from (he Appendix at the pages quoted, and partly 
compiled from tpedmens collected by the Conference, and from trade 
circulars. 



Pftttem 



Diameter Braadth 



Thlck- 



Snper- 



Are* 



Weight 
^t 



Bemarks, and Beferenoes 
to Appendices. 



Tube | 

Hbhicylindbb 

Tape 

Tube -j 

Rod 

Tape 

Tube | 

Tape 

»> • 

Rod 

Tape 

Tube | 

Tape 

Rope (49 square 

wires) 

Tape 

» *••• 

Rope (49 wires) 
Tape 

Tube 4 

Rope (36 wires 

& hemp centre) 

Spratt's Patbnt 

Plait (20 wires) 

Tape 

Rope (49 wires) 

Tape 

Spbati's Patbkt 

Plait (14 wires) 

Habt's Plait 

(13 cop^r wires 

and 1 zinc one). 



Inches 
ExtU 
Int.l 

i! 

E]^!lj 
Int. l| 



Ext.l 
Int| 



Inches 



^tl 



Ext I 
IntiJ 



2 

^ 



^ 



2* 



¥ 



* 
1 



Inch 






i 



t 



t 



■A 
it 



Inches 

Ext. 4-71 
Int. 3-14 

3-86 

3-21 

6*38 
Ext 4-71 
Int 3-93 

2-35 

6-25 

Ext. 314 

Int 2-36 

4-26 

3-30 

1-67 



3-25 

Ext. 1-96 

Int. 1-18 

6-12 

10-78 
4-12 
2-26 

8-00 P 

312 
1-76 

Ext 2-76 
Int 2-66 

6-00? 

4-62 
2-12 
6-00? 
1-42 

3-16 



3-08 



Inch 

•98 
•88 
•61 
•66 

•64 
•44 

•37 

•34 
•26 
•23 

•20 
•19 



•20 
•16 

•16 
•13 
•13 

•10 

•09 
•09 



•08 

•08 

•08 
•06 
•06 
•06 

•06 



•06 



60 
64 
37 
34 

33 

27 

23 

21 
16 
14 

12 
12 



12 
9 

9 
8 
8 



Sir W. Snow Harris (49) 
Trinity House,Mains( 183) 
„ Branches a83) 
Freeman & Ck>llier's lar^ 
gest(lO) 

Faradav preferred this to 

smaller (89) 
Gray k Son's largest (7) 



Sanderson's largest (23) 

(War Office (70) 

(Sir W. Snow Harris (49) 

rWar Office (70) 

•<" Smallest desirable" 

( Gray & Son (7) 

War Office (70) 
J. Davis & Son (14) 

Pennycook & CJo. 

Phin, of New York (103) 

{Massin^ham (16) 
NewaU% Rope 

Freeman & Collier's 
smallest (10) 



J. Davis & Son (14) 



Newall's Rope 
Sanderson's smallest (23) 
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APPENDIX K 



NOTES BBSPBomro LIGHTNING CONDXJOTOES, ootLBOTBD m 
FAEIS IN Mat, 1881, bx Mbssbs. Fbsecb & Symons. 

The information which we obtained may perhaps be most conve- 
niently grouped under the names, arranged m alphabetical order, of 
the authorities whose opinions or whose practice we quote. These 
gentlemen are M. Androuet, who, under the direction of M. Alphand, 
the Oity Engineer, has charge of all the lightning conductors attached 
to the municipal buildings of Paris, M. Borrel, of 47, rue des Petite 
Champs, who has been making lightning conductors nearly all his 
life, M. le Comte du Moncel, who is well known as perhaps the highest 
authority in Prance upon the practical application of electricity, and 
lastly M. Jarriant who is manufacturer to the municipality, and also, 
we believe, to the War Department, besides having a large connec- 
tion among architects and engineers. 

M. Ain)BOTJET accompanied' us in a thorough examination of the 
conductors as they are now fixed upon the south gallery of the 
Louvre, temporarily occupied as the Hotel de Ville de Paris. They 
were stated to be only temporarily fixed, because the offices of the 
Pr^fet of the Seine will be removed to the new Hotel de Yille as 
soon as it is rebuilt, but they were said nevertheless to be in almost 
all respects conformable to the instructions issued by the municipality. 
The tiges were iron rods, 10 m. (33 feet) high, with rather blunt ter- 
minals of gilded copper ; they were 35 m. (116 ft.) apart. All were 
united by a horizontal copper rope, | inch diameter (used instead of 
iron bars 0*8 in. square, because of the temporary nature of the work), 
which was led along the roof through iron holdfasts or crutches, 
which were carefully soldered to the metal roof. All joints in the 
rope were spliced and heavily soldered. For »sthetic reasons the 
main conductor is carried down inside the building, through 
various closets, &c., and finally, after a rather circuitous course, it 
finds its earth terminal in a plate of copper 1 m. (3 ft. 3 in.) square, 
immersed in the Seine. Although the roof is well covered with metal 
no separate connections with earth are made. M. Androuet tests the 
conductivity from every tige in the spring of each year, using a 
very portable apparatus, consisting of two Leclanche's cdls and a 
trembling bell, 

P 
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M. BoBBEL showed us yarious specimens of conductors^ of earth 
terminals, and also his portable testing apparatus. He also gave us 
a copy of the Instruction sur les Paratonnerres, which he issues, and 
from which we make a few e3±racts, especially as in several respects 
M. Borrel's views are expressed with unusual clearness, and although 
in holding some of them he stands alone : 

" A lightning conductor is a preventive agent destined to convey 
to moist earth, or preferably to water, the electricity contaii;ied in a 
cloud. When strong earth tension is produced by the passage of an 
oppositely electrified cloud, the beneficial action of the conductor is 
indicated by the luminous brush discharge from the top of the con- 
ductor. 

" It is generally considered that a conductor protects a cone of 
revolution, having for its base the height of the point above the roof 
multiplied by 1*75, and for its summit the point. If, therefore, the 
point be 6 m. (20 ft.) above the roof, it will protect a base 10| m. (35ft.) 
radius. M. Borrel supplies round upper terminals of galvanised 
wrought iron about 10 m. (33 ft. high), and tapering fix)m a diameter 
of 4 inches at the base to | inch at the top. 

" Having found that long exposure to the weather destroys iron 
wire ropes, and even copper ones, if made of many small wires, he has 
adopted where ropes are necessary, four or five rods nearly 0*20 in, 
diameter, so slightly twisted as not to strain the metal. By this 
means the numerous interstices of the ordinary ropes are avoided, 
and much greater durability is insured. 

" Where iron bars are used he employs galvanised wrought iron in 
square bars, the sides ranging from 0*63 in. to 0*90 in. 

" To allow for variations of length produced by changes of tem- 
perature, he always inserts, in long roof conductors, a compensator, 
which is merely a loop of copper tape. 

" M. Borrel says that it is especially upon the earth connection 
that the efficacy of a conductor largely depends ; there must be a 
metallic mass, with a large surface, and he describes his pattern of 
^perdfluideJ It is composed of two sheets of galvanised wrought 
iron 3 ft. long, 6^ in. wide, and J an inch thick, hacked into sharp 
points in order to facilitate the discharge of the electricity. He 
alludes to Callaud's basket of coke, but says that its efficiency has not 
been absolutely demonstrated. M. Borrel insists upon the perdjluide 
being immersed in the water of a well, and one preferably not less 
than 2 ft. in diameter. He strongly objects to insulators, and says 
that he always makes metallic connection between the gutters, rain- 
water pipes, &c. and his conductors. From the surface of the earth 
to 6 ft. above it, he encloses his conductor in a wooden case in order 
that no one may touch it during a storm." 

We had a long conversation with M. lb Comtb Dxt Moncel, of 
whose remarks the following is a precis : — 

He objects to square iron bars because their angles have a tendency 
to facilitate lateral discharge. 
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He objects to conductors being painted, because he belieyes that 
the surface of a conductor acts electro-statically. He knows that the 
brass wire rope occasionally used for lighthouses is often destroyed, 
but thinks that the theory enunciated in the Eeport of the Acad^mie 
des Sciences, 18th December, 1864 (see Appendix F., p. (62), cafe 
hardly be maintained, and believes it to be more probable that the 
rope was in a very bad state of oxidation. 

Thinks that conductors should possess both sectional area and 
surface. Does not attach much importance to extremely sharp 
points, but thinks that the suggestion of one stout central one to 
receive a disruptive discharge, surrounded by three or four needles 
to facilitate silent discharge, would be good. 

The following statement was quoted from the Eeport of 20th May, 
1875 (see Appendix F., page 68), that, "if a conductor cannot be 
led either to the subterranean water or to a main water-pipe, no 
lightning rod should be erected. It would do more harm than good." 
Count du Moncel said that the paragraph referred chiefly to 
buildings on large solid rocks, but that obviously there is every degree of 
quality in the earth contact which can be obtained ; and that although 
it is easy to decide at the two extremes, it is difficult to say how bad 
the earth must be in order to render the erection of a conductor 
inadvisable. 

M. Jaeeiant, who is the manufacturer employed upon the Mun- 
cipal buildings of Paris (and author of two pamphlets, of which 
abstracts are given in Appendix F, pages (111) and (115), accom- 
panied us through his works, and afforded us all the information 
which we could desire. 

He showed us a large collection of platinum points of various 
patterns, ranging in cost from 12s. to 60s. each ; he also showed us 
some which had been employed by other makers, which were merely 
hollow sheaths of platinum filled in with soft metal in order to 
reduce the cost. 

He had also a large variety of upper terminals, including the 
patterns used by the City of Paris, by the War Department for its 
military establishments, and by civil engineers and architects. 

We saw specimens of the ropes, rods, &c., usually supplied. The 
iron ropes were galvanized and | in. diameter. The copper ropes 
were made of six twisted strands of copper wire enclosing a central 
core of hemp, the total diameter being J an inch. The iron bars 
were square galvanized wrought iron 0*80 in. square, in lengths of 
16J feet, rabbetted at the ends with two holes for bolts. To make a 
joint a strip of foil is laid between the two faces, the bolts are screwed 
up, and then the whole joint is very heavily soldered. 

Among various works in progress, we saw a highly decorated 
wrought iron cross for the roof of a church, which cross would 
become the summit of the conductor, its top and the extremity of 
each arm being ftimished with a short copper terminal tipped with a 
platinum point. 

We were much struck by the fact that in France, where so much 
attention has been given to lightning protection, there should be 
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80 much diversity of practice. The Municipality adopt one system, 
the State another, the War Department a third, and each individual 
manu&cturer has, as in England, his hobby. 

We desire to record our thanks to Mr. J. Aylmer, C.E., for making 
the various arrangements, by which we were able to see so much in 
the comparatively short time at our disposal, and also for accompany- 
ing us i^oughout. 

W. H. PEEECE. 
G. J. STMONS. 



P.S. — A very convenient form of a rough testing apparatus has 
been made, by the Silvertown Co., for one of the writers ; it consists 
of one Leclanch^ cell, a trembling bell, a key, and a pair of terminals 
to attach insulated wires to the top and bottom of the lightning 
rod, all fixed in a neat portable mahogany box, and with its aid any 
one can readily examine the conductivity of his lightning rod. 
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APPENDIX L. 



ON THE LIGHTNING CONDXJCTOES at the PAEIS INTER- 
NATIONAL ELECTEICAL EXHIBITION, bx Mbssbs. 
Dtmoitd Am) Stmons. 

It ^Bs hoped that at the Paris Electrical Exhibition would be f otind 
examples of the various styles and patterns of lightning rods used 
in the several countries of Europe and in the United States, and we 
accordingly visited the Exhibition and inspected all the exhibits in 
any way relating to the subject. 

Those from France were naturally the most numerous (15), but 
there were some very elaborate specimens of the system adopted in 
Belgium, in accordance with the recommendations of M. Melsens; and 
there was also sent by Dr. Weber, of Kiel, a very interesting collec- 
tion of 12 points which had been struck by lightning, all more or less 
fused and damaged. 

The French exhibitors showed a great variety of points, but they 
were for the most part referable to two or three types or classes, and 
only varied in size. The favourite form appeared to be that shown 
by Fig. 1, a rather finely tapering* brass rod terminated by an acorn- 
shaped piece, from the upper end of which projected a small needle. 
They were constructed to be screwed to the top of the iron tige. 
They varied in size from 1 ft. long and | in. diameter at the base, 
tapering to i in. at the acorn, to 2 ft. 6 in. long and 1| in. diameter, 
tapering to | in. The acorns were generally about twice the diameter 
of the point to which they were joined, and were about 1| diameter 
long. The needles were sdways made of platinum about 1| in. long 
and '1 in. diameter. Some exhibitors showed a very similar pattern, 
but made in copper instead of brass. There were also several speci- 
mens of blunt points in copper — the Point Municipal, Fig. 2, tapering 
from 1 in. to ^ in. diameter and 1 ft. 8 in. long ; tapering brass and 
iron rods, some of them having platinum cones, were also exhibited. 
All these points were intended to be mounted on exceedingly long 
upper terminals. 

The conductors were generally made of wire rope, copper, brass, or 
galvanized iron, and in the majority of cases composed of strands of 
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smaU wires, though there were a few specimens of ropes made of 
large wires (say) •! in, in diameter ; and there were also some speci- 
mens of conductors made of iron bars with copper expansion bands. 
These last specimens were about *8 in. square, but almost all the ropes 
seemed to us too smaU, generally about '4 in. diameter, and we were 
suprised to see that the iron ropes were no larger than the copper or 
brass ones. 





i 



3 



The methods adopted for joining them to the upper terminals were 
either to push the end into a socket and pin them across, or more 
frequently to tie them more or less loosely round the base. 

The practice as to insulation seemed to vary, some makers supplying 
insulators and others not, but they almost all proyided for carrying 
the conductor from 6 to 9 in. away from the &ce of the building. 
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There were but few specimens of earth plates, they were in the 
form of grapnels, and seemed very inadequate ; not one would afEord 
3 superficial feet of earth contact. 

Some models and drawings showed that the French electricians 
assumed a cone of protection whose radius was at least 1'75 of its 
height. (See ante page (67).) 

Excepting France the most numerous series of exhibits was that 
from Belgium, which also contained a complete model of the monu- 
ment erected at Lacken in memory of Leopold I., showing the manner 
in which it had been fitted with conductors under the superintendence, 
or according to the system, of M. Melsens. 

The monument referred to is a ten-sided G-othic building, with 
pinnacles on two storeys and a spire. On the top of the spire, but 
below the figure, is a considerable number of radiating points, and 
there is a similar frill round the top of each of twenty pinnacles. 
Each aigrette consists of seven copper points, each about 0*4 in. in 
diameter and 2 ft. long, tapering to a very sharp point ; they are all 
leaded into a collar or band encircling the stone work; and from 
them go the rods about 0*4 in. in diameter, which are first taken into 
a cast iron box about 8 in. X 5 in. x 2 in. ; into this box are also 
taken rods which lead to connections with (1) a well, (2) the water 
mains, and (3) the gas mains. When these two series of rods are 
all in position in the box it is filled with melted lead, and thus per- 
fect connection is secured. There were specimens of the aigrette, 
and also of the manner of joining the rod to the gas and the water 
mains, and to the large iron pipe which is sunk in the well. This 
is efEected by bringing all the rods parallel with the main, and arrang- 
ing them, at equal distances from each other, around it. They are 
then held tightly to it by two semicircular clamps bolted together, 
and melted lead is poured in and caulked. The main, and probably 
the inside of the clamps, was filed bright when the joint was made. 

The other exhibits — patterns' of points and conductors — do not call 
for any special mention, but we may notice that the Belgian makers 
were generaUy much more careful than the French to make good 
electric contact at the joints, and some conductors were exhibited 
cut through the joints to show the care bestowed in this particular. 

From Q-ermany were sent some specimens of wire rope for con- 
ductors, made of the usual strands of small wires. The iron ropes 
were slightly larger and of slightly larger wires than the copper, but 
the former were not more than 0*6 in. in diameter. 

Dr. Wbbbb, of Kiel, exhibited a collection of 12 points, all which 
have been struck by lightning — their length varies from 4 in. to 7 in., 
they are of gilded copper, about 1 in. in diameter at the thickest 
point, and vary in the acuteness of their extremities — some have 
platinum needles, about 0*08 in. diameter, screwed into their points; 
these needles have, in most cases, been wholly fused. In some cases 
the platinum is somewhat thimble-shaped, and fitted over the copper 
»-in these cases the platinum is generally wholly melted, and the 
copper uninjured. Platinum of 0*12 in. diameter has been melted, 
but there is not one of these points of which copper of that size has 
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been fused. There is no indication that these points have been fixed 
to tiges — on the contrary, they are all hollow at the base, and have 
had soldered into them copper ropes, none exceeding 0*33 in. dia- 
meter, and most of them consisting of three strands of six wires each 
(=18 wires), the wires being about No. 18 B.W.Q-. 

There were a few specimens of gilded copper points, sent from 
Austria, such as Fig. 3 ; and our English makers also sent a few ex- 
amples of points, the crow foot, Fig. 4, for instance, of upper tei> 
minals, and of rope and tape conductors. 

E. E. DTMOND. 

Gt. J. STMONS. 
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APPENDIX M. 

MISCELLANEOUS. 



Received from 
the Secretary 
y of Lightning 
Rod Confer- 
ence. 



MEANS TO BE ADOPTED FOB BiTsuBnTG PEESONAL SAFETY 
FEOM THE EFFECTS OF LIGHTNINQ. 

(Abstracted hy Prof. G. Carey Foster, F.E.S.) 

WOBZS COirSlTLTBD : — 

Correspondence addressed to Lightning Bod Con-^ 

ference. 
Directions for Insuring Personal Safeiy during 

Storms of Thunder and Lightning ; and for 

♦ ♦ ♦ By John Leigh, pp. 60. London 

(no date) 

Benjamin Franklin. Complete "Works. 3 vols. 8vo. London, 1806. 

OeJder. Physikalisches Worterbuch. Article "5Zite," Leipzig, 1825. 

Francois Arago. Meteorological Essays, from the French by 
Sabine. London, 1855. 

C.KvJin. Handb.d.angewandtenElektricitatslehre. Leipzig, 1866. 

The danger to men and animals from the effects of lightning arises 
from the feet that the bodies of living animals form comparatively 
good conductors of electricity, — better, that is, than rain-water (pro- 
bably better even than sea-water), or than trees, walls of brick or 
stone, hay-stacks, or in fact than alinost any common objects consist- 
ing of non-metallic materials. It may be assumed that the path of 
a lightning-discharge striking the earth is determined by the line of 
least inductive resistance between the thunder-cloud and the earth.* 
Hence, a man standing on an open plain, or walking, or riding on 
horseback, or in an open vehicle, across it, is liable to be struck by 
lightning. There is no evidence that the motion of walking or riding 
makes the liability either greater or less than it would be if he were 
at rest. The danger is increased, other conditions being the same, 
by nearness to water, or to large masses of metal, or other conducting 
material, lying flat on the ground or rising only a little way from it. An 
umbrella held over-head is probably dangerous, but I do not find direct 

*The apparently capricious way in which lightning often strikes is not 
inconsistent with this statement. It proves, however, that the line of least 
inductive resistance is partly determined by atmospheric or terrestrial condi- 
tions which are not perceived by the eye. 
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eyidenoe thi^t it is so among recorded cases.* Such small metallic 
articles — money, keys, Ac., — as may be commonly carried in the 
pocket, have probably no perceptible effect. In the open country, 
beyond the reach of shelter, low-lying positions, if dry, are safer than 
those which are more elevated and exposed ; but, on the other iiand, 
water-courses are to be avoided. It is also safer to lie flat on the 
ground than to stand or sit. K shelter is within reach, care should 
be taken to get completely tmder cover. There is often much more 
danger in standing under the lee of a house, or wall, or hay-stack, or 
thicket of trees, than in remaining quite exposed. There is but little 
danger, however, inside a bam or outhouse, as far as possible from 
the walls, or underneath a wagon or the arch of a bridge. The inside 
of a wood is also a tolerably safe situation if we keep clear of the 
branches of the trees and as far as may be from their trunks. If 
isolated trees afford the only shelter within reach, it is advisable to 
go near them (within two or three yards of their projecting branches) 
but not tmder them. Leaning against the trunk of an isolated tree 
during a thunder-storm is very dangerous. In this case the danger 
arises from the fact that the tree is a much better conductor than the 
air surrounding it, though a worse conductor than the human body. 
Hence, if a man stands against a tree, a line of least inductive resis- 
tance is likely to be determined through his body and contuiued 
upwards through the tree. like considerations apply in the case of 
a person standing against a wall, or other high object, consisting of 
very imperfectly conducting materials and unprovided with efficient 
lightning conductors. 

As to people indoors, we need only consider the case of those who 
are in buildings which are either not at all or only imperfectly 
protected by conductors ; for, if a building is thoroughly protected, 
whatever is inside it is protected also. Indoors, as out of doors, we 
have to avoid forming part of a line of least inductive resistance. 
This consideration leads to such rules as the following : — Keep to the 
lower rooms of a house, rather than to the upper rooms ; also keep 
as much as possible in the middle of the room you are in, but avoid 
being under a metal chandelier, or a lamp, or other object hung by a 
met^ chain or wire ; keep away from a stove or fire-place, especially 
when afire is burning in it; keep away from large metallic objects 
which are not in electrical connection with the ground, especially if 
they are above the level of the head (as mirrors, or pictures with gilt 
frames, hung against the wall), or below the feet (as an iron pillar or 
beam supporting the floor, or an iron staircase leading to a lower 
storey but not continued to one above). Franklin recommends " sit- 
ting in one chair and laying the feet up in another," or as a further 
precaution " to bring two or three mattresses or beds into the middle 
of the room, and, folding them up double, [to] place the chair upon 

* Is there any evidence to show that soldiers wearing spiked helmets, or 
marching with fixed bayonets, are specially liable to be struck by Ughtning? 
Various ancient writers— Csesar, Seneca, Livy, Pliny, and others — mention 
luminous appearances (" Fire of St. Elmo ") presented by the javelins or pikes 
of soldiers during thunder-storms at night. 
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them.'' But best of all he says is, " where it can be had, a hammock, 
or swinging bed suspended by silk cords equally distant from the 
walls on every side, and from the ceiling and floor above and below." 
Doors and windows are better shut than open, but it does not seem 
that this condition is of much importance. 

It may be added for the comfort of the timid that Arago concludes 
that the danger of being struck by lightning in a town (Paris) " is 
less than the danger of being killed in passing along the street by the 
fall of a chimney, or flower-pot, or of a workman engaged upon a 
roof 5 this latter danger being [he imagines] one which occasions very 
little uneasiness." Also it seems to be the universal testimony of 
those who have been restored after being struck by lightning that 
they had not been conscious of either thunder or lightning. We may 
accordingly conclude that all danger from a given discharge is over, 
not merely by the time we hear the thunder, but as soon as . ever we 
see the flash. 

a. c. F. 



INJUET TO GAS AND WATEE-PIPES by LIGHTNING. 

The city gas company of Berlin, having expressed the fear that 
gas-pipes may be injured by lightning passing down a rod that is con- 
nected with the pipes, Professor Kirchhoff has published the following 
reply:— 

" As the erection of lightning-rods is older than the system of gas 
and water-pipes as they now exist in nearly all large cities, we find 
scarcely anything in early literature in regard to connecting the earth 
end of lightning-rods with these metallic pipes, and in modem times 
most manufacturers of lightning-rods, when putting them up, pay no 
attention to pipes in or near the building that is to be protected." 
Kirchhoff is of the opinion, supported by the views of a series of pro- 
fessional authorities, that the frequent recent cases of injury £*om 
lightning to buildings that had been protected for years by their rods, 
are due to a neglect of these large masses of metal. The Nicolai 
Church, in Griefswald, has been frequently struck by lightning, but 
was protected from injury by its rods. In 1876, however, lightning 
struck the tower and set it on flre. A few weeks before, the church 
had had gas-pipes put in it. No one seems to have thought that the 
new masses of metal which had been brought into the church could 
have any efiect on the course of the lightning, otherwise the lightning- 
rods would have been connected with the gas-pipes, or the earth con- 
nection been prolonged to proximity with the pipe. A similar 
circumstance occurred in the Nicolai Church in Stralsund. The 
lightning destroyed the rod in many places, although it received 
several strokes in 1856, and conducted them safely to the earth. 
Here, too, the cause of injury was in the neglect of the gas-pipes, 
which were first laid in the neighbourhood of the church in 1856, 
shortly before the lightning struck it. The injury done to the school- 



Digitized by VjOOQIC 



( 236 ) 

house in Elmshom, in 1876, and to the St. Lawrence' Church, at 
Itzehoe, in 1877, both buildings being provided with rods, could have 
been avoided if the rods had been connected with the adjacent gas- 
pipes. 

"K it were possible," says Kirchhoff, "to make the earth connection 
so large that the resistance which the electric current meets with 
when it leaves the metallic conducting surface of the rod to enter the 
moist earth, or earth water, would be zero, then it would be unneces- 
sary to connect the rods with the gas and water-pipes. We are not 
able, even at immense expense, to make the earth connections so large 
as to compete with the conducting power of metallic gas and water- 
pipes, the total length of which is frequently many miles, and the 
surface in contact with the moist earth is thousands of square miles. 
Hence the electric current prefers for its discharge the extensive net 
of the system of pipes to that of the earth connection of the rods, and 
this alone is the cause of the lightning leaving its own conductor." 

Eegarding the fear that gas and water-pipes could be injured, the 
author says : " I know of no case where lightning has destroyed a gas 
or water-pipe which was connected with the lightning-rod, but I do 
know cases already in which the pipes were destroyed by lightning 
because they were not connected with it. In May, 1809, lightning 
struck the rod on Count Von Seefeld's castle, and sprang from it to a 
small water-pipe, which was about 80 metres from the end of the rod, 
and burst it. Another case happened in Basel, July 9, 1849. In a 
violent shower one stroke of lightning followed the rod on a house 
down into the earth, then jumped from it to a city water-pipe, a metre 
distant, made of cast iron. It destroyed several lengths of pipe, which 
were packed at the joints with pitch and hemp. A third case, which 
was related to me by Professor Helmholtz, occured last year in Q-ratz. 
Then, too, the lightning left the rod and sprang over to the city gas- 
pipes ; even a gas explosion is said to have resulted. In all three 
cases the rods were not connected with the pipes. If they had been 
connected the mechanical effect of lightning on the metallic pipes 
would have been null in the first and third cases, and in the second 
the damage would have been slight. If the water-pipes in Basel had 
been joined with lead instead of pitch, no mechanical efiect could have 
been produced. The mechanic^ effect of an electrical discharge is 
greatest where the electric fluid springs from one body to another. 
The wider this jump the more powerful is the mechanical effect. The 
electrical discharge of a thunder cloud upon the point of a lightning 
rod may melt or bend it, while the rod itself remains uninjured, fi 
the conductor, however, is insufficient to receive and carry off the 
charge of electricity, it will leap from the conductor to another body. 
Where the lightning leaves the conductor its mechanical efiect is again 
exerted, so that the rod is torn, melted, or bent. So, too, is that spot 
of the body on which it leaps. In the examples above given it was a 
lead pipe in the first place, a gas-pipe in the last place, to which the 
lightning leaped when it left the rod, and which were destroyed. Such 
injuries to water and gas-pipes near lightning-rods must certainly be 
quite frequent. It would be desirable to bring them to light, so as to 
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obtam proof that it is more advantageous, both for the rods and the 
building which it protects, as well as for the gas and water-pipes, to 
have both intimately connected. Finally, I would mention two cases 
of lightning striking rods closely united with the gas and water-pipes. 
The first happened in Dusseldorf, July 23rd, 1878, on the new Art 
Academy ; the other August 19th, last year, at Steglitz. In both cases 
the lightning-rod, the buildings, and the pipes were uninjured." — 
DeuUchen Bauzeitung, Quoted in The Building New9^ Sept. 10, 1880. 



COLLIBET WOEKINGS 8TEU0K BY LIGHTNINQ. 
The Institutb of Mnrasro ENGrcnaBBS. 

A meeting of the members of the North of England Institute of 
Mining and Mechanical Engineers took place in the Wood Memorial 
Hall on Saturday, Mr. G. C. Greenwell in the chair, when the secre- 
tary read an account of an investigation which had been made into a 
statement that lightning had entered Tanfield Moor Colliery on the 
12th of July last, and traversed the workings in several directions, 
Mr. Wm. Joicey kindly gave permission to examine the witnesses of 
the occurrence, and the workings of the colliery, so that a complete 
and accurate report could be drawn up of the circumstance ; and on 
the 30th of July, Mr. C. Berkley, Mr. J. B. Simpson, Mr. W. H, 
Hedley, and the secretary went out to the colliery, and were met by 
Mr. W. Joicey, one of the owners ; Mr. Pringle, the viewer ; and 
Mr. Arkless, the resident viewer. The top of the working shaft at 
the colliery is 34 fathoms from the Shield Bow seam. An incline 
bank leads northwards from the working shaft and ultimately reaches 
the day by a drift, and a little to the south is an up-cast shaft. The 
engine way leads south from the working shaft, and goes in-bye to a 
goaf. Between the goaf and the working shaft are two down-cast 
shafts. From what can be gathered the lightning passed down the 
working shaft and struck the flat sheets, and then divided itself into 
two parts, one of which went north up the incline way and probably 
passed out to the day by the drift, where it was supposed to have left 
traces of its exit in marks upon a bank near by. The other part 
went south along the engine way ; but after passing a point where it 
was noticed its further course was not known. The tlull of the seam 
is composed of soft sagger, and the roof of strong post, both of which 
would offer great obstruction to the absorption of the electric fluid ; 
and the probability was that this portion of the fluid had been dissi- 
pated in the goaf, or had forced an exit by way of the down-cast shaft. 

The evidence taken was appended. — Joseph Kirtley, back-overman, 
said a light, distinct but not very bright, fell and struck the flat sheets, 
and split up into several lights like a lot of lighted matches. He 
could only see the light for a moment among the tub wheels. It 
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struck the pulleivoiit, Wm. Watson, on the arm, and he complained 
that his arm was numb, and when he got home it was yellow from the 
wrist to the elbow. A heavy peal of thunder was heard very 
distinctly almost at the same moment. No injury was done either in 
the shaft or on the road where the lightning was said to have passed. 
He could liken it to nothing better than a box of matches all struck at 
once. — James Offord, onsetter, said he heard a crack like the report of 
a small pistol, and saw a light close to his feet. — ^William Watson, 
puller-out at the bottom of the pit, said he saw a flash of light come 
down and heard a noise like a gun: it struck on the plate or flat 
sheet. He saw the light divide when it struck. The light when it 
struck was very bright, but did not brighten up the place to any dis- 
tance. — Thomas Chrisp, a deputy, said he saw something like a lot of 
fire flying, and thought the tram had cut the point. It was 
as though a person had trodden upon matehes and they had gone ofl*. 
The fire seemed a little larger than the light of a candle, and to the 
best of his judgment came along the metals. — John Greener saw a 
light on the rail about the size of a candle flickering, not steady. It 
appeared to travel along the rail, and as it passed the tram made a 
noise like the crack of a pistol, and he thought it was matehes or 
something on the way that was cracking. — John Hagan, a putter, said 
he saw the lightning come along the plates. It caught him as it passed 
and gave him a queer feeling in the legs. It made a sharp, cracking 
noise in the plates like a gun. — George Chrisp, a siding minder, said 
he was about 50 yards from the shaft, and heard a craclmig noise, and 
saw a bright light and flash of fire against the big winding sheave, two 
feet diameter, like five or six matehes going off at once. There were 
no tubs running by at the time. — Matthew Hardy, an engine flatter, 
who was about 100 yards along the shaft siding, said he saw a light 
like a spark &om a lamp, and there was a noLse like a mateh being 
struck by a tub passing over it. The light appeared to be close to 
him on the rope, which was running. — It further, appeared that the 
rails were fished ; that it was not noticed whether the lightning came 
down the rails or the rope ; that it was a self-actiog incline ; that a 
noise as of a pistol or gun shot was heard when the light came to the 
tram ; that a similar noise was heard as the light left the tram ; and 
that the metallic contact might have been broken here by a fish-plate 
being off. The gentlemen who conducted the inquiry had every reason 
to believe that the information thus obtained forms a valuable record 
of the occurrence, and places beyond doubt the possibility of lightning 
penetrating into the workings of collieries. — ^In the course of the dis- 
cussion which followed the reading of the paper, Mr. A. L. Stevenson 
mentioned the occurrence of a similar circumstance at Page Bank, 
about 10 years ago. — Professor Herschell said that in order to produce 
an explosion the electric fluid must come in contact with a highly 
explosive mixture; and the occurence in question showed the de- 
sirability of lightning conductors at collieries, and of the subject being 
investigated by mining and electrical engineers. — Cordial votes of 
thanks were given to the authors of the papers. — Newcastle Daily 
Journal. October 6th, 1880. 
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ACCIDENTS BT LIGHTNING at the SWAN COTTON MILL, 
CHADDEETON, OLDHAM. 

EePOBT by J. DOHEBTT, A.8.T.E. 

[On July 13th, 1880, during a thunderstorm, the large 400 light gas 
meter of this mill, though locked up in a cellar, and with no light near 
it, exploded, and the gas, which is supplied through a 4-inch main, 
was ignited. This was repaired, but on July 5th, 1881, during 
another thunderstorm, precisely the same accident occurred. At 
the request of Mr. Preece, r.E.S., Mr. Doherty, of H. M. Postal 
Telegraph Service, went and inspected the works, and forwarded 
the following report. — En.] 

21st July, ISSl. 
A very careftil investigation of the Swan Mill premises has been 
made, with a view of arriving at some explanation of the recent injury 
to the gas meter, which was undoubtedly caused by lightning. The 
building is a large one, having for its internal supports a number of 
cast iron columns running from floor to basement, and on the top of 
the building, I am told, there are numerous iron gutters; round the 
various rooms are carried large iron gas pipes, and in numerous 
instances this gas piping is dead against the iron caps of the columns, 
thus the lightning may have struck any portion of the building, and 
the current have been conveyed, safely, by the gas piping to the large 
gas meter, where an imperfect joint (electrically imperfect) existed, 
viz., an india-rubber ring placed between the faces of the iron joint. 
It is to be regretted that the connecting pipes were not on the premises 
at the time of my visit, otherwise I could have spoken with a greater 
degree of certainty, but I have not the slightest doubt in my own 
mind as to the insulating ring between the joints being the cause of 
rupture. 

Tests were made, showing that the continuity of the present pipe is 
lessened by the existence of another india-rubber ring, and the oxida- 
tion of the connecting screws at another joint. 

I advised the Directors of the Spinning Company to connect the 
out-let and in-let main pipes by iron or copper wire straps. I feel 
convinced that if this had been done prior to 5th July the accident 
would not have occurred. 

J. DoHEBTT. 



ESSAY ON THE EFFECTS OP HEAVY DISCHAEQES OF ATMOS- 
PHEEIC ELECTEICITY, as exemplified in the Stoems of 

THE StTMMEB of 1846 ♦ ♦ ♦ * AND EeMAEKS ON THE USB 

AND Application of LIGHTNIlSra CONDUCTOES. 
By E. Highton, Esq., C.E. 
(Transactions of the Society of Arts for 1846-47. London. Sm. 4to). 
(Abstracted hy G, J, Symons, F,E,S,) 
The author's primary object in studying the subject was the dis- 
covery of a method of protecting telegraphic apparatus from injury 
and danger. That has long been accomplished, but some remarks 
in the Paper seem worthy of extraction. 
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Mr. Highton went over St. George's Church, Leicester, a few days 
after it was wrecked by the lightning. He says that the sexton told 
him that three minutes before the flash he had been tolling the curfew 
bell, and, " while in the belfiy, he noticed a kind of light on the clapper 
of the bell, and heard also, as it were, a sort of hissing noise." 

[This seems to prove two things — (1) The fallacy of the old notion 
that ringing the church bells sent away thunderstorms (see also ante, 
P* (37) ;) and (2) that even very imperfect conductors, such as this 
conductorless steeple, carry off much electricity by the silent or brush 
discharge. — G. J. S.] 

Mr. Highton found that the leaden flashings were frequently burst 
up, the lead being sometimes forced up somewhat like a miniature 
volcano. This he attributes to the explosion of confined atmospheric 
air, but obviously water converted into superheated steam would 
yield a greater expansive force. 

The author quotes a case at Water Newton, Wansford, Northamp- 
tonshire, where, although the Church had tower and spire, and the 
whole roof was covered with lead, a tree 90 feet from the spire, and 
not one-third the height of the spire, was struck, but the Church was 
not. This the author attributes partly to the action of the leaves of 
the trees, and partly to^there being no iron or other vertical spouting 
to the Church. 

^ Mr. Highton's " Practical Eules " are literatim et verbatim: — 

Ist Where a building has an^r quantity of vertical metallic work, it is quite 
necessary, for its protection against Lightnin&f, that it should have an artindaL 
Lightning Conductor, (unless the materials of themselves form a natural one). 

2ndly. It is very desirable, that all metallic circuits, especially those in a 
vertical direction, snould be metallically connected with the system of Light- 
ning Conductors. 

drdly. That, in many instances, a single insulated Lightning Conductor 
attached to a building may become positively injurious and dangerous ; as it 
may cause many a cloud to discharge its electric force at that point, which 
would otherwise have passed over, and poured its power in some other 
channel. 

4thly. That, where Lightning Conductors are employed, they ought to be 
thoroughly well erectied, and every course or channel that the Electric fluid 
has open to it carefully considered, and a division of the charge in those 
quarters provided against. 

6thly. That a Lightning Conductor, or a system of Lightning Conductors, 
where properly and scientifically erected, are perfect safeguards against the 
effects of heavy discharges of Atmospheric Electricity. But, if improperly 
applied, they may become a most dangerous addition to a building. 

Dthly. That it is essentially necessary for the safety of the public, that all 
public buildings, and especially churches, should, if naturally deficient in safe 
and secure Lightning Conduction, have artificial Lightning Conductors erected 
for their protection. 

The above are given as a few general rules. It is difficult, however, and 
almost impossible, to lay down any fi^ed and definite rules for the erection 
of Lightning Conductors, to be applicable to even/ building ; as the very form, 
shape, and position of the building, and the reuUive position of buildings in 
the immediate neighbourhood, so materially affect the data for the formation 
of those rules. In all cases, therefore, I consider it much better and safer for 
an Architect to call in a person of knowledge and experience in this branch of 
science, for directions for the proper erection of Lightning Conductors, than 
to trust to any printed rules whatever on the subject. 
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. That, as it is better in cases of illness where life is in danger to call in a 
medical man than to apply oneself the remedies set forth in works on medicine, 
so is it better, in the protection of buildings from the disastrous effects of 
Lightning, to trust only to the opinions and directions of those who have 
given to this difficult branch of science their study and attention. 



THTJNDEESTOEMS. 

By Peofbssob Tait, F.E.S. 

[Deliyered in the Qty Hall, Glasgow. Nature Aug. 12fch, 19th, 
Sept. 2nd, 9th, 1880.] 

(Ahstracted by W. H. Fleece, Egq., O.E., FJIJS.) 

While a few years ago no qualified physicist would have ven- 
tured an opinion as to the nature of electricity, now, thanks to 
Clerk-Maxwell, electric and magnetic phenomena are regarded as 
mere stresses and motions of the ether, and are brought within the 
resources of mathematical analysis. 

Thunderstorms are accompanied by darkness, the result of the in- 
tense shadow of peculiar thick clouds charged with electriciiy, whose 
height varies from 30 yards to 3 miles. The air is never free from 
electricity. Snow, sleet, hail, and "luminous rain" are frequently 
indications of great electrification. The atmospheric electric charge 
is usually positive, and is probably the result of evaporation, but clouds 
themselves are more generally negative. 

Lightning, as a source of light, is very brilliant, comparable even 
with the sun, but its duration is extremely short, hence its intensity 
is about equal to that of full moon. The motion of a flash cannot be 
detected ; hence when people say they saw a flash going upwards or 
downwards, they must be mistaken. It is an optical illusion. The 
peculiar zigzag form, occasionally bifurcated, is that of a very large 
electric spark, varied by local electrification and heat. 

The motion of electricity is due to a difference of potential or 
electrical pressure. The power of a machine is measured by the ut- 
most potential it can give to a conductor, and the time required to 
charge the conductor depends on its capacity^ The damage which 
can be done by a discharge is proportional to the square of the 
charge, and inversely to the capacity of the receiver. Doubling a 
charge gives fourfold a shock. 

Electricity is entirely distributed on the sur&ce of conductors. The 
quantity per square inch of surface is the density^ and the density 
varies with the form of the conductor. On a very elongated body, 
terminating in a point, the density becomes so exceedingly great that 
the outward pressure of the electricity tending to escape forces a 
passage through the surrounding air. Proper lightning rods must be 
surrounded with a number of sharp points, lest one should be injured. 
The proper function of a lightning rod is not to parry a dangerous 
flash of lightning : it ought rather, by silent but continuous draining 
to prevent any serious accumulation of electricity in a cloud near it. 
Hence it must be thoroughly connected with the earth. At Pieter- 
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maritzburgh, which is well ooyered with lightning conductors, thun- 
derstorms are frequent, but they cease to give lightning flashes 
^eneyer they reach the town, and they begin to do so as soon as 
they have passed over it. 

The violent disruptiye effects produced by lightning are principally 
due to the sudden yaporisation of moisture. Heated air conducts 
better than cold air. Hence the killing of flocks and herds. 

There is little or no danger inside a Uiunder-cloud. Thunder-bolts 
(so called) are due to the vitrification of sand through which a dis- 
charge has passed. The smell that accompanies lightning is due to 
ozone. 

Sheet lightning and summer lightning are due to the lighting up of 
the clouds by flashes of forked lightning not directly visible to the 
spectator, sometimes even beneath the horizon. 

Thunder corresponds to the snap of the electric spark, intensifled 
and re-echoed from clouds and surfaces. A longer zigzag flash acts 
successively and intermittently from portions farther and rarther from 
the listener. Hence the crash, clap, rolling and pealing of thunder. 
The extreme distance that it is heard is about ten miles, although 
guns have been heard fifty miles. 

Fireball or globe lightning undoubtedly exists and is probably due to 
a species of natural Leyden jar, very highly charged, which no light- 
ning rod can destroy, except, perhaps, a close net work of stout 
copper wires. 

Water is the chief agent in thunderstorms. Copious rain and hail 
always accompany them. Hot moist air precipitating its moisture as 
clouds as it ascends, cooling by expansion but warmed by the latent 
heat of the condensed vapour is the main spring. The condensation 
of aqueous vapour is accompanied by an enormous development of 
energy. A fall of one-tenth of an inch of rain over the whole of 
Britain gives heat equivalent to the work of a million millions of 
horses for half an hour. The mere contact of particles of aqueous 
vapour with those of air produces a separation of the two electricities. 
Aqueous vapour condenses into cloud particles, and the agglomeration 
of cloud particles into rain drops would enormously increase the 
orimial potential of the electrified vapour. 

The column of smoke and vapour discharged by an active volcano 
gives out flashes of lightning. Cloud caps on mountains frequently 
do the same. Ascending currents of air mean change of density, 
difference of pressure, heat condensation, and all the conditions re- 
quired to produce a thunderstorm, with its efiects forming "one of the 
most exquisite of the magnificent spectacles which nature from time 
to time so lavishly provides." 



On the PEOTECTION of BUILDINOS moM LIGHTNTNa. 

By Captaut J. P. BuoKinLL, E.E. 

(Abstracted by W. H. Preece, G.E., F.EJS.) 

In the first part of his paper the author popularly explains his own 
views of electricity, the causes of thunderstorms, and the purpose 
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served by a lightning conductor. He urges the theory that light- 
ning is mostly to be feared by those who live on well conducting 
areas ; and that nonconducting areas, such as chalk hills, suffer the 
least, because their inductive influence on charged clouds is less than 
in the former case, even though they be on low ground. Foint-s act 
as leaks, warding off lightning by neutralising harmlessly the oppo- 
site electricities. The trees of a forest act as a mass of points, 
silently discharging thunder clouds. The potential of a thunder 
cloud is often a milHon and a-half volts. The function of a lightning 
conductor is " (first) to attract the lightning to another spot tf possi- 
ble, and (second) to arrange that even if the building be struck, the 
work shall be given out at other portions of the path of the stroke." 

He advocates strange views as to the space protected by a light- 
ning conductor, which, if true, would tend to show that there is no 
safety in lightning conductors at all, for according to him, the safe 
area rule may be upset in practice by all sorts of accidental circum- 
stances. He has, however, not grasped the meaning of the rule. He 
advocates the use of iron as the best metal to use, specifying a weight 
of 2 lbs. per foot. He thinks wire ropes are more easily applied than 
rods, ribbonis, or tubes, and prefers a rope 1*2 in. diam. of six strands 
of seven No. 11 B.W.G. wire, each round a hemp core — costing about 
5d. per foot. Conductors should be specified in terms of electrical units, 
viz. : '3 ohms per 1000 yards, and be continuous. Every tmavoidable 
joint should be soldered. He has found in practice many bad joints, 
especially in copper conductors. -At Tipner* one gave 10,000 ohms, 
and one in the Isle of Wight 700 ohms. Each joint was apparently 
quite sound. He considers that lofty conductors require no ad- 
ditional conductivity per unit of length, and that high lightning rods 
are only required in exceptional situations. 

Several points are preferable to a single point, because the 
" gathering power " is increased thereby, and the chance of lightning 
striking other things in the immediate vicinity of the conductor is 
proportionately diminished ; the top of the rod is less likely to be 
fused when struck, the stroke being divided between the various 
points ; and also because the brush discharge is thereby facilitated. 
He dwells with much emphasis on the importance of the earth con- 
nection, which he regards as a joint, and advocates greater surface 
than is usual at present. He illustrates an excellent deep earth con- 
nection formed by a galvanised cast-iron pipe, 10 feet long and 1 foot 
in diameter, sunk in a well below the water level in the dryest season. 
He insists that both deep and shallow surface earths are required. 

Lastly he insists on periodical inspection, and the careful applica- 
tion of electrical tests. In an appendix he describes his own testing 
arrangements, with the results of nearly 500 tests made by him for 
the War Department, jfrom which he concludes " that with the light- 
ning condtictors erected as they are at jpresent hy the War Dejpartment^ 
electrical testing is of small value.** Nevertheless, in spite of this 
strong condemnation he asserts that the conductors now existing on 
our magazines and fortifications have never yet failed. 
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SpBomoATioir (No. 3925. September, 1880) of Samuel Ytlb. 

LIGHTNING CONDFCTOES. 

{AhstracUd hy G. J. SymmSy FMJ3.) 

The invention may be divided into two parts. In the first place, 
the inventor proposes that in lieu, for instance, of the central strand 
of a seven-strand copper wire rope, there shall be a central wire in- 
sulated from the others, and only connected to them at the junction 
with the upper terminal, while at the bottom this insulated wire is 
led up from the earth to some place where it is easy of access. 

Secondly, there is a differential galvanometer, resistance coil, and 
other apparatus, which being connected with the conductor and with 
the insulated wire, will enable the efficacy of the conductor to be read 
off at any time. 



On the PAETIAL PEOTECTION of BUILDINGS. 

(By Prof. T. Hayter Lewis F.8.A.) 

Th^ollowing are suggestions whereby the ordinary materials used 
in opMding may, to some extent, be utilised as protectors against 



(1) When the roofs and sides of a building are covered with gal- 
vanized sheet iron on a framework of wood, if these coverings have 
good earth contacts, either by themselves or through the ordinary iron 
rain-water pipe, the building may be considered safe. 

(2) Cottages and small houses have usually iron eaves gutters, 
slate or tile hips and ridges, cement flashings, and iron rain-water 
pipes. If the joints be sound, and the earth at the foot of the rain- 
water pipes be moist, the houses will, to a considerable extent, be 
protected from the level of the eaves gutters downwards. But as 
they wiU be quite unprotected about that level, a wire rope or metal 
tape from the top of the highest chimney to the gutters, which wiU 
very much diminish the risk, is desirable. 

(3) In larger buildings the gutters, rain-water pipes, hips, ridges, 
and flashings of the roof are often made of lead. If the pipes l^ve 
good earth contacts, and conductors be fixed from the chimneys or 
other projections to the leadwork, the buildings will be to some 
extent protected. 

(4) When the hips and ridges of roofs are of slate, terra cotta, or- 
other non-conducting materials, conductors along the ridges, con- 
nected with the rain-water pipes, and with points along the ridge, 
and to the chimneys, will be required. 

But all the buildings above described would be exposed to the risk 
of imperfect joints, bad workmanship, &c. ; so that no structure can 
be considered as secure unless it be protected by one or more con- 
ductors of approved size and metal, and with carefully constructed 
connections and earth contacts. 
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Due, M., his Report 67 

Dugmore, Mr., his evidence ... 198 
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„ on plait of copper 
and zinc wire at 
Blackheath ... 205 
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strip of tinfoil ... 199 

„ with glass rods ... 121 

Explosion of a gas meter ... 239 
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ning rod 54 

„ report on Purfleet 76, 126 
„ round rod best ... 114 
„ success in pushing use 

of conductors ... 121 
„ tried his kite success- 
fully 121 

Freeman & Collier, their answer, 

10,17 

French instructions 51 

„ „ on area protected.. 22 

Fresnel, M., his instructions ... 59 
Frost, A. J., Abstracts by, 99, 118 
Fusion, metals which resist, only 

to housed 139 

„ of defective conductor ... 215 
„ of rod, Wheatstone on ... 83 

Gable near conductor struck by 

lightning 28 

Galena, and melted sulphur, 

Bed of for end of conductor ... 58 
Galvanic action between iron 

and copper ... Ill, 130 
„ of wet and smoke on con- 
ductors 205 

Galvanised conductor painted ... 139 
iron 19, 67, 68, 72, 101, 
120, 124, 125, 132, 139 
„ not to be in con- 

tact with copper 102 
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Oalyanised iron beet matenal 

for earth contact 130 
GalTanometer for testing earth 

currents 131 

Gas and water mains 113 

„ „ ,, utilisation of 9, 28, 37, 
39, 44, 72, 100, 102, 
103,108,114,117,125, 
126,128,138,201,231, 
235 
Gas coke for earth terminal 23, 24 
Gases from chinmey injure con- 
ductors Ill 

Gas ignited 219 

„ meter exploded 239 

Gasometer s^ck 43 

Gas-pipes, Soft metal, not to be 

used as conductors 108 

Gayarret's, M., experiments ... 139 
Gavey, J., on accident at Car^ 

marthen 217 

Gay Lu8sac*s iron conductor re- 
commended 104 

German ** reception rod " of iron 125 

Geneva cathedral 103 

Genoa, St. Mary's Church ... 126 
Gilbert, Dr. (1600) magnetic and 

ffalvanic action one force ... 120 
Gflt point {See Point Gilded.) 
Girard, M., his instructions ... 59 

Girders, how connected 10 

Glass, foundation of house in- 
sulated 118 

„ insulators (Se« Insulatobs.) 
„ repeller ... 83,185,186 

Globular Lightning (See Light- 
ning, Ball). 
Goldie*s, Mr., experience ... 193 

Governments, Erench and Eng- 
lish, size of rod sanctioned by 12 
Grapnels and gratings for earth 

plates 125,126.131 

Gray, J. W. and Son, their 

answer 7-9, 17 

"Gridiron,* Termini of ribs 

pointed 23,24 

Groome's, J. E., evidence 196, 197, 198 
Ground connection {See Eabth 
Terminals). 
„ containing ironstone ... 48 

Guillemin's, M., opinion 132 

Gunpowder stores, conductor, 

howto be fixed 82 

Gutters, MetalHc 40, 41, 45, 46. 47, 60, 
126, 213 
„ must be connected with 

conductor 60 

„ utilization of 47, 1 25, 244 
Guytion, M., his practice with 
diarcoal 58 

Haigh & Son's Colliery ... 74,216 



Harris, Sir William Snow, Crown 

adviser 8 

M combated the idea that 

rods attracted lightning 122 
„ conductors to ships and 

buildings 83, 122, 130, 196 
„ in conflict with Faraday 

195, 196, 200 
„ on Sectional Area ... 110 
„ on copper conductors ...202 
„ on expense of conductors 49 

„ on fusion 86 

„ on hollow or solid conduc- 
tors 74 

„ on relative conductivity 

of metals 71 

„ on shipwrecks by light- 
ning 90 

M on thunderstorms ... 85 

„ Principles adopted by 70, 101 
„ regardmg insulators ... 15 
„ report on safety of con- 
ductors ... 72, 110 
„ says discharges pass over 

surface 132 

„ suggestions issued in army 

circulars 122 

Hauksbee, F., F.R.S., similarity 

of electric flash and lightning... 121 
Hawksley, T., his report ... 37 

Hay a bad conductor 127 

Haynewly gathered, inflammable 127 
Heated smoke from chinmey, a 

conductor 132 

Heckingham poor-house struck .. 87 
Height of rods 120, 124, 125, 139, 177 
Hemispheres of brass, experi- 
ments with ... , 106 

Henly,W., his report ... 78, 79 
Henry, Prof. Joseph, on construc- 
tion of lightning rods 99, 181 

Herring's, Mr., evidence 1 96 

Heryet, Chas. J., his opinion ... 206 
Higginbotham's, Mr., evidence ... 194 
High buildings a source of safety 

to lower ones near 12 

Highton, E., on lightning con- 
ductors 239 

Hill, A., his Report 37 

Hine, G. J., his Report 37 

Hine, T. C, and Sons, Architects, 
ground plan of Nottingham 

Castle 26 

Holbom Union Infirmary, Upper 

Holloway, struck 39 

Holdfast, brass 16 

„ copper 7, 8. 13, 16, 21,24, 39 
„ dnven in too tight 16, 193 
(See Attachment.) 
Hole in ship's side, made by light- 
ning 62 

Honeyman's, J., evidence ... 194 
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Hook and rings used as joints ... 94 
Hoop iron in brickwork of chim- 
neys struck 46 

Hoops round chimney 89 

Hopkins, Rev. G. H., his Report 30 

Horizontal conductor 71 

„ conductors for steeples 125 
Horsley, Bishop, his Report ... 79 
Hotel des Invalides, Paris, con- 
ductor on 86 

Hotel de Yille, Brussels, conduc- 
tors of 126 

House at Bethnal Green cut in 

two by lightning ... 41 
„ at Bournemouth with 7 

conductors 199 

„ at Cannes (France) struck 198 
„ near trees struck ... 127 

„ of Parliament protected 

by Harris's conductors 122 
„ with two separate con- 
ductors 128 

Hugueny, M. F., on " Le coup de 
foudredeTileduRhin" ... 99 

Ignition depends on retardation 

of discharge 127 

Infirmary, how to be protected 10 
Ingenhousz's, Dr., experiments... 122 
Ingram, Mr., of Belvoir Castle, on 

trees struck 47 

Inspection of conductors, 9, 72, 102, 
111,124,127,130,131, 
132 179 244 
Instructions ... 63, 99. 176*, 18l', 240 
„ British Army Cir- 

cular ... ... 70 

„ French Official ... 69 

„ for formation of 

good earth 64, 72, 132 
Instrument hut at Valencia, how 

protected 106 

Insulation, shock decreased by 118 
Insulators 34, 37, 76,99, 184, 186. 194 

„ approved 13, 118 

objected to 8,11,13,14,16, 
21, 24, 68, 69, 73, 86, 89, 103, 
111, 118, 126, 139, 
]86,226 
Iron a better conductor than for- 
merly 19 

„ and copper form best con- 
ductors 119 

„ as a conductor, not objected 

to if galvanised 19 

„ bar 131,226 

„ „ melted 61 

„ bars on ridge for metallic 

connection 126 

„ better than copper... 192, 243 
„ box for earth contact of 

conductors 126 



Iron buildings covered with as- 

phalte 70 

„ built ship, metal-rigged, if 

protected 122,200 

„ cables, galvanized, some- 
times used 126 

„ conductors... 18, 69, 74, 116, 126 
„ bad .. 9,39,192 

„ „ good ... 81,243 

„ cost of, 19, 70, 124, 132 

„ „ should weigh 13 

to37oz.perfoot 119 

„ galvanized for conductor 

74, 116, 132, 139 

„ has greater specific heat 

than copper 132 

„ its high temperature at fu- 
sion 132 

„ in coke undergoes no change 116 

„ Joints in defective 116 

„ not to be used for rods ... 123 

„ points 88,138 

„ pumps reaching to water 
act as attractive points ... 127 

„ rain water pipes, good con- 
ductors 102, 113 

„ "reception rod" used in 

Germany 126 

„ rods on all sides best pro- 
tection 124 

„ safe in altered position 

caused damage to building 127 

„ staples and w^ eyes 125, 130 

„ terminal rods ... 124, 125 

„ imderground, destruction of 

prevented 125 

„ wires surrounding, copper 

wire 200 

Isolators {See Insulators). 

Italy, Lightning rods used there 179 

Jarriant, M., his books ab- 
stracted ... 111. 115 
,, his manufactory ... 227 
Jenkin, Professor, says point pre- 
vents discharge 106 

Jerman, J., his report 37 

Johnson, Clapham & Morris, their 

answer 13 

Johnston, W. P. 181 

Joints, avoided in wire cables ... 132 

„ Cutting & Co 216 

„ damaged ... ...69,110,126 

„ how avoided in upper 

terminals 23 

„ how made 7, 9, 10, 11, 13, 14, 16, 
20,24,62,65,69,63,70,71, 
103, 179, 192, 243 
„ must be perfect ... 68,131 
„ of bars always defective... 1 16 
„ of extra thickness ... 74 

„ of rain water pipes ... 132 
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Jdints should be metallically con- 
tinuous 20 

„ soldered 9, 24, 66, 68, 70, 71, 

102, 123, 125, 139, 

140, 141, 243 

„ to be avoided 10, 11, 16, 20, 63 

Journal of Society of Telegraph 

Enfifineers, May 12, 1875 ... 130 
"Jupiter "ship struck ... 62, 95 

Karsten, Prof. D. G., lightning 
conductors, by 119 

£ew, experiments at, on atmos- 
pheric electricity 112 

Kiiboume, Lieut 181 

Kirchoff, Prof., on connection 
with ^ mains 235 

Kite, Silk, Franklin's experi- 
ments with 80 

Korte's, Messrs., Paper 105 

Lacoine, M., on area protected 134 

Lane, T., his Report 79 

Lantern on lighthouse ... 184, 186 
La Place, M., his Reports 53, 57 

Lateral discharge ... 73, 83, 84, 85 
Latham, Baldwin, on conductors 202 

Law, E. J., his Report 37 

Laws of Static electricity ... 132 

Lead a bad conductor 123 

„ at joints 94, 125 

„ casing for upper terminals.. 131 

„ floors 188, 189 

„ liked because of fitting 

sharp curves 123 

„ pipe for earth connection,.. 77 
„ roofs and spouts ... 51, 82, 102 
„ thin sheet of, covering ends 

of wire, very dangerous .. 20 
Leaves of trees draw off electri- 
city 84 

Lefevre-Qineau, M., his instruc- 
tions 59 

Le Gentil, M., his observations... 84 
Length and sectional areas, pro- 
portion between 14 

„ of conductor above top hold- 
fast destroyed 193 

„ of conductor determines 

amount of resistance ... 131 
Lenz, M., on conducting power of 

metals 124 

Leroy, M., his Report ... 51, 53 
Lewis, Prof. T. Hayter, Abstracts 

by 70, 79, 81, 84, 100, 110, 112, 
117, 120, 179 
„ his joint Report... 28,37 
Leyden discharges and lightning 

flashes 84 

,. Jar 121 

Lichtenberg of Gottingen, his 
opinion 129 



Liddell, J., on lightning conduo- 

ductors 202 

Lighthouses and exposed build- 
dings protected did not suffer.. 106 
Lighthouse at Berehaven struck 

by lightning ... 208 
„ damaged by lightning 196 
H lightning rods on 183, 190 
Lightning an immense electric 

spark 123 

„ Ball...99, 101, 102, 108, 205, 
242 

„ Bifurcated 45 

„ conductor {See Conductor) 

„ diffused 108 

„ does it pass inside or 

outside conductor? 15, 18, 
49, 132 

. „ Flash 108 

„ follows line of least re- 
sistance 108 

„ Force of, exemplified ... 45 
„ Globular {See supra Bali,), 
„ going to earth without 

conductor 128 

„ identical with elec- 
tricity 82 

„ incandescent matter ... 100 
„ in colliery workings ... 237 
„ leaves conductor and 

enters chinmey ... 203 
„ passed down mainmast 

and through ship ... 195 
„ passed to iron supports 128 
„ passing out of a ship by 

a copper bolt ... 205 
„ Personal safety from 233 
„ protectors {See Conduc- 
tors). 
„ ran along a bell wire... 195 
„ ,y thatched roof 

of house... 128 
„ Rod Conference, their 

Circular 28 

„ Rods {See Conductors). 

Sheet 108 

„ the cause of 81 

„ various forms of ... 108 
Lime, to prevent oxidation of 

cylinder 140 

Line, conductor should run round 

building 134 

Linked system of conductors in- 
troduced by Sir W. S. Harris... 204 

Links of chains 179 

Llandaff Cathedral, conductor on 102 
Lofty buildings require larger 

rods {See Area, Sectional). 
Long conductors above buildings, 

their effect 77 

Long's, P., account of injury to 
• Wells Church 195 
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Louyre, New Buildings of the, 

Special Report for ... 64 
„ slightly in j ured by light- 
ning 123 

Low straggling buildings should 
have several conductors ... 15 

Lucas, Mr., his Report 67 

Lussac, Gay, M., his Report 67, 59 

McDonald's, Mr., experience ... 193 
McGregor, W., protection from 

Lightning 106 

Magazine, copper doors and win- 
„ dowsto ... 74,216 
y, of metal, the safest ... 73 

„ underground 70 

„ well at each end of ...126 
(See also Powder Magazines). 

Magne, Mr., his Report 67 

Mahon, Lord, his Report 79 

Maine, of 2C)th Arrondissement 

struck 69 

Maiendie, Major V. D., his Rei>ort 

74, 216 
Malcolm, Major, R. E.. discussion 

on lightning conductors ... 131 
Mann, Dr. R. J., Lecture at Society 

of Arts 108 

„ discussion or. earth 

connections ... 131 
„ discussion on light- 

ning conductors.. 131 
Man might touch conductor in 

thimder storm 126 

Marseilles, Powder Magazine at, 

how to be protected ... 51, 52 
Massingham, T., evidence and 

letter 15, 16, 17, 193 

Masses, metallic must be con- 
nected with conductor 60, 94, 104, 
126, 132, 240 
Mass or surface, which conducts P 13, 
15, 18, 49, 74, 132, 227 
Masts of large vessels, e&ch to 

have a conductor 6 

Masulipatam, accident near ...206 
Materials, inflammable, not ig- 
nited 127 

Maxwell, Hugh, on kind of trees 
struck ... ... ... ... 47 

MaxweU*s, Clerk, Theoryib9, 126^ 132 

133 
Mechanical action of lightning... 85 
Meiszner*s improvement ... 130 

Melsens says discharge passes 

over surface 132 

„ System of protection as 
applied to monument 

at Lacken 230 

„ various works by 124, 138, 140, 

141 
Men-of-war, old conductors in ... 202 



Merton College, Oxford, damaged 126 
Metallic cap may assist protec- 
tion of house ... 132 

„ circuit 126 

,f connection must be pei^ . 

feet 130 

„ connections on ridge by 

by iron bars 125 

„ joints 89 

Metals, contact of dissimilar, re- 
sults in decay 19,21 

Metal cowl of chinmey struck ... 198 
M for points must be good 

conductor 139 

„ immaterial if sectional area 

be large 131 

„ in buildings, contiguity 

with to be avoided ... 5 
„ inside or out, to be connec- 
ted with conductor 125, 126 
„ melted, dimensions of 61, 83, 
223,231 
„ of high conductivity for 

conductors 131 

„ stays and fastenings 184, 185 
Michel, M., Papers by 67, 68, 111, 131 
„ on galvanised wire 

rope 131 

Milne, D., his Report 44 

Mining Engineers, Enquiry by... 237 
Mohn's, U., Lynildens Farlighed 

I Norge 106 

Moist earth destroys terminal ... 116 
„ for lower terminal, 

essential 21,52,56,58, 
125,126 
{See Eabth Terminals). 
Moistm'e, Access of, to surfaces 

in contact 71 

Moncel, Comte du, his Report ... 67 
„ „ his opmions . 226 

Monte Video, English Consul's 

house struck 195 

Montgolfier, M., his Report ... 57 
Monument, London, its immunity 
from injury by lightning ... 103 

Morea, Signer Lerigi 180 

Miiller's, Prof., conditions for 

lightning conductors 129 

Miiller^s, Dr. Hugo, experiments . 135 
Municipal buildings in Paris, 

lightning rods for ... 67. 225 
Munson, D., & Co., their rods ... 216 
Murgatroyd, J., his report ... 39 
Murray, J., on Atmospheric Elec- 
tricity 82 

Musgrave, Dr., his report ... 79 
Myers, Gen 181 

Nails, copper, used in attaching 

conductor to building 14 

(See cUbo Attachment). 
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Nairne, E., his report 79 

Nashliffhta 183,187 

National Institute (of France) 

report made to 53 

Nelson column 90 

Newton, Sir 1., machine of glass 120 
" New York," packet boat, struck 

61, 62 

Nickson, Mr., his report 78 

Nottingham, Castle, how pro- 
tected 23, 24 

Nuts, copper 192 

(See Joints^ 
Number of persons killed by <me 
discharge 129 

Objects on plains attract light- 
ning 127 

Odour, sulphurous, of lightning .. 85 
Official instructions : 

„ Denmark 

England 
France 
India 
Italy ... 
Norway 
United States 

Ohm, his laws 18, 

„ on conducting power of 

metals 

Oldham, Explosion at ... 

Oliver, T., his report 

Oxidation, how to be avoided ... 
„ of copper less than 
' that of iron ... 

„ of cylinder 
„ „ earth terminals 
„ „ surface of conductor 

imimportant 
„ „ terminals leads to 
failures of conduc- 
tors 



.. 176 
70-74 
51-69 
.. 181 
.. 179 
106, 176 
181 
133 

124 

239 

39 

83 

131 
140 
131 

73 



131 



Painted conductor 69, 94, 99, 103, 113, 
117, 
„ galvanized conductor... 139 

Paint objected to 67, 227 

Palais de Tlndustrie, Paris, its 

construction 61 

Paratonnerres, Traits des ... 103 

„ A Collin etPils, Paris 117 

„ Nouveau par Jarriant 111 

,, par Jarriant 116 

Partial protection ... 194, 244 

Passage of electricity of tension 

in bad conductors 141 

Patterson, Mr., of Philadelphia, 

on good contact 68 

Payneshill, site of first conductor 86 
Pearson, J. L., his report ... 39 

Pegwell Bay, tide receded ... 48 



Pennyoook & Co., their answer 

13,14, 17 
Perfect lightning conductor 131, 186 
Perforated iron pipe as earth 

terminal 114 

Perrott's, M., experiments ... 139 
„ remancs on earth con- 
tacts 140 

Perry, Prof., on conductors ... 132 
Personal safety from Lightning . 233 
Persons kiUed by lightning in 

France 129 

Perspiration from flock of sheep, 

a conductor 48 

Phillips, B., on atmospherical 

electricity 98 

Phin, John, on lightning rods 

102,181 
Phipson, B.M., account of destruc- 
tion of Wells Church 194 

Pidgeon, Mr., discussion on earth 

connections 131 

Pierron, M., his proposal ... 52 
Pinnacles on church towers 10, 29, 137 
Pipes, gas, {See Gas, Water, and 
Earth Terminals). 
„ hard metal, as conductors 108 
„ iron, easily made into pro- 
tectors 102- 

„ of terra cotta 180 

„ rain-water 34, 74 

„ as earth terminal 114 

Plait of copper wire ... 5, 9, 206, 210, 

215 

Planta, Mr., his report 79 

Plate, Earth {See Earth Plate). 
Platinum points ... 37, 115, 140, 227 
„ „ approved of 15, 54, 

55, 59, 63, 66, 99, 
104, 116, 120 
„ „ objected to 67, 73, 

103, 123, 139 
„ ^ only half the con- 

ducting power of 

copper 73 

„ „ blunted 69 

„ „ fused ... 128,231 

Plymouth, Charles Church at ... 86 
Point Aigrettes {See infra MuL- 
tiplb). 
„ attracts electricity ... 82 

blunted 53, 69 

breaks the force of light- 
ning 73 

coronal {See infra Mul- 
tiple). 
dimensions of 17, 18, 120, 130, 
178 

Duhamel upon 66 

Engravings of some mo- 
dem ones 230 

facilitate discharge ... 131 
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Point generally... 9, 17, 18,76,79,81, 

86, 92, 122, 125, 131, 139 

„ gUded 9, 56, 59, 71, 120, 138 

„ „ needless 73, 103, 113 

„ height of 52,138 

„ how to be fixed 14, 52, 53, 55, 
58.130 
„ in situ, examination of 

necessary 18 

„ melted 53, 87, 92, 192, 195, 231 

„ ' multiple 34,231 

„ „ recommended 10, 13, 

14, 15, 23, 104, 108, 

125, 132, 139, 243 

„ „ objected to 18, 71 

„ not to be fusible ... 93, 120 

„ of attraction 127 

„ „ copper 10, 13, 23, 66, 67, 

m, 111, 117, 120, 123, 132. 

139 

„ „ iron 88, 138 

.. „ brass 13 

„ „ pinnacles to be united 

to main conductors . 118 
„ „ platinum {See Platinum). 
„ „ silver ... 7, 120, 130, 139 

„ „ three kinds 138 

„ „ vane ... ... ... 186 

(See Vanes). 
„ or blunt conductors 77, 79, 

106 
„ render lateral discharges 

less probable 131 

„ Report upon ... 60, 66 
„ sharp 129, 130, 132, 138, 139 
„ „ not too 92, 123, 129, 242 
., „ experiments with 51,80 
„ should be kept clean 130, 132 
„ „ of good con- 

ducting metal 139 
„ should it be painted P {See 

Painted). 
„ space protected by (See 
Pbotection, Area of). 

„ square tapering 23 

„ used in Germany, fire 
gilded copper cone or 
sphere ... 105, 111, 130 

„ useful 102,122 

„ useless ... 77,103,113 

„ vertical, horizontal, or 

perpendicular 58 

Poisson, M., his joint instruc- 
tions 59 

Polarity of ship's compass re- 
versed by lightning 121 

Poles, Telegraphic, how protected 101 

Pouillet, M., his joint Report 60, 66 

„ on Conducting Powers 

of Metals 124 

„ „ Discharge of light- 
ning 131 



Powder magazines 51, 52, 55, 56, 57, 
66, 67, 70,73,74,76, 
81, 87, 109, 118, 123, 
126, 130, 177, 178, 216 
Preece*s, Mr. W. H., Abstract of 
Replies of Manufac- 
turers 22 

„ Discussion on Lightning 

Conductors 131 

„ Discussion on Earth Con- 
nection 131 

., Abstracts by 98, 102, 117, 
130, 132, 241, 243 

,. on Conductors 100 

„ „ Ball Lightning 101, 102 
„ Paper Discussion on ... 102 
„ Proper Form of light* 

nmg Conductors ... 132 

„ Space protected ... 135 

Priestly, Dr., his Report ... 79 

Pringle, Sir John, his Report ... 79 

„ advocated use of points 122 

Protector {See Conductor). 

Protection, Area of 6, 9, 13, 15, 16, 21, 

22, 24, 57, 60, 64, 67, 71, 73. 

82. 87, 96, 102, 106, 111, 

112, 117, 123, 125, 134, 

135, 137, 180, 192, 226, 

230,243 

of buildings from 

lightning 195 

„ buildings from 
lightning, R. S. 

Brough 132 

w iron from decay 

by galvanizing ... 132 
„ telegraph wires by 
lightning conduc- 
tor 130 

partial ... 194,244 

Prussia, accidents from lightning 126 

Purfleet, Board House struck, 76, 78, 

88, 122. 126 

Purity of copper essential ... 124 

Quadrangular iron bar for con- 
ductor {See Iron, Bar op). 

Questions respecting damage by 
lightning 28,29 

Radius of Protection(-S5eePROTECTiON, 

Area of^. 
Railings to be joined to conductor 125 
Railway Terminus at Antwerp 

struck 137 

„ track makes capital earth 117 
Rain-water pipe as conductor 37, 38, 
41, 132, 213 
Rat, Wet, indestructible by elec- 
tricity 85 

Ravel, M. de Puy Contal, his 
proposal 62 



Digitized by VjOOQIC 



( 258 ) 



INDEX. 



" Beception rod " of iron used in 

GermaDv 125 

Regnault, M., hifl reports ... 66 
Regnier's system of lightninf? 

rods 64, 57 

Relations for lightning con- 
ductors in Denmark 176 

Kepellers, Glass 186 

Resistance of conductor varies 
with its length (See Area, 
Sectional). 
Retarding influence of electro- 
static capacity 133 

Return shock mechanical in 

effect 129 

Ribbons and tubes still in use ... 133 
„ or rods offer less resis- 
tance than ropes 204 

(See aleo Tape.) 
Richard & Co., their tall chimney 

struck 44 

Richman, Prof.,killed 1753,whilst 

experimenting 121 

Ridges, metallic conductor cover- 
ing 68,177 

Rittenhouse, Dr., of Philadelphia, 

his observations 53 

Rivets, copper, used for joints ... 24 

Robins, E. G., his report 39 

Robertson, J., his report ... 76 

Rochon, M., his report ... 51, 57 
Rods better than ropes or chains 96, 

204 

„ solid copper 10, 13, 14, 15, 73, 

89, 117. 123, 

184, 195 

„ copper not fusible 125 

„ copper, their size ... 70,180 
„ Earth terminals of (which 

see). 
„ elevation, how coupled ... 24 
„ horizontal, on roof 52, 118 
„ how to be fastened to. 
buildings (See Attach- 
ment). 
„ iron, conductor 10, 46, 47, 77, 99, 
117, 177 
„ „ tarred or galvanized ... 104 
„ „ the size of 52, 58, 70, 74, 

130 
„ Joints in (See Joints). 
„ Lightning, and how to con- 
struct them 102 

„ Munson's 216 

„ must be thoroughly joined 52 
„ notto be inside chinmey... HI 
„ of greatest length gives 

most protection ... 137 

„ of spirally twisted iron ... 192 
„ Points of (See Points). 
„ should be painted (See 
Painted). 



Rods, size of (See Conbvctob, 
Size of). 
M Tie,must be connected with 

conductor 60 

„ to be diameter of chimney 

above top Ill 

„ to be made of conical form 129 
„ will nt>t divert electric fire 

from its path 125 

Rome, svstem of rods used there 179 
Roof, aU metals in, to be con- 
nected 60,72 

„ covered with metal 37, 69, 177 
„ lead, easily made into pro- 
tector 102 

„ of wood or slate has con- 
ductor on rid£;e 125 

M with masses of metal, diffi- 
cult to protect 7 

Rope better than rod 5, 10,60,111, 113, 
131, 243 

„ brass wire 60, 124 

„ conductor, how to fit to 

ship's rigging ... 6 
M n lower end of to be 

to be opened 11, 15 
ft copper and zinc wire de- 
cayed 205 

„ copper better than iron for 

towns 19 

„ copper, its advantages and 

disadvantages 8, 56, 63, 131, 

134 

„ copper wire 10, 13, 14, 34, 37, 

39, 60, 75, 103, 125, 

131, 225, 226, 227 

„ „ dimensions of 8, 9, 

223 
„ „ has both suiv 

face and mass 16 
„ „ too expensive 58 

„ easily bent without angles 19 
„ „ joined, diverted, or 

lengthened ... 19 

„ hemp, for conductors ... 56 

„ Iron wire ... 19, 58, 68, 125, 

227,243 

„ „ „ smashed 86 

„ liable to cohrosion onfactory 

chimneys 125 

„ of thick copjjer wire 226, 229 
„ or cable, fringed out at 

upper terminal 14 

„ metallic, disadvantages of 

62,63,95,204 
„ for connecting points with 

metal bars 55 

„ with hemp strand in middle 

116,227 
„ Wire, conductor, badly erec- 
ted 39 

„ damaged 193 
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Bosherville Church struck though 

provided with a conductor ... 34 
Bounded and pointed conductors 79 

(See Point.) 
Route to earth for conductor ... 126 
Royal Society, Committee of ... 76,78, 

79 
Rules for erecting Conductors 

(See Instructions). 
Russell, F. & Co., their answers 9, 17 
Rust increases electrical resist- 
ance 70, 107 

Sacr6*s, M. E., system 140 

Safety from Lightning, Personal 233 
St. Ann's Hotel, Buxton, struck . 34 

St.Aubyn, J. P 29 

St. Clotilde Church, Paris, struck 69 
St. Eloi Church, Paris, struck ... 69 
St. George's, Leicester ... 126,240 
St, James' Church, West-End, 

Hants, struck 34 

St. Mary's, Crumpsall, near Man- 
chester, struck 39 

St. Mark's, Venice 103 

St Matthias's Church, Brixton, 

struck 39 

St. Michael's Church, Stamford, 

struck 43 

St. Paul's Cathedral, Accident to 78 
„ „ fitted with cop- 
per wire rope 131 
„ „ its immunity 
from injury by 
lightning ... 103 
St. Peter's Church, Brighton, pin- 
nacle struck 48 

St. Sepulchre's Church, North- 
ampton, struck 37 

St. Sulpioe Church, Paris, struck. 69 
Sanderson & Co., their answers 23, 24 

"Scientific American," 118 

Screen, metallic, a protection ... 86 

Secchi, P 180 

Sectional Area (See Abe a, Sbc- 

HONAI.). 

Sharp Points (See Points). 

Sheets, Iron, struck 53 

Sheet lightning is the reflection 

of forked 101,242 

Ships struck ... 53,61^62,88,95, 
195 205 
„ conductors 6, 90, 121, 122,' 196, 
199,200 
Short terminal points to chim- 
neys 126 

Siemens, A., abstract by 127 

Silver Points (See Points of 
Silver). 

Simmons, J., his Essay 81 

Size of conductor (See Con- 
DUCTOB, Size of). 



Small conductor replaced by 
heavier one 194 

Smoke discharged from chimney 
a conductor 132 

Smoke often destroys brass ... 124 

Snell, H. S., hisreport 39 

Soil, change in nature of, its effect 71 

„ dry, a non-conductor ... 70 

„ metallic veins beneath ... 61 

„ water beneath will attract 

lightning 61 

Soldered joints (See Joints). 

Solder, ob j ectionable 16 

„ the use of , imperative ... 20 
„ „ not universal,.. 20 
„ with copper 103 

Solid rods superseded by ropes 
of wire (/Siee Ropes) 131 

South Foreland Lighthouse 185, 186 

Spagnoletti, Mr., discussion on 
lightningconductors 131 

Spang, H. W., Treatise on Light- 
ning Conductors ... 112, 181 

Sparks from Holtz's machine ... 141 
„ „ Ruhmkorff's coil ... 141 

Space protected (^See Protection, 
Area of). 

Specific attraction, equal in all 

bodies 73 

,. heat of iron greater than 
copper 132 

Sphere, Metal, on top of con- 
ductors Ill 

Spike of iron (See Point). 

Spiral twisted iron rods 192 

Spires, Church, conductor for,how 
fixed 23 

Spire, Church, conductors for 
without joints 24 

Spires, connection from bottom 
of vane rod 14 

Spout, Iron, entered by lightning 43 

Spout split at joints 45, 46, 47, 49 

Spratfs patent conductors... 205, 210, 

215 

Spurn Point High Light 184 

Square building to have terminal 

at each end 125 

„ wire 13,216 

Staples for attaching conductor 
{See Attachment). 

Static discharges from conductors 133 
„ electricity, laws of ... 132 

Stays,Metal 184,185 

Steeple of Jacobi Church, at Ham- 
burg 129 

Steeples to have horizontal con- 
ductors 113, 125 

Steeple with lightning rod in- 
jured 124, 125 

Steinheil's lightning protector ... 130 

Sterriker, John, his report 45, 46 
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Straps and naUs (8e§ Attachment). 

Strasburg, accident at 99 

Straw conductors for country us© 104 
Strata, water bearing, connection 
to be made with {See Earth 
Terminal). 
Stream of fire in rigging of ship 64 
Striking distance 650 to 6500 feet 108 
Stroke, lightning, 9 or 10 miles... 108 

Sullivan, Adml 183, 196, 199 

Sulphur Paste made of galena and 

melted, for end of conductor .. 68 
Sulphurous fumes destructive to 

terminals ... ... 131 

„ odour of lightning ... 86 
Sun burner to lofty building ... 201 
Superficial conductors, advan- 
tages of 86 

Supports of protector soldered 

VTith zinc 140 

Supposed perfect conductor ... 131 
Surrace exposed to air consider- 
able 139 

,, or mass, which conducts? 13, 
15, 18, 49, 74, 89, 132 

Swan Cotton Mill 239 

Sweden, accidents from lightning 126 

Symons, G. J., 43, 46, 183 

„ abstracts by 74, 89, 99, 

102, 104, 111, 116, 
131, 132, 134, 136 

Tacchini, Prof. 179,180 

Tait, Prof., on thunderstorms ... 241 
Tanks ... 16, 71, 94, 107, 130 

Tape, joints, if any, should be 

rivetted and soldered ... 7 
„ copper better than rope 8, 204 
„ „ objections to 6, 6, 16 
„ „ let into masts ... 92 
„ lower end to have a dis- 
charging fork 11 

„ Phin, upon 103 

„ to be cut in strips for earth 

terminal 15, 23 

„ copper, the sizes and lengths 

made 7, 10, 14, 23, 70, 133 
„ cheaper than rope ... 8, 9 
Tarred casing of wood to enclose 

iron 126 

„ metallic rope 60 

Taunton Church, large copper 

rope conductor 8 

Teale, P. G., of Calcutta 181 

Telegraph instruments in j ured ... 1 00 
„ poles, how protected 101 
„ wires affected under- 

p-oimd ... 101 

Temperature, variations of, aff ect- 

mg length of conductor 68, 125, 

226 

Terkelsen, C, abstract by .. 106 



Terminal area protected by (See Pro- 

TBCTioN, Area of). 
Terminals {See Points). 
Terminal, earth (See Earth termi- 
nal). 
Terminal for every 20 ft. of roof.. 125 
„ how fastened to roof ... 62 
„ if numerous, should 
have proportionately 
thicker conductor (See 
Area, Sectional). 
„ long upper. . . 68, 77, 225, 229 
„ jar roof by vibration by 

wind 116,127 

„ not always pointed 92, 125 
„ painted or tmned ... 65 
„ rods 17, 55, 66, 67, 72, 124 
„ „ to branch out at top 

(See Points). 
„ Upper, how attached to 

conductor 60 

„ „ fused 193 

„ „ should be cased 
in lead to pro- 
tect from sul- 
phurous fumes 131 
„ „ to be a roimd rod 126 

„ „ to be iron or 

copper 82 

„ „ too small ... 62 

„ „ what it is ... 59 

„ „ what made of ... 13 

Terra Cotta water pipes 180 

Testing apparatus ... Ill, 226, 228, 
243,244 
„ of building as well as of 

conductor 9 

„ of conductors with gal- 
vanometer ... 9, 131 
„ to be periodical... 132, 244 
Theory of protection (See Protec- 
tion Area op). 

Thimbles, glass 186 

Thomson, Prof. Sir W., on con- 
ductors ... 47,48,49,102,133 
Thunder-storms dangerous where 

no woods are... 119 

„ in France, 1822 . 123 

„ nature of ... 85 

Ties, Metallic (See Attachment). 

Tin and lead conductors tried ... 123 

Tinfoil, experiments with ... 199 

Tinned metallic wire 95 

Tips (See Points). 

Tomes, J., F.R.S,, accident to his 

house ... - 210 

Top conductor (See Conductor 

Ridge). 
Torquay, no good earth there ... 130 

Tower of chui'ch struck 29 

„ of house struck 37 

Trees bad conductors 127, 
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Treee, High, their protective 

action ... 85,127,243 
„ iDjiuredwhilepassinglight- 

niDj^ to better conductor 127 
,, on plains attract lightning 127 

„ struck 46,47,49 

Trenches, Ck>nnections in ... 72 

„ filled with carbonace- 
ous materials 7, 12, 100, 125 
„ in rocky or dry soil ... 72 
(See also Eabth Tebminals). 
iSrongh, Oaken, for lower ter- 
minals to pass through ... 56 

Trinity House 183 

Tube conductor for Houses of 

Parliament 199 

„ Copper, 7,10,14,70,74,133 
„ „ haying copper cable 

pasmng through it 13 
„ patent insertimi joints ... 7 

„ Iron 86, 117 

M conductors, why objec- 
tionable 5 

Turr0ts,conductors f or,howfixed 23, 24 
Twyf ord Moors, near Winchester 34 

Underground connection {See 

Eabth Tkbminal). 
United States, AeadaiiM from 

lightning 126 

Uniyersity Coll., Chimney stmdc 38 
University of Padua protected by 

conductors 122 

Upper terminal (See Tebmjmal 

UFPBB and Points). 
Upwood Oorse, Caterham^ acd- 

dent at 210 

VaiUantyLeKar^diaU his Report 66 

Vanes, how connected. See, lu, 11, 14, 

23, 39, 40, 52, 53, 104, 

183,185,186,202 

Varle^, C, quoted 101 

Vraietians decreed to use U^t- 

ning rods in Republic 122 

Ventiuitingpiries 216 

Vitreous tubes (Fulgurites) 

formed by electricity 112 

Vyle's,S.,n>d& testing apparatus 244 

Walker, C. V., on conductors ... 84 
„ on Ley den discharges 84 

n i 187 

„ Matthew, His knot ^ 16 
Wall eyes of iron 130 

(See aUo ATTACttMimr), 
Wandsworth, diimney of house 

struck 38 

Ward, G. G., of 5ew Tork ... 181 
Water mains and UBdemavmd 

water generally (See Eabth 

TSSMUTALS). 



Water spouts to be connected 10 226 
Watson^, Dr., conductor at 

Payneshill 85 
ff „ for riiips... 121 

„ report ... 76,79 

Weathercock (See Vanbs). 
Weber, Dr. L., on Ughtoing dis- 
diarges in Schleswig HoUtein 

127,231 
Week, St. Mary, the Church of 29, 30 
Weight of conductors (See CoN- 

DUCTOBS, SIZB OF). 

Wells (See Eabth Tebminals). 
Wells Church, Norfolk, destruo- 

of, b]r lightning 194 

West side of house, rod to be on 100 
Wheatstone quoted, on fusion of 

rod 83 

Whichcord, J., his joint Beport... 28 
White, W. H., Secretary B.I.BJL, 

circular sij^ed by him 28 

Wilkins k Weatherby, their 

answer 4-6, 17 

Wilson, Mr., his report and views 

76, 79 
Wilson, B», on conductors on 

chimnejrs 110 

Wind, action of on conductors 116, 127 
Windmill with conductor struck 128 
Windows, copper, to magazines. . . 74 
Winkler, Prof. J. H. (1746), elec- 
tricity cause of thunderstorm . 129 
Wire cables {See Ropx). 
„ cage as protection without 

use of earth 132 

„ melted into drops like shot 195 

„ of zinc melted 107 

„ rustedin earth and was use- 
less 107 

„ square 13,216 

Withers, J. B. M., hk report ... 40 
Woodtobeereosotedto formcase 

for iron 125 

„ coated with resin, as a 

conductor 54 

Workhouse, how to be protected 10 
Wrexham Church struck ... 126 

WrotteslQT, CoL 6., B.E., his 

report 40 

Wrought iron (See Ibok). 

Wyatt Piqyworih Oinr^ stnidc 39 



Toik,acddAitat... 



.. 219 



ZenaefB, Prof. C, Symmetriscfae 
muahleHer 104 

Zinc better conductor than iron 74 

„ coating 72 

„ chimney of house strudc ... 37 
„ cylinder, wire to pass 

throu^ 83 

„ strips 192 

., wifemehed 107 

8 
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